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Copyright and Revision Record

ETS-Lindgren Inc. reserves the right to make changes to any products herein to improve functioning or
design. Although the information in this document has been carefully reviewed and is believed to be
reliable, ETS-Lindgren does not assume any liability arising out of the application or use of any product or
circuit described herein; nor does it convey any license under its patent rights nor the rights of others. All
trademarks are the property of their respective owners.

© Copyright 1995-2026 by ETS-Lindgren Inc. All Rights Reserved. No part of this document may
be copied by any means without written permission from ETS-Lindgren Inc.

Trademarks used in this document: The ETS-Lindgren logo, TILE!, VisionTRX, EMCenter, EMSwitch,
EMPower, EMControl, EMSense, EMSense 10/40, EMField are trademarks of ETS-Lindgren Inc.;
National Instruments and NI are trademarks of National Instruments Corporation; Intel and Pentium are
registered trademarks of Intel Corporation; Microsoft, Excel, Windows, and MS-DOS are registered
trademarks of Microsoft Corporation in the United States and/or other countries.

Gnuplot Plug in: Copyright Statement
Copyright © 1986 - 1993, 1998, 2004, 2007 Thomas Williams, Colin Kelley

Permission to use, copy, and distribute this software and its documentation for any purpose with or
without fee is hereby granted, provided that the above copyright notice appears in all copies and that both
that copyright notice and this permission notice appear in supporting documentation.

Python: Copyright Statement
Copyright © 2001 Python Software Foundation. All rights reserved.

Permission to use, copy, and distribute this software and its documentation for any purpose with or
without fee is hereby granted, provided that the above copyright notice appears in all copies and that both
that copyright notice and this permission notice appear in supporting documentation.
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Revision Record | MANUAL, TILE, REFERENCE, SOFTWARE | Part #399329, Rev. R

Revision Description Date |
A Initial Release. AUG 2011
B Updates to selected descriptions and formulas. JUN 2012
C Updated graphics: Working with the Flowchart, Toolbars Standard Bar, JUL 2012

Switches, Measurement, Positioner, and Control Actions.
Additions: Windows Menu Bar Tools, EMSwitch, Call Action.

D Updated contact information; miscellaneous edits. MAY 2013
E Updated Steps to Create a Profile. JUN 2013
F Added TILE! 7 info. JAN 2014
G Update. JUL 2016
H Update. FEB 2017
J Updated format, pictures, and definitions. Added NI I/O Trace Section. JUN 2018
K Added data elements, script information, examples and pictures. FEB 2019
L Updated definitions. Added NI MAX connection example. MAR 2020
Updated: License information, Monitors, and NI I/O Trace.
M Additions: DO160G Zero Span, Simulation, and IVI. APR 2022
N Updated definitions and graphics. FEB 2024
0 Additions: Appendix Examples of Immunity Iterators and Ignore Replace OCT 2024
Commands.
P Updated: Reverb. SEP 2025
R Added TILE! 8 info about Auto Instrument Detection, Instrument test panels, JUL 2026

and Python (Further details added to Scripting Manual).
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End User License Agreement

TILE!™ END USER LICENSE AGREEMENT

READ THIS CONTRACT CAREFULLY. BY CLICKING THE “I AGREE” BOX AND/OR INSTALLING OR
USING THE SOFTWARE, YOU ARE ACCEPTING ALL TERMS AND CONDITIONS OF THIS
AGREEMENT. THIS AGREEMENT GOVERNS THE USE OF TILE!I™ SOFTWARE (“*SOFTWARE”) AND
ALL UPGRADES, UPDATES, PATCHES, HOTFIXES, MODULES, ROUTINES, FEATURE
ENHANCEMENTS AND ADDITIONAL VERSIONS OF THE SOFTWARE THAT REPLACE OR
SUPPLEMENT THE ORIGINAL SOFTWARE (COLLECTIVELY, “UPDATES”) ALONG WITH THE
ASSOCIATED MEDIA, PRINTED MATERIALS, ONLINE OR ELECTRONIC DOCUMENTATION,
DISTRIBUTED BY OR ON BEHALF OF ETS-LINDGREN INC. (“ETSL"), UNLESS A SEPARATE
LICENSE AGREEMENT EXISTS BETWEEN YOU AND THE MANUFACTURER OR OWNER OF THE
SOFTWARE. SOFTWARE UPDATES, FOR THE PURPOSE OF THIS AGREEMENT, ARE
CONSIDERED SOFTWARE AND THIS AGREEMENT, IN AND OF ITSELF, DOES NOT ENTITLE YOU
TO ANY FUTURE UPDATE. BY EXPRESSLY ACCEPTING THESE TERMS OR BY DOWNLOADING,
INSTALLING, ACTIVATING, AND/OR OTHERWISE USING THE SOFTWARE, YOU AGREE THAT YOU
HAVE READ THIS AGREEMENT, AND AGREE TO COMPLY WITH AND BE BOUND BY THE TERMS
AND CONDITIONS OF THIS AGREEMENT AND ALL APPLICABLE LAWS AND REGULATIONS. THIS
AGREEMENT LIKE ANY WRITTEN AGREEMENT SIGNED BY YOU, IS ENFORCEABLE AND
LEGALLY BINDING BETWEEN YOU AND ETSL. IF YOU DO NOT AGREE TO ALL TERMS AND
CONDITIONS, DO NOT INSTALL OR USE THE SOFTWARE. IF YOU ARE ACCEPTING THESE
TERMS AND CONDITIONS ON BEHALF OF AN ENTITY, YOU ACKNOWLEDGE THAT YOU HAVE
THE APPROPRIATE AUTHORITY TO ACCEPT THESE TERMS AND CONDITIONS ON BEHALF OF
SUCH ENTITY.

This End User License Agreement (“Agreement”) is between ETS-LINDGREN INC. (“ETSL”) and the
customer that has procured the software license for use as an end user (“Customer” or “You” as used
above).

1. TECHNOLOGY LICENSE.

1.1 License Grant. Subject to the terms and conditions of this Agreement, ETSL grants
Customer a worldwide, non-exclusive, non-sublicenseable, non-transferable, limited license (“License”),
to install or have installed, display, and use one copy of TILE!™ Software and the associated object code
therein (“Software”), in a manner consistent with the terms of this Agreement and the User Manual
provided.

1.2 Limitations. The License is conditioned upon ETSL receiving Customer’s timely payment of
all fees applicable to the Software and to any Products in which the Software may be loaded. ETSL
reserves all right, title, and interest in and to the Software not expressly granted herein and grants no
additional express or implied license, right or interest in any copyright, patent, trade secret, trademark,
invention or other intellectual property right of ETSL. The Software is licensed for use as a single product
and Customer shall not: (a) disassemble, decompile, or attempt to reverse engineer the Software or
derive the underlying source code or algorithms; (b) modify, add features, functionality, or create
derivative works of the Software; (c) copy or attempt to copy the Software, or allow others to do so,
except that Customer shall be permitted to retain one archival copy for back-up purposes; (d) distribute,
sell, sublicense, rent, or lease the Software or Customer’s License or attempt to do any of the foregoing;
(e) remove any product identification, trademark, copyright, or other proprietary information contained in
the Software; (f) use the Software in the development of products or services competitive with those
offered by ETSL.

1.3 Deliverables. ETSL will provide one executable copy of the Software and one copy of the
User Manual.
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1.4 Third-Party Software. The Software may utilize software components from third parties
(“Third-Party Software”), including without limitation, source code, object code, and algorithms developed
by others and software subject to open source licensing. A list of the Third-Party Software utilized will be
provided to Customer upon written request. All Third-Party Software is licensed to Customer pursuant to
the relevant third-party license agreement. To the extent the terms or conditions of a third-party license
agreement conflict with this Agreement, when required by the conflicting third-party license agreement,
the terms and conditions of such agreement will control over this Agreement. ETSL makes no
representations or warranties with regard to any Third-Party Software.

2. PAYMENT; TERM AND TERMINATION.

2.1 Payment. Customer agrees to pay all applicable fees associated with the use of the Software
License and agrees to comply with the payment terms established by ETSL at the time of sale.

2.2 Term and Termination. This Agreement becomes effective upon the earlier of Customer’s
installation or use of the Software and shall continue in full force and effect for the duration of the
evaluation period, unless terminated in the manner set out below. The License granted under this
Agreement is conditioned upon Customer’s acceptance of and continued compliance with all terms and
conditions stated herein. Customer’s noncompliance or breach of any term or condition of this
Agreement, including without limitation, Customer’s failure to comply with the payment terms established
by ETSL at the time of sale, shall result in immediate termination of this Agreement and the
accompanying License. Upon notice of termination, Customer shall imnmediately cease all use of the
Software, remove and destroy all copies and components, and certify in writing that such removal and
destruction has occurred. ETSL will not have any obligation upon the termination of this Agreement to
refund any portion of any License fee. Sections 1.2,2.1,5.1,6,7.1,7.3,7.4,7.5,7.9,7.10,7.11,and 7.12
shall survive termination of this Agreement.

3. UPDATES; SUPPORT AND MAINTENANCE.

3.1 Updates. ETSL may from time to time make updates to the Software which, in its discretion,
may be made available to Customer for download. Installation of such updates will be either optional or
mandatory. Upon notice of a mandatory update, Customer agrees to download and install the update
within ten (10) days.

3.2 Support. This Agreement does not include software support from ETSL. Maintenance and
support services, if any, are provided under a separate agreement.

4. WARRANTIES.

4.1 Title. This Software is licensed and not sold. ETSL warrants that it has clear title in and to the
Software and all the necessary rights, power and authority to enter into this Agreement.

4.2 Authority to Bind. Customer warrants that it has the necessary rights, power and authority to
enter into this Agreement, assume obligations, and accept a grant of rights on behalf of Customer’s
organization.

4.3 Viruses, Malware and Malicious Code. Virus, Malware and Malicious Code means any
code, program, or sub-program whose knowing or intended purpose is to damage or corrupt data or the
operation of the computer system containing such code, program, or sub-program. Prior to the delivery of
the ETSL-branded Software, ETSL will use commercially reasonable efforts to prevent the introduction of
known computer viruses, malware and other malicious code.
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4.4 Limited Warranty. For 30 days from the initial date of installation, ETSL warrants that the
Software will perform substantially in accordance with the accompanying documentation, and the
Software media will be free from defects in materials and workmanship. In the event of a defect in
performance or materials, ETSL, at its option, shall either (a) refund the price paid for the Software, or (b)
repair or replace the Software that does not meet this Limited Warranty. EXCEPT AS OTHERWISE
PROVIDED HEREIN, THE SOFTWARE AND THE ACCOMPANYING WRITTEN MATERIALS ARE
PROVIDED "AS IS" WITHOUT EXPRESS OR IMPLIED WARRANTY OF ANY KIND. ETSL EXPRESSLY
DISCLAIMS ALL IMPLIED WARRANTIES, INCLUDING WITHOUT LIMITATION ANY IMPLIED
WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. ETSL DOES
NOT WARRANT THAT THE SOFTWARE WILL BE ERROR FREE OR THAT IT WILL OPERATE
WITHOUT INTERRUPTION.

4.5 High Risk Disclaimer. When monitoring high-risk applications or hazardous environments
requiring fail-safe controls including without limitation, operation of nuclear facilities, avionics equipment,
safety equipment, communication systems, air traffic control systems, life support systems, and weapons
systems, Customer agrees that all results obtained through use of the Software are for reference
purposes only. Without limiting the generality of the foregoing, ETSL specifically disclaims any express or
implied warranty of fitness for such purposes.

5. INDEMNIFICATION.

5.1 Indemnification by Customer. Customer shall indemnify, defend and hold ETSL harmless
from and against any and all claims, damages, losses, and expenses, including without limitation
reasonable attorneys' fees and court costs, arising out of, resulting from, or connected with Customer’s
use of the Software. Customer’s obligation under this Section 5.1 applies without limitation to any claim
arising from Customer breach of Section 4.5, any infringement or claim for infringement of the intellectual
property rights of any third party resulting from or connected with Customer’s modification or combination
of the Software with any other product not provided or expressly approved by ETSL, and any fines, fees,
or penalties imposed as a result of Customer’s failure to comply with all applicable laws and regulations.

5.2 Indemnification by ETSL. ETSL shall indemnify and defend Customer from and against all
claims of liability for infringement of any United States patent, copyright or trade secret rights of a third
party arising from Customer’s use of the Software License in accordance with the User Manual, provided
that: (i) the infringement is not caused by the combination of the Software with any other item not
provided or approved by ETSL, including but not limited to software, data, or hardware, (ii) Customer
notifies ETSL in writing within ten (10) days from the date Customer first becomes aware that an
infringement claim exists, and (iii) Customer agrees to allow ETSL to fully control any litigation and
settlement of such infringement claim.

6. LIMITATION OF LIABILITY. IN NO EVENT SHALL ETSL BE LIABLE FOR ANY CONSEQUENTIAL,
EXMEPLARY, INCIDENTAL, INDIRECT, PUNITIVE, OR SPECIAL DAMAGES, INCLUDING WITHOUT
LIMITATION ANY CLAIM FOR LOST PROFITS, LOST OR CORRUPTED DATA OR SOFTWARE, OR
DOWNTIME, ARISING OUT OF OR RELATING TO THIS AGREEMENT OR CUSTOMER'’S ABILITY OR
INABILITY TO USE THE SOFTWARE AND LICENSE. THIS LIMITATION ON RECOVERY APPLIES TO
ALL CLAIMS OR CAUSES OF ACTION, INCLUDING WITHOUT LIMITATION, ACTIONS ARISING
UNDER CONTRACT LAW, WARRANTY LAW, STRICT LIABILITY, NEGLIGENCE, AND EVEN IF
NOTIFIED OF THE POSSIBILITY OF SUCH DAMAGES. THE TOTAL LIABILITY OF ETSL FOR ALL
CLAIMS MADE BY CUSTOMER RELATING TO THIS AGREEMENT SHALL NOT EXCEED THE TOTAL
AMOUNT PAID BY CUSTOMER FOR THE LICENSE PROVIDED HEREUNDER.

7. GENERAL.
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7.1 Governing Law and Arbitration. This agreement and performance hereunder shall be
governed by the laws of the State of Texas without regard to the conflict of law principles. Customer
agrees to resolve any dispute or controversy arising out of this Agreement by arbitration in Travis County,
Texas in accordance with the Commercial Arbitration Rules of the American Arbitration Association. A
single arbitrator shall be agreed upon by both parties or, if unable to do so within thirty (30) days, then
both parties agree that a single arbitrator shall be appointed by the American Arbitration Association. The
award of the arbitrator shall be binding and judgment upon the award may be entered in either the District
Courts for Travis County, Texas or the Federal District Court for the Western District Court of Texas.
Customer hereby consents to such venue and to the personal jurisdiction of such courts and waive the
right to demand a jury trial in any such action.

7.2 Assignment. Customer shall not assign or otherwise transfer the Software, Customer’s
license, or this Agreement to anyone, including any parent, subsidiaries, affiliated entities or third parties,
or as a part of the sale of any portion of its business, or pursuant to any merger, consolidation or
reorganization, without obtaining prior written consent from ETSL. Such consent will not be unreasonably
withheld. Third parties, contracted by Customer, including without limitation, consultants, subcontractors,
or agents, to implement the Software on Customer’s behalf at Customer’s facility, and who have agreed
in writing to use the Software only in accordance with the terms and conditions of this Agreement, do not
violate this Section.

7.3 Audit. To confirm compliance with Customer’s obligations hereunder, Customer agrees that
ETSL and/or its agents, may upon ten (10) days prior written notice and during normal business hours,
inspect and audit all of Customer’s records relating to the Software and this Agreement. If such inspection
or audit reveals that Customer has not complied with Customer’s obligations, Customer agrees to bear
the full cost of the inspection and audit, and to acquire all additional licenses necessary to maintain
compliance.

7.4 Confidentiality. Customer agrees that Customer, its agents and employees shall not in any
manner use, disclose or otherwise communicate any information with respect to the Software which might
enable the unauthorized use or reproduction of the Software or any portion thereof. Customer shall take
all action necessary to protect the confidential and proprietary information included in the Software,
including without limitation providing appropriate instruction to Customer’s employees and obtaining their
consent to be bound by this confidentiality clause.

7.5 Export, Import and Government Restrictions. The Software is subject to U.S. export laws
as well as the laws of the country where it is delivered or used. Customer agrees to abide by these laws.
Under these laws, the Software may not be sold, leased or transferred to embargoed countries (currently
Cuba, Iran, North Korea, Sudan and Syria), other restricted countries, restricted end-users, or for
restricted end-uses. Customer specifically agree that the Software will not be used for activities related to
weapons of mass destruction, including but not limited to, activities related to the design, development,
production or use of nuclear materials, nuclear facilities, or nuclear weapons, missiles or support of
missile projects, or chemical or biological weapons. Customer understands that certain functionality of the
Software, such as encryption or authentication, may be subject to import or export restrictions in the event
that Customer exports the Software from the country of delivery. Customer is responsible for complying
with all applicable restrictions.

7.6 Force Majeure. Neither party shall be liable for any noncompliance caused by acts of God,
war, terrorism, fire, flood or any other unforeseeable event beyond the reasonable control of both parties.
To the extent either party is unable to comply with the Agreement as a result of such an event, that party
shall not be in default of this agreement, provided however that such party makes every reasonable effort
to become compliant as soon as practicable.

7.7 Entire Agreement. Both parties agree that this Agreement is the complete and exclusive
statement of the agreement between Customer and ETSL, which supersedes and merges all prior
proposals, understandings and all other agreements, oral or written, between both parties relating to this
Agreement.
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7.8 Severability. If any provision of this Agreement is invalid, illegal or unenforceable under any
applicable statute or rule of law, it is to that extent to be deemed omitted. The remainder of the
Agreement shall be valid and enforceable to the maximum extent possible.

7.9 Waiver and Amendment. The failure of either party to exercise any right provided for in this
Agreement shall not be deemed a waiver of any further right under this Agreement. Any waiver must be in
writing and signed by the party waiving its rights. This Agreement may not be modified, altered, or
amended except by written instrument duly executed by Customer and ETSL.

7.10 Conflicting Terms. In the event the terms of this Agreement conflict with the terms or
conditions of any other agreement concerning the Software, including without limitation terms or
conditions contained in any purchase order, purchase order acknowledgment, invoice, contract, or
subcontract, this Agreement shall control.

7.11 Independent Contractors. The parties are independent contractors. Neither party will have
any rights, power or authority to act or create an obligation, express or implied, on behalf of the other
party except as specified in this Agreement.
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Contact Information and System Requirements

Contact USA Headquarters

1301 Arrow Point Drive
Cedar Park, TX 78613
Telephone: +1.512.531.6400
Fax: +1.512.531.6500

Please see http://www.ets-lindgren.com/ for a list of all ETS-Lindgren offices.

TILE! Support

Support Portal: https://support.ets-lindgren.com/TILE

Support Email: TileSupport@ets-lindgren.com

The more information provided - the better and faster the support team can provide help. To expedite the
process, please have the following information available to streamline the support process:

e Full Name e Version Number of TILE!

e Email Address o Relevant Profile[s]

e Phone Number e Screenshots of the error popup[s]
e Company Name e NI /O trace of the error[s]

License and Maintenance

The TILE! license is on a USB Key. The Key must be inserted into a USB slot on the PC for TILE! to
communicate with an instrument (Spectrum analyzer, signal generator, etc.) The USB Key is also
needed to run a test profile with simulated instruments since TILE! does not know the difference
between a real and a simulated instrument.

A license maintenance contract is valid for 1 year. When you buy TILE!, the last version that was
available before your contract expired will be good forever with a “Permanent” key.

The USB Key never stops working, so TILE! will still run if maintenance expires (TILE! is a permanent
license). However, the key will not run versions of TILE! that are released after the license expires.

NOTE: A USB Key is not needed to load a test profile, edit the profile, change or revise data, rerun
calculations, save the profile, etc.

There is also a yearly maintenance fee if you want or need access to a version of TILE! that becomes
available after the license expires.

The Maintenance covers remote help by email and phone. It includes access to new software releases
and drivers and gives access to our support portal. Being in maintenance enables use of the Simulator
for developing profiles and running Python scripts.
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Windows Compatibility

TILE! 8 is developed and tested on Microsoft Windows 11™. Older versions of Windows may work, but
Microsoft recommends that all users update to Windows 11 now.

Recommended System Requirements

Intel i7, current revision

e Microsoft Windows 11

¢ 16 GB RAM

e 1 TB free hard drive space, SSD is better

e DVD/CD-ROM optional

o 2 Ethernet ports

e 4 USB 3.0 ports

¢ NI GPIB to USB adapter (If using any GPIB instruments)

e  24-inch monitor
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Introduction

The operational and instructional aspects of TILE! referred to in this manual are applicable to TILE!. The
features presented are additions to the existing features from previous versions of TILE! as described in
the remainder of this manual. This manual is updated as features are added or when edits are needed.

This manual provides the appropriate instructions for building test profiles, debugging the design, and
running these on a day-to-day basis. A tutorial helps to provide a short example to getting up and running.
The manual chapters describe supporting elements to create a full profile.

Welcome

Welcome to TILE!™ software. TILE! is a dynamic software package that undergoes constant
enhancements and improvements. As we strive to streamline the software, inputs from the user, as well
as those of our developers, are implemented to support evolving needs. Corrections and additions are
welcome to help make TILE! Help as informative as possible.

TILE! is an integrated approach to designing, performing, reporting, and archiving complex
Electromagnetic Compatibility (EMC) tests. TILE! provides simple, direct control of EMC measurement
instruments with a unique, visual interface.

The TILE! concept provides a common user interface for all testing. This is coupled with integration into
various standard report writing software (such as Microsoft® Word) and spreadsheets (such as Microsoft
Excel®). It provides the ability to perform EMC tests, as well as manage the data generated during these
measurements.

TILE! uses a flowchart to simplify the user interface. Each step in the process is represented on the
flowchart with an icon, which are referred to as actions. The actions are each a unique test, information
step, or prompt. Once the flowchart is built, is it known as a profile. The profile provides a powerful tool for
symbolizing communications with the instruments and data management.

One advantage of the TILE! system is the ability to quickly change test instruments. Most EMC
instrumentation is supported by TILE!. The emphasis on hardware independence allows for quick
introduction of new instrumentation into the laboratory environment, so there is no need to re-create a
new profile.

Instrument drivers are provided free of charge to registered users, except in some situations where
equipment must be leased or timelines require accelerated development.

If you design the parameters and frequency ranges to match all the instruments, then you can change
instruments during a test by simply changing the linkage in the Instrument window. The names used on
the Instrument linkage in each action will automatically adjust to the newly defined instrument.

Instrument control is based on the most popular instrument interfaces that include General Purpose
Instrument Bus (GPIB or IEEE-488-2), TCP/IP, USB, and Serial Communications (IEEE-232).

The TILE! directory on your computer has many sample profiles for your convenience. The shipping
profiles are saved under the file path C:\Program Files (x86)\ETS-Lindgren\TILE7\Profiles. Open a profile
and save it under a new name to keep the original template from changing.
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TILE! 8 Datasheet

TILE!™ 8 (Totally Integrated Laboratory Environment) is ETS-Lindgren's next-generation laboratory
automation software that integrates instrumentation, chamber equipment, workflows, and laboratory data
into a single intelligent platform. Designed for laboratories of every size, TILE! 8 simplifies standards-
based testing while improving efficiency, repeatability, and confidence in every measurement.

Supporting more than 1,600 instrument drivers, TILE! 8 seamlessly integrates ETS-Lindgren and third-
party instrumentation through Ethernet, USB, GPIB, and serial communications. The software automates
radiated emissions (RE), radiated immunity (RI), conducted emissions (CE), and conducted immunity (CI)
testing while coordinating instrumentation and chamber equipment throughout the laboratory. Flexible
workflows, reusable test profiles, centralized project management, comprehensive reporting, and
complete audit trails help engineers reduce manual interaction, improve testing consistency, and maintain
complete traceability.

Unlike traditional automation software that simply executes test sequences, TILE! 8 manages the entire
EMC laboratory. From instrumentation and chamber devices to data collection, reporting, workflow
management, and enterprise connectivity, TILE! 8 serves as the central operating platform for today's
EMC laboratory. A modernized user interface, native Python scripting, Automated Instrument Discovery
(AID), expanded database connectivity, and a scalable, Al-enabled architecture provide the flexibility
laboratories need today while preparing for tomorrow's testing requirements.

Product Features

e Complete Laboratory Control: Operate instrumentation, positioning systems, turntables,
antenna towers, amplifiers, switches, cameras, safety systems, and peripheral devices from a
single intuitive software platform. Centralized control simplifies laboratory operation while
improving efficiency and reducing operator interaction.

o Native Python Automation: Native Python scripting provides virtually unlimited
customization for advanced automation. Automate repetitive processes, integrate external
applications, develop custom workflows, and extend laboratory capabilities while maintaining
standards-based testing.

¢ Automated Instrument Discovery (AID): Automatically identify compatible instruments
connected to the network and simplify system configuration. AID reduces setup time,
minimizes configuration errors, and accelerates deployment of new or expanded test
systems.

o Enterprise Laboratory Management: Manage projects, users, instrumentation, reports, and
workflows across one or multiple laboratories using centralized project management and
expanded database connectivity. Whether operating a single chamber or an enterprise-wide
laboratory network, TILE! 8 scales to meet your operational requirements.

o Improve Laboratory Productivity: Reduce manual interaction, eliminate repetitive setup
tasks, automate data collection and reporting, and accelerate time-to-results while improving
testing consistency and maintaining complete traceability.

o Data You Can Trust: Centralize laboratory data, generate comprehensive reports, maintain
complete audit trails, and improve documentation to support quality management systems,
accreditation requirements, and regulatory compliance.

o Built for Today. Ready for Tomorrow. Built on a scalable software architecture with open
integration and Al-enabled capabilities, TILE! 8 is designed to support continuous innovation
while adapting to evolving EMC standards, new instrumentation, and future laboratory
requirements.
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How TILE! Works

An EMC test is performed by a series of steps executed in a specific sequence. TILE! represents each
step in the test sequence as an icon on a screen, with the test sequence resembling a flowchart. In TILE!,
icons are called “actions” and are grouped in six categories: Emissions, Immunity, Information, Utility,
GTEM, and Miscellaneous.

Right-click on an icon to open a dialog box for customizing the settings of that particular action. For
example, the icon for Measure Range opens a dialog box with tabs for Frequency, Amplitude, Data, etc.
Values related to the test can then be specified for the settings within each tab. Each of these steps have
been created in TILE! and a test sequence can be generated by linking necessary steps for testing to a
specific test regulation or to a user test specification. These test sequences can be stored as ready-to-
use tests or “test profiles”.

Custom Test Profiles

While a library of test profiles are available, the real power and flexibility of TILE! is the ability to create
custom test profiles, using the Flowchart window of the application. TILE! Test environment offers four
other windows in addition to the Flowchart window:

e The Data window accesses the information being tracked in a profile.

e The Instrument window accesses the instrumentation that will be used in the profile.
e The Log window displays the history of commands sent to the instrumentation.

e The Audit Trail window displays the settings history for each icon on the flowchart.

TILE! offers the ability to create as many graphs and tables as needed. Parameters for the graphs and
tables are defined by the user (titles, legends, xy values, ranges, column widths, decimal accuracy, etc.)
and are updated and displayed in real-time as the data is collected during the test. Graphs can be
exported as Windows metafiles (WMF), and tables can be exported as comma-separated files (CSV) for
use in tools like Microsoft Excel® to generate test reports. Both graphs and tables can also be copied to
the clipboard for pasting into a Microsoft Word® document.

TILE! Test Executive

This easy-to-use interface enables technicians to run test profiles with the ease of point-and-click menus.
This allows engineering resources to focus on higher value tasks.

Report Generator
The new report generator has expanded capabilities, including a fully customizable, MS Word document

template with test data, tables, and both graphics and photographs of the test set-up. Reports produced
are customer ready within moments.
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Simulator

As an exclusive benefit to users in current TILE! Maintenance Support, TILE! features an integrated
simulator. This powerful tool enables users to utilize an infinite number of testing environments, without
leaving their desk. It also provides a simulated environment, reflecting how each of the selected
instruments will interact together. This simulator can also free up chamber time by allowing for activities
such as profile development, training, customer demos and sales and validation testing to be done
virtually.

TILE! Terminology

o Profile — The test “document” or file that you open that contains all of the actions, settings, and
most recently acquired data for a given test.

e Action — The items that show up in blocks and are wired on the flowchart. These are the engines
of the profile and do the actual communication with instruments as well as calculations and data
moving.

o Data Item — Raw data, correction factors, presets, and equations for corrected data and parsing.
¢ Equation — A data item that contains math functions to sort or manipulate data.

e Script — A section of special code that runs in a Math action to perform a specific process.

Security — Password Protection

Previously, the relevant properties regarding security were the System Security Active and File Security
Active flags, and a Password. The main addition to the security settings in TILE! is the addition of a
second password, “File Password”. The old password is now called the “System Password”.

Below is a comparison of the old and new interface:

Old View: New View:

Global Options X

GPIB Default Directories Security Options  File Open (Temporary)

Password

[T] File Security Active [JFile Security Active | |

Password To change security settings, enter the password FIRST.
| Change System Password | Change File Password
To change sscurty sattings, enter your password FIRST.
Lok J[ Coned J[ oy [ heo Cancel Apply Help

In the past, the Password was used to change either the System or File Security Active flags. However,
the Password was really a “system” password, meaning it was only relevant to a specific installation of
TILE!. This created unexpected behavior when moving a TILE! profile with File Security Active from one
TILE! installation to another system.
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The File Security flag moved with the profile (enabled or disabled), but the new system would likely have
a different password set from the previous one (and a new installation would have a blank password).
Users were expecting the password to move with the profile and would type the old password into the
new system, but discovered that the password was no longer recognized. This also allowed for an easy
bypass of the security feature (turn the flag off with a blank password installation, then move the file back

to the original system).

The new File Security Password is now stored in an encrypted format in the profile itself. Thus, when a
profile moves from one system to another, not only is the File Security Active flag preserved, but the file’s

password is also preserved.

Change Password

To change the security settings, go to the toolbar
menu File -> Options, and open the Security
Options Tab.

There is intelligent enabling of controls based on
whether a file is currently open. If the no file is open
in TILE!, then the File Security settings are hidden.

NOTE: A valid unexpired TILE! key and license
must be present to make any changes to security
settings (enabling/disabling System or File Security
Active flags, or changing either the System or File
Password).

To avoid confusion, the two passwords (System
and File) each have their own input box, and there
are separate buttons to change each password.

Whichever Change Password button is pressed will
modify that specific password.

Frequently Asked Questions

Global Options

GPIB  Default Directories Security Options  File Open (Temporary)

Password

[File Security Active | |

To change security settings, enter the password FIRST.

| Change System Password | Change File Password

Global Options

GPIB Default Directories Security Options  File Open (Temporary)

Password
[]system Security Active | |

[JFile Security Active | |

To change security settings, enter the password FIRST.

| Change File Password |

New Password

Verify New Password
I:I SetNew Password

Running profiles in different versions

You can open any profiles from TILE! 6 to the current released TILE! Version 7.x.x.x. You can
NOT open a profile version that is higher than your licensed system version. For example, you
cannot open a TILE! profile created in version 7.9.0.2 using TILE! system version 7.5.3.5.
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NOTE: Once you configure a TILE! 6 file forward to TILE! 7, you will be unable to change the
profile back to TILE! 6. Therefore always save a backup copy of your profiles before opening an
old profile in a newer version of TILE! for the first time. Profiles are unfortunately known to corrupt
during this process, and are only sometimes recoverable.

Contact TileSupport@ets-lindgren.com for more help if you have profiles made in TILE! 4 or 5;
they are not directly forward compatible with TILE! 7.

TILE! 8 File Format

TILE! 8 saves profiles in a file format that is not backwards compatible with TILE! 7. So
for example, if you load a 7.11.1.1 profile and resave in 8.0.0.0, it will no longer load in
7.11.1.1 (or any 7.x version). Make sure you Save As your TILE! 7 profiles before
resaving in TILE! 8.

TILE! 7 profiles should be fully forwards compatible with TILE! 8. Any 7.x profile should
load in any version of TILE! 8. If you have profiles that are not loading properly, please
send them to TileSupport@ets-lindgren.com for evaluation.

Hi-Res monitor scaling adjustment

To help TILE! run on High-Res monitors, change the High DPI scaling setting in Windows. First
right-click the TILE! icon (if you have a shortcut) or tile.exe file, and select Properties. Then on the
Compeatibility tab press the “Change high DPI settings” button. From there check the “Override
high DPI scaling behavior” checkbox and set the dropdown to “System” or “System (Enhanced)”.

Details
Shortcut

Security

General

Ifthis program isn'tworking correctly on this version of fVindows, try
running the compatibility troubleshooter.

Run compatibility troubleshooter TILE! 7 Properties X

How do | choose compatibility settings manually?
Compatibility mode

Cheose the high DPI settings for this program.

Frogram DFT
[JRun this program in compatibility mode for

0 Use this setting to fix scaling problems for this program
instead of the one in Settings

Open Advanced scaling settings
RIODEVIEWLV. A program might look blurry if the DPI for your main display

changes after you sign in to Windows. Windows can try to fix

this scaling problem for this program by using the DPI that's
REIZESH

Windows &

Settings
[JReduced color mode

set for your main display when you open this program.

8-bit (256) color Use the DPI that's set for my main display when

1 signed in to Windows

[CIRun in 840 x 480 screen resolution

DD\sab\e fullscreen optimizations Learn more

[JRun this program as an administrag

High DPI scaling override

-
4 [Register this program for restart Override high DPI scaling behavior.
' - . Scaling performed by:
I Change high DPI settings I

iile E;s:e.-;uti\.‘e-l System (Enhanced) ~

Change settings for all users
0K Cancel

B
oK Cancel Apply
— I
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Navigation

This section will cover all the common elements that may be used to develop and execute profiles, such
as toolbars, window views, and common features.

Toolbars and Menus

The tool-tip icons allow you to hover your cursor over the icon to display the name of the tool.

File Edit View Structure Graphics Run Window Tools NI I/O Trace Help

D o 2% »r 1 TEOL Al

Main Menu

The Main Menu at the top of the toolbar is used to access features of the window currently being used.
Some of these options also have shortcut keys listed next to them.

|Fi|e Edit View Structure Graphics Run Window Tools NI /O Trace Help

File

This menu shows the typical file functions and their shortcuts such as New (Ctrl + N), Open (Ctrl + O),
Save (Ctrl + S) and Save As (Ctrl + Shift + S), and Print (Ctrl + P). There is also a list of recently opened
profiles and the system options.

o Explore (Ctrl + E): This opens the File Explorer to the shipping profiles. These premade
templates have profiles for Commercial, DO160, GTEM, Maintenance, Military, Reverb, and
Simulation. Once a profile has been opened, Explore will open the to the folder of the current
profile, or to the folder of the last profile that was opened if no profile is currently open.

e Options: This opens the Global Options, which are used to set up GPIB interface, database
settings, preferred directories, and security options.

o GPIB: Allows the user to de-select

. . Global Options
an instrument interface. If you are P

installing on a computer that will GPIB  Default Directories Security Options  File Open (Temporary)
never Commumcate with instruments For Non-NI {i.e. Agilent) GPIB connection, make 488.2
or use the simulator, you can select compatible with NI in 488 Option setup.

the Disable GPIB check box to
disable checking for GPIB interfaces
at startup.

NIGPIB nigpib32.dll

e Backups: Opens a file from the Backup
directory. Files are only saved into Backups when the Tools>>Options>>Backups>>Auto Backup
setting is enabled

o Auto Backup Log: Creates a log of the file backups.
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Edit

This menu shows the typical edit functions specific to the selected window such as Cut (Ctrl + X), Copy
(Ctrl + C), and Paste (Ctrl + V). If you accidentally erase an icon, immediately undo (Ctrl + Z) the mistake.
Redo (Ctrl + R) repeats a step. Using Select All (Ctrl + A) and Delete (Del) together allow you to clear
large areas of the flowchart. For single deletions and selections, it is easier to use the cursor.

View
This menu indicates which views are being shown with a check mark.

e Snap to grid: While checked, each action snaps to the grid squares. Uncheck this setting to
move actions in smaller increments with the arrows to improve aesthetics.

e Zoom: Zoom in or out on the flowchart to see the actions better.

Structure

This menu manipulates the flowchart visibility settings.
o Group (Ctrl + G)/Ungroup (Ctrl + H): Select actions to group together for easier maneuverability.

¢ Bring to front (Ctrl + plus)/ Send to back (Ctrl + minus): Sometimes actions overlap, so this
allows you to choose which action is more visible by bringing it to the front. You can also hide
actions by sending them to the back.

¢ Align: Select multiple actions and align them in relation to each other to improve the aesthetics of
the flowchart.

¢ Page size: Resize the flowchart in relation to the default 8.5 inch square.

Graphic

This menu will allow customization of the flowchart by adding graphic affects such as color, fill patterns,
and fonts. Use this to add a bitmap file to the flowchart.
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Run

This menu has many of the same functions as the icons found in the Command toolbar. It also has some
editing features that can access all the elements of the profile to evaluate or calculate on command.

Properties x|
Run Window Tools NII/O Trace = al &

Go 4
Step Title SimTest Dual RX Demo
Execute File Ve n 7.1.4.1
S Y S e E5 *Main Action <no action> v
Stop Shift-F5 Refresh Rate (ms) 5000

Save Simulation Setup False
Calculate .

Save Preview Image True
Reset Show Flowchart True

¢ Run Main Action (F5): This will run the profile starting from the selected Main Action property in
the flowchart’s properties window.

e Stop (Shift + F5): This will stop all running test actions in the profile.

Window

This menu is used to access any tabbed window or order them in cascade or tile orientations. This menu
can also be used to add new graphs, tables, or view layouts.

NOTE: Add a view to save different layouts of the windows to your profile.

Tools
This menu shows additional tool options like the Simulator, NI MAX, and SCPI Validate
Server. _
" Auto Validate
e Validate: Manually validates a profile. Options >
e Auto Validate: Upon opening a profile, TILE! can validate it to find Instruments... >
issues that may cause conflicts, such as similarly named actions,
data, or instruments. This is useful when updating from prior versions Python... ’
of TILE! that did not check for these issues. SCPI Server g
Remote...
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e Options: Includes many selections such as Stay awake and Preload Simulation.

o Ignore Default View: This is a global TILE! setting, not
a profile setting. Use this to fix tables and graphs upon
opening a profile. This setting does not affect currently
opened profiles, only profiles as they are opening.

Ignore Default View

Save Window Layeut
Screen Required During Test
Stay Awake

o Stay Awake: This setting prevents the system from

~  Sort Property View Lists
going into Sleep mode during a test. v Preload Simulation
o Sort Property View Lists: This global TILE! setting Enable Simulation Only Mode
enables/disables sorting of these lists. If the Sort option Backups o

is checked, new items added to the lists are
automatically sorted. In addition, renaming an existing item will resort the list (it will be
moved to the appropriate location based on its new name).

NOTE: This sorting is different from using the list control column header sorting. Column
header sorting is temporary, which is why closing and reopening a profile does not retain
that sort result. The Sort Data and Sort Instruments settings are permanent, in the sense
that saving the profile will save the new order of the list items, and thus will reopen with
the list still sorted.

o Preload Simulation: This setting will load the Simulation system in the background after
a certain time if no Simulation profile has previously been opened. This can save time in
the future when the Simulation system might be needed. Turn the setting off if Simulation
will never be used in order to save memory use.

o Enable Simulation Only Mode: This setting is used along with a special license that
enables instrument control to run only for simulation

o Backups:

= Auto Backups: This setting enables TILE! to create a backup of the profile each
time a profile is opened.

e Instruments: Includes selections specific to Instrument Configuration and Simulation.

o Create All Discoverable Instruments: Select
this to search for all discoverable instruments
in the system and automatically configure the

Create All Discoverable Instruments

Change to VISA (All Instruments)

10 resources and drivers. Run Simulation
o Change to VISA (All Instruments): Select Enable Simulation (All Instruments)
this to convert all Instruments in the profile to Disable Simulation (All Instruments)

use VISA Communication Type. VISA is the
recommended Communication Type for most
scenarios and the default setting for all new Rebuild Instrument Database...
instrument configs. e

Run MI M&X

= Change to VISA is useful when updating older profiles to current standards.
TILE! 8 features such as Automated Instrument Discovery (AID) are only
available when using VISA.

o Run Simulation: Select this to start the instrument simulator.

= Note: Simulation will run automatically when a profile with simulated instruments
is loaded, or an instrument is changed to use simulation.

o Enable Simulation (All Instruments): Select this to enable simulation for all instruments
in the profile.
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o Disable Simulation (All Instruments): Select this to disable simulation for all
instruments in the profile.

o Run NI MAX: Launches the NI MAX program. Use this to configure and check instrument
connectivity.

o Rebuild Instrument Database: Refreshes the instrument database if it becomes
corrupted. TILE! will ask you if you want to update the instrument database and overwrite
the existing files.

= Note: TILE! 8 installs the Instrument Database, so this option will not normally be
needed.

e Python:

o Use Python as Default: Select this option to set ¥ Use Python as Default
Python as the default scripting engine. Any data
element scripts that are created will be pre-
enabled with the Python setting on. Install Python Modules

Convert All Scripts to Python

o Convert All Scripts to Python: Select this to convert all data scripts in the profile to use
Python.

= Note: This action can NOT be undone. Save a copy of your profile before
updating your scripts to python.

o Install Python Modules: Run a dialog to install third party Python modules. See the
TILE! Scripting Manual under the help menu for details on using this interface.

e SCPI Server: Open or close a server port to allow TILE! to be controlled remotely. See the TILE!
Scripting Manual under the help menu for more instructions on how to use the SCPI server.

NI I/O Trace

Includes entries to control the NI IO Trace Utility. This can help debug NI /O Trace Help

your tests or make an external log. When asking for assistance from Launch NI I/O Trace
the TILE! support team, they will ask to see this log. See Native TILE! Close NI I/O Trace
NI I/O Trace Support for further details. Start Capture

e Stop Capture
e Launch NI /O Trace: Launches the NI I/O Trace utility if it is

not already running. Enable Auto Logging

Enable DLL Load Logging
o Close NI I/0 Trace: Closes the NI I/O Trace utility if it is Enable TILE! Logging (this profile)
running. Enable Log to Matched File (this profile)

o Start Capture: Starts a capture in NI /O Trace. If the utility is not already running, this option will
launch the utility before starting the capture. This is equivalent to pressing the Start button in the
NI I/O Trace toolbar or selecting Tools->Start Capture from the NI I/O Trace menu.

o Stop Capture: Stops a capture in NI I/O Trace. This is equivalent to pressing the Stop button in
the NI I/O Trace toolbar or selecting Tools->Stop Capture from the NI I/O Trace menu.

ETS-Lindgren.com TILE! Reference Manual | 37 of 360



https://www.ets-lindgren.com/product-category/software/

Enable Auto Logging: This is an App Level setting that enables Auto Logging mode using the NI
I/O Trace utility. This setting completely automates the steps necessary for a user to generate an
NI I/O Trace capture file (.nitrace extension) typically requested for debugging customer support
issues.

When the setting is enabled, the following events occur when a profile is opened and closed:

o When a profile is opened, the NI I/O Trace utility is launched, and a capture is started.
The File Logging mode is automatically enabled with the name of the log file set to match
the name of the profile.

o User runs the actions that are being investigated using NI I/O Trace debugging.

o Close the profile. This will automatically close the NI I/O Trace utility, which in turn closes
and saves the capture file.

o Use Ctrl-E or File->Explore to navigate to the current directory and examine the
generated .nitrace file. Double-clicking the .nitrace file in Windows Explorer will re-open
the trace log in NI I/O Trace utility for viewing.

Enable DLL Load Logging: This is an App Level setting that enables logging of each action’s
DLL load when a profile is opened. This may be helpful for ETS-Lindgren support engineers to
debug a profile that they are unable to load.

Enable TILE! Logging (this profile): This is a Doc Level setting that enables TILE! log
messages to output directly to the NI I/O Trace utility. TILE! log messages are the log entries that
would typically be viewable from the TILE! Log View. Enabling this setting is equivalent to
checking all five checkboxes under the NI I/O Trace column on the Options tab of the Log

Options dialog.

Enable Log to Matched File (this profile): This is a Doc Level setting that enables file logging in
NI I/O Trace and sets the log file name to match the current TILE! profile. Enabling this setting is
equivalent to checking the Enable File Logging and Match Filename to Current Profile settings in

the Log Options dialog.

Help

Access to documentation, and your TILE! license and version number. Help

TILE! Help F1

TILE! Help Manual (F1): Opens this manual which is searchable via TILE! Seripting Help.

bookmarks sections or using the Find search function (Ctrl + F)

within the document. License...

About TILEL.
TILE! Scripting Help: Opens a pdf with an examples of scripting
and linear math functions as well as the full command set.
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e License: Shows your TILE! Hasp key ID, maintenance expiration date and days to expiration,
license status, and license string (used to update license).

License Information x
USB HASP Key ID: | 24992919
Customer SM: | 24992919

Maintenance Expration: | 09/15/2024 -39

|
| Days to Expiration:
|
|

License Status: | TILE! License Valid {(permanent)

License String:

A¥BcsxgBcTlexpOkalDb 1Ty A2IWSTOMKNW 7SSHRMMES SLICTDLAY SM 3yFMEKSHR
wiX 1zP 4uHavE40TDZXRUAgaSA2gMFi WDONtSRgPzxkel fv 1kBunsR4DD3IAP

N fIFIEd 3phyhI4tSX\WeoH fYuS4ACH0 +vo/lyoikr Slo0vBRLGCEHMPolW It
hsQZaVCmt+yY fuxZmG kfy JpPviSCQkwpyaadxd AbbGLg 2 1zElpecSufospslAh0
FgtcU3Gphbts 30R 2ey TMhuTHNECTVONIBskoasBaX 0g JdJthHMXSCndiXejESr4PE
JOKDFXuwCr T 3iPEX 2NoGEyzREFkocdxax 519A 20xGV 15 Jzz/ +yQtdri FrSGRUS 4V
ulsBBZsvs34TDZgICI42v #WaheWdLPIUGBX GgNG 55Ei5IR 20X R SFev0SnAM+EhP
IMNEYWELMSFAA 1ER FEXGAGM 2IU6grQKQDNeGOLVmMFSmrBrE fPUNAR aktput]
Man&InlaQ3LsnplgxtribBob SpkppCMWKX 5IQ ==

I Refresh | i Clear §  Update License oK Cancel

e About TILE!: Displays the copyright, TILE! version number, and ETS-Lindgren contact
information.

About TILE!

For Service or Support Contact:

\‘ ® Phone: +1.512.531.2640
Y Fax: +1.512.531.2740
;\\ Email: mailto:{fTileSupport{@ets-lindgren.com

AnESBDTeohnolugiisGompany Website: hitp: -ets-lindgren.com/TILE

Portal: hitps:/{support.ets-lindgren.com/TILE

'm Version: 7.7.2.2 (Feb 19, 2022 - 09:30:10 AM )
TILE' L, Licensed To:

Site License per Agreement.
See License agreement in TILE! Manual.

©1995-2022 ETS-Lindgren, All Rights Reserved
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Expired License

To determine whether your TILE! license is expired or | License Information X
not, go to TILE! >> Help >> License.
USE HASP Key ID: | 24992919
¢ Valid: If the Days to expiration is positive, Customer SN: [ 24992919

then you have active maintenance.

|
| Days to Expiration:
|
|

Maintenance Expiration: | 09/15/2024 |,3g
(@] See the Llcense and Ma|ntenance License Status: |TILE! License Valid (permanent)
section for more info on the benefits of License String:
active maintenance. 2XBrsxgBeTLsxpOKBLDb ITCYAZIVISTONKrWTSSHRIMMKS 3LjOTDLAY 5N 3yFMBKSHN

wiX 1UzP4uHavB4DTcDZXRUAga5A 2aNFi WDONtIR gPzxkel fr 1kBunsR 4DD3IfVP
nQjfJIFIEd 3phyhI4tSXWsoHFYuS4ACHD +vo lyoikr STo0vBRLGCEHNPolW Tt

H . H H H hsQZAVCmt+y Y fexZmG tkfy IpPviSCQlow dxlAbbGLq21zElpecSufospslAhD
e Expired: If you are not in active maintenance oSN S0R ey PTGV OB Tt cCr e s
H H H H jOKDFXwwCrT3jPFX 2MoGayzREkFkx 4xax 5194 20xGY IS tdrj7rSGRUS 4V
then the Days to Explratlon WI” be negatlve' JuIsBBEs\‘\I-':3;1'[)12gQCI‘}DZV‘I‘J\II"Iahe\“IdLI;TIaLngBXGgNéSQE\SJﬁig’ﬂgSFréVUSnAM-\‘BhP
IMNcWgLMSFAAIERFEXGAGM 2IUSgrQKQDNeGOLVmF6mrBrE fPUN4P [Aktputivl
o NOTE: The license will still work, BUT HenSEQA SRR PERIGSQ==
you will lose access to the portal and i i
maintenance help, as well as some e Conesl

features like Simulation.

o License for Previous Version: TILE! was upgraded to a Release with a build date after their
Maintenance Expiration date.

Update License

To update your TILE! license, go to TILE! >> Help >> License.

NOTE: If you have any issues or need help, please contact TileSupport@etslindgren.com.

1. Contact the Customer care team
to renew your license contract,
and they will send you an email This license is only valid for your HASP USB key with Key ID = 2016260311.
with your new license string.

Here is your TILE! License, which will expire on 12/31/2018.

Copy the contents of this e-mail into the TILE! Help->License... menu’s License String

2. Open the email with the TILE! input and press Update License, while the HASP USB key is plugged into the
License string' computer. Make sure all other HASP keys you may have are not plugged in
simultaneously while this key is being programmed.

a. Click inside the email

b Press Ctrl + A ----TILE! Simulation License Begins----
gtvz1+2tU973q152eFRTTPB5aYghB/52DdOloNRgNHAq+Yi8CIMZk1EBNXo5gC W0
c Press Ctrl + C I0KmK8U2PSdnkkXUb4aMkXumfuS1nHzbSHYNqbpX1p76pHACLN 1TmusAltgfY8tsq

ogVEgIMd1oed +1Xao1QIkVMuzuSQPaNRMBk7R6fxMVGNOI3HpPVIFIQySimJuTLh
01pWazv1hr9lKsmHBp302QewVGriw+ml1JzIX+sDF/9oylwEq+5A2WcCid8ghcxAP
EDyZHItUUF/tqILFJZjH7WuoS6 + Yoyl DwMnGweSueum/iZJnPPevLoC ThQy2Whjd
xkDNhrNe8P9Q66wk9e6vb 1bG4hlSvuGsv3ythxeK6tIGS7fYScMURARSKNgfEmg
ZDrlmmeiEa+ TtirSkg534BgYh2UfDzYizbLcMpldulDadw+ QBEgdHonveSoy964i
SBUwoDFJdA2YIBTQzaS5ezw757vNtPbfYQhnWUjzDgXF6S6BFVSKN +aud42dT3G66B
W1cKuDQM+ABSChvQIgtmTC/+eGnynnmUzDf8bQ==

----TILE! Simulation License Ends------
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3. Plugin the TILE! USB key and
make sure the red indicator light

is on.

a.

NOTE: If you are also
installing an updated
version when renewing
your license, then
uninstall the previous
version, install the new
version, and reboot
before updating your
license.

4. Run TILE! and go to the TILE! ense X
menu Help > License
USB HASF Key ID: |U |
a. Click the Clear button to cstomer | |
remove the current pays 1o Expiraton:
Ilcense Strlng License Expiratior] TILET Y
License Status:
b. Click inside the license _
. License String: | License Update successful.
string box !
I0KmMKBU2PSdnkks usAltgfystsg A
ogVEgIMd1oed+T QySimJuTLh
01pwWazvlhrelksm cCi48ghcxAP
c. Press Ctrl+V EDy2ZHIEUUF/tqILF, hQy2Whja
xkDMhriNe8PIQ66! BKNgfEmg
. . ZDrimmeiEa+Ttlr! 00y964i
d. Click Update License SBUWoDFIdAZYIBT Qzasezw7s /vHPBTY QhnWUjZD gXF 6S6BFVaRkN+au42dT 3G66E
W1cKuDQM+ABSChvQ9gtmTC/+eGnynnmUzDf8bQ==
----TILE! Simulation License Ends-—----
e. |If successful, you should v
see the popup to the
rlght Refresh Clear Update License OK Cancel
f. The license status should
now be valid.
Standard Toolbar
The Standard toolbar has the tooltip versions of the typical file M = ‘ = ‘ ‘ X
functions and their shortcuts such as New, Open, Save and Save -

As, and Print.

e Print: Prints the flowchart pages.

o Help: Displays the copyright, TILE! version number, and ETS-Lindgren contact information.

ETS-Lindgren.com

TILE! Reference Manual | 41 of 360


https://www.ets-lindgren.com/product-category/software/

The Command toolbar is used to execute actions in the flowchart. The arrow

L +
icons bring up a window with all the actions in the profile that can be selected 4 ‘ 1% ® -
as a starting point.

The View toolbar contains TILE! specific icons to add data elements and instruments, and # ‘ . TE
to open the Instrument Interactive Control dialog. Pu

Command Toolbar

Green Triangle (Run Main Action): This button allows a single click location to start the b ‘
profile from the selected action. This is normally set to a Prompt action that functions as a
Main Menu.

o To access the Main Action, select a e g
blank spot in the flowchart and go to = ‘ a | .
the properties window. The properties
of the flowchart will have an input for

. h o Title SimTest Dual RX Demo
the ‘Main Action’. File Version 7.1.4.1
o Executing from the Run Main Action Ralll ———

Refresh Rate (ms)
Save Simulation Setup H/V 30MHz - 1GHz
Show Flowchart 1. 30-6GHz (H/V same time)

allows the flowchart to be hidden
behind the graphs and tables.

Single dark arrow: Executes the flowchart chain starting with the selected action.
Double arrows: Steps through the actions in order of the flowchart connections.
Square single arrow: Executes a single action on the flowchart.

Octagon: Stops a process.

o NOTE that it may not stop a currently running GPIB transaction, but it will stop at the next
available step.

+/= button: Performs all math functions in order from top to bottom as they are listed in the data
elements section.

View Toolbar

Instrument Interactive Control: This window interacts with instruments using remote &
commands. This is useful to validate commands used in the ‘VISA’ action or to debug
driver interaction.

NOTE: You must have at least one instrument configuration to open the Instrument Interactive
Control Utility.
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o Instrument: Selects an instrument
from your list of instruments.

= Init/ID Query: Performs a
query to see if the instrument
is connected and available to
communicate.

o Instrument Command: Allows direct
input of commands to send to the
instrument. The list will remember
recent commands and has a few
common commands such as *OPC?.

=  Termination: Default is set to
line feed ‘\n’. Carriage return
\r' is also common. Look at
the instrument’s command
set in case of a different
termination character.

= SYST:ERR?: Queries the
instrument to return the latest
error in its queue.

Instrument Interactive Control

Instrument:  none i Init / ID Query
Instrument Command
IDN? v
Termination |\N e

SYST:ERR? Clear Session History

Session History

Query Read
Status Bytes to Read:
| 1000 2
coun: 0
[[Jcomplete [ ]TimeOut ]| END Det
[Isra [ras [ecic Close

= Clear Session History: Clears previous commands from the Session History.

o Session History: Displays the queries and responses from the instrument.

=  Write: Sends the command displayed in Instrument Command to the

instrument.

* Query: Queries the instrument about the current settings.

» Read: Reads the response from the instrument.

o Status: Shows the status of the communications with the instrument, such as if the
operation was successful or an error occurred.

= NOTE: The following checkboxes only appear if the selected instrument’s
communication address is set to GPIB: Complete, TimeOut, END Det, SRQ,

RQS, and CIC.
Add Data: One of the ways to add a new data element to the profile. See the section on =
Data Elements for more information. -
Add Instr: One of the ways to add a new instrument to the profile. See the section on I

Instruments for more information.

ETS-Lindgren.com
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TILE! Windows
Window Behavior (Docked and Tabbed Modes)

From the View toolbar menu, the user can select a global Docked or Tabbed mode. The standard
components of a profile are always available as tabbed windows. They can be moved to any edge,
pinned, or set to Auto Hide to suit the user.

e Tabbed mode: Allows one click |Create profile example [Jlll Table : Top 10 Horizontal | Graph : Horizontal |
tile or cascade orientation from

the Window menu (Legacy behavior).

¢ Docked mode: Maximizes the current window and indexes all views as tabs to that view. It
will also allow any window to be docked to any edge of the profile view.

Flowchart View

The flowchart is the sequence of actions to perform a specific test. The flowchart is a visual
representation of a test profile, where each icon represents an independent step in the test. Each icon
represents a miniature program that can be completely configured as a standalone step. The flowchart is
natively docked in the center of the profile. See the section Flowchart Window for more information.

Palette View

The palette is a collection of all the actions you can use. The palette is natively docked on the left side of
the profile along with the project window. It can be re-sized by selecting and moving the edges, as well as
be undocked and moved if desired. See the Palette section for more information.

Project View

The Project view provides an easily accessible view that contains all the Project
components of the profile. Selecting a component from this view will bring it to the + = 0= 4
forefront for viewing or editing. The Project view is natively docked on the left side
of the profile along with the palette window.

[}l

B imports
-8 data

B graphs
~~Btables

B instruments
-8 gctions

B og

B audit

B views

IU Project |ﬂ Palette
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Project Folders

m_ . AR [3] Test User Folders nololder Propect e O
+@ 0= 5 i Saas ——
[E] Test Uner Folders nofolders E B dets + @ —
E B Te (3] Test User Folders nofiolden
! - Paew Folder - st
I Frs Folder : B e
W ties Folde 2 : R R
1 ; Bt Foider
1L PtTOue : T PMI_Ow
] PM2_Owt i T Duta P4
Al Probe Ou : BB tiew Folder !
L] 560t i Til PAZ Ot
! :f':‘“ . B Foew Foider 2
sk i == 5
+ I watrements E — p:;H' et
& - i ey H i - IEN'EI"H
W et |3 .‘““’ifn

In the Project View, there are the five views where new folders are allowed to be created. Right
click in the project view on data, graphs, tables, instruments, or actions to add a new folder.

o For example, if you wanted to sort potentially hundreds of data elements, go to the
project view and right-click on data and then select new folder, then hit enter and now
there is a new folder.

¢ Note there is an Auto numbering feature; for example, if you don't rename the default folder and
just add another new folder again, it doesn't allow you to duplicate the name of a folder that exists
in that particular type.

e You are able to move items in between folders under the same type by dragging and dropping
them into the preferred folder.

o If you remove a folder, it does not automatically delete all the items in that folder, it just moves the
items out of the folder into the general list.

Imports

Importing allows the user to include other TILE! profile items into their profile. Importing is like using an
include file; anytime the root file is updated, the imported data is also updated.

5. Currently we only allow importing of instruments and data items.

6. These imported items can be used in your profile like any other TILE! items.

7. Using this feature, you can have a single profile that describes ALL your instruments:
a. The instruments never have to be copied to a new profile.
b. Changes to the imported profile will trickle through to all profiles that included it.
c. A change to an instrument or script can be done in a single location.

8. The imported items appear greyed. You can open them, but you cannot save changes to them.
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Data
+ = c|l=8

Marne DB Va.. Type l..  Source
data_2 Mo 0 Measurement Lin -
data_3 Mo 0 Measurement Lin -
data Mo 0O Measurement Lin -
data 1 Mo 0 Measurement Lin -

9. If you wish to edit the imported profile, you can double click on the “import profile” in the project
tree. This will launch another instance of TILE!.

d. NOTE: These changes will appear in all other TILE! documents that import the profile.

10. An optional namespace feature can be turned on via the properties view. This feature adds a
prefix name to the imported items. This is valuable to organize instruments and data by a
meaningful usage name, for example “ImmunityScripts” and “Gteminstruments”.

Instruments
Properties o + = ) | =
Q= Mame M. Type Bd A, Do V. Serial M. Cal Date
= _ _ = none 2 Unknown GPIBD 18 Unknown Unknown
path Cih\Users\regretta\Desktophtile_documenttil] | e o6e 3 Unknown GPIED 18 Unknown  Unknown
namespace instr = instr.none Unknown GPIBD 18 Unknown  Unknown
use namespace  True = instr.none_1 Unknown GPIBD 18 Unknown Unknown
Exports

To export the settings of any object in TILE!, go to the project view
and right click on the type of object then select export. This opens

the File Explorer to save the object settings as XML or DAT files. +&F 0=
You can also do this for anything in the project view. (81 Example_SimEmissionsScan
B imports

For example, to save time creating a long list of instruments from

scratch, export all the instruments settings from a template profile to M data
use in a new profile that uses the same instruments. #-8 graphs
BB tables
To use the exported xml list in another profile, just drag and drop Al Jinstrumenig
the file from the File Explorer into the profile and the objects will 1 I actions i
appear with all the settings from the other profile. B jog Remove..
B audit Refresh
i views Properties...

Copy
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Properties View

The Properties view allows better viewing of each component of the profile. This view is an updated
interface of the normal tabbed (legacy) editing view, and both are available to use based on preference.
Many of the new or extended features can only be accessed through this view and this feature is
available for actions, graphs, tables, data elements, and instruments.

of an Action:

Legacy view of an Action: Properties view
Optimize Measurement sz
+w O =8
Tower/Turntable Tower Defaults Instruments Timing =
Parameters - Analyzer 1 Receiver Functions Name
Data - Analyzer DUT Monitor Bookmarks Hide in Audit Trail
Action Freq - Analyzer 1 Amplitude Calculations
Sequence
Start Frequency: MHz v Hide Dialog
Overlay Text
Stop Frequency: |1 GHz v Filename
No. of Ranges: 1 FileDate
Range Pt. Limit (Revr):|10000 =
Scaling Dual Analyzer
(OlLogscale (@ Linear Scale =
[] Automatic Pause =l
Start Frequ...
Stop Frequ...
# of Ranges
Range Point Li...
Continuous
Scaling
Automatic Pau

L Y~ |
-

Pre Scan
False

0

False

optimize.dll
Dec 19, 2017 - 02...

False

30.000000, MHz
1.000000, GHz

1

10000

False

Linear Scale

... False

Drag and Drop properties

When a property is drag and dropped, it will be converted into the proper scripting syntax to get the value.
You can drop and drop properties onto the following:

1. Script Editor

ETS-Lindgren.com

Mame | Source | Values | Script

un stop

step io params...

p=get{"immunity primary_amp use_true_pwr_on"}
p1=get{"immunity primary_amp use_app_pwr_on")
p2=get("immunity primary_amp use_units_on")
I:3=get{"immun'rty.pmbes.pb-i.delay_time"}
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2. Sequence Editor ) E— -0

Sequence Type | Mormal W
Sequence | Grid
Select Sequence Ttems... | []show Al Sequence Count | ¥ - v
Property Name  Property ID %  Object.Property type Ful IDPath
1 xferdata.Tra... xferdata/{7ACDC2FC-4D59-4CD2...
2 xferdata.Tra... xferdata/{7ACDC2FC-4D59-4CD2...
>- 3 immunity_LP... immunity_1/{58B4E3F7-6512-482...
4 immunity_1L.P... immunity_1/{58B4E3F7-6512-482...
>
<
CK
3. Comments Action
L] Comment

Action | Comment | File Status | Bookmark

MName: ={get("_doc")}

Use Apparent Power (CS02): ={get{"immunity pimary_amp use_app_pwr_on")}
Use True Power: ={get{"immunity primary_amp use_true_pwr_on")}

Use Units for Display Only: ={get("immunity primary_amp use_units_on")}

QK Cancel Apphy

Data Element View

Defined data elements are used to store information obtained during the test. Data elements can hold
measurement values, specification limits, correction factors, or the results of mathematics upon other data
elements.

Data elements can be accessed with the data element window natively docked on the bottom of the
profile or by looking under ‘data’ on the project window. See the Data Elements section for more
information.

Instrument View

The defined list of instruments that will be controlled during the test. Each instrument item includes the
instrument driver and the GPIB or serial port information necessary to address the instrument properly.
Instruments can be accessed with the instrument window natively docked on the bottom of the profile or
by looking under ‘instruments’ on the project window. See the Instruments section for more information.

Graph View

Graphs are a visual form of data presentation. Multiple graphs can be created in each profile on the
Graph window. Graphs can be accessed by looking under ‘graphs’ on the project window. See section
Graphs for more information.
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Table View

Tables are a spreadsheet form of data presentation. Multiple tables can be created in each profile on the
Tale window. Tables can be accessed by looking under ‘tables’ on the project window. See section
Tables for more information.

Log View

The log view is used for debugging purposes, and allows the user to track the completion/status of each
step of the test. The log can show a complete history of the commands sent to the various instruments in
the test. The log is natively docked on the bottom of the profile. To change the Log options, click on the 3
horizontal lines icon on the Log View.

Log
+wHHol=0&
£ time level  type message
El1 13:38:49 Status Load [action : reverb_test]: C:\Program Files (x86\ETS-Lindgren\TILET\reverb_test.dll
ElJ 13:3849 Status Load [action : immunity]: C:\Program Files (x86)\ETS-Lindgren\TILEM\immunity.dl|
B3 13:38:53 Error Ermor [instrument : PM_ch_A): Initialize Instrument Failed
B4 13:38:53 Error Error [instrument : PM_ch_B]: Initialize Instrument Failed
# 5 133853 Status |0 Command Default Resource Manager: viOpen
€ 6 133854 Status Edit [instrument : SigGen]: Initialize Instrument Failed in VISA config
It is highly suggested to enable all the View Log Options
column settings. For the NI I/O Trace suggested
settings for trouble shooting, see Detailed Trace Opiions |
Settings. View s E!:ST i Prompt Sound  NIIfO Trace
Error: ] ] ] ]
Warning O O O O
Execute: O O O O
Edit O O O O
Status: D D D D
10 Warning
Maximum Number of Entries (-1 Unlimited)
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Ignore/Replace Commands

Use the log view right-click feature Ignore/Replace Commands to skip, modify, or add specific
commands to change the behavior of an instrument object. The more in depth examples are in the
appendix.

1. When the driver is sending out a command that causes the instrument to produce an error.
a. Use the Ignore Command feature to skip sending out this command.

2. When using a model of the instrument that is slightly different than what the driver expects.
a. Replace commands to produce an output compatible with the model in use.

3. When the driver is missing an option or command sequence that the instrument expects to be
present.

a. You can add entries in the “Pre Command” or “Post Command” slots to add additional
commands before or after other commands in the sequence.

NOTE: Using the Ignore/Replace Command feature does NOT permanently change the instrument driver;
it only effects the instrument object you edited.

Example of Ignoring a Command:

While running the Measure Range action, there is a settings conflict error for your SA instrument using
the ““POW:GAIN 0” command. Rerun the action if needed to generate the log.

1. Inthe log, find the “:POW:GAIN 0” command entry.

] time level type message

¥ 1 091203 Execute Execute [action : HPS]: Begin Execution

@2 091304 Status GPIB Write  [instrument : SA]: viWrite: :POW:GAIM 0, cnt = 17 {1 ms)

&3 091304  Status GPIB Write  [instrument : SA]: viWrite: :UNIT:POW DEUV, cnt = 14 (1 ms)

&4 0%13:04 Status GPIB Write  [instrument : SA]: viWrite: SENS:POW:ATT:AUTO ON, cnt = 20 (2 ms)

2. Right-click the entry and select Ignore/Replace Command...

Refresh
Properties...
Clear

Copy
Select All

Write Command & Read Response
Write Command
Read Response

I Iﬁnorei‘ReEIace Command... I
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3. Tojustignore (not replace or modify) the command, keep the default the dialog entries and click
the OK button. This records an Ignore Command setting for “:POW:GAIN 0” to the SA instrument,
which means whenever the driver tries to write this string it will not output to the bus.

Ignore/Replace Command X

[ignore Subsequent Read

NOTES: regex <command >, * can be used to match varying args
regex <command >(,*) will create capturing group; replace using §1
Commands wil match any termination if not specfied
Use 'n or v for more specfic matches
Sarpts can be fed the requested command $script{_command)

Sample Command B Result
| test >>

I
4. You can view the recorded entry by editing the SA Instrument. You should see a new

Ignore/Replace Commands tab as part of the instrument configuration. Click that tab to see the
ignore entry for “:POW:GAIN 0

Instrument Driver Driver info Address
ignore/Replace Commands ~ VISA Settings 1 Settings 2

add remove 2 v
‘commasd pre command replace post command

® POWGAIND <o scipt> dgnore>  <no script> fa

OK Cancel Apply

5. Re-run Measure Range and the settings conflict error should not occur. If you view the TILE! log,
you will see that the “:POW:GAIN 0” command has been marked as Ignored and therefore was
not sent to the instrument:

S time level type message

T 1 002402 Execute Execute [action : HPS]: Begin Execution

@ 2 0%2404 Status  Command Ignored/Replaced [instrument : SAL: Write Ignored: :POW:GAIN D

&3 0%2404 Status  GPIB Write [instrument : SA]: viVWrite: :UNIT:POW DBUY, cnt = 14 (1 ms)

&4 0%2404 Status  GPIB Write [instrument : SA]: viWrite: SENS:POWATT:AUTO ON, ent = 20 (1 ms)
&5 0%2404 Status  GPIB Write [instrument : SA]: viVWrite: :5SENS:SWETIME 55, cnt = 17 (1 ms)

M A 00NN Ckaboe (D10 Wik limeteiimasmt « GAT oilApibas (CEMCOARMMLBES 1I0KLIT rnd — 31 (1 macd

ETS-Lindgren.com TILE! Reference Manual | 51 of 360


https://www.ets-lindgren.com/product-category/software/

Audit Trail View

A text format record of the configurations of each action |Audit Trail
present on the flowchart. The Audit Trail is natively

docked in the center of the profile on the tab next to the

flowchart when selected under the toolbar Views. Step-1

Action: autosve  File: autosve.dll  Version: 7.4.4.4
Save Options:

Save as existing name checked.

Save to Database = NO.

Save in Current Directory.

No Backup Specified.
Next Linkage:

None

Common Action Features

The Windows operating system environment offers many common tools for dealing with a graphical
environment. For ease of use, TILE! uses as many common features as possible. The most common
features are the buttons that appear in most windows. Whenever the following terminology is used, the
meaning is the same throughout the program.

ETS-Lindgren.com

Enter Key: The Enter key accepts the entered information. This may not have the desired effect
when you are using a dialog box. The Enter key has the same meaning as the OK button when
using a dialog box. When a box has more than one area of the screen requiring information, you
must use the Tab key or the cursor to maneuver around the dialog box.

Tab Key: The Tab key is the primary method of maneuvering between different fields in a dialog
box when using the keyboard. You can always use the cursor to move between entry points, but
when typing use the Tab key.

OK: The OK button accepts the input for the currently open dialog box, and continues with the
appropriate modification or operation specified in the flowchart.

Cancel: The Cancel button discards all changes made to the dialog box inputs. The flowchart
remains the same as before the dialog box was opened. If you are in the middle of an execution,
all execution is halted and the program returns to the flowchart.

Apply: The Apply button is used in certain program applications, and is present in many standard
dialog sequences. This button has specific uses in the TILE! program but generally causes the
same action as the OK button without closing the dialog box.

Help: This selection will open the reference manual.
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Create a Basic Profile

There are four main steps to creating a test profile:
1. Identify the instruments.
2. Define the data elements.
3. Set up the sequence of the test actions using the flowchart.
4. Graph and tabulate the data.

NOTE: ETS-Lindgren has many premade shipping profiles to use in the TILE! Profiles folder in the
Program Files(x86) location of your computer (C:\Program Files (x86)\ETS-Lindgren\TILE7\Profiles). If
you use one of these profile templates, you should save the profile under a new name before making
changes, so you do not lose the original profile template.

7!

File Edit Wiew Structure Graphics Run Window Tools NII/O Trace Help
Ol | & o | &% I T O Az

' T! Open

+ . C:\Program Files (x86)\ETS-Lindgren\TILE7\Profiles
Organize « New folder

Name Date modifiec Type
# Quick access
l Commercial f 25 10:32 AM File folder

OneDrive - ets- |} DO160 5 File folder
B v 7/2/2025 M File folder
B Maintenance 7 File folder
w Network B Military 2025 10:32 AM  File folder
B reverd 5 M Filefolder
l Simulation 2025 10:32 AM File folder
T! tile_document1.til 7/2, N TIL File

W This PC

File name: | * il Profile (*.til;*.tikx)
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Simulated Emissions Scan

This example shows how to make a simple emissions profile from a blank new file using the built in
instrument simulator:

1. Open a new TILE! workspace, File -> New.
2. Create a data element:
= Go to the Data Elements window and select the + to create a new data element.
= On the Name tab, label it “Data_Scan” in the name field.
= Click OK to save the new data element and close the window.
3. Create an Instrument:
= Go to the Instrument elements window and select the + to create a new instrument.
=  On the Instrument tab, label it “Instrument_SA” in the name field.

=  On the Driver tab, and click the Explore button. Type “MXA” in the search field to find the
Agilent MXA Spectrum Analyzer driver ag_mxa.ins, and then double click it to select.

=  On the Address tab, set the Communication to Simulation.
= On the Sim tab, set the Sim Type to Analyzer.

= Click OK to save the new instrument and close the window. The simulated analyzer will
now boot up on the simulation panel.

4. Set up the Simulation Panels:

=  On the simulated SA Server 1 panel, set the Data Out Units to dBuV, and then select
Show VSG. The Virtual Signal Generator window will appear.

= On the Virtual Signal Generator window, set the Frequency to 22e6 (22 MHz) and set the
Amplitude to 0.5.

» Click OK to save the settings and close the window.

0.0
30.00M

- _100.00M
) Autoscale Y |_J V5G Full Span

999.03

ETS-Lindgren.com

o]

Virtual Signal Generator
Signal Generation
p - Signal Type Noise
| Stop w’.ulaluon‘ Clear all Close Inactive Switch to Adv ) Square Y005
Frequency (Hz) Amplitude
1.00G- 10.0-.
o) Analyz SA Server 1 TCPIPO:localhost:6370:
Mais Data Dut Unitgecale Factor Scale Operator Paort Activ 30.0M-7 22.0E+6 IE}Dm-l '._J: 0.50
/005 Y dBuv 0 U + Show V5Gile370 O - -
J Signal Processing |/
Data Source Select Window Points |% 30MHz-
o Virtual SigGen Hanning 1001
— Positioner Mode Select Filter Start Frequen&top Frequency|
© <) None off | 30M 416
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5. Add the Measure Range Extended action to flowchart:

Go to the Palette view and with a single click, select the Measure Range ﬁ
Extended icon and single click again to place it anywhere in the flowchart.
Right click on the Measure Range Extended icon and select Edit.

On the Action tab, label it “Action_Scan” in the name field.

On the Data1 tab, set the Measurement Data to Data_Scan.

On the Instruments tab, set the Receiver to Instrument_SA.

Click OK to save the new action and close the window.

6. Create a graph:

On the Project view, select the Graphs folder and then click the + to add a new graph.

On the Graph toolbar, select the left most 3 horizontal lines icon to open the display
data.

On the Titles tab, label it “Graph_Scan’ in the title field.

On the Graph toolbar, select the right most 3 horizontal lines icon to open the display
data.

On the Lines tab, add the data element Data_Scan to the column on the right.
On the Data_Scan tab, set the line color to LtRed.

Click OK to save the display data and close the window.

7. Save the program:

Save your Simulated Emissions Scan profile, File -> Save As. Save is in your chosen
location with the name “Example_SimEmissionsScan’.

NOTE: Always save before testing the profile in case the execution crashes the profile
and loses all the data.

8. Test the program:

On the Properties window, set the Main Action for the flowchart to Action_Scan.
Run the profile with Run Main Action. b

As shown below, the graph will show a trace that emulates the signal from the Virtual
Signal Generator:
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Example_SimEmissionsScan Graph : Graph_Scan n

H o == S8 - B

Graph_Scan
10007
8007 b

sool H |‘|

i |
" S Y | 1,..“”«"w(l IT,]M W !JJWMJW N\

Too—+

Amplitude

400

300+

10.0F

o ;
30.0M 100.0M 106
Frequency

NOTE: This profile can be adapted from simulation to use a real instrument with the following changes.
1. If needed, change the driver for Instrument_SA on the driver tab.

2. On the Address tab, change the Communication from Simulation to match your instruments
connection type (GPIB or VISA are the most common). The Sim tab will change to reflect the
new type of communication; match the connection settings to the instrument.

3. If the instrument does not produce a trace, you may have to initialize

it with the INIT action. Name the INIT action Action_Initialize and I'N'TI e
select Instrument_SA on the instrument tab. Action_inftialize | Action_Scan

4. Use the connector tool to attach Action_Initialize to Action_Scan,
and change the Main action to Action_Initialize.

5. Save the changes then run the profile with Run Main Action. Graph_Scan now shows the real
world instrument trace.
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Polar Plot with Simulator

This example shows how to make a polar plot profile from a blank new file using the built in instrument
simulator:

1. Open a new TILE! workspace, File -> New.

2. Create a Signal Generator Instrument:
= Go to the Instrument elements window and select the + to create a new instrument.
= On the Instrument tab, label it “/Instrument_SG” in the name field.

= On the Driver tab, and click the Browse button. Search for the driver ag_mxg.ins, and
then double click it to select.

= On the Address tab, set Communication to Simulation.
= On the Sim tab, set the Sim Type to SigGen.
= Click OK to save the new instrument and close the window.
3. Create a Spectrum Analyzer Instrument:
* Go to the Instrument elements window and select the + to create a new instrument.
= On the Instrument tab, label it “Instrument_SA” in the name field.

= Next, go to the Driver tab, and click the Browse button. Search for the driver
rs_esu_sa.ins, and then double click it to select.

»=  On the Address tab, set Communication to Simulation.
= On the Sim tab, set the Sim Type to Analyzer.
= On the Settings tab, set the Points to 1001.
= Click OK to save the new instrument and close the window.
4. Create a Control Instrument:
= (o to the Instrument elements window and select the + to create a new instrument.
= On the Instrument tab, label it “/Instrument_TT’ in the name field.

= Next, go to the Driver tab, and click the Browse button. Search for the driver
EMCO02090.ins, and then double click it to select.

= On the Address tab, set Communication to Simulation.
= On the Sim tab, set the Sim Type to Turntable.
= Click OK to save the new instrument and close the window.
5. Create a Data element:
= Go to the Data Elements window and select the + to create a new data element.
= Onthe Name tab, label it “Data_TT"’ in the name field.

= (Click OK to save the new data element and close the window.
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6. Add the INIT action to flowchart:

Go to the Palette view and with a single click, select the INIT icon and single click
again to place it anywhere in the flowchart. Right click on the INIT icon and select
Edit.

INIT

On the Action tab, label it “Action_Initialize” in the name field.

On the Instruments tab, add the instrument Instrument_SA to the selected side.
On the Instruments tab, add the instrument Instrument_SG to the selected side.
On the Instruments tab, add the instrument Instrument_TT to the selected side.

Click OK to save the new action and close the window.

7. Add the Polar action to flowchart:

Go to the Palette view and with a single click, select the Polar/Scalar
Measurements icon and single click again to place it anywhere in the flowchart.

Right click on the Polar icon and select Edit.
On the Action tab, label it “Action_Polar’ in the name field.
On the Frequency tab, set the Frequency to 675.

On the Instruments tab, set the Receiver to Instrument_SA and the Turntable to
Instrument_TT.

On the Input/output tab, set the Turntable to Data_TT.

On the Optimization Process tab, select Turntable and Stepped and Horizontal. Set the
turntable start to 0, stop to 360, step to 70, and margin to 1.

On the Power tab, set the Signal Generator to Instrument_SG and set the Signal Level
to -60.

Click OK to save the new action and close the window.

8. Add the Clear action to flowchart: @
<’

Go to the Palette view and with a single click, select the Clear icon and single click
again to place it anywhere in the flowchart.

Right click on the Clear icon and select Edit.
On the Action tab, label it “Action_Clear” in the name field.
On the Clear Data tab, add the data Data_TT to the selected side.

Click OK to save the new action and close the window.

9. Create a graph:

Go to the Project view, select the Graphs folder and then click the + to add a new graph.

On the Graph toolbar, select the polar icon to view azimuth centric data. @
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On the Graph toolbar, select the right-most 3 horizontal lines to open the display data.

¢ Add the data element Data_TT to the column on the right.

¢ Onthe TT tab, set the line color to LtRed and set the width to 2.

¢ Click OK to save the display data and close the window.

On the Graph toolbar, select the left-most 3 horizontal lines to open the graph setup.

¢ On the Titles tab, set the title of the graph to “Graph_PolarPlot’.

¢ On the X Labels tab, set the min to 0 Hz and the max to 360 Hz, unselect the
Log checkbox, and set the format to Decimal.

¢ On the X-axis tab, set the step to 36 and select the Minor checkbox.

¢ Onthe Y Labels tab, set the min to -700, the max to 700, and the format to

Decimal.

¢ Click OK to save the graph setup and close the window.

10. On the Simulation Panel:

the amplitude says -1710 dBm and / 3t° a5 Speed | Steps/Rev Port  Activ
the frequency is 675 MHz. -270 9 90- (s 360 6380 @
225 135 LimitLo “LimitHi | Rotation Modd
»  On the Turntable Server 1, make ‘1 l3600 deg 40 3360 |Inon- _ YRemo
sure the speed is set to 8, and the
rotation mode is set to non-cont.
11. Connect the actions on the flowchart and create one start click for the profile:

To open the Configure Simulation
panel, go to Tools -> Run
Simulation. On the panel, click the
Run Simulator button.

On the SA Server 1, make sure the
scale factor is set to -60, the data
source is set to SigGen Server 1,
the positioner mode is set to
turntable, and the TT Max is set to
90.

On the SigGen Server 1, make sure

Go to the Palette view and with a single click, select the Start (GO) icon and single

N analyz SA Server 1 TCPIP0:127.0.0.1:6370:
Nois Data Out UnitiScale Factorfscale Operator Port e
;005 7 dBuv | -60 | + 6310 D
Data Source
— -} SigGen Server 1

-25.0-

dBuV

-60.0-}
. 67ASOM
\.} Autoscale ¥ L_J VSG Full Span

Amptd |SigGen Server 1 TCPIPD=127.0.0.1:6350:
dBm Port Activ

RFOnM

Current Position

Turntable Server 1 TCPIPD::127.0.0.1:6380:

Positiorer Mode

</ Tumntable
TT Max
+ 90

odOnAM FM PM 6350 4

click again to place it anywhere in the flowchart.

On the Action tab, label it “Action_Start’ in the name field.

Use the connector tool from the
palette to the actions on the flowchart
in the following order: Action_Start,
Action_Clear, Action_lInitialize, and
Action_Polar action.

Example_SimPolarPlot n

Example_SimPolarPlot

[so}—» )

Action_Start Action_Clear

R B

Action_|nitialize Action_Polar

Go to the Properties view and set the Main Action to Action_Start. This allows the
sequence to run from the toolbar’'s Run Main Action.
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9. Save the program:

= Save your Polar Plot profile, File -> Save As. Save is in your chosen location with the
name “Example_SimPolarPlot’.

= NOTE: Always save before testing the profile in case the execution crashes the profile
and loses all the data.

10. Test the program:
= Run the profile with Run Main Action. b
= To alter the results:

¢ If you change the TT Max on the Simulator, then the data will be skewed to make
that degree point number the highest as if you are maximizing a signal.

¢ If you increase the Scale Factor on the Simulator, you will see the amplitude
increase on the polar plot as if your signal was getting higher.
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Data Elements

Each data element is an array of amplitude versus frequency values. These data elements are filled from
an instrument measurement, a file, an equation, or a preset value. The only practical limit to the number
of data elements you can define is the need and the available memory of the system.

Data View

The Data View displays all the currently defined data elements. The data element view updates to allow
moving and re-sizing of the window, exporting, and sorting of the columns. Each data element displays
the name of the data element, whether the database option is selected, and the number of valid points,
the data type, whether it is interpolated, the relevant source, the numerical values, and any necessary
comments.

Data r B
+ = |o|=5 v
MName DB Valid Type Intp  Source G
Cal_Target N. 2 Preset Lin  26.985700
cf_amp1l M. 2 Preset Lin  43.000000
cf_amp2 N. 0 Measureme... Lin -
of_Ant_Eff N. 4 Diirect Lin -
of_Atten_nc M. 25 File Lin  C:\Program Files (x86)\ETS-Lindgren\TILET\Profiles\NTS PJ2189\CF Cables\Receive £
of_DC1 N. 2 Preset Lin  20.000000
of DC2 M. 37 File Lin  C:\Program Files (x86)\ETS-Lindgren\TILET\Profiles\NTS PJ218%CF Cables\NTS DC2

Element Names

NOTE that each data element must be given a unique name. The name can contain both uppercase and
lowercase characters, as well as most other characters.

e Use under_score or camelCase to differentiate separate words for an element name.
¢ Do not use spaces since a space in the name will make it impossible to use it in an equation.
e Do not use periods since it can truncate the rest of the name after it.

You will find when creating test profiles that using a name that gives reference to its source is very
convenient. Calling a reading from an analyzer raw will convey the essence of this element as well as its
use.

Most lists that utilize data elements will automatically sort alphabetically; keep this in mind when creating
data element names. We have started a naming convention for the data elements to group them together
to simplify the search of update factors.

For example, E_Pks would be the equation to find peaks in an EMC Scan.
o E =equation
e F =Factor
e L =Limit

¢ M = Measurement
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Element Database

NOTE: This column is only meaningful if the TILE/DB database option is installed.

If this option is installed, use the Save to Database check box on the Source tab to specify whether to
update the database for this data element. If it is marked for saving, the data element is copied to the
database table of results.

Element Valid Points

This column displays the current number of valid points in a data element. When first created,
measurement elements are empty and display a value of zero. All other data elements are filled with data
upon their creation (or file opening), and this number indicates the number of valid points in the table.

You can see the data points when editing the data element on the Values Tab. The Measurement,
Equation, and Word types will not display any valid points until the data has executed. The File and
Preset types will display valid points as soon as they are defined.

Element Intp (Interpolated)

When EMC measurements are performed, they generally have large data arrays of information. When
applying specification limits, correction factors, and other offsets, we need to ensure a valid point exists at
each frequency.

Interpolation refers to a switch set during the definition of the data element. This switch tells the system
whether to interpolate the data element during math and graphing functions. If the switch is Lin or Log,
then interpolation will take place.

There are two interpolation check boxes on the Source tab: Continuous (Linear) and Continuous (Log).
In the Data View, the Intp column will indicate ‘Lin’ or ‘Log’. If neither Continuous box is checked, then
the data type will be discrete, and it will show ‘No’ in the Intp column.

Linear is the default Intp value for a new data item. Log is typically only used for limit lines with log slopes,
so that the math will properly interpolate the value between the start and stop frequency of the slope. A
typical discrete data element is QP, or any data that would use a marker on a graph.

If you choose to graph a set of peak signals, the peaks will appear as a line if Interpolate is turned on.
With the switch off, the graph would show discrete points, which would require a marker to see on the
graph.

Discrete data in a table, along with associated interpolated data, will show artifact type interpolated data.
Use the Show All option on the table to interpolate these points if selected, else it will only show these
points at the correct frequencies if it is un-checked.

Element Source

The source text will vary depending upon the data type. A File data element (whether regular or word
type) will display the absolute path to the file. An Equation data element (whether regular or word type)
will display the mathematical equation that has been defined for this element. A Preset data element
displays the word ‘Preset’. A Measurement data element displays the word ‘Measurement’.
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Defining a Data Element

To define a new data element, click the + sign on the Data view or use the Add Data icon on the P
toolbar. Enter a unique name on the Name tab and then select the data type on the Source tab. Do Huz

not press the Enter key without giving the element a name and data type, as this will attempt to save the
data element without proper definitions and will generate an error.

Editing and Deleting Data Elements

To edit an existing data element, bring the Data view to the front focus. Use the cursor and double-click to
select the data element.

To delete an existing data element, select the data element and click the Delete key. Deleting
permanently removes an existing data element from the profile. When you delete a data element, double
check that it does not affect any settings for your actions in the flowchart.

Exporting Data

To export the data from a single data element, go to the data element view data N IO | Pre.. thin | 50
and right click on an element then select export. This opens the File ﬁMEMi
Explorer to save the data as a DAT text file. This is useful in tandem with g iy
the Word from File data type. e | [FETOVE

Refresh

Properties...

Export...

Data Types

There are many types of data elements in TILE!. Each of these represents a unique capability over
competing software. Within the TILE! System, you can take a measurement, add an antenna correction
factor, compare it to a specification limit, or create arbitrary criteria all with a few simple clicks of the
mouse.

These data elements, when combined in a test profile, can provide a wide range of information on the
Equipment Under Test (EUT). This information is saved within the test profile and can be retrieved for
future tests. The ability to track each of the intermediate corrections as well as the final number provides
a powerful archiving tool for any test laboratory.
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Measurement Elements

The Measurement type is the most common and default data element type. Measurement elements are
used for any data that will be displayed in a graph as continuous data. If Continuous is not checked then
the measurements is not interpolated and is it will be a discrete data element such as a quasi-peak.

Typical examples of this type would be a spectrum scan that connects each data point to create a trace.

You can create a correction factor and add them together to form a third data element, but the original
information will always be present. This is especially useful in documenting the test process, after the
test, or three months later.

You can always look at the raw numbers and trace the corrections and adjustments that have been made
to reach the final output numbers. ISO 9000 and ISO 25 both have references to proving the numbers are
real. TILE! was designed to solve this problem. The data structure is designed to prove the actual
readings are the source of the numbers on the final report.

File Elements

Some types of information used in an EMC test are not a part of the actual measurement, but are used
for the standard or the instrumentation. Correction factors, specification limits, and gain tables are all
samples of data used in an EMC test, but are normally maintained separately. File elements allow you to
import this information into the TILE! system and use them in a test profile.

Importing this data into a data element allows us to use this information for graphing purposes,
mathematical comparisons, and peak searches. Correction tables include antenna correction factor,
amplifier gain tables, cable loss tables, etc. When used with the other data elements in the TILE! system,
these elements add a high degree of flexibility to the ability to configure and control testing.

The default file format is an ASCII text file. The general format for all data elements is a two-column table
of information. The table should have delimited variables with column one as the frequency and column
two as the value. You must use commas (,) or semi-colons (;) as the delimiters. All white spaces are
ignored. The size of the file is only restricted by the system parameters. You can create these tables quite
easily in a text editor or in most spreadsheets.

As illustrated to the right, the frequency (the first number) can be either a
decimal number or an engineering number. The value (the second number) has

. . . . oy . la Edit Format Wiew Help
no specific unit of measure. The unit of measure is depends on how it is used in ;E?' 4'{; oa
the test profile. §.8e7,40, 80

foBoaele,43.52

In the example, the table represents the FCC Class B specification limit at 3- 2.16¢8,43,52

meter separation. To create a stair step in the levels, there is a transition 216000810, 4602
frequency point at 88 MHz, 216 MHz, and 960 MHz. When creating a stair step 96000801a,53 .98
effect, there should be at least a 1 Hz difference in the frequencies. £e9,53.98
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Equation Elements

When performing EMC tests, mathematically manipulating data is an everyday occurrence. The use of an
equation as a data element allows you to create a new data element by mathematical reference to two or
more other elements. Whether this is simply adding an antenna factor to a raw reading, or performing
obtuse mathematics to determine waveform performance, the equation writer has the flexibility to perform
complex mathematics.

The equation writer is the tool for defining an equation element; for further details, see the section
Equation Tab. In the equation writer, you define values using a wide range of mathematical functions.
Some are as simple as adding or subtracting elements, but the complexity is only limited by the
imagination.

Preset Elements

The Preset data element is a value generator used to create simple data sets. Once created, Preset data
elements are treated just like any other data element in the system.

For example, you may have a 26-dB preamplifier that you need for only a simple, non-certified scan.
Instead of going through the elaborate calibration routine of creating a data file for the calibration and
loading it through the file elements, preset allows you to create a set of values across the frequency
range.

Word Elements

There are certain places within the TILE! system where it is necessary to track an alphanumeric comment
keyed to a specific frequency. For instance, in Immunity testing if you enter manual mode, you have an
option at each frequency to enter a comment about the step in the test.

Whether this comment is a performance characteristic or a comment about the power state of the EUT is
strictly up to the user. From the TILE! standpoint, it is an alphanumeric comment.

The word-type data element is a two-column format, like all other TILE! data. The first column is
frequency and the second column is the alphanumeric text. This text is limited to 256 characters in length.

Word from Equation Elements

You can perform two math functions using word data elements.

The min and max functions compare the data starting at the first character, and determine the greater or
lesser based upon the ASCII text number for the character. As soon as a digit is lesser than or greater
than the one being compared, the equation conditions are met and the result is written. These functions
are primarily used in automotive testing where you have a single alpha code for performance.

There are also equation functions to produce the words Pass or Fail by comparing a value limit. These
functions are pfless and pfgreat.
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Word from File Elements

It is possible to import a word data element from a file (using the same CSV format used in regular data
elements). This allows you to move word type data from one profile to another easily.

Script Elements

The TILE! Scripting feature allows users to create scripts to enhance the usability of the program.
Scripting does require some knowledge of programing conventions and formatting, but it is very useful in
bridging the installed user interfaces/functions to custom features, such as Menus and dynamic data
handling.

TILE! native (non-Python) scripting is provided through an open source parser called muParser.
MuParser already contains many common mathematical functions such as "+-/*, sin, cos, etc.”, and most
importantly we can extend the parser’s functions as needed. For example, this parser has been extended
to access and perform array operations on TILE! objects and allow scripts to call other scripts and pass
back arguments.

Menus can be created to allow user interaction into settings of actions or numeric values, such as
limits/targets/measurement parameters. Loops or dynamic data creation can be used to create new data
elements or graphs/tables as data is collected. There is really no limit to TILE! scripting. Scripting can be
used to enhance the many TILE! math functions already available. See the TILE! Scripting Manual for
more information on how to work with scripts.

TILE! 8 has also added the ability to use Python in scripting. Refer to the Python Scripting in TILE! 8
section for more details about enabling your scripts to use Python. Refer to the TILE! Scripting Manual for
further details about writing scripts in TILE! with Python.

Python is installed with TILE! by the TILE! software installer. Running Python scripts in TILE! 8 requires a
separate license from the TILE! application software and can be obtained (or renewed) by contacting
ETS-Lindgren at TileSupport@ets-lindgren.com.

Standard Elements

A Standard is a file that contains references to data and multiple other files that are used in a particular
profile. The file .stdz extension is a container for the associated files.

The types of files that the standard can contain are varied; they can be data files, sequencer files, tables,
scripts, etc. These files can be loaded from the "Standard file" and into a profile using TILE! scripting.
How the data files are loaded is left to the developer of the standard's profile.

Data can be extracted from the standard, or the data from the standard file can be inserted into other
items. The standards data item is like a collection, and therefore collections and standards work
interchangeably.
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Data Element Tabs

Name Tab

See Element Names for
details on how to name a
data element without later
conflicts.

The name is a unique data
identification for this data
element. There are no
specific requirements for
data element names except
that they cannot contain
math symbols; this includes

the dash (-), which is seen by the math parser as a minus sign.

Data : Measurement Element

Name Source Values Bands

Name:

Comment:

‘Measurement Elemen'd

Units:

User Category:

Creation Date:
10:37:42 AM, Wednesday, December 20, 2017

The comment line is free text field allows a description of the data element.

Units will be shown if the data is used as a ‘Monitor’ in the Immunity tests. For example, if an O’scope is
monitoring Vrms, Vpp or even uS for a rise time, the unit will show next to the value in the runtime user

interface. This is a free field and not extracted from the instrument.

The Creation date will reflect the date/time that the data was last changed or updated. If the date/time

stamp changes on the disk it will not reflect here unless the data element is specifically updated. This is
accomplished by using the Transfer Data icon on the flowchart as part of a test, or by opening the data
element on this page and clicking OK.
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Source Tab

The Source tab defines the data elements. There are
four choices that need to be made: determining the
interpolation methodology, selecting the data type and
the sorting method, and whether to do a database
save for this data element if the TILE/DB product is
installed.

The default setting for a new data element is a
Measurement type. When you select a data type other
than measurement, additional tabs are available. See
the Data Types section above for more information on
the types of data available for this tab.

e Continuous (Linear and Log): By default,
the Continuous (Linear) check box is
selected. This box will direct the system to

Data: data

Name Source Values Bands

[T [1continuous (Log)
(@ Measurement (iWord () Script
'::)E”E Ii}\u’\.’grd from File C}Qollectlon
() Equation {_)Word from Equation () Table
() Preset Direct )Value
[[]5ave to Database () Property
Sorting SortLow to High w () Standard

(") Database Table
10 Type OFile Other
[[JHas Comments {user & automatic) (") Folder

Data Point Comments ~ <"° &cfion>

interpolate data points when drawing graphs or performing mathematics in a linear fashion.

If the Continuous (Log) check box is selected, then all interpolation will be in log format.
Continuous Log is typically only used for limit lines with log slopes so that associated math such
as QP margins can be properly interpolated along the line.

If you are creating data elements that by nature should be discrete (peaks, over limit points, and
so on), then deselect both boxes to turn off the Continuous option.

e Save to Database: This check box only has meaning if the TILE/DB product is installed. If this
check box is selected and TILE/DB is present, then the software will transfer the contents of this
data element to the database whenever a save is performed.

e Sorting: This dropdown determines whether data is automatically sorted when it is loaded for the
first time. This only has meaning for the file data elements when read from the file for the first
time. The default setting is ‘Sort Low to High’. You can change the sorting routine from the Values
tab with a slight difference. With the auto sort set to off, the data from the file will be read in the

sequence it is sorted inside the file.

o 1/O Type: This an advanced feature used with the Scripting Functions.
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Values Tab

o Initialize: The data from the file is read in one
of two ways. The first way is when you accept

B . . . N S Values  Simpl, Band
the settings (click OK) and the data file is e mple | Hands
t t ” d H t th d t | t X Units X Digits Y Units Y Digits
automatically read into the data element. Froquerey w7 2] pover N
The second method requires using the Constant um freq value

Values tab and clicking Initialize. On the o 10.001 Kz 169.0

Data View, this element will now show the
number of valid data elements. This gives
you the ability to look at the contents of a
data file prior to accepting it.

n
0
1 10.00116 KHz 69.42105
2 10.00134 KHz 69.84211
3 10.00155 KHz 70.26316
Sort H->L 4 10.00179 KHz 70.68421
5  10.00207 KHz 71.10526
Sort L->H 6  10.00239 KHz 71.52632
7 10.00277 KHz 71.94737
8  10.0032KHz 72.36842
9 10.0037 KHz 72.78947
1

0 10.00428 KHz 73.21053

Initialize

There are two boxes on this tab, Units and
Valid. The Units field is not active under the
current version of TILE!. The Valid field displays the total number of points in this data element.

Standards. ..

e Sort H->L/ Sort L->H: The Sort L >H tab sorts the data list starting at the lowest frequency, and
sequencing to the highest frequency while Sort H >L does the opposite, sorting high to low.
Normally, data within TILE! is sorted from Low frequency to High frequency.

NOTE: Data that is not sorted will cause strange results during math operations, since the
interpolation functions look to the frequency before and after for a valid range.

e Valid: The valid indicator shows the number of valid frequency points. This is also demonstrated
by scrolling down the list with the right scroll bar to look at the list of values.

File Tab

NOTE: This tab only shows up if File is selected as
the data type under the Source tab.

Name Source Values File Bands

¢ File Name/Directory Path: Use the Browse
button and find the data file. Once selected,
the file and path will be filled in

File: ‘Fccb3.1 Axt |

Path: ‘C:\Users\ljburris\Desktop\Laura B\TILE! 7\Create profile exam|:|

automatically. OHz OkHz @MHz  (QGHz
To make creating files as easy as possible, [L]Word Type Data
we use comma separated variable (CSV) Browse

files or text files (TXT) for loading or saving
data. This format is limited to a two-column format. Within a spreadsheet program, make sure
that you set the file type to CSV text when doing a save or save as.

NOTE: If the file is in the wrong format, the data will not be read.

o Word Type Data: There are times when you might need to load word type data into a TILE!
profile. Since the CSYV file type includes no definitional information, we need to warn the program
when we are importing text data, as opposed to numbers. The Word Type Data check box
serves the function to confirm it is imported as text.

Do not to use this check box on data that is numerical or you will end up with text that cannot
be used in normal mathematics.
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Equation Tab

NOTE: This tab only shows up if
Equation is selected as the data
type under the Source tab.

The Equation tab is an equation
writer that you can enter a formula
to define a data element. You can
enter a more complex equation, but

Name Source Values Equation

Functions:

Bands

~ | ctrl+space : autocomplete

raw+ (cable-preamp)

you are limited to nine imbedded parentheses. Each parenthesis must delineate a binary equation.

The example to the right demonstrates taking a reading, adding the cable losses, and subtracting preamp
gain. To keep a binary operand, the cable loss and preamp gain are enclosed in parentheses. The raw
data element is then added to this element.

The equation may consist of operations, conditions, and functions. The operators and conditionals allow
either matrix or constant operands. All math functions are in lower case and the math parser is case
sensitive. You must enter functions in lower case. Also, avoid naming a data element the same as a

math function.

The results of any math operation are stored into the data element. Until the equation has been executed,
no values are present. After execution, you can use the Values tab to view the data element values.

NOTE: It is important to keep track of the interpolation settings for any data element. If data element (x) is
continuous, then all of data element (y) that is bounded by the frequency values of data element (x) will

be evaluated. The same is true for data element (y) if it is continuous.

If both data elements are continuous, all values bounded in one data element by the other data elements
will be evaluated. If both elements are discrete, only those values with identical frequencies will be
evaluated. The above statements are true for conditionals and two parameter functions.

¢ Functions: Displays the available mathematical functions. These are displayed for reference
purposes, but when selected the appropriate function will be entered in the Equation box for
completion. See the help files for a complete list of math functions.
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Addition “+” operator

The “+” operator only adds frequencies that appear in both inputs. If either frequency is missing from the
opposite input, it will not appear in the output. There is an alternate “add” function which will include
frequencies in A if they are not present in B, but it doesn’t continue processing B once A is finished (i.e.
the number of elements should be the same, but if they aren’t then you'll miss frequencies in B).

There are interpolation issues for “+” if both inputs have the interpolation (Continuous flag) Off. If either
input has interpolation On, it will include an interpolated value as if that point were present (i.e. the
“missing” frequency at that point is included in the output, with the interpolated value added to the value
of the other input’s frequency).

The following example shows how to add frequencies together if they are present in both inputs, else if
one or the other is missing then it will copy that frequency to the output as is: max(A, max(B, (A+B))).

Name | DB | Valid | Type Intp | Source Values Output

A No |3 Preset Lin | 1.000000 1.0,1.0,1.0

B No |3 Preset Lin | 1.000000 1.0,1.0,1.0

Sum1 | No |1 Equation | Lin | A+B 20 Data Editor
+ = H&F
Sum1 !A—B
freq ?vo!ue
3.0 MHz 20

Sum2 | No |3 Equation | Lin | add(A,B) 1.0, 1.0, 2.0 Data Editor
+ - &=
Sum2 add{A,B)
freq | value
1.0 MHz 1.0
2.0 MHz 1.0
3.0 MHz 20

Sum3 | No |5 Equation | Lin | Max(A, max(B, (A+B))) | 1.0, 1.0, 2.0, | [Dataedtter

1.0, 1.0 + - & o=

Sum3 | madAmaxB,
freq .-.ralut
10MH: 10
2.0 MHz 10
3.0 MHz 20
4.0 MHz 1.0
5.0 MHz 10
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Simple Tab

NOTE: This tab only shows up if Preset is selected
as the data type under the Source tab.

The preset values are defined by two conditions,
frequency and amplitude. These are combined in
the same fashion as the standard file format.

For straight lines, you do not need the default 100
steps, so this can be changed to 1 step.

e Amplitude: Enter the value that is
appropriate for the data element. For

Name Source Values Simple Bands

Amplitude
Value 50

Step 1
Frequency

Start 30

Stop 1

# Steps 100

| generate

| Constant  ~

| IMHz v

| [tz v

example, to create a 26-dB preamplifier gain table you would enter 26 (the units are assumed).

o Constant: This the default setting for preset values. When this is selected, the value in
the text table is filled into a table across the frequency range defined under Frequency.

o Add: Takes the starting value in the Value box and sequentially adds the value shown in

Step. The number of steps is set under Frequency.

o Multiply: Takes the starting value from the Value box and multiplies the value by the

Step at each frequency.

e Generate: Creates the data that in the Values tab.

Bands Tab

Bands generate complex data to include in linear and log sections. This is handy to create limit lines. This
can also be used to create mask type data used in the graph to hide breaks in data. This tab is generally

used in conjunction with Presetf data.

Click the + button to add a new data band. Each row of the table represents a band, with a Start Freq and
Stop Freq value. You can also export/import bands to/from a file with the .bands extension (do an Export
and you will see the data format; you can edit the file to add/modify bands, and then Import it back).

Once the band(s) are set as desired, click the Generate button and the bands are copied as frequency
pairs into the data values. These values could be generated manually using the Data Editor view, but the
Bands Ul makes this much easier, and provides a future reference for the band exclusions.

The example below shows how to create a limit line using bands.

Name Source Values Simple Bands

generate

export... import

+ - ~ \ Standards...
#  start: freq start: value stop: freq stop: value # steps step type termination filepath units
1 30.00M 10.00 40.00M  10.00 1 Lin Continue
2 40.00M 0.00 50.00M 0.00 1 Lin Break
3 50.00M 20.00 60.00M  20.00 1 Lin Continue
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Script Tab

NOTE: This tab only shows up if Script is selected as the data type under the Source tab. See the help
files for more details about scripting.

NOTE: Use “//” to place comments in your script. The “//” can start a new line or be placed at the end of a
line. In either case, any text after “//” to the end of the line will not execute.

Data : data

Name Source Values Script

| stop step v io params... * ~ || results help font consts |:| Break

ctrl+ space : autocomplete
alt+ space : autocomplete show all

ctrl + K autoformat
ctrl+ L : delete currentline
ctrl+ Q : toggle comment

ctrl + shift + up : move selected lines up
ctrl + shift + down : move selected lines dc

ctrl + [ : exit editor focus
ctrl +] : enter editor focus

F5:run
shift+F5 : stop
F10: single step
F11: step into

Run: Execute the entire script.
Stop: Force stop the execution of the script.
Step: Execute one line at a time.
o NOTE: Parser variables will always update after every step and in alphabetical order.
10 Params: Generate the 10 parameters.

‘Asterisk’: Opens an external editor. The first time you use the capability you can set which
editor to use, such as Visual Studio or Notepad++.

‘Blank dropdown’: Inserts a function’s syntax format.

Results: Shows the results of the parser variables when the script executes.

Help: Shows a list of functions in alphabetical order.

Font: Changes the font of the typing window.

Consts: Shows the values for the constant variables Euler's number (e) and Pi ().
o _e=271828
o _pi=3.14159

Break: Sets a break point when the script executes.
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Python Scripting in TILE! 8

Python Scripting ushers in a new era of possibilities for automating your test applications in TILE!

Creating New Python Scripts

Python Scripts in TILE! 8 are data elements with type Script. Once you create a Script, you can then edit
it to enable it to run as a Python Script. You can do this either from the Scripting Editor, or from the data
element’s Execution->Python property in the Properties View (set the property to True). After changing
the Execution to Python, you will see the Type change in the Data View from “Script” to “Script (Python)”.
This provides a convenient way to search your data elements by Type and know which one(s) have been
Python enabled.

E=oial [~ = 11 e M [ =N TN [ Y ] i User Categary
INIT | fent =
) = Continuous (Linear) True
» [ i
' il MName Source Values Seript Continuous (Log) False
nun I stop step | v | ioparams - ~ | results help fort consts DBreabl Pylhunl Savete Database False
e Autosort Low/High True
.| ctrl + space : autccomplete . 5
- X alt + space : autocomplete s ype cript
1 loType MNeone
vil=| ctrl + D : clear output Script
Al ctrl + K : autoformat o
= = | ctrl + L : delete current 1i
@ [: ctrl + P : convert to Python Values
= t ctrl + Q : toggle comment X Units Frequency
I X Digits 7
rﬁ ' ctrl + shift + up : move sel ¥ Units Power
E— ctrl + shift + down : move s . o
¥ Digits 7
ctrl + [ : exit editor focus =]
ctrl + ] : enter editer focu Action
F5 : run = =
shift + F5 : stop Arguments
F10 : single step Reentrant False
Fll : step into I Python True I
F4 : OK (exit editor)
v
< > o
W) Project
- oK Cancel Apply E
Data | @
+HS(o[=a | “|
Name DB Valid__Type Intp Source Values
script_python No 0 Script (Python) Lin
script_native No 0 chp Lin

If you plan to create all new scripts as Python Scripts, you can enable a setting in the Tools->Python
menu called Use Python as Default. When this setting is checked, all new scripts will automatically have
the Python setting checked when they are initially created. Note that this setting is global to this instance
of TILE! It is not a property of the profile itself. Once you enable the setting, it will persist in this session of
TILE! and all future sessions as well. You can clear it at any time to reset to the default behavior (new
profiles are created as non-Python scripts).

Toels  MNII/O Trace Help

} Validate 1=
L~ Auto Validate

Options »
Instruments... »

a Python... » I ~  Use Python as Default

ﬁ SCPI Server 5 ICl:um.rert All Scripts to Python
Remote... nstall Python Modules

3l
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Converting Existing Scripts to Python

You can edit any existing script and have it run using Python using the same methods as described in
Creating New Python Scripts. Simply load an existing profile, edit a script you want to run as Python, and
check the Python setting in the editor. Or select the script in the Data View and change its Execution-
>Python property to True.

But with that said, that does not mean that all existing TILE! scripts will run correctly by simply enabling
Python execution. The syntax of the script must now be Python syntax. TILE! comments (//) for example
will fail if not converted to Python comments (#). TILE! control structures will also fail when attempting to
run as Python.

To help with this process, there is a new editor feature called “ctrl-P convert to Python”. This tool will not
only set the Python execution setting, but it will attempt to convert native TILE! script syntax into Python
syntax. Just type Ctrl-P at the keyboard after editing a native TILE! script to perform the conversion.

Before conversion:

Data : scriptWhileLooplnlf

Mame Source Values Script

un | stop step v i0 params... * ~ | results help font consts | [ |Break [_|Python
a = get("_value:0") » | Editor Help: A
i ctrl + space : autocomplete
if(a == 0) alt + space : autocomplete show all
msg = "a = 0"
; ctl + D : clear output
while (0} ot + K : autoformat
w =1 ctrl + L : delete cument line
g ctd + P : convert to Python
ﬂhlle—end (1) ctl + 3 : togale comment
else (1)
ms = "g3 g% Q" ctrl + shift + up : move selected lines up
. g ctrl + shift + down : move selected lines de
1f _end(0)
ctrl + [ : exit editor focus
//output the result ctrl + ] ; enter editor focus
message ok {msg, -1} F& - mun
shift + F5 : stop
F10 : single step
F11: step into
F4 : OK (exit editar)
Functions:
abs(a)
¥ |amnelal v
£ > £ >
QK Cancel Apply
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After conversion:

Data : scriptWhileLooplnlf

Mame Source Waluss Script

un | stop step v ip params... * ~ || results font consts | [ ] Break Python
a = get (" wvalue- |_'|") A | Editor Help: M
i ctrl + space : autocomplete
1if a == : alt + space : autocomplete show all
— " — [ "
ms g 2 2 ctl + D : clear output
while O: ot + K ; autoformat
w =1 ctl + L : delete cument line
. cid + P : convert to Python
else: ctl + 3 : togale comment
msg = "a <> 0"

ctrl +shift + up : move selected lines up
R ctrl + shift + down : move selected lines de
#output the result

message ok (msg, -1) ctrl + [ : exit editor focus

- ctl +] : enter editor focus

F5 :mn

shift + F5 : stop
F10 : single step
F11: step into

F4 : OK (exit editar)

Functions:

QK Cancel Apply

You can also right-click a Data Element script in the Data View and select Convert Script to Python and it
will edit the script “in place” in the profile.

And finally, if you want to attempt to convert all scripts in the profile to Python, there is an entry in the
Tools->Python menu called Convert All Scripts to Python that will do this.

Notes and Disclaimer:

The Python conversion algorithm is not guaranteed to work for all scripts. You may need to do further
editing to fix any syntax errors that still occur. Also note that the conversion is one way from non-Python
to Python. There is currently no equivalent tool to convert Python scripting syntax back to non-Python
syntax. If you use Ctrl-P in the Scripting Editor, you can use Ctrl-Z to Undo those edits before you press
OK (or just press Cancel and the edits will not be stored into the data element). But if you use the “in
place” method of conversion by either right-clicking a data script and selecting Convert to Python, or
using Convert All Scripts to Python from the Tools->Python menu, those edits cannot be undone.

Refer to the TILE! Scripting Manual for specifics on what you can do with Python scripting in TILE! 8.
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Collection Tab

NOTE: This tab only shows up if Collection is selected as the data type

under the Source tab.

Collections are an enhanced data type. A collection is a group of related
data. You can give each data item in the collection a name. The value

Data : collection

Name Source Values Collection

name  value
a_name 7.000

given to a collection item can be a number or a string. Add
b_name asdig
You can access the values from a collection just like any other property Remove c_name 123
from a script. See the script help document for more information on how d_name Sting
to access collections with scripts. export.
import._.
Table Tab
NOTE: This tab only shows up if Table is | ... . table
selected as the data type under the
Source tab. Mame Source Values Table
Add Col Remave Col Insert Col
Tables are a special data type with rows [ABCDE | SetHeaders
and columns of data. The table can 2 18 1c D c
contain numbers or strings. AadRen 0 1 2 howdy | <
1 100 21 strings
You can access the values from a table RemoveRows | 2 200 22 3 abed
just like any other property from a script. msetRow || 3 20 2 o
See the script help document for more
information on how to access tables with
SCTiptS. Browse..
Dhoea;::lels

Standard Tab

NOTE: This tab only shows up if Table is selected as the data

type under the Source tab.

A standard looks just like a "collection" of "name/value" pairs. The

standard developer can add any number of named items to the

standard. The named items can be files or data strings. To add a

file, select "<browse>" from the value column dropdown editor.

By using the export button on the "Standard" tab, a file with the
extension "stdz" is constructed and saved. This a

compressed/zipped file containing all the referenced files. It can

be expanded or compressed again using normal ZIP/UNZIP

tools.

ETS-Lindgren.com

Data : Standard

MName Source Values Standard

name value

Add data -
seql
Remaove seq? [<browse>. |

export..

impart..
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Database Table Tab

NOTE: This tab only shows up if Database Table is
selected as the data type under the Source tab.

You can hook a Database Table via ODBC to MySQL to
a database and use it to store settings, property values
and data values. It also would be possible to store
whole actions (xml) and reload them. You can then
reload the settings and data by double clicking on the
desired row like a time machine.

If you look at the example below, the left-hand sided
defines your table types/columns and items (data,
properties). The right-hand side displays the current
rows in the table.

Database Table functions include:

Data : database new type

Name Source Values Database Table

0 timestamp timestamp <auto>
Upload Path I:l .

Add
Remove
Create Table
Delete Table
Insert Row

Update Row

Show Data...

(drag properties and data items)

e database_create_table(dataltem) Il creates a table based on the data table definition

e database_drop_table(dataltem)

e database_insert_row(dataltem)

e database_update_row(dataltem, cursor_id)
e database_load_row(dataltem, cursor_id)

e cursor_id=database_get_cursor_id(dataltem)

ETS-Lindgren.com

Il deletes a table

/I inserts a new row sets cursor id to new row
/I updates the data at the row/cursor id

/I loads the data at the row/cursor id

/I gets the current cursor id
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Instruments

One of the biggest advantages with TILE! software is hardware independence. This is achieved by using
small, modular programs called instrument drivers. These are recognizable in TILE! by the three-letter
extension, .INS. The instrument driver contains the unique programming code to allow the software to talk
to the instrument. These are dynamically linked libraries (.DLL), but we use the .INS nomenclature to
make it more readable when creating lists of instruments.

Instrument drivers are used in the system to provide communications between the main program, the test
profile, and the instrument. An instrument in a test profile needs to be identified by a unique name and
then linked to an appropriate instrument driver. The use of a separate name link allows the user to
substitute different instruments into a test without having to modify any actions in the test profile.

Instrument View

Instruments

+EZHc =&

Name Module Type Bd Addr Driver Version Serial Number Cal Date VISA I\l
=Func_Gen HP 33250 FUNCTION/ARBITRARY WAVEFORM GENERATOR Signal Generator ~ Sim ag33250.ins  7.3.1.15 Unknown Unknown TCPIPO:localhost:6370:SOCKET
=RY Agilent MXE - EMI Receiver Mode Receiver Sim ag_mxe_ncins 7.3.1.15 Unknown Unknown TCPIPO:localhost:6370:SOCKET
=SA Agilent MXE Spectrum Analyzer Spectrum Analyzer Sim ag mxeins  7.3.1.15 Unknown Unknown TCPIPO:localhost=6370:SOCKET
=Scope  HP EPM 4419 Power Meter Power Meter Sim ag epmins  7.3.1.15 Unknown Unknown TCPIPO:localhostz6340:SOCKET
=Tower  EMCO 2090 Controller Controller Sim EMCO2090.ins 7.3.1.15 Unknown Unknown TCPIPQ:localhost:6380:SOCKET
=Turntable EMCO 2090 Controller Controller Sim EMCO2090.ins 7.3.1.15 Unknown Unknown TCPIPO:localhost:6381:SOCKET

The Instrument View provides access to the currently defined instruments. The displayed columns are the
instrument name, module, type, board, address, driver, version number, serial number, and calibration
date. The serial number and calibration date default to Unknown unless the user has specifically entered
this information.

The name given to an instrument should be a unique reference to a type of instrument. Calling the
spectrum analyzer SA instead of HP8568B gives much greater flexibility in designing test profiles. If you
name an instrument with the hardware name, the implication will be that this is the only instrument that is
acceptable for this setup. This is not true in the TILE! system. Wherever the name is used in the test
profile, you expect to see a receiver or analyzer, not necessarily a specific receiver or analyzer. This is
sometimes a subtle difference, but it is very important in properly designing a test profile.

Automated Instrument Discovery (AID)

New to TILE! 8, AID adds a level of intelligence to Instrument creation and configuration that will make the
process of setting up your system easier than ever before.
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Create All Discoverable Instruments

The easiest way to add instruments to your profile in TILE! 8 is to press a new button on the Instruments
View toolbar called Create All Discoverable Instruments:

Instruments

+EEH o =S

Mame Module Type Bd Ad 41 create al Date  VISA IV
Create All Discoverable Instruments

This will initiate a process where TILE! checks the system for all instrument connections and attempts to
add them into the profile with the correct settings. This may take a few seconds, depending on how many
instruments are available to be added.

In the example below, five instruments were discovered and added to the profile after pressing Create All
Discoverable Instruments:

Instruments x|

+EHo|l=&8 »

Name Module Type Bd  Addr Driver

| hp33120 HP 33120 FUNCTIOMN GEMERATOR Signal Generator  VISA HP33120.ins

| ag_epm HP EPM 4418 Power Meter Power Meter VISA ag_epm.ins

IHi siglent_sdg_series Siglent SDG Series Function/Arbitrary Waveform Generator  Signal Generator VISA siglent_sdg_series.ins

IHi siglent_ssg_series Siglent S5G 3000X/3000X Series Signal Generators Signal Generator VISA siglent_ssg_series.ins

I signalhound_ushsaddb SignalHound USB-SA44B Spectrum Analyzer Spectrum Analyzer VISA signalhound_usbsaddb.ins

£ >
EData IS Instruments Q Find Log

You can also run Create All Discoverable Instruments from the Tools->Instruments menu:

Tools  MII/O Trace Help
Validate =
~  Auto Validate

Options ¥ |
Instrurments... ¥ Create All Discoverable Instruments I/\\5
Python... . Change to VISA (All Instruments)
SCPI Server 5 Run Simulation
R Enable Simulation (All Instruments)
emote...

Disable Simulation (All Instruments)
Run MI BAX

Rebuild Instrurment Database...

Creating an Instrument

To define a new instrument, click the + sign on the Instrument view or use the Add Instr icon on -
the toolbar. Enter a unique name on the Name tab and then select the driver on the Driver tab. =
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Configuring an Instrument

The process for configuring new Instruments utilizes AID. If the device is connected to the system and
“discoverable”, you can create and configure the Instrument very easily.

1. Press the Start Configuration button on

the Instrument tab. This takes you to the
Address tab. Instrument  Driver Driver Info  Address  VISA

Instrument: < untitled:

Mame: | |

Serial Number: |Unknown |

Last Cal Date: |Unknown |

] Enable Emor Query Mode [ Enable Event Logaging

These settings are useful for debugging
but may slow down performance.

Start Corfiguration

Cancel Aoply Help

2. The Address tab will automatically set its
initial settings to the first discovered

Instrument: < untitled>

device. Instrumert  Driver  Driver Info  Address  VISA
. . . Communication: VISA ~| ID: |GPIBO -~

In this example, there is an instrument

connected to the GPIB bus at address 10: Resource Type: [l Y
Primary: 10 ~
Secondary: MNone w Auto Select Driver
Resources: Find Next Resource

GPIBO:10:INSTR w

VISA Resource: SPIBO:10:INSTR

Cancel Apply Help

3. If these settings do not match the device that you are wanting to configure, try pressing the
Find Next Resource button to move to the next discovered device.

4. Once all the devices of the current Resource Type have been found or already exist in the
profile, the Resource Type will change to the next type that contains a discovered device.
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5. When a new Resource Type is selected
(or after auto-changing when using Find
Next Resource), the Resources dropdown
control will pre-populate with all the
discovered resources for the current
Resource Type.

In this example after pressing Find Next
Resource and exhausting all the available
GPIB devices, the Resource Type
changes to TCPIP Instr and populates the
Resources control with the VISAresource
of the next discovered device in the
system:

Instrument: < untitled>

Instrument Driver Driver Info  Address  yISA

Communication: VISA
Address or Hostname:

Resource Type: TCPIP Instr ~ |1|192.168.0.50
Auto Select Driver
Resources: Find Next Resource
TCPIPO::192 168.0.50:instD- INSTR P

VISA RBesource: | T-PIPD:192.168 0.500nst0:INSTR

Cancel Apply Help

6. Once you have found the device you want to configure, press the Auto Select Driver button.
This will query the device using *IDN? and match the reply against the TILE! Driver Database

to select an appropriate driver for the device.

Instrument: < untitled>

Instrument Driver Driver Info  Address  yISA

Instrument: < untitled>

Instrument  Driver  Driver Info  Address  VISA  Seftings

File: |§ig|errt_ssg_series.ins

Path:|C:\Program Files (x86)\ET5-Lindgre

Communication: VISA ~
Address or Hostname:
Resource Type: TCPIP Instr ~| |192.168.0.50
Auto Select Driver
Resources: Find Next Resource
TCPIPO::192 168.0.50:instD- INSTR P

VISA RBesource: | T-PIPD:192.168 0.500nst0:INSTR

Cancel Apply Help

Browse...

Explore...

Load

[] Do Net Use Driver

] Passive Device

[] Load User Driver

Auto Select Driver

Run Test Panel

Cancel Apply Help

7. Make any other edits as desired, such as renaming the instrument, or changing a driver setting

on the Settings tab.

8. Press OK to complete the instrument configuration.
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What is Discoverable?

AID works only when configuring a device with the VISA Communication type. TILE! uses the VISA
function viFindRsrc with different filters to locate available devices in the system. Although other
Communication types are still supported in TILE! 8, we encourage users to convert their configurations to

use VISA if possible so that the new AID features are available.

The “discoverability” of devices depends on several factors, including the resource type of the device.

1. GPIB and USB resources are inherently discoverable. This means that by simply connecting the
device to the system and powering it on, it should be discoverable in TILE! using AID. Said
another way, you do not need to pre-configure the devices in NI MAX to make them discoverable

in TILE!.

2. TCPIP resources are not inherently discoverable. This means that after connecting the device to
the system and powering it on, it may still not be discoverable. In most cases, the device needs to
be added to NI MAX as a Network Device before it can be discovered by TILE!. In addition, the
Device Enabled setting on the General tab in NI MAX needs to be checked.

w i Metwork Devices
2= 55G5040X-V "SSG5040K"

Ll

ey 1 CPIP0:192.168.0.60:inst0:INSTR

Device Type:

TCRAP YA Instument

YISA Aliaz on My System: S5GE04MT

Device Statuz
Thiz static: device iz working properly.

Device Uzage
Device enabled

Help

& General |55 TCP/IP Settings @ Web Page
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Editing and Deleting Instruments

To edit an existing instrument, bring the Instrument View to the front focus. Use the cursor and double-
click to select the instrument.

To delete an existing instrument, select the instrument and click the Delete key. Deleting permanently
removes an existing instrument from the profile. Ensure when you delete an instrument that it does not
affect any settings for your actions in the flowchart.

Instrument Tabs

Driver Tab

The Driver tab selects the instrument driver used for
communicating with the instrument.

Instrument:SA

. . . Sim Settings 1 Settings 2
Some manufacturers maintain a stable instrument ) :
. . . Instrument Driver Driver Info Address
command set cross their product line and in these
instances, there may be a generic driver for that File: |ag_mxa.ing]

manufacturer.
Path: C:\Program Files (x86)\ETS-Lindgre

NOTE: Simulation mode does NOT support all
drivers. If you want a general idea of how the
instrument will work, then select the default driver for
the instrument class.

Browse... Explore... Load

[] bo Not Use Driver [[] Passive Device
[[] Load User Driver

NOTE: MXA and MXE drivers are not
interchangeable. MXE has its own drivers (and includes the PXE). All other X-Series analyzers (including
CXA/EXA/PXA/UXA) use the MXA drivers.

o File and Path: If not using AID, you can use the Browse or Explore buttons to select the
instrument driver files. Generally, instrument drivers exist for each manufacturer model number.
This method configures the instrument settings automatically based on detected device info
(including VISA resource, GPIB ID, GPIB address).

o Browse: This button shows all the instrument files alphabetically. Use this if you already
know the name of the driver you wish to select.

o Explore: Find the driver for the vendor and model instrument you are defining. Double
click to select the driver, and the file path on the driver tab will be filled automatically.

= There is a search box to look up key words, or you can narrow the search results
by checking the boxes on the search columns. The first column sorts the driver
list by instrument type, and the second column sorts the instrument drivers by
vendor.
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NS000E

NS000E

Keysight N9000B CXA Signal Analyzer

Aglent MxA - EMI RECEIVER. Mode
Keysight N30008 CXA Signal Analyzer

Aglent MXA Spectrum Analyzer

ag_mxa_rx.ins
BQ_Mxa_rx.ins
BO_Mxa_rx.ins
ag_mxa.ins
ag_mxa.ins
A0_Mxa,ins

B Explore Drivers (Double Click To Select) X
| Search | Address | -1 | IDN? =3 v
[J<Clear All> [JBruel & Kjaer | [JiIndude Function Table Find Al []Indude Remote
; Amplifier ; California Insturments [JFind LAN []Find GPIB []Find USE
[ |Burst Generator [ ]Carnel Labs
[Jcontroller [JCeyear name file wendor type alias
Custom Driver Chase ) . )
i EFT Generatar i Compumater <No name > L¥_AudioMeter.... ETS-lindgren Signal Generator
[ |ELT Monitor [ |Comtest Agilent LVSA1 Spectrum Analyzer LV_SALlins ETS-indgren Spectrum Analyzer
[Multimeter et Audio Breakthrough Signal Generator L¥_SigGen.ins ETS-Lindgren Signal Generator
L NEt‘fw"k Analyzer L|Cytec EMR. 200,300 Universal Driver Probe Interface LV_Probe.ins ETS-Lindgren Probe
= g;:“!?smpe = g:g;rschnnlng\es ETS-Lindgren 2005 Single Axis Positioner ETS_2005_Singl... ETS-indgren Controller
M Power Meter ™ |Data Predision ETS-lindgren 2006 Azimuth Positioner ETS_2006_Posi... ETS-lindgren Controller
[JPower Supply [oavis ET5-Lindgren 3000 Series Amplifier ETS_8000_Amp... ET5-Lindgren Amplifier
[ |Preselector [ |Device ETS-Lindgren 8100 Series Amplifier ETS_8100_Amp... ETS-Lindgren Amplifier
L probe [_|Dow-Key ETS-indgren AVLZoliner Interface ETS_AVLZolner... ETS-lindgren Turntable
= QPAF‘.‘EDE[ [ Jressler . ETS-Lindgren EMCenter EMControl Controller Module ETS_EMContral... _
Receiver Dynamic Sciences = = =
[signal Generator [JEaton ETS-Lindgren EMCenter EMField Power Meter Module ETS_EMFieldins  ETS-Lindgren Power Meter
[]Spectrum Analyzer [JEIP Microwave ETS-lindgren EMCenter EMGen Signal Generator Module ETS_EMGen.ins ETS-indgren Signal Generator
; SUI'_QE Generator ; Electro-Metrics ETS-Lindgren EMCenter EMPower Power Meter Module ETS_EMPower.ins  ET5-Lindgren Power Meter
='Sr::~'er L E:;;ra ETS-indgren EMCenter EMSense 10,40 Probe Module ETS_EMSensel... ETS-Lindgren Probe
MTurntable EM Test ETSindgren EMCenter EMSense 10,40 Probe Module ETS_EMSense4... ETS-lindgren Probe
7 [ |EMC Automation ETS-Lindgren EMCenter EMSense Probe Module ETS_EMSense.ins  ETS-lindgren Probe
: EMCO ETS-Lindgren EMCenter EMSwitch RF Switch Module ETS_EMSwitch.ins  ETS-Lindgren Switch
[_|Empower ETS-Lindgren EMMonitor Interface ETS_EMMonitor...  ETS-Lindgren ELIT Monitor
L|Esitron ETS-Lindgren EMMonitor Interface ETS_EMMonitor...  Audio Predision,... EUT Monitor
| ETS-Lindgren EMMonitor Interface ETS_EMMonitor,,.  National Instru...  EUT Monitor
[ |Extech ETS-Lindgren EMMonitor Interface ETS_EMMonitor... OpSens,ETS-lin... EUT Monitor
; Farnel ETS-Lindgren ETS-Probe DLL Interface ets_probe.ins ETS-Lindgren Frobe
L :::zr:hrysler ETS-Lindgren Precision MAPS 2304-001 Positioner ETS_PrecisionM...  ETS-Lindgren Controller
MIFrankonia ETS-indgren Reverb Demo Motor Controller ETS_ReverbDe... ETS-lindgren Controller
[ Gauss Instruments ETS-Lindgren Vision TRX Interface ETS_VisionTRX.ins  ETS-Lindgren EUT Monitor
: Gigatronics Lindgren Reverberation Chamber Controller Lindgren_rever... Lindgren,ETS-i... Controller
[ |GraphTec
[l Haefley
L] Hameg
L Hangtai v < >
Company: ETS5-Lindgren N
Description: ETS-Lindgren EMControl Tower/Turntable Controller
. v
Function Command
= Use the IDN?>> scan (address = -1) to search for available resources. You can
search for specific resource types such as LAN, GPIB, and USB by selecting one
of those checkboxes before pressing the IDN?>> button. The Instrument
dropdown will pre-populate with all instruments found that match the search
criteria. Select any instrument from the dropdown to find drivers available for that
device.
Search | Address | TCP | (o EAS A I .= sich t Technologies, NS000B, MY 57103325, A.41.08 (hislip
2 2 Keysight Technologies,N90008,MY57103325,A.41.08 ]
[]indude Function Tabie DFW Al [Jindude Remote Keysght Technolagies, 90008, MY 57103525, A.41.08
[AFind LAN []Find GPIE []Find USS  |keysaht Technologies,NG0008. MY 57103325, A.41.08 (socket)
RohdeBSchwarz ESR-7,1316. 2003K07/ 101265, 2,66 SP2
name fle vendaor RohdeaSchwarz,ESR-7, 1316, 3003K07 /101265, 3,66 SP2 (Hislin)

Agilent Keysigh. ..
Agilent, Keysigh. ..
Agilent Keysigh...
Agilent Keysigh, ..
Agilent Keyszgh. ..
Agilent,Keysigh...

Receiver
Receiver
Receiver
Spectrum Analyzer
Specirum Analyzer
Spectrum Analyzer

Agient X-Series Signal Analyzer Keysight X-Series !
Agilent ¥-Series Signal Analyzer Keysight ¥-Seriss !
Agilent X-Series Signal Analyzer Keysight X-Series |
Agient X-Series Signal Analyzer Keysight X-Series !
Agilent X-Series Signal Analyzer Keysight X-Sares !
Agient X-Series Signal Analyzer Keysight X-Series |

Load: If you know the name of the driver and type it into the File input, you can then
press the Load button to load that driver.
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Do Not Use Driver: Used as a placeholder for an instrument that does not have an instrument
driver. These types of instruments can be controlled with the GPIB Control action as described in
Instrument Commands (VISA) Action. The convention in the GPIB Control requires an instrument
name. Using the Do Not Use Driver check box allows you to assign a name and board address to
an instrument when a specific driver is not available.

o Desc: When using the Do Not Use Driver option, you can enter a description of the item.
This will be displayed on the instrument window under Type.

Address Tab

The default setting for the Communication Type is
VISA. When VISA is selected the interface will update
based on the Resource Type selection.

Communication: The TILE! system supports
LAN, GPIB, USB, IVI, Serial, Simulation, and
DAQ Device interfaces. Most of these
interfaces are available by leaving the
Communication setting set to VISA. The AID
features new to TILE! 8 are only available
when Communication is VISA.

ID: Specific to GPIB. Specifies the GPIB ID of
the GPIB controller. This setting is normally
set to GPIBO. If multiple GPIB controllers are
present in the system, each controller will be
configured with a unique ID.

Resource Type: Select any of the specific

resource types supported by VISA: GPIB, TCPIP Inst, TCPIP Socket, Serial, USB, or Alias.

Primary: Specific to GPIB. Shows the
hardware address of the GPIB instrument.
The primary address is a number in the range
of 0 to 30.

Secondary: Specific to GPIB. The secondary
address may be used on older test
instruments, and is a number in the range of

96 to 126. The setting is normally set to None.

Address or Hostname: Specific to TCPIP
(Inst and Socket). Specifies the TCP address
or hostname of the LAN device.

Socket: Specific to TCPIP Socket. Specifies
the socket or port of the device.

Com Port: Specific to Serial. Specifies the
COM port of the computer being used to
communicate with the device.

ETS-Lindgren.com

Instrument:SigGen

Instrument Driver Driver Info  Address  yISA

Communication: ID: |GPIBO ~
Resource Type: GFIB w
Primary: 10 ~
Secondary: MNone w Auto Select Driver
Resources: Find Next Resource

GPIBO::10:INSTR W
VIS4 Besource: GFPIBOCTDCINSTR

Cancel Epply

Instrument:SigGen
Instrument Driver Driver Info  Address  VISA

Communication: VISA ~
Address or Hostname:

localhost

Auto Select Driver

TCPIP Socket; ~

Resource Type:

Resources: Find Next Resource
TCPIPO: focalhost :5025::50CKET w

VISA Besource: | 1-FPIPD:localhost: 5025 SOCKET

Cancel Apply
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Resources: This dropdown is active for all Resource Types and shows the VISA resources that
were discovered on the system matching the currently selected Resource Type. For example, if
the Resource Type is GPIB and there are two connected devices on the GPIB bus, the
Resources dropdown will populate with entries for each of those two devices.

Auto Select Driver: Available for VISA Communication only. Press to query the device with
*IDN? and select a driver that supports the discovered instrument vendor and model.

Find Next Resource: Available for VISA Communication only. Press to find the next available
discoverable device in the system.

GPIB Tab
NOTE: The GPIB tab only appears if GPIB is the
chosen communication on the Address tab.
This tabs settings control the communications Instrument  Driver Driver Info Address GPIB
between the computer and the instrument. If the - .
instrument is an older model, you may need to adjust meod
some of these settings to match the instrument. See e} 10s | SerialPoll 18 v
the hardware manual for more information on these
settings or contact ETS-Lindgren. [[] Terminate Read on EOS Repeat Addressing
¢ Timeout: The two timeout settings, I/0 and [[] set EOI with EOS on Write  EOS Byte
Serial Poll, refer to how the system responds Send EOI at end of Write
to timing differences between different _ —
instruments and their communications on the []8 bit EOS Compare

bus.

o 1/0: The I/O timing determines how long the GPIB bus will wait for a response from an
instrument before reporting an error. This default setting is set to 10 seconds, which
covers most requirements.

When you are running long sweep times in emission scans, depending upon the
analyzer, the bus may timeout before the instrument is through the measurement if the
sweep time is longer than the 1/O setting. If you need to run 20 second sweeps, the /O
setting may need to be set at more than 20 seconds.

I/0 incompatibility happens when the scan stops in the middle and traces the floor
thereafter. In this case, usually the GPIB has aborted and reported an error. Change the
I/O time to agree, or exceed, with the instrument sweep time.

o Serial Poll: The Serial Poll setting refers to a GPIB standard for SRQ errors. The Serial
Poll Timeout list is used to set the wait time for poll responses from the instrument. The
default wait time is 1 second. This setting is almost never changed. Please see the GPIB
card manual for information on this setting. If you have problems with serial polls, try
using a longer timeout value.

Terminate Read on EOS (End of String): This check box allows the software to terminate a
read operation when it receives the EOS byte. The default setting for this option is un-checked.

Set EOI (End of Instruction) with EOS on Write: This check box allows the software to assert
the GPIB EOI line whenever it sends the EOS byte. The default setting for this option is un-
checked.

Send EOI at end of Write: This check box allows the software to assert the EOI line at the end of
each data transfer. The default setting for this option is checked.
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o 8-bit EOS Compare: This check box allows the software to use all eight bits of the EOS byte
when checking a match. Only seven bits are used if this option is not selected. The default setting

for this option is un-checked.

o Repeat Addressing: This check box allows the software to address the instrument before every
read or write operation. Some older instruments require this to be set. The default setting for this

option is un-checked.

e EOS Byte: This box has a range of 0 to 255 and is used by the software for all EOS operations.
Make sure this is checked, as there are no known times when this should not be selected. The

default is set to 10.

Serial Tab

NOTE: The Serial tab only appears if Serial is the
chosen communication on the Address tab, or VISA is
the communication type when Resource Type set to
Serial.

These boxes control the five general conditions of the
serial bus: baud rate, data length, parity, stop bits,
and flow control. See the instrument manual to
determine the correct settings.

o Baud Rate: The default is 9600. Another
common setting is 115,200. There are nine
options.

o Data Length: The default is 8.The options are 5, 6, 7, and 8.

Instrument Driver Driver Info Address
Serial Settings 1 Settings 2
Baud Rate: | 9600 e
Data Length: |8 v
Parity: None ~
Stop Bits: |4 v
Flow Control: [None ~

o Parity: The default is None. The options are None, Odd, Even, Space, and Mark.

o Stop Bits: The Stop Bits can be set to one or two.

o Flow Control: There are three kinds of flow control: default is no flow control (None), hardware
control (DTR), or software flow control (X On/X Off). The choice of flow control depends on the

equipment supplier.
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VISA Tab

NOTE: The VISA tab only appears if VISA is the
chosen communication type on the Address tab.

L . instrument | Driver | Driver Info  Address | VISA
VISA allows communication to the instruments that e e | e | =

are connected to the Computer via Ethernet, USB, [ List VISA sliases in dropdown Validate ION
TCPIP, or Serial.

WVISA resource name or Alias:

e List VISA Aliases in Dropdown: If this check | TCPIP0::192.168.0 50:inst0-INSTR v
box is selected, it will include any aliases that [ Terminate Read on EOS
are configured in NI MAX in the dropdown list. )

g P EOS Byte Timeout ms)

NOTE: See the section C_reate new NI MAX [ On emor: close session, display Retry/Cancel dialog
resource for an example in MAX. [ Before Wite, Flush buffer for queries

o VISA Resource Name or Alias: Specifies the
instrument’s VISA resource string or Alias
string.

e Validate: Once the instrument is selected, OK Cancel Apply

pushing this button will validate the
connection to the device and pop up a Validation Successful window.

e IDN: Press to query the device with *IDN? and show the result | (s %
in a dialog. If the device returns a SCPI compliant ID string,
the results will be parsed into Vendor, Model, SN, and

Version. Vendor: Rohde&Schwarz
Model: ESR-7
¢ Terminate Read on EOS (End of String): This check box Sh: 1316.3003K07/ 101265
allows the software to terminate a read operation when it Version: 3.66 SP?

receives the EOS byte. The default setting for this option is
un-checked. TCPIP Socket configurations require the setting
to be checked (TILE! will do this automatically). oK

o EOS Byte: This box has a range of 0 to 255 and is used by
the software for all EOS operations. The default is set to 10
(LF).

¢ Timeout (ms): Specifies the VISA timeout setting for read operations.

e On error close session, display Retry/Cancel dialog: Enables a debugging feature that will
show a Retry/Cancel dialog when a VISA error occurs. Normally this is unchecked.

o Before Write, Flush buffer for queries: Enabled a debugging feature that flushes the output
buffer on a Write operation when a Query is in progress. Normally this is unchecked.

VISA Resource

The easy way to set up TILE! is to use NI MAX to scan for the instruments and then take the exact VISA
resource string from each instrument and paste it into the proper place in TILE!.

1. You should make a flowchart of your instruments and computer setup so there are no conflicting
communication addresses. Each IP address must be unique and static.

a. You should setup all the Ethernet addresses to be identical for the first three “Octets”, with
only a different last one. For example:
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i 192.168.1.100 = Computer's USB to Ethernet adaptor
ii. 192.168.1.200 = EMCenter

b. You should then set the subnet address to be 255.255.255.0 on all these devices so they can
see each other.

2. NI MAX will allow you to scan for the instruments and help you get the VISA resource strings.
Unfortunately, some instruments do not respond to NI MAX and must be setup manually based on
their Ethernet address.

GPIB GPIB[board]::primary address[::secondary EX: GPIB device at primary address 1 and
address][::INSTR] secondary address 0 in GPIB interface 0.
GPIBO0::1::0::INSTR

TCPIP TCPIP[board]::host address[::LAN device |TCP/IP device using VXI-11 that supports most

INSTR name][::INSTR] modern instruments.

TCPIPO0::192.168.9.253::inst0::INSTR EX: TCP/IP device located at IP address
192.168.9.253. This uses the default LAN Device
Name of instO.

TCPIP TCPIP[board]::host address::port A raw network socket connection over TCP/IP.
SOCKET  number::SOCKET Used without TCP/IP Instrument Protocol.
TCPIPO0::1.2.3.4::999::SOCKET EX: Raw TCP/IP access to port 999 at the
specified IP address.

Using NI MAX to configure instruments

TILE! can access network-enabled VISA devices without first configuring them in NI MAX. It is only
necessary to know the correct VISA resource name that will communicate with the device, and enter that
into the TILE! VISA resource name input on the instrument’s Address tab.

TILE! uses NI MAX to simplify the connection of instruments using USB, Ethernet, and GPIB. There are
numerous benefits of using a VISA configuration utility such as MAX:

1. Instruments are configured and verified independently of TILE!.

2. Auto-detect feature of MAX may be able to detect and configure available instruments
automatically.

a. Unlike with GPIB/Serial instruments, TILE! will attempt to open VISA sessions and
communicate to all VISA-configured instruments in a profile immediately upon loading the
profile.

b. If one of these VISA instruments are not accessible when the profile is opened, then
TILE! will generate warning prompts, however this does not prevent the profile from
opening.

c. If the instruments become active after the profile is opened, they will then be accessible
by the profile at that time.

3. VISA resource names are produced in MAX using only network-specific information such as IP
address and socket number. The specific VISA syntax is generated by the utility.
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4. VISA resource names and aliases created in MAX become automatically available in the TILE!
resource dropdown list.

a. Devices that have not been “pre-configured” in MAX will not appear in the dropdown list.

b. Note that the VISA resource system may take a few seconds to respond before the list is
populated.

Sim Tab

NOTE: The Sim tab only shows up if Simulation is the chosen
communication on the Address tab.

Instrurnent;54

. . . . . Instrument Driver Driverinfo Address Sim
The Simulator communicates to simulated instruments to give the

tester an idea of how the test would run with real instruments.
Simulation in TILE! was never intended to support all possible Sim Type Power Metar v
drivers. That would be nearly impossible to accomplish.

Probea
For more information on how Simulation works, see the section SigGen

Analyzer
Turntable
Tower
Amplifier
Switch
Scope

Simulation Utility in the appendix.

Example description

For example, the SA Sim is not a spectrum analyzer. The Sim SA would best be describes as a time
domain signal generator with a real-time FFT. It does not understand/implement analyzer concepts such
as RBW, sweep time, etc. The SA itself is really a “pass-through” of the VSG output (when the SA
changes settings, it is telling its connected VSG to generate a different trace, so if you have the VSG
open during a test run you can see this effect).

To get a better feel for what type of traces you will get, click Show VSG and play around with the Ul a bit

(change Signal Type, Signal Processing settings, Frequency/Amplitude). You will see the types of spikes
you are observing with multiple ranges when you set the Signal Type to Square and move the Frequency
slider. You might have better results using the Triangle signal (it still gets the harmonics, but fewer spikes
in between). The Sim runs fine with multiple ranges; it is just like running multiple M_Ranges split up into
smaller frequency bins.

Quick enable/disable simulation

There is a feature in recent versions of TILE! that allows you to easily enable/disable simulation for any
Instrument, allowing you to toggle back and forth and guarantee that the simulated driver will work. TILE!
automatically remembers the original driver and will restore it for you so you do not have to reconfigure it
(including GPIB address, etc.). This non-sim information is even saved with the profile, so when you close
a profile that has simulation enabled and then reload it, if you disable simulation again the original driver
and settings are brought back.

Here is an example that will allow you to simulate ANY instrument without concern whether the native
driver is supported by simulation:

1. Start with a Sunol configured Instrument using GPIB address 10.

2. Right-click the instrument in the Instrument View and select Enable Simulation (Default Sim
Driver). This will turn on a simulator for the instrument and change the driver to emco02090.ins.

ETS-Lindgren.com TILE! Reference Manual | 91 of 360



https://www.ets-lindgren.com/product-category/software/

3. Save and close the profile, then reload the profile.

4. Right-click the instrument and select Disable Simulation. The driver is restored to Sunol.ins and
the settings are returned to GPIB address 10.

There is also an option by right-clicking on the instrument for Enable Simulation (Retain Driver) that will
do the same thing as the Default Sim Driver option, just not changing the driver.

Finally, there are two selections in the TILE! Tools menu, Enable Simulation (All Instruments) and Disable
Simulation (All Instruments), which will perform the enable/disable steps on every instrument in the
profile, so you can have a one-click method of enabling/disabling simulation for the entire profile. This
way the Default Sim Driver option is automatically selected for every instrument to guarantee that
simulation will work correctly.

Simulation for Hi-resolution screen

Here are instructions to fix the garbled fonts on the simulator when using it on hi-res screen.

1. First, exit TILE! if it is

currently running. Application Tools

m En-

Home Share View

v 4 l CPWS05307 (C) Program Files (x86) ETS-Lindgren TILE7

2. Open a Windows
Explorer folder and find

Name

Date modified Type

the file location for
tile.exe. The default
path is:
"C:\Program Files
(x86)\ETS-
Lindgren\TILET".

3. Right-click tile.exe and
select Properties.

4. Click the Compatibility
tab.

5. Press the Change high
DPI settings button.

6. Inthe High DPI scaling
override section, check
the Override high DPI
scaling behavior
setting.

7. Change the dropdown
selection to System.

8. Press OK twice to save
the settings.

ETS-Lindgren.com

# Quick access

R Help File fold|

R Creative Cloud Files B Instruments 41142022 3: File fold
M Pictures
[ | PlotTemplates
l Profiles
[ | Reports

l Simulation

File fold|

= = NN N N

OneDrive - Personal
File fold|

5 This PC File fold

& Network File fold|

File fold{

= Console.exe

T! tileexe

(RS S T LS T \C T S R R

Security Previous Versions

General I

Compatibility I Digital Signatures

I this program isn'tworking correctly on this versipn of Windows, try

; o Applicat]
running the compatibility troubleshooter.

Run compatibility troubleshooter tile.exe Properties X

How do | choose compatibility settings manualii? Choose the high DPI settings for this program.

Compatibility mode Program DPI

["JRun this program in compatibility mode O Use this setting to fix scaling problems for this program

instead of the one in Settings

Windows & Open Advanced scaling settings
A program might look blurry if the DPI for your main display
Seftings changes after you sign in to Windows. Windows can try to fix

this scaling problem for this program by using the DPI that's

[[JReduced color mode set for your main display when you open this program.

&-bit (256) color Use the DPI that's set for my main display when
[JRun in 640 x 480 screen resolution 1= iErEens

Learn more

D Disable fullscreen optimizations

I:‘ Run this program as an administr High DPT scaling override

[IRegister this program for restart Override high DPI scaling behavior.

Scaling performed by:

Application
Application
System (Enhanced)

I Change high DP| setings

Change settings for all users
Cancel
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Instrument Test Panels

Instrument Test Panels are a new feature in TILE! 8 that allow you to interactively control a configured
instrument and validate that the driver is working correctly.

e Reset Simulation | @7 Positioner Test Panel <Twr2> X 1
+FHO| =8+ dentity
Name Module Interactive Control fver oW cow stop
L1 HP EPM 4419 Power Meter _epm.in:
WEPM2  HP EPM 4419 Power Meter . U Dovn
Ve HP EPM 4419 Power Meter LI S"“f D _epmins
Gl Agilent NS18X Series Signal Generat Explose Deivers n518xins Position: 50 Result:
i SG2 Agilent N518X Series Signal Generat Enable Event Logging _n518xins £ _ Solen ) I:l
WiSAT Agilent MXA Spectrum Analyzer Disable Event Loagin _mxa.ins
WBSA2  Agilent MXA Spectrum Analyzer e —— [ cains S
-TT EMCO 2090 Controller Select All 1c02090.ins
i Tr | EMCO 2090 Controller 1€02090.ins Set Speed Fem QuerySpeed | RedE I:l
W EMSwitch ETS-Lindgren EMCenter EMSwitch RE Switch Module  Switch Sim ets_emswitch.ins| Horizontal Vertical Query Polarization Result: l:l |
ror Query B Abays Query S e IR
Initialize Set All Settings Query Al Settings Clear Results
B8 Query Setting after Set
oK
TEosts [ instruments IIEll J
For Help, press F1
Running the Test Panel
There are several ways to run an Instrument Test Panel.
1. Right-click the Instrument in the Instrument View, and select Run Test Panel in the menu:
.IJ.I.I_ ll.l.l.u ll.l.l.lJ'N J [bLH.N_ f ; ll—"bF’l. -
= Identify
A lass [ ”u’lﬂh At keanl > -
= Interactive Control
By Project mm Palette
) ) Run Test Panel l} a
[ERERS Auto Select Driver l

Mame

+EHo(=&8 +

Module

Hsignalhound_ushsaddb  SignalHound USB-5A44B8 Spectr
HP 33120 FUNMCTION GEMNERATC
HP EPM 4419 Power Meter

Siglent SDG Series Function/Arb
Siglent 55G 30

Explore Drivers

Enable Event Logging
Disable Event Logging

Select All

DX Series Signal Lenerators

Generate Class Functions...

slgnal aeneratorn

2. Select the Instrument, view its Properties in the Properties View, then press the Run... button
in the Test Panel->Run Test Panel property.
nstruments - Cal Date Unknown
+=EH o | =& | +! Enable Error Query Mode False
Narme Module Type Enable Event Legging False
I signalhound_ushsaddb SignalHound USB-5444B Spectrum An...  Spectrum \© Enabled frue
= hp33120 HP 33120 FUNCTIOM GEMERATOR Signal Ge =
93 ag_epm HP EPM 4419 Power Meter Power M Han
= siglent_sdg_series Siglent SDG Series Function/Arbitrary .. Signal Ge Panel Type Default
9 <iglent_ssg_series Siglent 55G 3000X/5000X Series Signal ...  Signal Ge - Panel Color Lt Blue
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3. Edit the Instrument, then press Run Test Panel on the Driver tab.

Instrument:siglent_ssg_series

Instrument  Driver  Driver Info  Address  VISA  Settings

File: | T

Path:|C:\Program Files (x86)\ET5-Lindare

Browse... Explore... Load

1D MNet Use Driver [] Passive Device
[ Load User Driver

Auto Select Driver

Run Test Panel

Cancel Aoply

4, Note that only one Test Panel can be active in TILE! at a time. If you attempt to launch a Test
Panel while one is currently open, you will see a dialog alerting you to this issue:

TILES >

Only one Test Panel is allowed at a time.

Panel Type

The Panel Type property determines what type of panel launches when you run the Test Panel for a
configured Instrument. The Default setting allows TILE! to choose the correct Panel Type based on the
type of driver configured for the Instrument. There are 6 different instrument type panels available:
Amplifier, Analyzer, Positioner, Probe, PwrMtr, and SigGen.

If the Panel Type selection is Default and the Test Panel is run on a non-supported instrument type (such
as Oscilloscope), an error dialog will occur.

You can override the Default Panel Type selection by changing the property to any of the specific Panel
Types. When a specific Panel Type is selected, that Panel Type will run when a Test Panel is launched,
regardless of the driver type that is configured for the Instrument.
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Using the Test Panel

Test Panels are written with TILE! Python Scripts and call scripting functions that allow the scripts to call
methods (or events) in the driver. This is the same type of interaction available when using the Event
Manager or when creating a Custom Driver. The Test Panel can help validate if the selected driver
functions properly with the specific instrument model being controlled.

Each button or control on the Test Panel corresponds to a specific method/event and exercises that
method/event when pressed using an instrument_do_function scripting call. Buttons will be stand-alone
(no numeric value) if the event has no parameters.

For example on the SigGen Test Panel, there are buttons for Set RF On (SG_RfOn) and Set RF Off
(SG_RfOff) that have no numeric controls, because each of those events has no corresponding argument
value. The Set Frequency button has a Frequency numeric control next to it, as that event (SG_Freq)
passes a numeric value to specify the frequency to set the SigGen to.

Set RF On Set RF Off

Set Mod On Set Mod Off

Set Freguency TETEUEE Je+07

Most settings have corresponding Query buttons. The panel rows are always aligned such that a method
that is being set with the left and center columns will have a corresponding Query button in the third
column if it is available for that setting. For Set RF On and Set RF Off, the right column has a Query RF
State button and will show in the Result indicator whether the instrument is currently on (ON or 1) or off
(Off or 0) when it is pressed.

Common Controls

All Test Panels have some common buttons and settings. Those button are explained here.

o Error Query: Press to send the error query (usually “SYST:ERR?”) for the driver and show the
Result, using the instrument_do_error_query function. If the error response from the instrument is
a non-zero value, the Error Query Result indicator will light up red. Here we try to set the SigGen
Pulse Rate to an invalid setting, and the instrument reports an error condition:

SetPuseRate | FUiseRate: 0 || querypuserate | Resut 100
A . 1 :
Set Pulse Width Pulse Width {ms): I: Query Puise Width Result: I:l

Error Query Always Query Error Result: ‘ -101,"Invalid character” ‘

o Always Query Error: When this setting is checked, an error query is performed after every
command using the instrument_do_error_query function.
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¢ Query Setting after Set: When this box is checked, the setting is automatically queried using
instrument_do_query immediately after the setting is written to the instrument. This gives
immediate feedback whether the instrument responded correctly to the command that was sent.
Most instruments respond to On/Off settings with either a “1” (On) or “0” (Off) character.

SetRF On Set RF Off Query RF State Result:

SetMod On Set Mod Off Query Mod Result:

Frequency: 7 Result: 3e407

b
i

Set Frequency

[ Set Level ;LE"E“ -20 uerylevel | Result =

Query Setting after Set

Query Frequency

o Initialize: Press this button to call instrument_do_function with the “BUS_Initins” method. This is
equivalent to running the Initialize action on the instrument. Most drivers will send “*RST” or an
equivalent command to reset the instrument to its default state.

o Set All Settings: Press this button to set all settings on the panel. Some of the panel types
choose to skip certain settings based on functionality. For instance on the SigGen Panel it would
not make sense to push RF Off immediately following RF On, since both states cannot be set
simultaneously.

o Query All Settings: Press this button to query all settings on the panel. This is particularly useful
after pressing Initialize, as the default settings of the instrument can then be determined with one
operation.

e Clear Results: Press this button to clear all text currently in the Query Results indicators.

e OK: Press to close the panel (or press the X in the top right corner of the panel, or press the Esc

key).
Error Query Always Query Error Result: | 0,"Mo error”
Initizlize Set All Settings Clear Results
Query Setting after Set
OK
[
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Customizing Panels for Specific Drivers

The Test Panel scripts are coded in Python and class based. Each Panel Type is a different child class
that inherits from the TestPanel class. Each class (TestPanel and the six panel classes) ships in its own
file in the <ProgramPath>\TILE8\Instruments\test_panels\ directory.

The panel classes can in turn be sub-classed to modify behavior for specific drivers, if needed. These
driver specific panel classes are located in the \test_panels\driver_panels directory. TILE! ships with
several driver specific classes that can be used as examples for how to modify the default Test Panel
behavior.

Refer to the ReadMe.xt file that is installed in the test_panels directory for more information about how to
create your own driver specific classes. When created and named properly, driver specific class panels
will automatically be invoked by TILE! when a panel is run on that panel’s associated driver.

Instrument Context Menu

Right-click an Instrument to enable its context menu and select from the following options.

¢ Re-lnitialize: Initializes the instrument similar to when
the profile first loads. This can be useful for example
when a connection to LAN device has been lost.

Re-Initialize

Show Ignere/Replace Commands

Enable Simulation (Default Sim Driver) |
¢ Show Ignore/Replace Commands: Shows the

Ignore/Replace Commands tab on the Instrument Edit
Dialog when no Ignore/Replace Command entries Disable Simulation
have been added (if entries exist, the tab will Reset Simulation
automatically be shown). Refer to the Ignore/Replace
Commands section for more info on this feature.

Enable Simulation (Retain Driver)

Identify

Interactive Control

e Enable Simulation (Default Sim Driver): Enables Run Test Panel
simulation on the instrument using the default driver
for the instrument class. This is useful when you are

Auto Select Driver

. K . . . Explore Drivers
more concerned with simulating or testing the action P
than the specific behavior of the driver, and ensures Enable Event Logging
that the driver selected will be supported. Disable Event Logging |

¢ Enable Simulation (Retain Driver): Enables
simulation on the instrument while retaining the driver that the instrument is currently configured
with. This is useful when you are concerned with simulating or testing the specific behavior of the
driver.

¢ Disable Simulation: Disables simulation on the instrument. This restores the instrument to its
settings prior to when simulation was first enabled.

¢ Reset Simulation: Reset Simulation for this instrument. This temporarily turns off the simulation
server the instrument is connected to, re-enables the simulator, and then re-opens the
connection. This can be useful when the simulator has errors or has otherwise lost connection to
the instrument in TILE!.
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o ldentify: Queries the instrument with *IDN? and shows the TILER w0
result in a dialog. If the reply is in a SCPI compliant format,
the fields are parsed to show Vendor, Model, SN, and
Version. Vendor: Siglent Technologies
Model: SDG2122X
o Interactive Control: Runs the Instrument Interactive Control SM: SDGIXCAXIRT649
dialog for this instrument. Similar to running the dialog from Version: 2.01.01.37RB
the main toolbar, but when using the instrument’s context
menu the Instrument dropdown will be pre-configured with this
instrument selected. oK
¢ Run Test Panel: Runs a Test Panel on this instrument. See

the Instrument Test Panels section for details.

e Auto Select Driver: Selects a driver for this instrument based on the *IDN? query reply. See the
Automated Instrument Discovery section for details on auto-selecting the driver.

o Explore Drivers: Runs the Explore Drivers Dialog on this instrument. The instrument is queried
with *IDN? prior to launching the dialog so that the Explore Drivers interface can show the drivers
that are available for the connected device.

o Enable Event Logging: Enables Event Logging on this instrument.

o Disable Event Logging: Disables Event Logging on this instrument.
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Graphs

Graphs and tables are the primary output of the TILE! program. One of the aims in designing TILE! was to
concentrate on instrumentation control. For this reason, the graphs and tables are considered good, solid
presentation devices. For very sophisticated reporting, we designed TILE! to interface easily with MS
Word and other graphing programs.

Graphs are created to display data in a 2D format, typically showing frequency vs amplitude (X/Y). Either
axis can be displayed with linear or logarithmic scales. Lines can be one of 20 colors with one of five
format types.

A graph allows you to superimpose test results, specification limits, and other relevant information on one
convenient screen. You can use different specification limits on the same graph, as well as putting both
raw and corrected data on the same graph. You can have as many graphs as you need, each having a
unique set of information. The same data element can appear on each graph. The graphs update
dynamically as the graphed data changes.

Defining a Graph

There are two ways to create a new graph. The first way is to go to the Project window, right-click
graphs and select Add. The second way is to single-click graphs to highlight it, and then click on the +
sign.

Each new graph is started as a blank graph with no selected data elements. The blank graph defaults to a
frequency range of 30 MHz to 1 GHz, log frequency scaling, and the amplitude is set to 0 100.

Copying a graph

To duplicate an existing graph, go to the Project window, click the + drop down next to graphs, right-click
on the graph you want to duplicate, and select Copy. Then right-click on graphs and select Paste. The
new graph will be identical except the name will have a numerical appendage (starting at 1) for each time
the graph is copied. Make sure you change the name of the graph after copying.
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Graph Toolbar

Graph : Graph

+aodol==&&8 ~

i ko BB <.'>| O

The icons on the graph toolbar have the following functions:

e The plus icon opens the Display Data dialog box. The Display Data dialog box +
provides a list of available data elements to display on the graph and provides the
interface for each element to select the color and format for it. See Data Display for
further details.

Due to the evolution of the software, this is the same as the right-most 3 horizontal EI
lines. Therefore, data can simply be dragged and dropped onto the graph and a default

color will be assigned, so either of these buttons will open the interface to change the

data attributes.

e The folder icon is currently not functional and will be reserved for future functions.

e The floppy icon will open a file explorer to save the graph to a specific location. L]

e The green circle icon is a refresh execution that may be used if a static parameter has o ‘
been changed and the user wants to force an update to the graph.

e The left-most 3 horizontal lines icon opens the Graph Setup that is used to set all the E
parameters of the graph. See Graph Setup Tabs for further details.

e The printer icon will open the print interface. =)

e The copy icon will place a copy of the graph onto the clipboard. The new graph will be
identical except the name will have a numerical appendage (starting at 1) for each time
the graph is copied.

e The Cursor Interpolate icon interpolates the current cursor position between points
based on whether the plot is linear or log and does not snap to defined data points on a
graph. See the section Cursor Interpolation for further details.

e The GNU plot icon is currently under development to enable expanding of the graphing
of data.
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e The new plot icon allows the user to select points to add or delete from a list or select

ranges.

e The polar icon will change the graph to a polar plot to display results of directional data | ¢
by interpreting the X-axis as degrees instead of Hz. This can be used with the Polar

action in the flowchart to draw azimuth centric data.

e The 3D graphing icon is currently under development to enable expanding of the i

graphing of data.

e The maximize icon will maximize the graph over the entire screen.

Display Data

With the graph in the front focus, click the right-
most 3 horizontal lines or the + sign on the
graph menu bar to access the Display Data
dialog box.

It is divided into two columns, Available and
Selected. They can be selected by double
clicking on them or selecting the Add>> button.
They can be removed by double click or the
<<Remove button.

On the Selected side, you can rearrange the list
by using the Move Up/Move Down buttons,
which rearranges the sequence of the data
element tabs.

B

af bilog hor af bilog vent Markers
Available: Selected:
af_bilog_hor A X_Limit_Cal_6dB
af_bilog_vent Data
Cal_Pwr_Out << Remove af_bilog_hor
Com_all af_bilog_vent
Comments ME_
Data Rl ==
Induced_Cal_1
Induced_Cal_2
Induced_Cal_3 Move Up
P_F Move Down
P_F_1
P_F 2 v

Controlling Display Conditions

Once a data element has been selected, a Line tab
appears which determines the display parameters for
this data element on the graph. Line type, color, and
shape are individually defined for each data element.

If a data element was defined as an interpreted
element (for example, continuous at every point,

which is the default), then the first block labeled Line
applies. If the data element was defined as discrete,

then the box labeled Marker applies.

ETS-Lindgren.com

Lines X_Limit Cal_6dB Data af bilog_hor af bilog_vent Markers
Name: Markers
Line Marker
Sty|e; Solid ~ Shape MNone
Color: | Blue ~ Color: Red
Width: Size: 3
Show All Filled Drop Show Values
[#] Show on Legend [CIFrequency Order
ColumnWidth: 'IStDesc:| |
DecimaIPIaces: 2ndDesc:| |
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e Line: Style, color, and width are the choices for a line. These are only appropriate for data
elements that are defined as continuous (either log or linear).

The default settings create a neutral line setting. To highlight the line, choose a different color or
shape. This is particularly helpful when displaying the specification limits on the same chart as the
readings. By using a dashed line or a different color for the specification limit, you can easily
distinguish this line from other readings.

o Style: 5 line styles are available. The default setting is solid.
o Color: 20 colors are available. The default setting is blue.

o Width: The default width is 1. Make this number larger to thicken the line. This setting
does not work with all line styles.

e Marker: Shape, color, and size are the choices for a marker. These are only appropriate for data
elements that are defined as non-continuous.

The default setting will not be visible on a graph. To highlight the marker, choose a different color
or shape. This is particularly helpful when displaying the points more than the specification limits
on the same chart as the readings. By using a triangular point or a different color for the points
over specification limit, you can easily distinguish those points from the readings.

o Shape: 9 shapes (10 if you count None) are available. The default shape is None. It is
important to set a shape or nothing will appear on the graph.

o Color: 20 colors are available. The default is red.

o Size: Controls the thickness of the marker. The default value of 3 is useable in most
cases.

o Drop: Refers to whether the area under marker is filled in (each element drops to the X-
axis). This is very helpful in highlighting the specific points of interest. Drop is only
appropriate for graphs.

¢ Show on legend: Shows the line in the legend. The default value is on.
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Graph Setup Tabs

The Graph Setup has 15 tabs that allow you to edit the title, axis scaling and axial labeling, fonts, and
other special features.

With the graph in the front focus, click the left-most 3 horizontal lines on the graph menu bar to access
Graph Setup. You can also double click the graph to open the Graph Setup.

Titles Tab

The Title box is for the graph name. The next two,
Line 1 and Line 2, are 128 character boxes that
are displayed above the title on the graph. These
are used for header type descriptions of the
graph, such company name and test descriptions.

Use Justify Titles to specify left, center, or right
justification of the titles. All three titles (Line 1,
Line 2, and Title) are justified together.

X Labels Tab

This tab includes the title, range (with options), format
of the scale, and the position of the label relative to
the X-axis.

Title: The X-axis label should be limited to 50
characters. In theory, you can use any
number of characters, but the scaling of the
X-axis makes more than 50 difficult to display.
The default title is “Frequency”. For example,
if you want to change the title to indicate
units, change this field to “Frequency (MHz)”.

Frequency Range (Min/Max): The frequency
range has different effects, depending upon
the format setting Log.

Graph Setup

Legend
Comments 2
Titles

Line 1: ‘Your company name

Line 2- ‘150 KHz - 30 MHz]

EUT
Bitmap
Y Labels Y Axis

Additional Information Comments
Comments 3

X Axis

Page Defaults

X Labels Fonts Graph

Line 3 | Justify Titles
O Left
| (® Center

(O Right

Title:

Graph: Line 3

+

g

H o ==&8&8 x @ 8

Your company name
150 KHz - 30 MHz
Line 3

Graph Setup

EUT
Bitmap
Y Labels Y Axis

Legend Additional Information Comments
Comments 3

X Axis

Comments 2
Titles X Labels

Page Defaults

Fonts Graph

Title: |Frequency| |

Min: MHz Max:D GHz ~

Data for Freq: <no data> ~
Format
; : Auto Scale O Above Axis
@ Engineering Log @ Below Anis
O pecimal Show Last O Above Plot
O Scientific Places O Below Plot

If the Log function is on, which is the default, the labels will be adjusted to the nearest log scale.
In the default setting, the range is 30 MHz to 1 GHz with log scaling, which equates to a graph
display of 10 MHz to 1 GHz. If Log is off, then the actual frequency range shown will be in effect

for the graph.
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o Data for Freq: If a data element is selected, the graph will adjust itself to the starting and ending
frequency range of the data element. This is very handy if you are configuring a test where the
start and stop frequency will change with each scan.

o Format: General settings for the scaling of the graph.

o Engineering/Decimal/Scientific: Engineering, Decimal, and Scientific refer to how the
number is displayed. The default is Engineering, which displays in kHz, MHz, and GHz;
one megahertz would display as 1 MHz. Decimal is a raw format in which 1 MHz would
display as 1000000. Scientific would display 1 MHz as 1e6.

o Auto Scale: This is disabled.

o Log: Determines the scaling factor for the X-axis. When in log mode, the lower range
setting will be set to the nearest factor of 10 which encompasses it. For example, 30 MHz
would be 10 MHz, and 200 MHz would be 1 GHz. If turned off, then the scaling will be
linear starting and stopping at the specified frequencies. The default value is on.

o Show Last: Indicates whether the last data point will be displayed on the chart,
regardless of scaling when in a zoom mode. The default value is on.

o Places: Refers to the number of relevant decimal places to be displayed on the X-axis
scale: 1st place is 32.1, 2nd place is 32.11, etc. The default value is on at 1st place.

o Axis/Plot: Above Axis, Below Axis, Above Plot, and Below Plot refer to the position of the
X-axis label and ticks regarding the graph and overall plotting area. The default value is

Below Axis.

X-axis Tab

This tab controls the ticks and grid line colors for the

X-axis. These can be configured to suit the zoom
range of the X-axis.

e Axis Ticks: The ticks are the small marks
scratched on the axis lines to designate
spacing.

o Step: The step scaling determines

the position of labels for the X-axis.
This is only active when the log mode

is turned off. When creating a tick
scaling on the X-axis, the range

needs to match the desired frequency
range. If the log scaling is turned off,

Graph Setup

Legend
Comments 2
Titles X Labels X Axis

Ticks

Step: 200000000

[JAuto step

Ticks: El
(O Above

(® Middle

(O Below

Additional Information EUT
Comments 3

Comments
Bitmap Page Defaults
Y Labels Y Axis Fonts Graph

Grids

Major ] Minor
Style:

Solid ~ Dot ~
Color:
Lt Gray

Width:

i | [ |

~ | Lt Blue v

the default grid ticking will write a tick mark at every 200 MHz step. If the scaling is
zoomed from 20 MHz to 200 MHz, change the tick marking to 2e7 to make them 20 MHz

steps. The default value is 200000000.

o Auto Step: When this check box is selected, the vertical scale will be evenly divided into

10 steps. The default is set to off.
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o Ticks: Sets the number of tick marks placed across the lower scale between each
marker. If you are in the 30 MHz to 1 GHz range with 200 MHz steps, a tick spacing of 9
would cause there to be nine small tick marks on the axis between 30 MHz and 230 MHz,
between 230 MHz and 430 MHz, and so on.

o Above, Middle, Below: Specifies whether the tick mark appears above the line, on the

line, or below the line.

Grids: Controls the shape, color, and size of the X-axis grid lines. Major grids are those at each
label position. Minor grids are at each tick mark location. Major and Minor both have separate
settings below, with the left setting as major and right settings as minor.

o Major/Minor: Check each of these boxes to turn on or off the appearance of grid lines.

The default is set to Major on.

o Style: The styles available are solid, dot, dashed, dash dot, or dash dot dot. The default

style for Major is solid.

o Color: 20 colors are available. The default color for Major is Lt Gray.

o Width: Configures the size of the line. It will make the grids thicker or thinner, the

minimum (and default) is 1.

Y Labels Tab

This tab includes the title, range, format of the scale,
and the position of the label relative to the y-axis.

Title: The y-axis label should be limited to 30
characters. In theory, you can use any
number of characters, but the scaling of the

Y-axis makes more than 30 difficult to display.

The default setting is “Amplitude”. For
example, if you wanted the title to indicate
units, change this field to “Amplitude (dBm)”.

Amplitude Range (Min/Max): The amplitude
range has different effects depending upon
the format setting. If the log function is on, the
labels will be adjusted to the nearest log

Graph Setup

Legend Additional Information EUT Comments
Comments 2 Comments 3 Bitmap Page Defaults
Titles X Labels XAxis Y labels Y Axis Fonts Graph

Title: ‘Amplitude (dBm) ‘

Min: D Max:

Format
[]Auto Scale
Left Axi
(® Engineering [Jtog 8 RT ht :I:is
O Decimal Show Last O Leit Plot
(O scientific Places QO Right Plot

scale. In the default setting, the range is 0 to 100. In log scaling, this will be 0.1 to 100.

Format: General settings for the scaling of the graph.

o Engineering/Decimal/Scientific: Engineering, Decimal, or Scientific refer to how the
number is displayed. The default is Engineering, which displays in kHz, MHz, and GHz;
one megahertz would display as 1 MHz. Decimal is a raw format in which 1 MHz would
display as 1000000. Scientific would display 1 MHz as 1e6.

o Auto Scale: The default is set to off.

o Log: Determines the scaling factor for the y-axis. When in log mode, the lower range
setting will be set to the nearest factor of 10, which encompasses it.

For example, 30 MHz would be 10 MHz, and 200 MHz would be 1 GHz. If turned off, then
the scaling will be linear starting and stopping at the specified frequencies. The default

value is off.
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Show Last: Indicates whether the last data point will be displayed on the chart,

@)
regardless of scaling when in a zoom mode. The default value is on.
o Places: Refers to the number of relevant decimal places to be displayed on the y-axis
scale: 1st place is 32.1, 2nd place is 32.11, etc. The default value is on at 1st place.
o Axis/Plot: Left Axis, Right Axis, Left Plot, and Right Plot refer to the position of the Y-axis
label and ticks regarding the graph and overall plotting area. The default value is Left
Axis.
Y-axis Tab
This tab controls the ticks and grid line colors for the Graph Setup
Y-axis. These can be configured to suit the zoom
range of the Y-axis. Legend Additional Information EUT Comments
. ) . Comments 2 Comments 3 Bitmap Page Defaults
* Axis Ticks: The ticks are the small marks Titles X Labels X Axis Y Labels YAXis Fonts Graph
scratched on the axis lines to designate
spacing. Tick§ Grids
Step: Major I:‘ Minor
o Step: The step scaling determines [] Auto Step Style:
the position of labels for the Y-axis. Ticks: |3 Solid v | |Dot v
This is only active when the log mode e Color:
is turned off. When creating a tick O Left LtGray | |LtBlue
scaling on the Y-axis, the range (® Middle Width:
needs to match the desired amplitude o 1 | ] \
ight
range.

If the log scaling is disabled, the default grid ticking will write a tick mark at every 10
points. If the scaling is zoomed to one to ten (for example, in looking at probe values in a
3 VIM test), change the tick marking to one to make the vertical scale 1 V/M steps. The
default value is 10.

Auto Step: When this check box is selected, the vertical scale will be evenly divided into
10 steps. The default value is off.

Ticks: Sets the number of tick marks placed between each marker. If you are in the 0
100 range with 10 steps, a tick spacing of 3 would cause there to be three small tick
marks on the axis between 0 and 0, between 10 and 20, and so on. The default value is
three.

Left, Middle, Right: Specifies whether the tick mark appears left of the line, on the line,
or to the right of the line.

o Grids: Controls the shape, color and size of the Y-axis grid lines. Major grids are those at each
label position. Minor grids are at each tick mark location. Major and Minor both have separate
settings below, with the left setting as major and right settings as minor.

o

ETS-Lindgren.com

Major/Minor: Check each of these boxes to turn on or off the appearance of grid lines.
The default is set to Major on.

Style: The styles available are solid, dot, dashed, dash-dot, or dash-dot-dot. The default
style for Major is solid.

Color: 20 colors are available. The default color for Major is Lt Gray.

Width: Configures the size of the line. This will make the grids thicker or thinner, the
minimum (and default) is one.
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Fonts Tab

This tab allows the user to customize the fonts used
for the major components of the graph. The style and
size are available for each choice. The five font
choices are Arial, Courier New, Script, Times New
Roman, and Decorative. If these fonts are not
installed, a close font is the default. The size choices
available are 6 — 20.

Title-Line 1: This font is only used on the
Line 1. The default is an Arial with 10-pitch
font. This makes this the largest font on the
screen (to emphasize the line).

Title-Line 2: This font is only used on the
Line 2. The default is Arial with an 8-pitch
font.

Graph Setup
Legend Additional Information EUT Comments
Comments 2 Comments 3 Bitmap Page Defaults
Tiles  Xlabels XAxis YLlabels YAxis Fonts  Graph
Style Size
Title - Ling 1: | Arial v 12 v
Title -Line 2: | Arial M 12~
Graph/Comment Arial ~ 10 ™
¥-Axis: | Arial L 10 ~
Y-pyig: | Arial w10 v
Legend: Arial b 10 o
0

Graph/Comment: This font is used on the graph title as well as the X-axis and Y-axis titles. The

default is Arial with an 8-pitch font.

X-Axis: This font is used to set the size of the X-axis labels (and tick indicators). The default is

Arial with a 6-pitch font.

Y-Axis: This font is used to set the size of the Y-axis labels (and tick indicators). The default is

Arial with a 6-pitch font.

Legend: This font is used to set the size of the legend as well as the font size and style for all
additional information (see the Additional Information Tab for further details). The default is Arial

with a 6-pitch font.

Graph Tab

This tab allows you to define the relative size and
area of the graph, the plotting area, and the area for
text on the graph.

Graph: The overall graphing area is defined
by stating how far down from the top of the
graph page the graphing area begins. This is
stated in percentage of the area. The defaults
settings are recommended.

o Left: Represents the starting point for
the left side of the graph as a
percentage of the page, starting from
the upper left-hand corner. The
default value is 0%.

Graph Setup
Legend Additional Information EUT Comments
Comments 2 Comments 3 Bitmap Page Defaults
Titles X Labels XAxis Y Labels Y Axis Fonts Graph
Graph Plotting Area Border
L R L=
D O Raise
. o,
Top: % % (® Lower
Width: 100 9 % QO Flat
Height: 100 % % width: 1|
White v White ~ Green ~

o Top: Represents the starting point for the top of the graph as a percentage of the page,
starting from the upper left corner. The default value is 0%.
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o Width: Represents the width of the graph as a percentage of the page size. The default

value is 100%.

o Height: Represents the height of the graph as a percentage of the page size. The default

value is 100%.

o Color: 20 colors are available. The default color is White.

e Plotting Area: Uses the same convention
as Graph but all percentages are of the
graph size, not the page size. It represents
the part of the graph area, which includes
the X'Y presentation of data. All distances
are displayed in percentages of graph size
and thus automatically scale to whatever
graph size is used.

o Left: The default placement of the
left side of the plotting is 15% of the
graph size. This allows room for the
Y-axis labels and titles to be written
outside of the Y-axis.

o Top: The default placement of the
top of the plotting is 20% of the
graph size. This allows room above
the plotting area for the Line 1, Line
2, and Title texts.

Graph : Line 3 fld
+ H o == S8 wm & O

Your company name
150 KHz - 30 MHz

Line 3
80.0
70.0

50.0

Amplitude (dBm)

40.0

30.0

20.0

10.0

!
Y ey 1.0x10% 1.0x10°

Frequency

Last Data Update 11:54:42 AM, Tuesday, December 26, 2017

Frequency 0.0 Hz__ Amplitude: +0.000001

Width: The default width of the plotting area is 80% of the graph size. Since there are no

O
default titles or labels on the right side of the graph, the default settings leave 5% of the
graph area free along the right side of the graph.

o Height: The default height of the plotting area is 60% of the graph size. This leaves room
for the operator, EUT, client, data/time stamp, and file name information that is set on the
Additional Information Tab. Change this setting if you want a larger graph and no
additional information displayed.

o Color: 20 colors are available. The default color is White.

Border: The area of the page outside the graph is defined as the border area. The color of the
border can be set as needed. One common use of this feature is to define a top or side region
that is all border. This would be where the 3 hole punch would go to place this graph in a bound
document. This way none of the graph is lost to the hole placement.

Raise, Lower, and Flat: These settings are not normally visible unless a high-resolution

@)

monitor is used. Generally, assume they are not active.
o Width: The width of the border is stated in percentage terms.
o Color: 20 colors are available. The default color is Green.
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Legend Tab

You can place a_Iegend on the graph to iIIustrate the Graph Setup
data elements displayed. The default names in the
legend are the data element names. If you want to Comments 2 ~ Comments3  Bitmap  Page Defaults
control the displayed legend name, go to Display Data Titles X Labels XAxis Y Labels Y Axis Fonts Graph
and type the name you want to appear into 1st Desc. Legend  Additional Information ~ EUT Comments
o Display Legend: Select the check box to (] Display Legend [ Auto Size
activate the legend. The legend is un- Legend Border
checked by default. Lot o Color: Blue -
e Auto Size: Determines whether the legend Top: |10 9% Width:
box expands to encompass the defined Width: 10 [5 Background: |White
elements. If this is disabled, the legend box
must be manually sized to include the defined Height: 10 |% TextColor:  |BIIER

elements. The default is checked.

e Legend: The Left, Top, Width, and Height of the legend box are placement percentages. They
are referenced to the upper left corner of the graphing area. The percentages can be any number
between 0 and 100. These are only used if auto size is un-checked.

o Left: The default is set to 85% of the graphing area.
o Top: The default is set to 10% of the graphing area.
o Width: The default is set to 10% of the graphing area.
o Height: The default is set to 10% of the graphing area.

o Border: These settings control properties of the legend. The Color, Width, Background, and Text
Color boxes allow you to customize the legend.

o Color (border): 20 colors are available. The default color is Blue.

o Width: Controls the thickness of the border. This can be set to any numerical value
between 1 and 10. The default value is two.

o Background (Color): Refers to the color of the interior area of the legend box. Twenty
different colors are available. The default color is White.

o Text Color: 20 colors are available. The default color is Black.
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Additional Information Tab

This tab is used to display information about the EUT,

/ ) Graph Setup
operator/customer, date/time stamp, and the file

name onto the graph. Comments 2 Comments 3 Bitmap Page Defaults
.. . . . Titles X Labels XAxis Y Labels Y Axis Fonts Graph
This information is shown across the bottom margin of Additi .
) Legend itional Information EUT Comments
the graph when the checkbox on the left is selected
and the positions are fixed. Check the Display Titles Select those items to be displayed Display Titles
. . on the graph or table page
box to show the titles for the corresponding .
. . [Jeur <no action> v
information.

[Joperator  <noaction> v
You can have multiple EUT/Lab/Client actions on the

flowchart, but only one on each graph. They can be
different for different graphs. Date/Time Stamp

[JFile Name (@ Full Patr (O File Name Only

[Jcustomer <noaction> v

o EUT: Select the appropriate EUT Information
action from the flowchart to display the EUT Equipment ID. Use the EUT tab to display more
information than just the Equipment ID.

e Operator: Select the appropriate Lab Information action from the flowchart to display the
Operator name.

e Customer: Select the appropriate Client Information action from the flowchart to display the
Customer’s company and contact person name.

o Date/Time Stamp: Displays the date/time stamp from the newest data element on the graph to
reflect the last execution that affected the data shown on this graph.

e File Name:

o Full Path: Displays the complete windows path including directories and subdirectories.
This can be a long value depending upon the file name and subdirectory situation.

o File Name Only: Displays to the profile name and extension only.

EUT Tab

This tab displays a floating box with all the information

from the EUT action from the flowchart. This allows Graph Setup

significantly more information to be displayed than is Comments 2 Comments 3 Bitmap Page Defaults
shown when the Additional Information/EUT option is Tiles XLabels XAxis Ylabels YAxis Fonts Graph
chosen. Legend Additional Information EUT Comments

g EUT: |<noaction> e

o Display Floating: Select this check box to

Position Border

display the EUT information. The default is : White v
phy ked Left “/u Color:

un-checked. : Widh:

Top: - % ] - »

e EUT (Action): Select an appropriate EUT Wi [i8 Background: | White

action from the flowchart to display all shown ' : TextColor  |Black
titles from the action. Height % [include Tites
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This tab allows a comment to be printed on the Graph Setup
graph.
Comments 2 Comments 3 Bitmap Page Defaults
e Display: Select this check box to display the Titles X lLabels XAxis Y Labels Y Axis Fonts Graph
comments. The default is un-checked. Legend  Additional Information  EUT Comments
e Comment (Action): Select an appropriate [IDisplay  Comment: |<ne action> e
Comment action from the flowchart for Comment Border
inclusion on this graph. Left: % Color: Blue 7
e Comment (Position): Allows placement of Top: 5 |% Width:
the Comment information box at any location width: (27 |5 Background: White v
within the graph. All positions are referenced _ .
. Height: % Text Color:
to the upper left corner of the graphing area 9

Position: Allows placement of the EUT information box at any location within the graph. All
positions are referenced to the upper left corner of the graphing area and are in percentages of
the graph size. The percentages can be any number between 0 and 100.

o Left: The default is set to 70%.
o Top: The default is set to 5%.
o Width: The default is set to 15%.
o Height: The default is set to 20%.
Border: You can control the shape, color, and sizes of the floating box using these settings.
o Color (Border): 20 colors are available. The default color is Blue.

o Width: This setting controls the thickness of the border. This can be set to any numerical
value between 1 and 10. The default value is two.

o Background (Color): 20 colors are available. The default color is White.
o Text Color: 20 colors are available. The default color is Black.

Include Titles: If this check box is selected, the EUT titles will also be displayed. The default is
un-checked to save space.

Comments Tab

and are in percentages of the graph size. The
percentages can be any number between 0 and 100.

o Left: The default is set to 70%.

o Top: The default is set to 5%.

o Width: The default is set to 15%.
o Height: The default is set to 20%.
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Border: You can control the shape, color, and sizes of the floating box using these settings.

o Color (Border): 20 colors are available. The default color is Blue.

o Width: This setting controls the thickness of the border. This can be set to any numerical
value between 1 and 10. The default value is two.

o Background (Color): 20 colors are available. The default color is White.

o Text Color: 20 colors are available. The default color is Black.

Bitmap Tab

This tab allows the user to place a bitmap, typically a
company logo, on the graph.

Display Bitmap: Select this check box to
display the specified bitmap. The default is
un-checked.

Browse (Bitmap): Click the Browse button to
launch a dialog box to specify the directory
and name for the bitmap. If you know the
name, you can directly type it in this box. If a
profile with a defined bitmap is moved to a
computer which does not have the bitmap file
in its directory, this will be un-checked when
loaded.

Graph Setup

Titles X Labels

X Axis Y Labels Y Axis Fonts Graph

Legend Additional Information EUT Comments

Comments 2
|:| Display Bitma

Position

Lef:  [10 |%
Top: |10 |o%
Width: %
Height: [10|%

Comments 3 Bitmap Page Defaults

3

Browse

Position: This allows placement of the bitmap at any location within the graph. All positions are
referenced to the upper left corner of the graphing area and are in percentages of the graph size.
The percentages can be any number between 0 and 100.

o Left: The default is set to 10%.
o Top: The default is set to 10%.
o Width: The default is set to 10%.
o Height: The default is set to 10%.
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Page Defaults Tab

This tab controls the orientation of the graph to the
printed page and they are mutually exclusive.

Graph Setup

e Printer Page Orientation

Tiles  Xlabels XAxis Ylabels YAxis Fonts Graph
- Pri h hi Legend Additional Information EUT Comments
o Landscape: Prints the graph in Comments 2 Comments 3 Bitmap Page Defaults

landscape orientation regardless of
the printer settings and paper size. It
will adjust the width and height to the
available paper size of the printer.
Set the default printer to the desired

Printer Page Orie
®L
() Portrait

Graph Export Size:

Width: w
Height

Setto Current Size

ntation:

settings prior to printing.

o Portrait: Prints the graph in portrait orientation regardless of printer settings and paper
size. This will leave a large, unprinted area below the graph on most papers since the
graph will adjust itself, in height and width, to that of the paper.

e Graph Export Size: This allows the pixilated export file to match what is being viewed on the
screen. The EMF and WMF files will inherit the screen resolution as a default.

o Width/Height: Sets the dimensions of the graph to a set resolution. If the exported graph
does not look correct, resize this until it is correct.

o Set to current size: This will leave the export with the dimensions of the graph as seen
on the display.

Graph features

Cursor Position

There are two boxes on the lower left corner of the
graph. Both boxes display the position of the nearest
data point to the cursor. The first box displays the frequency, and the second box displays the value.

Frequency 60.0 MHz Amplitude: +20.000000

Temporary Zoom

You can temporarily zoom in or out of a graph to look at specific details. These temporary zooms are
never saved; the originally designed graph is always the saved item.

e Zoom In: Hold the right mouse button down and drag the area that you want to expand. The
ranges of the X-axis and Y-axis will match the zoomed area unless the Log option is set on the X
Labels or Y Labels tab.

e Zoom Out: Double-right click on the graph to return to the original ranges.

Cursor Interpolation

Cursor interpolate does not snap to defined data points on a graph. It interpolates the current cursor
position between points based on whether the plot is linear or log.
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Tables

Tables are a tabular method of looking at data elements within the TILE! system. They can be created as
often as desired and you can have as many different tables as desired. Each table can have different
combinations of data elements to fit the requirements. These tables can be printed individually or used to
clip data to the spreadsheet. Tables are generally good for looking at specific, limited sets of data, such
as peaks or QP values. A table is created with the appropriate number of rows to fit the defined data
elements.

Tables are not normally used for listing raw data. If you place raw data onto a table, you might have a
thousand or more rows of data. Since each page only holds 66 lines of data, the table must build and hold
in memory hundreds, or thousands, of pages of data. This is extremely memory intensive and can
account for significant delays in testing. As you add to the data, the complete tabular data must be
reformatted in memory. Again, this can cause a significant delay in system performance.

Defining a Table

There are two ways to create a new table. The first way is to go to the Project window, right-click tables
and select Add. The second way is to single-click tables to highlight it, and then click on the + sign.

Each new table is started as a blank table with no selected data elements.

Copying a table

To duplicate an existing table, go to the Project window, click the + drop down next to tables, right-click
on the table you want to duplicate, and select Copy. Then right-click on tables and select Paste. The new
table will be identical except the name will have a numerical appendage (starting at 1) for each time the
table is copied. Make sure you change the name of the table after copying.
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Table Toolbar

Table : Top 10 Horizontal
+EHo/== &80

The icons on the table toolbar have the following functions:

e The plus icon opens the Display Data dialog box. The Display Data dialog box +
provides a list of available data elements to display on the graph and provides the
interface for each element to select the color and format for it.

Due to the evolution of the software, this is the same as the right-most 3 horizontal
lines. Therefore, data can simply be dragged and dropped onto the graph and a default EI
color will be assigned, so either of these buttons will open the interface to change the

data attributes.

e The folder icon is currently not functional and will be reserved for future functions.

¢ The floppy icon will open a file explorer to save the graph to a specific location. -

e The green circle icon is a refresh execution that may be used if a static parameter has 'S ‘
been changed and the user wants to force an update to the graph.

e The left-most 3 horizontal lines icon opens the Table Setup that is used to set all the E
parameters of the graph. See Table Setup Tabs for further details.

e The printer icon will open the print interface. =)

e The copy icon will place a copy of the graph onto the clipboard. The new graph will be
identical except the name will have a numerical appendage (starting at 1) for each time
the graph is copied.

e The maximize icon will maximize the table over the entire screen.
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Display Data

With the table in the front focus, click the right-
most 3 horizontal lines or the + sign on the table
menu bar to access the Display Data dialog box.

It is divided into two columns, Available and
Selected. They can be selected by double clicking
on them or selecting the Add>> button. They can
be removed by double click or the <<Remove
button.

On the Selected side, you can rearrange the list by
using the Move Up/Move Down buttons, which
rearranges the sequence of the data element tabs.

Display Data

Lines P_F  X_Limit_Cal 6dB Markers Com_all

Available:

n
Com_all

Comments

Data

Induced_Cal_1
Induced_Cal_2
Induced_Cal_3

<< Remove

Add >>

Move Up

Move Down

Selected:
P F

Markers
Com_all

X_Limit_Cal_6dB

Controlling Display Conditions

Once a data element has been selected, a Line tab
appears which determines the display parameters for
this data element on the graph. Line type, color, and
shape are individually defined for each data element.

If a data element was defined as an interpreted
element (for example, continuous at every point,
which is the default), then the first block labeled Line
applies. If the data element was defined as discrete,
then the box labeled Marker applies.

e Line: Style, color, and width are the choices
for a line. These are only appropriate for data
elements that are defined as continuous
(either log or linear).

Display Data

Lines P_F X Limit Cal 6dB Markers Com_all

Marke

r

Shape None

Name: P_F

Line
Style: Solid 4
Color: Blue ~

wn

Show All Filled

Show on Legend

Column Width: 10|
Decimal|3

Color: Red

Size: 3
Drop

Show Values

D Frequency Order

1st Desc:‘

2nd Desc: ‘

o Show All: Controls whether all the contents of the data element are displayed or only
those with matching frequencies to the remaining columns.

If you have a specification limit on a table with 10 QP readings and have the Show All
check box selected, it would also show the frequencies in the specification limit file. This
means the number of lines on the table would be greater than 10. If this is off, only the 10
points of interest would be listed but this data column would show the appropriate

matching value for this frequency.

e Marker: Shape, color, and size are the choices for a marker. These are only appropriate for data

elements that are defined as non-continuous.

¢ Show on legend: Shows the line in the legend. The default value is checked.

e Frequency Order: Separately sorts all data from low frequency to high frequency. The default is

un-checked.

e Column Width: Controls the width of the column. The default value is 10.

o Decimal Places: Controls the number of decimal places that are visible. This field affects the way
tables are copied and pasted. If you export values using the table function, they will be truncated
to the value shown in this field. The default value is three.

ETS-Lindgren.com
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e 1st Desc: This field allows the user to control the column header for this data element. The
default is the data element name.

e 2nd Desc: There is an option for a 2nd description for each data element. This field is in
parenthesis after the first description, and is typically used for units of measure.

Table Setup Tabs

With the table in the front focus, click the left-most 3 horizontal lines on the table menu bar to access
Table Setup. The Table Setup dialog box has five tabs that allow the user to control the appearance of
the table and some of the characteristics when the table is cut and pasted into other applications. These
characteristics include name, descriptive titling, column headers, the inclusion of additional information,
comments, page orientation, as well as cut and paste defaults.

Titles Tab
o Title: Enter a unique name to identify this Table Setup
table when automatically printing or accessing
the table from different applications. Titles  Additional Information Comments EUT  Page Defaults
e Line 1: Line 1 is the top line of the table. Itis Tite: [ IR | sty Tites
normally used to enter the company name or Line 1: |Company Name | QJ Left
other appropriate header information. You Line 2:[Test Type ) Center
can enter up to 128_characters, although this [JReverse SortOrder () Right
might exceed the width of the page. Column 1 Heading [Frequency |
e Line 2: Line 2 is the second line of descriptive Column 1Heading2: |MHz |
headers for the table. It is normally used to FreqDecimal Places: Width:

display information on the test and its general
conditions. You can enter up to 128 characters, although this might exceed the width of the page.

o Justify Titles: Specify left, center, or right justification of the titles. All three titles (line 1, line 2,
and title) are justified together.

o Reverse Sort Order: When this check box is deselected, the frequencies list from low to high
frequencies. When this check box is selected, the list will be from high to low frequency.

e Column 1 Heading: For a graph, the column 1 heading is the title to be used in the legend. If this
field is blank, the data element name will be used. In a table, the default for this is “Frequency”;
the user can change this to any appropriate term but the actual data in this column is always the
frequency.

e Column 2 Heading: There are two headers for each column in the table. This field is in
parenthesis after the first description, and is typically used for units of measure. The default value
is “MHz".

o Freq Decimal Places: The user can control the number of decimal places displayed for the
frequency. The default is three (for example, 3.755 MHz). This limitation extends to cut and paste
operations.

e Column Width: Controls the column width of the first column. If you are specifying more than
three decimal places for frequency, you might need to widen the column.
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Additional Information Tab

This tab is used to display information on EUT, the
operator/customer, date/time stamp, and the file
name onto the graph. This information is shown
across the top of the table, immediately below line 1,
line 2, and the table name.

ETS-Lindgren.com

EUT: You can display the EUT model number
(string one from the EUT action) across the
bottom of the graph. Click the EUT check box
and select the appropriate action from the
flowchart. You can have multiple EUT actions
on the flowchart, but only one on each graph.
They can be different for different graphs.
Click the Display Titles check box if you want

Table Setup
Comments EUT Page Defaults
Titles Additional Information

Select those items to be displayed

Display Titles
on the graph or table page

[Jeur <no action> v
[Joperator  <no action> v
[Jcustomer <noaction> v

[] Date/Time Stamp
[]File Name (@) Full Path

(O File Name Only

the title from the EUT action to display.

Operator: You can display the operator name across the bottom of the graph. Click the Operator
check box and select the appropriate action from the flowchart. You can have multiple operator
actions on the flowchart, but only one on each graph. They can be different for different graphs.
Click the Display Titles check box if you want the title from the Operator action to display.

Customer: You can display the customer contact name and the company name (strings one and
two from the Client action) across the bottom of the graph. Click the Customer check box and
select the appropriate action from the flowchart. You can have multiple client actions on the
flowchart, but only one on each graph. They can be different for different graphs. Click the
Display Titles check box if you want the title from the Client action to display.

Date/Time Stamp: If this check box is selected, the date/time stamp from the newest data
element on the graph will be displayed. By using the newest date/time stamp, we allow the graph
to reflect the date/time of the last execution that affected the data shown on this graph.

File Name: If this check box is selected, the file name will be displayed. This can be a long value
depending upon the file name and subdirectory situation.

o Full Path: Displays the complete windows path including directories and subdirectories.

o File Name Only: Displays to the file name and extension only.
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Comment Tab

This tab allows a comment to be printed on the table.

Display: Select this check box to add the
comment to the bottom of the table. The
comment is the last item printed and will print
across the bottom of the page.

Comment: Select the appropriate Comment
action from the flowchart.

EUT Tab

This tab allows selection of an action that contains
EUT information. This information is then printed at
the bottom of the table.

Display: Select this check box to add the
comment to the bottom of the table. The
comment is the last item printed and will print
across the bottom of the page.

EUT: Select the appropriate EUT action from
the flowchart.

Include Titles: When selected, the title for
each line of the EUT action is included prior to
the information.

ETS-Lindgren.com

Titles Additional Information
Comments EUT Page Defaults
|:| Display Comment: <no action> ~
Table Setup
Titles Additional Information
Comments EUT Page Defaults
|:| Display Floating gyTt- |<no action> ~

[Jinclude Titles
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This tab allows you to control certain parameters of

e ) Table Setup
printing, cut, and paste operations.

e Printer Page Orientation: You can select Titles Addional Infonnation
landscape or portrait for printer orientation. Comments EUT Page Defaults
This overrides the orientation of the default Printer Page Orientation:
printer. This is done so that graphs and tables ® Landscape
can be printed in different orientations without O Portrait
the user having to change to printer defaults ) ) )
each time. |:| No Background on Print |:| Skip Page Numbering

|:| Use Text for Frequency on Copy/Export

¢ No Background on Print: When a table is @A OcHz  OMHz  OKHz
viewed on the screen, there are lines defining . .
each column and row; these print by default. []Exclude Units [] skip Headers on Copy/Export
If this check box is selected, the background []Use Space for NAN on Copy/Export

Page Defaults Tab

is not printed.

Skip Page Numbering: When tables are printed, a page number is normally assigned at the
bottom of the page; when this check box is selected, no page number will be inserted.

Use Text for Frequency on Copy/Export: When you copy a table, the frequency is normally
copied as a value. In this case, 1 MHz would be 1,000,000. When this check box is selected, the
frequency is converted to text in engineering format so that 1 MHz would appear as 1 MHz.

The Auto, GHz, MHz, and kHz selection lets you specify the format. If Auto is chosen, then the
label will be varied to fit the size of the data; 1,000 would be 1 kHz, and 1,000,000 would be 1
MHz. If you choose GHz, MHz, or kHz then the data is formatted to that size. For example, if kHz
is chosen then 1,000 would be 1 kHz and 1,000,000 would be 1,000 kHz.

Exclude Units: When this option is chosen, the text units are not copied.

Skip Headers on Copy/Export: \WWhen copying a table to disk or in a cut and paste operation, it
has a WYSIWYG (what you see is what you get) appearance. When this check box is selected,
the headers will not be copied. You will only get the columns of data.

Use Space for NAN on Copy/Export: When copying tables of values there is a technical
difference between a zero and no value at all. Since these are normally numbers, the absence of
a number shows up as a NAN (not a number) value. Choosing this option will substitute a space
whenever no value exists so that there is a blank on the copied column, not a NAN.
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Flowchart and Palette

The flowchart allows you to work with graphical tools to enhance the appearance or efficiency of the test
profile. Imbedding graphics, such as bitmap, into the flowchart is a powerful method of clarifying a test
requirement or setup. Labeling can be added to personalize the flowchart, imprint instructions in an
obvious manner, or clarify attached graphics. For example, creating a sequence of icons to perform an
emissions test is the heart of the TILE! system.

The flowchart has two functions:
o Each action defines a specific set of information gathering or instrumentation controlling steps.
e |t specifies the order of execution for the test.

A flowchart defines a complete test program, such as a simple emission scan test for a specific
international standard. However, the real power of the TILE! concept is the ability to define a test profile
that is a requirements test. It can include emission as well as immunity and acts as the repository for the
final certification test data for a new product.

By consolidating a wide range of requirements into one test profile, the user can automatically store
related information in a common file for future reference. This also dramatically simplifies the ability to
generate test reports for submissions or internal reporting.

Flowchart Window

The TILE! Flowchart window displays and defines the actions included in the test and depicts the
sequence of their execution. The flowchart, with its associated data elements and instruments, is the
central component in creating a unique test profile.

SimTest Dual RX Deme [ + |
Sim Settings: -3
g
SA1: §
A Run VSG
Dual Receiver / Masts Data Source:Virual SigGen
Positioner Mode: Turntable + Tower
TT MAx: 80
Twr Max: 200
There are 2 methods using dual masts in this profile D:’tra F::t Units: dBuY
Scale Factor: -50
1. Both H and V Polarities scanning the same frequency ranges cale Factor:
SAZ:
2. Same Polarities Scanning seperate frequency ranges Run VSG
Data Source: Virtual SigGen
Positioner Mode: Turntable + Tower
TT MAx: 270
Twr Max: 300
Data Out Units: dBuV
Scale Factor: -50
Signal Generator
This section will perform a vertical and horizontal scan from 30MHz to 1GHz then 1GHz to 6GHz f‘:z:! ':'ype: Square
Amplitude: 1
b v PRE- IPRE-
i ] <) e -
1. 30-6GHz (H/V same time) Init SA's Twri H Twrz Vv H/V 30MHz - 1GHz HV 1 - 6GHz
This section will perform a vertical scan then Horizontal scan from 30MHz to 6GHz
N ) e PRE- PRE-
N = EINIT] - > lcPanl
2.306GHz VthenH V 30MHz - 6GHz H 30MHz - 6GHz
betion : Init SA's 2 Running... [ NRNG_G_ _ Runnit Init SA's 2 Errors: 0, Warnings: 00:00:0' 12:15:1.
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Actions

The TILE! Palette

The palette is the gateway to profile development. The icons on the palette represent actions that perform
various functions. Each action is a visual representation of a sequence of consolidated code that allows
the user to visually create a function or build a sequence. Actions can stand-alone or follow a sequence
by connecting them together with the connector tool. All actions will be described in the sections after this.
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Select

Multi-Line
Start
Lab Information
Comments
Math
Picture
Measure Range
Pre-Scan
Signal Disc Meas
Paosition Turntable
GTEM 9 Position Correlation
Immunity Test
Monitor Interface
Reverb Test
EFT
FCC Power Spec Limit
Switch Setup

EmCenter Switch

Rectangle

Palygon
Auto Save
Client Information
Prompt
Clear
Timer
Measure Range Extended
Scan Peaks Measurement
Site Attenuation
Read Instrument
Optimize GTEM Meas
C5103/4/5 measurement
Calibrate Cables
Reverb Eval
Dips
Occupied BW Mask
Pass/Fail Setup Reading

Call Setup

Ellipse

Text
Save Windows
Operator Information
Initialize Instruments
Transfer Data
Weather
Scan Range Measurement
Scan Peaks Meas (PSA)
Instrument Commands
Read Instrument (Trace)
Position EUT
Field Uniformity
Amplifier Cal
Surge
Harmonics
Switch Setup

Switch Setup

Line
Connect
Print Pages
EUT Information
Direct Entry
Launch Application
Serial Interface
Fast Scan Across TT/Turn
Measure Peaks
Position Tower
GTEM 3 Position Correlation
Immunity Calibration
Threshold Data Action
Reverb Calibration
Burst
Polar Measurements
Pass/Fail Setup Reading (DAQ)

Switch Setup (DAQ)

Placing Action Icons

Each icon can be selected and dropped onto the flowchart during the design stage. Click once on the
desired icon on the palette to select the action. When you move to the flowchart a small box indicates the
icon is ready to be dropped. Click one time at the desired position to drop the icon. It is not important to
have absolute position on the drop since the icon can be moved and aligned after placing.
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Using Actions

Right-click on the icon to access the following:

Edit: Reveal the actions’ settings.

Go: Run the action and any sequenced after it via
connectors.

Execute: Run this action only.

Copy: Copies the action and its settings to be pasted.

!‘1’/"'
L Edit

Go
Execute

Copy
Copy (with Referenced Items)...

Paste

Copy (With Referenced Items): Copies the action and its settings as well as any referenced
data items or instruments. This is used for the copying from one profile to another, not to be used
in the same profile. If it is copied into the same profile, duplicates of data and instruments will be

created.

Paste: Paste the copied icon with an appended name (name_1).

Highlighted Actions

The individual actions in the flowchart will highlight to show the status and progress of the profile while
running. This is very handy while developing a new profile that has many actions.

instrument connection.

ETS-Lindgren.com

A blue highlight indicates the current action being processed.

A green highlight indicates that the action has processes successfully.

A red highlight indicates that the action was interrupted either by the user or by loss of an
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Common Tabs for Actions

Action Tab

All actions have a common Action Tab. The name is
used to add a unique title to the flowchart and refers to

Reverberation Test

thlS ObjeCt When USing ShOftCUt iC0nS or macro Auto Thresholding Paddles Power Meter Data Data Failed Freq
| k Instruments  Probes  Samples Calibration  AM Modulation  FM Modulation
00 UpS. Pulse Modulation PM-Key Monitars Timing
. . . Reverb Standards DO160G Zero Span
o Name: Every action is given a name. If not Acion  Freq FreqSep | Ampltude | Leveing | Threshold

named, they are considered untitled.

.. M, . Reverb|
Although the software does not limit you, are: | |
we strongly recommend that every action (100 Mot Showin Aust il Seauence: 0|
have a hame. Product Name:
Reverberation Test
e NOTE: Names are limited to 128 Verson: 7101 2beta DLL  reverb_test_dl
characters, but you should avoid long Date:  May 05, 2025
names since they crowd the flowchart. It is Copyright © 1395-2025 ETS Lindgren

more important to make the titles

descriptive of what the step is meant to do. These shortcut names will aid in moving between
different sections of a test profile. Do not use spaces, use underscore or camel case instead
to differentiate separate words for an element name.

o Do Not Show in Audit Trail: If this option is selected, a description of this action will not be
included in the audit trail unless the Show All Actions option is selected in the audit trail
settings.

o Sequence Option: If the default sequence number of zero is left in place, the audit trail will
sequence in order that the actions were added to the flowchart. The user can override this by
entering a sequence number. All numbered items are sequenced in the audit trail first. If the
same sequence number is used in different actions, they will be listed on the audit trail at that
sequence position but in the order of creation.

Bookmarks Tab

This tab allows the user to specify format for data so it can be seamlessly imported by a macro into a
Word document. This tab also allows the user to transfer settings between similar actions, however you
will have to reselect the data items since they will not import.

This tab also allows for the import of settings between similar actions like the example below:

e Drop a Measure Range Extended Measure Range Ex
action in the flowchart, and edit it by
Iectin Im ort Settln son the Instruments Parameters Receiver Functions Options Special
se g p g Action Frequency Amplitude Datal Data2
bOOKmark tab Monitar Trigger Out Trigger In Bookmarks
Define Bookmarks
Import Seftings
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e You will see a list of the Measure
Range and Measure Range
Extended actions that you can

Avvailable:

Selected:

Progress Bar

. baselmport
import. ii_range Aedd 3>
m_range_ex
Running timer_1 Errors: 12, Warnings: 0 00:00:01 |

|ac1inn : timer_1 Running... _ _

Along with the traditional timer and current action listed in the bottom right status bar, there is also a
green progress bar in the status bar and highlighted actions. The status bar is not necessarily
synchronized with the action progress; however, it does provide a quick look that the profile is running.
The bottom left will show the name of the actions on the palette when the cursor is moved over it.

The only control available displays the line or turns it off. There are no options for configuring this
information. This information, except for the current time, only appears when the program is executing.

Manipulate Flowchart

Structure Actions

The tools available to align and structure the icons positioned on the
flowchart exemplify the graphical nature of the flowchart. When the flowchart

File Edit View Structure Grap

is the active window, the Windows menu bar displays the Structure option. Grzlfp e
Ungroup Ctrl+H
e Group establishes precedence for bitmaps placed on the flowchart. Bring to Front  Ctrl++
Align applies to selected items on the flowchart. Send to Back Cirl+-
e To select multiple actions for alignment purposes, click the first Align >
action. Hold down the Shift key and click all remaining icons to be Page Size
aligned. Choose the option desired and the icons will be aligned as
selected.
Page Size

The default page size for the flowchart is 8.5 in x 11.0 in. You
can make the flowchart large by changing the page size from
the Toolbar->Structure->Page Size. The height of the page will
automatically scale to the width. When printing the page size
will automatically scale to fit on a standard page.

ETS-Lindgren.com

Page Size for Flowchart X

FlowchanWidth: Inches
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Zoom

You can make the flowchart zoom in and out for easier reading by
going to Toolbar->View->Zoom and changing the magnification. The

default magnification is 100. Magnification oK

Qo200 (O 100% Cancel

O 7% O 50%
@ Custom:

Objects

TILE! is among other things, a collection of objects. Everything you see in the Flowchart and the Profile is
what would be called an object; data elements and actions are objects. When you save profiles, the
software is storing the entire collection of objects into the profile so that they can be re-loaded and
connected later.

Ghost objects

Certain operations related to copy/paste or undo/redo occasionally leave objects in the profile that are no
longer needed; these are what we call ghost objects. Ghost objects are not the same as duplicate
objects; however, some ghost objects can be created while duplicating an object.

Ghost objects exist in the profile, but since nothing is “referencing” them, they are unnecessary and
wasteful in the context of memory use. Another way to describe a ghost object is that it is “invisible” i.e.
you cannot see it anywhere on the flowchart. There really is no reason to keep these objects, since they
are completely inaccessible.

Ghost objects are more common in older versions of TILE!. Newer versions do a much better job of not
creating ghost objects in the first place and they clean up any ghost objects that are loaded into memory
during a profile load.

TILE! tries to stay on the conservative side by alerting the user when ghost objects are found and giving
the user an option to delete them. However, it is highly recommended that you always delete ghost
objects. Once you do that and resave the profile in the new version, the ghost objects should be gone.

It is always good practice to keep a copy of your previous TILE! version profile when loading in a newer
version of TILE!. Once you save the profile in the newer version, there is no way to load the updated
profile into previous versions of TILE!.
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Ancillary Actions

WO AN LR = L D B G e &) [0 [V |2
S 0 ma ) 18] &) Pl fer) ) k) () |3+

Drawing Tool Actions

The drawing tools are used to draw shapes on the flowchart to add color and improve the appearance of
the profile.

Select Rectangle Ellipse Line Multiline Polygon Textbox

\ [:I /’_ N |_ B Text

Shapes and Colors

¢ In the palette where the actions are, there are shapes you can place on the flowchart. Once you
have your rectangle on the chart, you can select it and use the Graphics menu to change the line

color and thickness.
e Select a shape and drop it into the flowchart, the curser is live and you can drag to make the

shape you want. If you want to add color or line weight, go to the Graphics area in the main
toolbar and select the attributes from there.

e Example: Use color coded text to comment to the user what a framed area and how the
connections between actions interact.

Field Uniformity Frequency Sweeps

FE S B L B

Ref Sweep Horiz RefFlagH © RefFPH RefFidH ' RefSGH * Call DH-Haoriz1
N Calibration arrays populate the Reference arrays: forward power,
field and =ignal generator output. Reference flag iz set for auto-checking

. | X jumps to the.hur\zuntaldata handling
e e ey =

Sweep Horiz HCalcl  Call DH-Horiz2

(SO} NG
2 Calibration Clear1 Postion? Polrity?\ i —b—

Ref Sweep Vert SetFlagV | RefFPV RefFdV  : RefSGY | Call DV-Vert!
Calibration arrays populate the Reference arrays: forward power,
field and signal generator output. Reference flag is set for aute-checking

[ X jumps to the‘verticaldata handling
Sl 2~ =N/| - Toutnes

Sweep Vert W Calc1  CallDH_Vert2

H\

V Ref Pos?

IMG example for the shipping profile “lIEC 61000-4-3 Field Uniformity Constant Power Method. TIL”
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Connector Action

L.

The Connector tool is used to connect one action in the flowchart to the next. Select this tool,

then single-click the first action to anchor it as the starting position. Drag the cursor to the next action and
single click again to attach the endpoint to the second action. This forms a connecting line between the
two actions with an arrow showing the direction of the flow.

You can only attach two actions together in one operation. Therefore, to attach multiple actions, you must
attach A to B, then B to C, etc. An action can have multiple incoming attachments, but only one outgoing

attachment (except for the Prompt action).

File Management Actions

9 8 9 M N

aulosve savewindow xferdata direct clear

Auto Save

d

The Auto Save action automatically saves the current test profile. The options given are extremely useful
for historical recording purposes. This option gives the operator the ability to store the entire test profile to

be examined later.

Save As Tab

This tab gives the user the options for saving the
profile.

e Prompt for Name: When selected, will
prompt the operator for the file name. The
following Directory Specifications only apply if
Prompt for Name is selected:

o Current Directory: The directory in
which the TILE! profile was opened. If
selected, it will force the user to name
the file. You can change the directory
during auto save, but the starting
directory will be the current directory.

Action Save As  Backup
[] Prompt for Name Use Current Name
[] Auto Increment Beginning Name: | |

[ reset Increment Number of digits: |4 |

(® Current Directory
(O Default Directory (O Default Directory/Current Name
O Specific Directory O Spec Directory/Current Name

Directory: | Browse

[]save to Database []close Application After

o Default Directory: Uses the TILE! default directory as defined in the File Options
settings. The Save As box will show the default directory and it will force the operator to

name the file.

o Default Directory/Current Name: If selected, the Save As window will reflect the default
directory as defined by the File Options settings, and leave the current name as the

default file name in the box.

o Specific Directory: With this option the dialogue for Save As will start in the specified
directory as defined by the Directory settings. If this directory is not valid, the operator will

receive an error.
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o Specific Directory/Current Name: If selected, the Save As window will reflect the
specified directory as defined by the Directory settings and leave the current name as the
default file name in the box. If the specified directory is not valid, the operator will receive

an error during execution.

o Directory: The user can define a directory for the Specific Directory and Specific

Directory/Current Name options.

Use Current Name: When selected, this setting will automatically save the profile under the

current name.

Auto Increment /Beginning Name: select and specify the file naming convention/sequence that

will be invoked.

Reset Increment: If this check box is selected, the first save will be reset to zero, and

incrementing will begin at zero.

Number of digits: The number of digits for the increment can be set between one and four

yielding values of 1 to 9999.

Backup Tab

When activated, this action will create a backup copy
of the current profile each time the save is executed.

Create Backup: Check to activate the backup
capability.

File Name: Used to specify the location for
storing backup files. The box will be filled
automatically if the operator browses to find a
file. You must add an appropriate file type
(DAT, TXT, or CSV for data elements; WMF
for bitmaps) if you want this file to be readable
by other programs.

AutoSave

Action Save As Backup

[[J create Backup

File Name: | | | BrowseFile

‘ | Browse Directory

[] overwrite Automatically [ use Current Name

|:| Add Current Subdirectory to Path

Browse File/Browse Path: Displays a dialog box that can be used to search for a desired file. If
the OK button is selected the name and path boxes are automatically filled.

Overwrite Automatically: Automatically overwrites a duplicate file if found when saving.
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Save Windows @

The Save Windows action will save graphs, tables, and individual data elements.

Graph/Table Tab and Data Tab

These tabs each have a column on the right hand side that shows all graphs/tables or data that are
available for export.

It is divided into two columns, Available and Selected. They can be selected by double-clicking on them
or selecting the Add>> button. They can be removed by double-click or the <<Remove button.

Save Windows Save Windows
Action Graph/Table Data Save Options HTML Export

Action Graph/Table Dala Save Options HTML Export
Available: Selected:

Availlable: Selected

table : Top 10 Horizontal A
table : Top 10 Horizontal graph : Horizontal Com_all
table : Top 10 Vertical Comments

Data

direct entry data

Induced_Cal_1 b

<< Remove Add >> Add>>

Save Options Tab

This tab allows the selected information to be
saved to a selected directory, current directory, or
to a new directory created with the name of the Action Graph/Table Data Save Options HTML Bxport

current profile name. There is a selection to panl |
overwrite any existing data.

Save Windows

Browse
[ Create Directory using Profile Name
[#] Overwrite
[[] Use Currert File Path
[[] Show Window / Bring to Foreground
Eraph _ ® emf O png Data/Tables @) dat
omat: O wmt O gf Fomat: O csv
O
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HTML Export Tab

This tab will create a file that contains HTML code
that can be used to import data into Microsoft Word
to generate a report.

Transfer Data |4§

Save Windows

Action Graph/Table Data Save Options HTML Export

[[] create HTML

File Name:

Browse

Use Path from 'Save Options’
Default is to current diretory.

The Transfer Data action is used to transfer the contents of a data element to or from a disk file.

Transfer to/from File Tab

This tab describes the file to or from which data will be

transferred.

Copy Data Arb Waveform Special Bookmarks
NOTE: If location and data type are not specified, then an Action Transfer toffrom File Data Type Prompt
error will appear Stating the miSSing element and the (@ Data Element (O Table/Graph (O Window () Screen Capture
dialog box will not appear and/or not function properly. Data: Scan v

Scan |
e What to transfer: \(D—To File @ From File

o When Data Element is chosen, the Data ] Auto Increment [[] Do Not Overwrits-Append data
list will include the available data Name: [File_name dat \
elements. Path: ‘C:\ ‘ Browse

Transfer Data

[] Prompt for File Name [ ] Use Profile Name

To File/From File: These option buttons indicate whether the Transfer Data
action will save to a file or read from a file. They only appear when Data Element
is chosen.

If From File is selected, the data element defined in the Data window will be filled
with the input information. This is the same procedure as defining a data element
as a file type and initializing the information, except the data element is already
defined (such as an antenna factor file). This procedure is helpful in moving
information between different test profiles as well as interacting with Microsoft
Excel.

For example, every morning you run a special cable calibration to ensure that the
cables are connected properly and in good condition. The cable calibration
information from this test profile is saved to a daily cable file, which is then read
into every test profile executed to load the cable correction factors.

o When Table/Graph is chosen, the Data list will include the available tables or graphs.

o When Window is chosen, the Data list will include the Data, Instruments, Log, Audit Trail,
and flowchart windows.

o When Screen Capture is chosen, the Data list will include the available instruments.
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o Prompt for File Name: When selected, this allows the user to browse and select the file of
interest during execution. If you enter a file and path on this tab, they become the browse
defaults.

o Use Profile Name: If this check box is selected, a subdirectory will be created with the name of
this profile, and data will be placed into that directory.

Direct Entry ENTRY

The Direct Entry action gives the operator the ability to declare preset values for a data element.

Data Element Tab

This tab defines which data element will be used to store the
results of this action.

i : . Action Data Element prompt
NOTE: If no element is selected and the action is executed, P

the user can assign a name at that point.

o Data Element: Select a data element from the list. Data Element: | <no data> v
Use this to predefine a data element and use it
through the flowchart, updating it with this action at
the start of a test.

Append to existing data

o Append to Existing Data: If this check box is selected, the data you enter will be added to the
existing data element contents.

Prompt Tab

A message can be placed here to provide information or Direct Entry
instructions to the user.
Action Data Element Prompt
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Dialog Box

This dialog box appears when Direct Entry is
executed and is the entry point for the frequency and
amplitude data. Element Name: ‘ |

The frequency and value boxes are the entry points Frequency (H2) [Value \
for the respective data. Rows can be selected by
clicking on the row number on the left side.

o Element Name: The data element that will
hold the preset information. If the dialog box
is started without an element name chosen, it Insert Before
will be blank. Then the user can assign a Curent Frequency Cunrent Value

name and it will automatically create a preset Miz (D ]

element with that name. Current
<< < > >3 Cal # D

e Editing the data: Go To Cell S —

o Current Frequency/Value: Edit the [setalvaluestoconstant [0 |
current frequency/value, then select

Insert After

. . . Prompt:
where to insert them into the list:
= Insert Before: Inserts the
combination before the 0K Cancel

current cell.
= Change Current: Inserts the combination at the current cell.
= Insert After: Inserts the combination after the current cell.
o Delete: Deletes the current row from the table.

o Set all values to constant: If selected, this will set all values to the one entered in the
box next to the check box.

o Navigating the data:

o <</>>buttons: Use these buttons to navigate to the very top or bottom the frequency
list.

o </> buttons: Use these buttons to navigate up or down the frequency list.

o Go to Cell: This will navigate to the cell entered here.
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Clear Data %|

The Clear Data action provides a method of clearing data elements from within the flowchart. This

action can be performed between different stages of a test or after a test has been completed. Clear data
empties the existing data from a data element and can only clear the data element types measurement,
equation, and word.

NOTE: Preset data can never be cleared automatically. From-File data is not refreshed unless the load
data information is added. In this case, the data element values are reloaded with the data from disk. If
this data is not valid or if the file does not exist, an error is reported and the old data is left in place.

Clear Data Tab
This tab defines the data that will be cleared in Clear Data
this action. Select the data elements that need
to be cleared at this point. Action ClearData Load Data
Available: Selected:

It is divided into two columns, Available and
Selected. They can be selected by double ;’;’geﬁ”;;'i”:ci?m A E@:ﬁ:@n&ﬁ St A
clicking on them or selecting the Add>> button. K

read frequencies 1 read frequencies
They can be removed by double click or the read trace read trace

<<Remove button. '?'ﬁ:ge bands %:g; bands

Word | |Word Y
Clear Data [ ]Clear Bands

<<Penove

Load Data Tab

This tab is useful if you always want to load the
most current data, such as from an antenna
factor file. Select the data elements (only From Action Clear Data Load Data
File types are shown) that need to be reloaded
at this point.

Available: Selected:

af bilog_hor af bilog hor
af bilog_vent af bilog vent

It is divided into two columns, Available and
Selected. They can be selected by double
clicking on them or selecting the Add>> button.
They can be removed by double click or the
<<Remove button.

<< Remove Add >>
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Process Actions

s &

start prompt math

=)

printrpt

W

launch

a

picture

)

timer

The process actions provide methods to interact with the operator, test equipment, and other programs.

Start (GO)

The Start action provides a logical starting point to a test profile, and therefore is the only action

that has no other function than to name it. This action is useful if you want to label a section of the profile
that will provide a point to start from when referenced either from the execution arrows, or from an

automated prompt action.

Sequencing

The sequencer can be used to create a table that contains user selectable attributes. These attributes
can be sent to any action in a flowchart as well as change values of data elements if needed.

The example below will execute actions in a preferred sequence that are not connected by the flowchart

connector, and then it will dynamically insert data elements into an action so that when data is collected it
will be recorded in those data elements. When another sequence runs, it will insert the data elements for

that measurement. This allows one action to be in a flowchart that will measure multiple facets of the EUT
and record the data as needed for each facet or position.

] Sequence o ==

Sequence Type | Mormal

Seguence | Grid

v | Conditional Value Incoming

RVCalcl.Input.Input 1.Probe.Probe RMS Max
Eg3.Equation/Script Data.Data

% Sequence Count | 1 = + - [l Allow Scripts
item \ seq # seq 1

Clr5.Methods. Action Execute()

eq_copy_EC_Pos1.Methods. Action Run()

RVCalcl.Input.Input 1.Fwd Power EC_P1_IP_Fwd

RVCalcl. Input.Input 1.Max Power Rec EC_P1_Rx_Max

RVCalcl. Input.Input 1.Avg Power Rec EC_P1_Rx_Awvg

RVCalcl. Input.Input 1.Min Power Rec EC_P1_Rx_Min

RVCalcl. Input.Input 1.Mumber of Paints EC_P1_MOP

EC_P1_Probe_RMS_Max
EC_P1_ACF

Eqg3.Methods. Action Execute()
51.Methods. Action Execute()
P3.Methods. Action Gof)

CK Cancel
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The sequence shown below illustrates how the sequencer can handle frequency bands in a sequential
order:

X Sequence [= ==
Sequence Type | Mormal W | Conditional Value Incoming
Sequence | Grid
Sequence Count | 4 B l:l Allow Scripts
item Y seq # seql seq2 seqd seq 4 -
Range.Min
Seq.Continue
C51.Freguency.Frequency Items.Start Frequency.Value 100 300 400 500
C51.Frequency.Frequency Items. Start Frequency.Units  MHz MHz MHz MHz
CS51.Frequency.Frequency Items.5top Frequency.Value 299,99 399,99 59999 1
C51.Frequency.Freguency Items.Stop Frequency. Units  MHz MHz MHz GHz
CS1.Paddles.Positioner 1.5tart (deg) 0 360 0 380
C51.Paddles.Positioner 1.5top (deg) 360 a 360 0
CS1.Paddles.Positioner 1.5tep (deq) 7.2 18 22,5 30
Init1l.Methods. Action Golf) ]
OK | | Cancel |

The sequencer displays an "export" button used for saving a sequence to a "seq" file:

Sequence Type | Normal v | Conditional Value Incoming | export.., | | load... |
Sequence | Grid
Seguence Count | 5 B l:l [] Allow Scripts

item Y zeq # seql seq2 seq3 seq4 seg5

m_range.Frequency.Harmaonic true false false true

m_range. Amplitude. Attenuation Level 50dB AUTC  10dB 30de

m_range.Parameters. VBW if Analyzer 1MHz 3Hz

CK. | | Cancel
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Prompt

The Prompt action displays a message box on the screen and waits for a response from the user
before executing the next action in the flowchart. This action is also the only action that will support dual
outputs. One option is to specify an accept/reject path for execution.

An optional sound prompt can be played as part of this action. The sound prompt plays a standard WAV
file, which requires that the computer be installed with a sound card that is compatible with the Windows
operating system.

Message Tab
This tab allows the user to enter a message that will i Proupt <
be displayed in the message box during the execution
Of thIS action_ Action Msg  Choice Sound Time Jump To Loop
The Message tab allows the user to enter a

NOTE: The action displays the message without text e e Ao 1 e message

i i i A ret be entered t text.
Wrappl_ng' TO Wrap the teXt dlsplayed durlng Focr?fq::ssasuﬁﬂlf:gﬂeef key will raloslppicrfeur; as the OK button,
execution, use CTRL-ENTER where you want the text you must use the cursor or Tab key

to break.

When using the Prompt action, we recommend that you put multiple paragraphs of information instead of
a single large paragraph. The visual impact of long paragraphs of information can be confusing to the
operator. For long messages, please format the message by adding embedded a carriage returns.

Formatting of strings is left to the Profile Writer. When the amount of data exceeds the simple view, you
will automatically scroll to add more. This has a very clumsy appearance when it is executing. We
recommend that you put long comments into separate Prompt actions so that the amount of information
can be easily digested as the operator executes the test.

Choice Tab

The Prompt action is the only action that allows

multiple outward directions to exist; all other actions
execute in a serial fashion. This action works like an Acton Msg Choice Sound Time JumpTo Loop
if/felse or switch case function to direct the flow to the

B " Prompt

next action in the sequence to execute. Title Action
Accept. e g
¢ Accept/Reject: The first choice on this tab _
reflects the attachment of actions out of this Reject: None v
action. The first arrow is automatically [] Auto Choose [[]Multiple Choices ONLY
determined to be the accept path. The <no data> v

second arrow is the reject path.

# Pts: D @< O= O>
o Title: You can control the title

displayed on the dialog box for the Accept and Reject buttons. The default titles are Yes
and No. It is suggested to name each path after the action to be selected to avoid
confusion while running.

o Action: The actions displayed here reflect the sequence in which the arrows were
attached to the two actions. You can reverse them by dropping down the selection box
and choosing the opposite action. You must change both or the change will not be
accepted.
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Auto Choose: Automatically determines the direction that this action will take based upon a
greater than, less than, or equal relationship. Once these are identified, you can display, on the
prompt, a data element and the number of data elements that are valid for that data element. If
you select Auto Choose, then the action will automatically choose the path to take based upon
the appropriate mathematical relationship indicated.

A common use, for instance, would be to specify that you want to perform a peaks/QP
measurement on the specified data element if there are less than 11 data elements. If there are
more data elements, the unit has too many failures to justify the additional measurement time.

Multiple Choices ONLY: This check box is to be selected if the only options you want available
in the prompt are those in the jump to list. Be aware that the original arrows, or original options,
will not be available to you in the prompt if this check box is selected.

NOTE: When this checkbox is selected, the message text displayed during execution of the

action is not wrapped, so some of the text can be cut off.

Sound Tab
An optional sound prompt can be included to play a % Prompt
.wav file. This option requires that the computer be
installed with a sound card that is compatible with the Action Msg Choice Sound Time JumpTo Loop
Windows operating system.
(O No sound @ single (O Continuous
¢ No sound: The default is No sound which will
disable this option. Browse
e Single / Continuous: The two options for F”e_‘rmgout_wav | Play
sound are to play a sound file once or play it ’
until interrupted. The sound prompt is played - —
during the execution of the Prompt action in Peth: C\WINDOWS Medialringout way |

the test profile.

Jump To Tab
This option allows you to choose multiple continuation -
points, providing more freedom than the two arrows
allotted as connection points from the Prompt icon. Action Msg Choice Sound Time JumpTo Loop
You can specify a list of actions to jump to and
execute from this prompt. comment ~ EMSwitch
cs103/4/5 meas
It is divided into two columns, Available and Selected. g?Pst .
They can be selected by double clicking on them or it >>
selecting the Add>> button. They can be removed by .
double click or the <<Remove button. fa“:f:gn
If a Jump To list is defined, when the prompt gtceﬁn"‘gpipec .
executes, an option to jump to an alternate list of

actions will be available. However, if the Multiple

Choices ONLY check box on the Choices tab is selected, the prompt will skip the original accept/reject
choices and send the user straight to the Jump To options. The original accept/reject choices will not be
shown, so only choose this option if you wish to forego the original options.
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Loop Tab

This option allows you to iterate through the 13t path
on a set number of loop iterations before continuing
to the 2n path. Use the Connector Tool to link the
Prompt action to the first action that will run while the
loop is in progress, and then connect it to a second
action that will run when the loop iterations have
completed.

NOTE: The Enable Loop check box must be
selected to activate this feature.

B | Prompt

Action Msg

Count Data (N): Count

[terator

lteration Data (i):

Choice Sound Time

Jump To Loop

S

e Count Data: Use this data element to predefine the number of loop iterations that should run.
This is an input data element that should be configured with the Preset data type. Set the
Amplitude Value setting on the Simple tab to the desired Count value and leave the # of Steps set

to 1. The frequency values are ignored.

o Iteration Data: Use this data element to keep track of the current loop iteration number. This is
an output data element that the Prompt action modifies each time an iteration has completed.
Note: This output is optional. The action will still run properly if it is left blank.

Example: On the Prompts Choice tab shown below, the Accept action shows the In Loop path and the
Reject action shows the path once the loop iterations have completed. If the Count Data data element
has an Amplitude Value of 5, the Looper action will send the program flow to the Looping Path 5 times.
After 5 loops have completed, the Looper action will switch the program flow to the Looping Complete

path.

B Prompt

Choice Sound Time

Title Action

[ ]Auto Choose [ ]Multiple Choices OMLY

<no data> e

# Pts: El ®< O=- O

Action Msg Jump To Loop

InLoop s

i
v

=] w |  EnterLoop T Looping Path v

- LS

Run Clearlter Looper

&Lmﬂmﬁ Complete

|_;

InLoop
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Dialog Box

NOTE: The action displays the message without text wrapping. The dialog message can be horizontally
scrolled by selecting the text and using the arrow keys.

autoswe MOTE: When the prompt action's choice tab "multiple choices ar
. |clear
camment
| |picture -
prampt R Prompt x
Action Msg  Choice Sound Time JumpTo Loop
MOTE: When the prompt action's choice tab "multiple choices only” is selected, Msg
M| tab text message displayed is notwrapped, so some ofthe textis cut off. To wrap the
0k text displayed during execution, go to the Msg tab and use CTRL-ENTER where you
want the textto break The prompt action behavioris as intended. The action displays
the message without text wrapping, the control can be horizontally scrolled by selecting
the text
|
T |
Math

During the flow of a profile, there are times where equations need to be executed. To execute

2

equations in order, they can be dropped into a Math action and it will run at the appropriate time. Once
you select a data element to use the Math action on, you can see the results in the data-element view-

window.

For example, if you use the data element equation Induced_Cal_1 in the Math action, it will execute and
add the valid data points that were calculated to the data view as shown below:

Induced Cal 1 No |50 Equ |[Lin [PM _Cal FB 1473 73=107-34 Where 107=0dBm and 34 is 20*log[50 ohms] converting dBm to dBuA
Induced_Cal_2 No [37 Equ [Lin [PM_Cal FB_2Z+73
Induced_Cal_3 No |21 Equ [Lin [PM_Cal_FB_3473
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Data Tab

The Data tab controls the data elements that will

be executed in this step. It is divided into two

columns, Available and Selected. Action Data  Position Data In  Position Data Out  LISN

oo Available: Selected:
They can be selected by double clicking on them Cal Pwr Out R PF
or selecting the Add>> button. They can be Com_all P_F_1
i Comments << Remove P_F_2

removed by double click or the <<Remove button. -
Induced_Cal_1 P F_3
Induced_Cal_2 Add >>

Equations are executed in the sequence they Induced_Cal_3

appear in the selected column. If the result of one g'aFrkers Move Up

math equation is part of the equation in a second PF 1

equation, make sure to execute them in PF2 Move Down

sequence. v

Position Data In/Out Tabs

The Position Data In/Out tabs of the Math action take the input tower and turntable positions for both
horizontal and vertical, compares the horizontal and vertical amplitudes, determines the higher value, and
saves this amplitude plus the related height, angle, and polarity.

X . Action Data Position DataIn Position Data Out | |SN
Action Data PositionDataln Position Data Out LISM
— |:| Do Position Data Maximization
L | Do Posmon Data Maimization dat
. <no data> v
Harizantal Verical Merge Data:
. <no data> v
Data: <no data> w | | <no data> - Pos 1:
- <no data> v
Pos 1 <no data> « | | <no data> - Pos 2:
i+y- <no data> ~
Pos 2- <no data> v | <no datas . Polarity:
[] split Horizontal/Vertical Data
Frequency Bandwidth L —— - |:| Merge Duplcate Frequencies

When comparing horizontal and vertical data from an emissions scan, determining the peak signal and
orientation becomes complex. Not only do we have to compare the horizontal and vertical for maximum
value, it is then necessary to match the polarity, angle of the turntable, and height of the tower. This
cannot be done with a simple math function. The tower/turntable in/out tabs allow the user to specify both

the horizontal and vertical angle and position information and when selected, the output is the peak signal
between the horizontal and vertical, and its related polarity angle, and height.

o Do Position Data Maximization: This optimization process is performed when the check box is

selected.

e Split Horizontal/ Vertical Data: When the check box is selected, the tower/turntable reverses

nature and the merged data elements are split based upon their H or V designation in the Polarity
data element.

Polarity: The Polarity data element must be a word type and only this type will be identified in the
list.
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The data below is a sample of peak type data from each polarity that is compared to find the highest of a
similar peak and output the associated polarity (H/V). All this data should be discreet type (no
interpolation).

o Data: Peaks that you want to compare.
o Pos 1: Either the antenna height or turntable, as long as they match.

e Pos 2: Either the antenna height or turntable, as long as they match.

Action Data  Postion Dataln Position Data Out [ |SN

Action Data  Posttion Data In | Postion Data Out  LISN
Do Posttion Data Maximization

Do Pasition Data Maximization

) ) Merge Data: | Pk_Out w
Horizontal Vertical
Pos 1: | Hgt_Out w
Data; H_top ~ | |V_top -
Fos 1 Horizontal_Hgt ~ | | Vertical_Hgt v Pos 2. | TT.
Pos 2: Horizontal_TT w | | Verical_TT w Polarity: | Pol_Out e

[] Spiit Horizortal Vertical Data

Frequency Banduwicth: MHz > [] Merge Dupleate Frequencies

Frequency (MHz) Plk_Out H_top V_top Hgt_Out TT_Out Pol_Out Hgt Out TT_Out
65.987 MHz 531.313 51.313 50.000 100,000 180.000 H 100,000 180.000
109.977 MHz 32.492 52.492 52.492 250,000  120.000 W 250,000 120.000
153.966 MHz 48.264 48.264 43.000 250,000  180.000 H 250,000  180.000
198.004 MHz 45,262 45,262 45.262 250,000  180.000 W 250,000 180.000
418.000 MHz A7.053 47.053 A7.000 100,000 270.000 H 100,000 270.000
594,006 MHz 47135 47135 47135 250,000  180.000 W 250,000 180.000

Dialog Box

This dialog box appears when Math is executed, and it provides Math Calculation
visual information to the user as well as the ability to halt execution
of the test. Math Calculation in Progress

Current Element = eq_pk

Stop
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Print Pages

The Print action allows the user to print any window in a profile. This is normally used to print

graphs and tables, but you can also print the Instrument, Data, Flowchart, Log, and Audit Trail windows.
Placing this icon in a flowchart will result in the printing of the selected items at a specific point in the test

flow.

NOTE: You must have a default printer defined or execution of this step will cause a catastrophic failure.

Display Tab

The Display tab defines the graphs, tables, or other

windows that will be printed in this action. It is divided into

two columns, Available and Selected.

They can be selected by double-clicking on them or
selecting the Add>> button. They can be removed by

double-click or the <<Remove button.

Launch Application

The Launch Application action allows the user to start another application from within the TILE!

Action Display

Available: Selected:

Audit Trail A

Create profile example
Data View

graph : Horizontal
Instrument View

Log View

table : Top 10 Horizonta ¥

<< Remove Add >>

test profile. This program will run in an independent window. Certain spreadsheet functions or using a
word processor for note taking can be accomplished using this action.

You can also launch an application and automatically run a macro. The macro could then transfer

information from TILE! into the other application.

Commands Tab

This tab includes Executable, Parameters, and
Working Directory; only the first is mandatory. The
format for these is the same as the standard OLE
launch commands.

The command line to launch an application is
composed of the executable, a space, and the
parameter switches (a normal format with a forward
slash and switch). The frequency and amplitude
selected are appended to the command line as
additional switches.

ETS-Lindgren.com

Pass/Fail Check
Action Commands

Pass/Fail Reset
Linked Event

Executable: ‘W|NWORD-EXE

Parameters: ‘ ‘

Working Directory: ‘C:\Program Files\Microsoft Office\

[JAuto Append Freq  [] Auto Append Amplitude

Browse Wait Time:
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o Executable: Type the program executable, including the path name. This needs to include proper
disk references, such as C:\msoffice\excel\excel.exe. This indicates the drive location, directory,
and executable. Also, you can select the file by using the Browse button

o Parameters: Certain programs allow starting parameters to be added to the executable line.
These parameters can start specific files, set starting switches, or override default switches. The
user should read the manual for any program to be launched for the command line command
structure.

e Working Directory: Type the working directory for the default setting. If this is blank, the TILE!
default directory will be used.

e Auto Append Freq/ Auto Append Amplitude: If this is selected, the current frequency or
amplitude is appended to the MS-DOS® command line that launches with this action.

Linked Event Tab

When this action is specified as a pass/fail call in

. . . . . Launch Application
immunity and the immunity achieves a level at each PP

frequency, it will trigger this action. See Immunity Test Pass/Fail Check Pass/Fail Reset
for more information on what events exist. In most Action Commands Linked Event
cases, you will want to link to either CW or modulation
events. Linked events are launched from within an
Immunity Step.
e All Events: Click this option for the timer to @ All Events
execute at all events during the Immunity test. O start of CW
e Start of CW: Click this option for the timer to O start of Modulation
execute only at the start of the CW (after the (O Both CW and Modulation Starts

level has been achieved).

o Start of Modulation: Click this option for the timer to execute only at the start of the modulation
cycle (after the level has been achieved).

e Both CW and Modulation Starts: Click this option for the timer to execute at both CW and
modulation events.
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Pass/Fail Check and Reset Tabs

These parameters were created to handle the circumstances in which a customer had his own program
monitoring EUT failure. It was necessary to create a simple handshaking routine to hand failure statues
back and forth. If you wish to explore these possibilities, please contact ETS-Lindgren.

Launch Application

Action Commands

Pass/Fail Check

Linked Event
Pass/Fail Reset

Check EUT Cmd: U

format = \path\name.exe %F %A %D

F = Freq A = Amplitude D = Date (not required)

File Expected: ‘

Check Delay: D

Check Results; |<no data>

ms

Launch Application

Action Commands

Pass/Fail Check

Linked Event
Pass/Fail Reset

EUT Reset Cmd: U

format = \path\name.exe %F %A %D

F =Freq A = Amplitude D = Date (not required)

Reset Output File: ‘

Reset Delay: D ms

Reset Results; |<no data>

Picture

The Picture action allows the display of a bitmap picture that relates to the test process or setup.

Once you have inspected the picture, you can continue or quit.

Picture Tab

This tab allows selection of the bitmap to be displayed.
You can choose PNG, JPG, or BMP picture types. Adds
the ability to resize the picture. Able to maximize and
close buttons to title bar. Makes Picture Type setting read
only in Properties View since Graph type is not currently

supported.

NOTE: If an image is not specified, then an error will
appear stating the missing element and the dialog box will

not appear and/or not function properly.

Picture

Action Picture  Prompt

Initial X Ratio and Initial Y Ratio: This allows
user to specify the initial image size when the
action runs, before any additional resizing is
performed. Default values are 1.0 to specify no

(®) Bitmap File
|.E Manual\tile profile examp\e.png} Browse
<no tem>
Initial X Ratio: |1 Initial X Offset: |0
Initial Y Ratio: |1 Intial Y Offset: |0
Offset Mode: | TILE! Center v

Force On-Screen

initial resizing should take place. Ratios must be >= 1.0 and are range checked upon entry.

Initial X Offset and Initial Y Offset: Sets the initial position offset of the image. The offset origin
is determined by Offset Mode. Default values are both 0.

Offset Mode: Specifies how the X and Y Offset settings are interpreted. Values are TILE! Center,
TILE! Top Left, Monitor Center, and Monitor Top Left. Default is TILE! Center.

ETS-Lindgren.com
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o Force On-Screen: If resize or offset settings would have moved the dialog off the current
monitor, this setting forces the image to remain on-screen to the current monitor (the monitor
TILE! is running on). Setting the value to False allows the dialog to be displayed off the current
monitor, for example on a secondary monitor. But it also might allow the dialog to not be visible

on any connected monitor. Default value is True.

Prompt Tab

The Prompt tab allows for the entry of text to record a
comment specific to this step.

Dialog Box

Picture

Action Picture Prompt

Mot compatiblel

Comment Line (one line of text)

Picture

Graph : Line 3
+ H o= = & | o @ | 5

o

Your company name
150 KHz - 30 MH=z
Line 3

| Graphing Area l

| Plotting Area |

Amplitude (dBm)
8

30.0+

20.0]

1n.o§

3%x10” ' T dox10®
Frequency

Last Data Update 11:54:42 AM, Tuesday, December 26, 2017

1.0x10°

Frequency 0.0 Hz_ Amplitude: +0.000000

Test prompt for the picture.

Timer

The Timer action performs a user defined dwell (pause). All action is held for a specified period

and then the execution continues.

ETS-Lindgren.com
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Sound/Delay Tab

This tab defines a delay and appropriate message to be
displayed during the dwell. Sound can be turned on during

the dwell. Action Sound/Delay Msg  Linked Event

e Delay: Enter the time in milliseconds; for Delay: miIIiseconds

example, 3000 would represent 3 seconds of

dwell. Enable Sound Prompt Browse
e Enable Sound Prompt: Sound will be actuated _

during the dwell when the check box is selected.
e File: The sound waveform file. Path: |Ci\T”e7!

e Path: Type the path for the file. This will be identified automatically if Browse is used.

Msg Tab

This prompt message will be displayed during the dwell. It
is a convenient method of identifying the purpose of the

Timer

dwell. Action Sound/Delay Msg  Linked Event
Dwell sound|
Linked Event Tab
Linked events determine when the timer will be executed Timer

after the timer action is called from the Pass/Fail tab of the

Immunity action. Action Sound/Delay Msg Linked Event

This tab is similar to other linked event tabs and will not Linked events are launched from within an
fully be described here. See the Launch Application Linked Immunity Step.
Event Tab for the full description.

(® All Events

QO start of CW

(O start of Modulation
(O Both CW and Modulation Starts

ETS-Lindgren.com TILE! Reference Manual | 147 of 360



https://www.ets-lindgren.com/product-category/software/

Dialog Box

The dialog box displays the message from the Msg tab

and will delay the length set on the sound/delay tab. Timer %

Delay Message

235 (77%)

Information Actions

AR T 7R T Y U5

labinfo client operator eutdata comment waather

The Information actions allow you to attach information to the test file for reference. This information can
be transferred to the database when using the TILE! database option. This option is available when the
database utility is available.

Some of the information will be available to be displayed on the graphs and tables, while some of the
information will only be used for documenting the attributes of the profile for reference. This is useful if
you want to document the client support engineer attending the testing or other specifics.

Lab Information E&

The Lab Information action is used to provide two different items to the profile. The first is the
name of the engineer or technician performing the test. The other is a matrix of the instruments used
during the test.

Laboratory Information Tab

The Operator box permits entry of a single line of
text, up to 128 characters. It can be displayed on
graphs/tables using the Option/Additional

Information features. OpersiorLaum

|Instrumem IDrwer Serial Number

Operator Lab Information  File Status Bookmark

RX ag_mxe_rx.ins Unknown A~

The display matrix in the box allows the operator

SA ag_mxe.ins Unknown

2
3
to verify, and change, the serial number and —oore B 00.ns imine
calibration date for the various instruments g {Tumistle __ EMCO2080it unkromn
defined in the profile. :
This information is not mandatory and can be o — e

skipped by the operator, but it does provide a -
convenient methodology for verifying that the correct mstrument has been used and to aIIow storage of
the correct calibration date for each instrument in the stack.
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Client Information

The Client Information action is used to record specific information concerning a client. There

are nine generic fields with related titles. The user can modify these during editing to match any
requirements for labels. When executing, only the value field is changeable.

Client Information/Additional Information Tabs

Contact and Company are the only items that appear on tables and graphs even when using the
Additional Information options. All other fields are for reference purposes only.

Addiional Information File/Options Bookmarks
Ao Client Information Action Client information
Additional Information File/Options Bookmarks
Tile Value
[#]Show  |Contact Tile Value
[Z]Show  |Company [#]Show Country
[+] Shew [Address [“1Show |Postal Code
Sho\u City ZShow Telephane
=] Show [state Fshow |Fax
File/Options Tab
When working with different profiles, it is sometimes Client
necessary to re-enter client information into an action.
The File option allows you to extract that information Action Client Information
from another profile and insert it into this one instead Additional Information File/Options Bookmarks

of having to retype it.

To save client information from a profile, you must
choose the Save to File option while the Client action
is executing. To recall the data in a new profile, use
the client/file tab or execute the Client action and
choose the Load from File option.

The File tab is used to specify the name of a .wav file.

e File Name: The Browse button is available for

[[] Fields Mandatory
[J Auto Load

|:| Auto Run (requires Auto Load)

File Name:client.dsc

Path Name:‘C:\T”e\l

Browse

this step.

o Path Name: Contains the path to the .wav file. If the .wav file is in the default directory, no entry is
required. This box is filled automatically when the Browse button is used.

o Browse: Opens the standard File Open dialog box that is used to select the .wav file that will be
used when this action executes. When a file is selected, the file and path boxes are automatically

updated.

ETS-Lindgren.com
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Operator Information

This is an executable only action that is used to
enter information about the laboratory performing
the test. This information is not used in the
graphs or tables and is only seen when the
profile is running.

EUT Information

Name:

Operator:

Location:

Lab Name:

Address:

City:

Stale:

Telephane:

Country: Postal Code:

0K

Fax:

Cancel Help

The EUT Information action provides a method to record information unique to the Equipment

fror

Under Test (EUT), sometimes referred to as the UUT (Unit Under Test) or DUT (Device Under Test). The
EUT action allows all information and titles to be displayed on graphs; see EUT Tab for more information

about Floating EUT.

Equipment Under Test Tabs: Page 1 and Page 2

There are seven fields that can be used to describe the EUT. The titles can be modified by the user when
editing the action. Only the values can be changed when executing the action. The field Equipment ID
can be displayed on graphs and tables using the Setup Options/Additional Information features.

EUT Information
Equipment Under Test - Page 2
Equipment Description File/Options Bookmarks
Action Equipment Under Test - Page 1
Show Title Default Value

|Equipment ID H

|Seria| # H

|
|
|ModeINumber H |
|

|FCC ID Number H

EUT Information

Equipment Description

Action

Show Title

File/Options Bookmarks

Equipment Under Test - Page 1

Equipment Under Test - Page 2

Default Value

‘Pan Number

‘ECN

‘Contact

ETS-Lindgren.com
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Equipment Description Tab

Title: Provides up to 256 characters of
descriptive text. This is commonly used to
illustrate setups for the EUT or any peripheral
equipment that was present during the test.
This is helpful when re testing equipment.

Show: Allows the user to turn off display of
certain fields during execution. If you decide
you only want the first field, deselecting the
Show check box for the remaining fields will

simplify the entry requirements for the
operator during execution.

File/Options Tab

EUT Information

Action

Equipment Description

Title

Equipment Under Test - Page 1
Equipment Under Test - Page 2

File/Options Bookmarks

|Additiona| Equipment |

Show

Default Value

Just as in the Client action, this option allows for importation of information from other profiles.

This tab is like other file options tabs and will not fully be described here. See the Client File/Options Tab

for the full description.

Comment

b

The Comment action allows the operator to insert comments that relate to the test process. This
action can be used liberally where operator input on various stages of the test process is desired. Up to

three comment fields can be displayed on the graph.

The Comment box provides space to record comments specific to this profile or step. You can define
multiple comments within the same profile; up to three can be displayed on an individual graph or table.
Generally, you are limited to 234 characters. We strongly recommend that you enter separate lines of text
to ensure a consistent view when placed on a graph. Text will automatically wrap down the screen.

Comment

Load from File Save to File

Current File:

ETS-Lindgren.com
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Weather

¥

This action allows the recording of weather conditions when connected to a station that can
communicate with TILE!. Contact ETS-Lindgren for help with this action.

Interface Actions

(Ean

monitor serial

The Monitor Interface and Serial Interface actions are not currently documented; ask ETS-Lindgren for
help with these actions.
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Measurement and Control Actions

i |sd| (] S|SB e | | 8] ()Y )] () ()
el e ] 1)

Control Actions

] sy
posit

instinit instemd Tower

Instrument Initialization (INIT)

INIT

Instrument initialization provides a method of sending instrument reset/preset commands to
designated instrumentation. This is especially important at the start of long sequences of different types of
tests. It is important to ensure the instruments are in a defined starting setup since there is no automatic
initialization in any specific instrument commands.

Instruments Tab

It is divided into two columns, Available and
Selected. They can be selected by double clicking
on them or selecting the Add>> button. They can
be removed by double click or the <<Remove

Initialize Instruments

Action Instruments

Available: Selected:
button. Func_Gen
RX
The first column shows the instruments defined in SA

this test profile. The second column displays those
instruments that need to be initialized at this step.

[JRelease Bus

<< Remove Add >>
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Instrument Commands (VISA)

The Instrument Commands (VISA) action allows the user to send a command, or sequence of
commands, to any SCPI based instrument.

Instrument Commands Tab

You need to define the instrument in the

Instrument window before you can address
it with the Instrument command. If the Action Instrument Commands  Bookmarks
instrument does not have an instrument

driver under the TILE! system, define the Delay time (I Thru Driver Query | examples...

instrument with Do Not Use Driver set on SA:"COUP AC"
H H TWR:"SK 100"
its Driver tab. TT"SK 0"

e Delay Time: You can sequence
multiple commands with this action. The delay time is a delay between execution of each
command in the sequence.

¢ Command box: The commands in this action are sent directly to the bus address specified in the
instrument definition (see Instrument Control for more information).

Command Format

The format for a direct command is the instrument name followed by a colon (:), and then the command in
a set of quotes (" "). You can embed quotes within the command but must have a set of quotes
surrounding the complete string. You can sequence any number of commands to more than one
instrument in the same action, but do not send commands that require an answer; this command is not
for two way communications.

e Variable Delay Timing: You can specify a specific delay time at any point by entering a
command using the term delay, Delay, or DELAY as the instrument name and the number of
milliseconds as the command.

For example, this would delay for 2000 milliseconds between the two instrument
commands:

analyzer:"command"
delay:"2000"
analyzer:"command"

e Query Commands: Commands that end with the ‘?’ character will automatically be followed by a
Read (a Query is a Write followed by a Read). The returned string from the Read can be viewed
in the TILE! Log View. Query commands can also be specified explicitly (even when no “?’ is
present in the command) using the syntax:

InstName:query:"command”

o Read Commands: A Read function can be explicitly specified using the following format; the
quotes are necessary, but the contents inside the quotes are ignored:

9

InstName:read:
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¢ Hex/Binary Commands: Commands can be specified using hex or binary format using the
syntax; where the command string is interpreted as hex format, with all spaces removed. Two hex
characters equals one byte of data:

InstName:hex:"11 22 33”
The following example commands will all perform the same function:
InstName:"Hello\n”
InstName:hex:"48 65 6C 6C 6F 0A”
InstName:hex:"48656C6C6F0A”
o Remarks: Lines that begin with the characters ‘rem’ (case insensitive) are ignored:
REM InstName:"command” /lthis line will be ignored

¢ Termination Characters: The following termination characters can be specified at the end of a
standard command:

\r = carriage return (hex 0D), also called CR

\n = line feed (hex OA), also called LF

\\n =CR + LF

Examples:
InstName:”command\r” /Isends ‘command’ + CR
InstName:”command\n” //sends ‘command’ + LF
InstName:”command\r\n” /Isends ‘command’ + CR + LF
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Position Tower

The Position Tower action provides a control interface to move the tower to various positions as

sl

well as change the polarization of the antenna. The action can be used for any linear device, such as a
two-axis X-Y positioner. If the device supports Seek targeting, the action supports simultaneous
movement on two axes when both Instruments are configured.

This is a standalone action that will normally be used for single position movements between different
scans or measurements. For tower movement within a Measurement action, see Scan Range

Measurement or Scan Peaks.

Links Tab

This tab selects the instrument to be used for the action.

NOTE: If the Tower instrument is not specified, then an error will Action | Links
appear stating the missing element and the dialog box will not

appear and/or not function properly.

Position Tower

Postion 1 Position 2 Multiple Positions

¢ Instrument 1: For single axis movement, click the Instrument 1: | Tower ~

Instrument 1 dropdown control to display the available
instruments, and then select the tower instrument.

e Instrument 2: To enable dual movement mode, enable

Instrument 2: | Base ~

Instrument 2 enables dual movement mode

Instrument 1 and Instrument 2. Both device drivers must support “Seek” capability to use this
feature. If Instrument 2 is selected, Instrument 1 must also be selected.

Position Tab

e Antenna Height: You can change the
antenna height by entering the desired
number in the box or by using the slider to
move the relative position up or down.

e Polarization Only: When the check box is
selected, execution of this action will only
cause a polarity change on the tower. No
movement will be performed.Polarization: To
move the antenna orientation, select either
horizontal or vertical. If the antenna tower is
already in this position, no change will take
place.

e Margin: Depending on the instrument and

Position Tower

Action Links Posiion1 Position2 Multiple Positions

[JPolarization Only  [] Skip Polarization

Antenna Height Polarization
~ (@ Horizontal
O Verical
cm Margin: cm

Paol. Timing: |2000 |ms
v Pos. Timing: ms

Do Not Set Speed ~

(Most Drivers Use Speed Setting 1-8)

driver capabilities, the margin setting can be used for two purposes. For newer drivers with
“Seek” capability, the margin determines the allowed tolerance between the current position and
the target position whether a movement command is sent to the instrument.

For example, if the current position is 100 cm, the target position is 105 cm, and the margin
setting is 5 cm, no movement command will be sent. To ensure that a movement command will
always be sent (unless the current and target positions are equal), set the margin to 0.

ETS-Lindgren.com
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For older drivers without “Seek” capability, the margin setting defines when the positioner will be
commanded to stop before the actual stop position. When movement reaches the desired
position less the margin, the stop command will be sent to the tower. If the margin is set properly,
the tower will settle on the desired position. This setting will be site- and test-specific because of
the differences between positioners and the equipment placed upon them.

o Pol. Timing: Most towers with polarity under remote control use an air control to change the
polarity. The amount of time it takes for the antenna to rotate from horizontal to vertical, or vice
versa, depends on the weight of the antenna and the air pressure. We want to ensure that the
polarity has completed movement prior to any other movement or measurement. Polarization
timing in milliseconds reflects how long it takes the positioner to execute a polarity movement.
The software will pause this period before continuing its execution.

e Speed Options:
o Do Not Set Speed (default): sets the position, but not the speed
o Set Speed and Position : sets both position and speed
o Set Speed Only : does not set the position, but does set the speed

e Speed: Sets the Speed value for the device. Many devices, including ETS_EMGen and EMCO
2090, use a scale of 1-8 to set the speed. Some devices are based on a percentage scale and
use a value from 1 to 100.

Multiple Positions Tab

e Sequencing Active: The Tower and Turntable
actions allow the user to place two links out of this
action. This is not the normal characteristic of a TILE! Action Links Position1 Position2 Multiple Positions
action. The purpose of this is to allow the user to
define a sequence, with a tower or turntable step

Position Tower

[]sequencing Active

stop, and step positions. Next Position: [100

- [100
between, which will continue to sequence until the st .
positioner has reached one of the limits. Select this Stop: [400 [em
check box to make this active and then set the start, Step:[50  [em

cm

o Start/ Stop/ Step/ Next Position: At the beginning
and end of a sequencing step, the positioner will move to the start position and perform the
sequence. It will move one step-position at a time, checking to make sure we are not at or beyond
the stop position. It will then perform another sequence, step, and check again. Once the stop
position is reached, it will exit to the second arrow out of the action.

Dialog Box

Shows the target position and the current position of the Position Tower
tower. Use the stop button to end the test.

Target Current

Azimuth 100 | ‘[I

Stop
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Position Turntable

The Position Turntable action provides a control interface to move the turntable to various
positions. This standalone action is normally used for single position movements between different scans

or measurements.

Position Tab

The azimuth property is controlled with this tab, and it
specifies the turntable position (in degrees). You can
move the turntable position by entering the desired
number in the box or by using the slider to move the
relative position up or down.

¢ Margin: The margin setting is where the
positioner will be commanded to stop before the
actual stop position. This setting will be site and
test specific due to the differences between
positioners and the equipment placed upon them.

¢ Retry Count: When we first send the start

=

Action Position  Links

Azimuth
100

Degrees

Multiple Positions

Margin
Retry Count:

Start/Stop Delay:

50

II

200

Do Not Set Speed v

Speed:

]

(Most Drivers Use Speed Setting

movement command, we begin reading the turntable constantly to determine whether it has
reached the target. If we read the same position more than the number of times specified in the
Retry Count, an error is displayed. Failure to move is an error condition, but large turntables
require a large amount of time to start movement. This parameter, along with Start/Stop Delay,

works to ensure accurate reading of the tower.

e Start/Stop Delay: When the start movement command is sent, the software will delay the time
shown here, in milliseconds, before sending other commands to the turntable.

Links Tab

This tab selects the instrument to be used for the action.

NOTE: If the Turntable instrument is not specified, then an error
will appear stating the missing element and the dialog box will not

appear and/or not function properly.

¢ Instrument: Select the tower instrument.

ETS-Lindgren.com
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Instrument

Multiple Positions

<No instrament> W
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Multiple Positions Tab

This is the same as the Position Tower and will not fully be Position Turntable
described here. See the Position Tower multiple positions tab
for a full description. Action Position Links Multiple Positions
|:| Sequencing Active
Start: D degrees
Stop: degrees
Step: degrees
Next Position: D degrees

Dialog Box

Shows the target position and the current position of the Position Tumtable
turntable. Use the stop button to end the test.
Target Current
Azimuth: 0 ‘ ‘n
Stop
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Measure Actions

5]

calscan

¥ BN

cal_amp  direct_read read_inst polar  callsetup

The Calibrate Cables/Amplifiers action allows the user to perform a calibration and store the

Calibrate Cables/Amplifiers

results in measurement data elements. These results can then be used to correct to the results of a
measurement.

This action is designed as a simple calibration routine. The ability to control step size, signal generator
levels, and instrumentation is limited. For more sophisticated control of a calibration use the
Immunity/Susceptibility Calibration or Immunity/Susceptibility Test.

Setup Tab

This tab allows the user to identify the parameters of
the calibration.

Start Frequency /Stop Frequency: Enter an
appropriate number in the box and select the
units.

Fixed Step: Determines the interval between
each frequency in a linear fashion.

From Table: When this check box is
selected, the frequencies for this action are

Action Setup Frequency Steps Data Instruments Bookmarks

[ ]From Table
Start Frequency: |30 MHz ~
Stop Frequency: |1 GHz v
@) Fixed Step 1 MHz v

(OPercent (O Log # Steps/% or Decade
Level: dbm Delay: mSec

determined by a data element selected on this tab (the selection box will appear once this check
box is selected). The data element can be of any type, except word types. With this choice, you
are in complete control of the frequencies and their step sizes.

Level: The signal generator amplitude that will be set at each frequency.

Delay: Sets the desired delay time (in ms) before reading all measurements. Most probes and
power meters have a settling time before their readings can be considered accurate. This field
allows you to enter a value to create a delay prior to taking these readings. It is typical for power
meters to take well over 1 second (1000 milliseconds) to level accurately. Also, older
instrumentation is more susceptible to settling time and will require a larger number.
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Frequency Steps Tab

o Reference Level: Allows the operator to
select the reference level for this
measurement. This is a function of both the Action Setup Frequency Steps Data Instruments Bookmarks
noise floor of the instrument and the

Reference Level: DdBm

maximum expected signal.
[] stop at each step

If you are working in an anechoic chamber, First Frequency Delay: mSec
you could set this between 60-80 dB and
take valid readings. However, on an Open Area Test Site (OATS) this would put the
analyzer/receiver in saturation.

e Stop at each step: Causes the action to pause at each frequency step to change a transducer or
other components.

e First Frequency Delay: Some power meters have a longer settling time when power is first
applied. The value entered in the box is a special delay for the first frequency step only.

Data Tab

This tab allows the operator to specify data element links.
This is the point of coordination between the Data window
and the flowchart.

Action Setup Frequency Steps Data |nstruments Bookmarks

NOTE: If the Attenuation data is not specified, then an

error will appear stating the missing element and the Attenuation; (S SRS e
dialog box will not appear and/or not function properly. Calibration: ENOTEEES s
e Attenuation: Identifies the data storage element Raw Reading: <no data> -

used to record the measured attenuation value.
The attenuation value is the measured value less than the value of the Calibration data element.
If no Calibration data element is present, then the measured valued is stored.

e Calibration: Identifies the calibration values to be used to correct the Attenuation data element
during the calibration run.

o Raw Reading: The final attenuation value is the direct reading less than the calibration value. If
this value is selected, the saved value will be the raw attenuation reading. If No Data is selected,
the saved value is the raw plus calibration.
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This tab allows the operator to specify the instrument
links. This is the point of coordination between the
Instrument window and the flowchart. Action Setup Frequency Steps Data Instruments Bookmarks

NOTE: If the Signal Generator and Power Meter/Spec.

Analyzer instruments are not specified, then an error will
appear stating the missing element and the dialog box will Power Meter/Spec.Anal.; |snoinstrument>
not appear and/or not function properly. Preselector: <noinstrument>

executed.

This dialog box appears when Calibrate Cables/Amplifiers is
A . . . Sep 0 of [0
Step: Displays the current step that is being invoked.
Frequency
Frequency: Displays the present signal generator frequency. T
Generator: Displays the current signal generator level. Power Mater .
uati 0
Power Meter: Displays the current power level for the Anenuaton
designated frequency.
Stop
Attenuation: Displays the attenuation level to be recorded to

Instruments Tab

Signal Generator: <no instrument>

Amplifier: <no instrument> v

Signal Generator: The instrument selected can be the same as the power meter if you are using
a spectrum analyzer with a tracking generator.

Amplifier: Only select an instrument on this tab if the amplifier is remote controlled.

Power Meter/Spec. Anal.: The instrument selected can be the same as the spectrum analyzer if
this instrument has a tracking generator.

Preselector: Select the appropriate instrument.

Dialog Box

the Attenuation data element.
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The Amplifier Calibration action is used to find the 1 dB compression point and the harmonics

Amplifier Calibration

performance of an amplifier. It does this by increasing the input power in steps defined by the user until
the measured output step is less than the input step by another user-defined parameter.

Once this value is found, it will output that maximum value in dB of the amplifier and then subtract 1 dB
from that value as the 1 dB point. The harmonics portion of this action will set a signal at the 1 dB

compression point (as found on the previous step), then measure the value of the desired harmonic and
output the difference.

This action can only measure one harmonic number at a time, so it will run through the frequency range
but only record the selected harmonic such as the harmonic number 1, 2, or 3 on the Harmonic Test tab.
This can be set up in the flowchart in a sequence that will allow a single test starting point to do all

desired harmonics.

Frequency Tab

The tab is like other frequency tabs and will not
fully be described here. See the Immunity Test
Frequency Tab for a full description.

Leveling Tab

This tab is like the Immunity Test Leveling Tab
except that is uses a Criterion of Level window with a
fractional slope user entry.

Criterion of Level: Defines the value that the
dB will be determined with by comparing the
signal generator step with the measured step
of the power meter.

If it is set to 1, the loop will look for a 1 to 1
step before identifying a compression point,
so if the power meter steps equal the exact
steps of the signal generator, it will not
identify the compression point until the power

Results Instruments

Action Frequency

Bookmarks Harmonic Test

Leveling Calibration

[[] set From Table

Start Frequency: MHZ ~
Stop Frequency: GHZ ~

# of Steps/ Dec/%: |100 [JLog []Percent

Bookmarks Harmonic Test

Leveling

Results Instruments

Action Frequency Calibration

Leveling Source
(O No Leveling (@ Pwr Meter (dB)
Starting Amplitude:

Max Step: indB

]

[] Max table

Criterion of Level Max Count:

Max dBm

P

|:| Set SigGen Level from Frequency Data

Fractional Slope:

meter registers a delta of less than 1 from step to step.

If there is noise in the measurement, you may get a false identification of a compression point, so
you may want to allow for some tolerance by setting it to 0.8 or slowing down the measurement

time on the Instruments tab.

Max Count: Sets the number of counts of how many times the leveling will try to meet the criteria

for each frequency.
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o Max table: Used with a cable factor file so that the signal generator will be allowed to go above 0
dBm in proportion to the cable loss at that frequency. This is valuable in the higher frequency
ranges where the cable loss is more significant.

e Max dBm: The Do Not Exceed Level fed into the amplifier.

Calibration Tab

This tab will allow the offset of the directional
coupler to be accounted for.

Results Instruments Bookmarks Harmonic Test
NOTE: If the Power Meter 1 data is not specified, Action Frequency Leveling Galtoratien
then an error will appear stating the missing
element and the dialog box will not appear and/or Power Meter!: Snoldstaz v
not function properly. Power Meterz: TS °

Instruments Tab
This tab is like other instruments tabs and will not Amplifier Calibration
fully be described here. See the Calibrate Cables
Instruments Tab for the full description. _— riegeency | _‘leveing | Cafomton Fesults
nstruments Bookmarks Harmonic Test

NOTE: If the Signal Generator and Power Meter 1 Signal Generstor: |0 IESRRSI a
. Iy . ela
instruments are not specified, then an error will Amplifier.  <no instrument> ¥ Tima ms)
appear stating the missing element and the dialog Pomer Metor!- | RatmanD N o
box will not appear and/or not function properly.

Power Meter2  <no instrument> ~ 500

[Juse Net Power

Harmonic Test Tab

Use this tab to run the harmonics routine.

NOTE: Must select the Harmonic Test box to Action Frequency Leveling Calibration
activate this feature. Results Instruments Bookmarks Harmonic Test
¢ Harmonic Number: Selects which harmonic [ Harmonic Test
number will be recorded. Harmonic Number: Min. Margin: a8
e Min. Margin: Sets the minimum margin value Upper Freq Limit MAz
that will flag the user if it is exceeded. -
SA Power Meter:  <no instrument> v
o Upper Freq Limit: Used to prevent the oA Comset Factor: [ ERETEEES -

program from sending a frequency command
beyond the range of the instrument.

e SA Power Meter: Select the measurement instrument here.

e SA Correct Factor: Provides the reference if any correction factor needs to be applied. The
directional coupler is already accounted for in the Calibration tab.
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Setup / Monitor Instrument (READ)

The Setup/Monitor Instrument (Direct Read) action is used to monitor an instrument. Specific

conditions can be set for the number of readings, and whether to store them or not. In addition, it is used
to set up external signal generators, spectrum analyzers, and network analyzers prior to their use in other
actions. All setups are performed prior to monitoring.

READ

Monitor Tab
¢ Monitor On: When the Monitor On check box | setup/Monitor Instrument
is selected, the instrument selected will be
read, either continuously or for a defined Spectum Analyzer-1  Spectrum Analyzer-2  Network Analyzer
number of times. If a string of values is Action  Mentor  Signal Generator  Level and Hold
desired, the read value will be stored. [ MonitorOn  Instrument: | g instruments >
¢ Instrument: Select an instrument to be read. Delay between readings: | 1000 ms
D Store Values
¢ Delay between readings: If multiple readings Store Mode: @ Peak (O All Values
are specified, there is a dwell time between Number Readings: [100 | 999for OK only
each reading. Output Data: | no data> =
e Store Values: Select the check box to save Store X Type: | Frequency ¥
the measured value. Start Frequency: |30 MHz v
Stop Frequency: |1 v
e Store Mode: pleauency [1_ | (ke

o Peak : Default value, the Peak of all readings is recorded in the Output Data.
o All Values : Number of Readings acquired and stored in real time into the Output Data.
o Number Readings: Enter several readings before continuing to the next step of the flowchart.

e Output Data: If storing is desired, select a data element. The output will be defined as a
Measurement Type data element.

e Store X Type:
o Frequency: This is the (default )previous mode and has not changed.

= |f Store Mode is Peak the output will contain 2 points if Freq Start and Freq Stop
values are different, or 1 point if Freq Start and Freq Stop are the same.

= |f Store Mode is All Values, the first point will contain Freq Start and the last point
will contain Freq Stop, and the intermediate points will be spaced out in between
based on Number of Readings (higher Number of Readings results in a smaller
frequency delta).

o Index (0 to x-1): Each acquired reading is assigned an index from 0 to x-1, where x is the
Number of Readings specified.

» If Store Mode is Peak, the output will have 1 point with the X value equal to the
index of the peak value.

= |f Store Mode is All Values, each point's X value will contain the index of that
point's reading.

o Sample (1 to x): Same result as with Index, except the X value is offset by +1.
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o Elapsed Time (s):

= If Store Mode is Peak, the output will have 1 point with the X value equal to the
elapsed time recorded when the peak value occurred.

= |f Store Mode is All Values, each point's X value will contain the elapsed time of
that point's reading relative to the first point.

e Start Frequency /Stop Frequency: For the created output, enter an appropriate number and

select the units.

Signal Generator Tab

Use this tab to set up a signal generator to be turned
on prior to exiting the action.

NOTE: Must select the Set Signal Generator box to
activate this feature.

e Instrument: Select an instrument.

e Frequency: Set the frequency of interest. If
the From File check box is selected, the value
for this frequency (or its interpolated value)
will be used for amplitude.

e From File: Select the check box if you need

Spectrum Analyzer - 1
Network Analyzer 2

Action

Spectrum Analyzer - 2
Network Analyzer 3
Signal Generator

Network Analyzer 1
Network Analyzer 4

Monitor Level and Hold

|:| Set Signal Generator

Instrument; <no instrument> v

Frequency:__ MHz v

|:| From File
Level:[-40.00 dB
@) sine (O square (O Triangular

the software to find an appropriate amplitude from a table for values.

o Level: If the From File check box is not selected, then this is the amplitude that the signal
generator will be set to. If it is out of range for the instrument, you will not receive an error.

e AM Depth: Select the check box and set the value if you want to turn on AM modulation. The
frequency will be the frequency that was specified in the previous field.

o Sine/Square/Triangular: If modulation is on, you can select sine, square, or triangular for wave

shape.

Level and Hold Tab

There is a requirement in the MIL STD to establish a
known field and use this as a reference to calibrate
the emissions test. Turning on the signal generator to
an expected value may not be enough; some
instrument combinations will be best served if you
level to the desired value. In this case, we use this
action to read the expected value and adjust the
signal generator to achieve the final level within the
tolerance.

NOTE: Must select the Level and Hold box to
activate this feature.

ETS-Lindgren.com

Setup/Monitor Instrument

Spectrum Analyzer - 1
Action

Spectrum Analyzer - 2 Metwork Analyzer

Maonitar Signal Generator Level and Hold

ses Monitor to Level using Signal Generator

Desired Level. Plus Tolerance: |I-5
Try COLIHL' Minus Tolerance: 0.5
Mon. Delay:[1000 SG Step Size: |05 dBm
Monitor Calibration: | <no data= w
Signal Generator Result | <no data> e
Monitor Result | <no data> ~
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There are certain times when the user needs to set up
a spectrum analyzer to a known state prior to other

StepS in the flowchart exeCuting_ Network Analyzer 2 Network Analyzer 3 Network Analyzer 4
Action Monitor Signal Generator Level and Hold
The Network Analyzer 1 and Network Analyzer 2 tabs Spectrum Analyzer -1 Spectrum Analyzer-2  Network Analyzer 1

Desired Level: Enter a desired final level. The signal generator will be set to the amplitude on the
Signal Generator tab. The monitor will be read and then the signal generator will be adjusted until
the desired level is achieved.

Plus/Minus Tolerance: Positive tolerance above the desired level. Any value between the
desired level less than the minus tolerance and the desired level, and the plus tolerance will be
accepted.

Try Count: The number of steps the signal generator will take to reach the desired level before it
will flag a fail to level condition.

Mon. Delay: Delay between each reading of the monitor during the leveling loop.
SG Step Size: Step size for each signal generator step in the leveling loop.

Monitor Calibration: If there are correction factors that need to be added to the monitor reading
to ensure an accurate reading, select a data element that contains the correction data. The
software will look up the correct value for the frequency this action is setting.

Spectrum Analyzer — 1 Tab

control these settings. The most common time to use
this is when an analyzer is being used as a power
meter during Immunity testing.

The standard instrument drivers will automatically Center Freq: 100 | MHz v
select a resolution bandwidth (RBW), video bandwidth spanfreqt | MHz v
(VBW), and span and sweep time (ST). There are e Level i

certain times where the user will want to limit these sorencsLeveil0 | NG

|:| Setup Spectrum Analyzer

Analyzer: <no instrument> v

Enable

settings. Using the _spc instrument drivers (for
example, hp8566b_spc.ins instead of hp8566b.ins) will allow these settings to be preserved.

NOTE: Must select the Setup Spectrum Analyzer box to activate this feature. If the check box is
deselected, all these settings are ignored during execution.

Analyzer: Select an instrument from the list.

Center Freq: The center frequency is entered here for set up purposes. If the instrument is used
later during Immunity testing, the frequency will change to match current frequency.

Span Freq: Enter a desired span for the span frequency. This value is preserved during
subsequent Immunity testing, regardless of frequency.

Reference Level: Enter a default reference level for the instrument. The instrument will adjust
higher if the signal is too strong.
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Spectrum Analyzer — 2 Tab

If the Setup Spectrum Analyzer box check box on
the Spectrum Analyzer - 1 tab is deselected, all these

settings are ignored during execution. Network Analyzer 2 Network Analyzer 3 Network Analyzer 4
Action Monitor Signal Generator Level and Hold
This tab is like other parameter tabs and will not fully Spectrum Analyzer - 1 Spectrum Analyzer -2 Network Analyzer 1

be described here. See the Measure Range
Parameters Tab for the full description.

Enable

Res BW: 120kHz ~

e Continuous/Single: Choose whether the Video BW:  [300kHz v

instrument will be in single sweep mode or Sweep/Meas Time:[1  mSec v [JAuto

continuous sweep mode. If in single sweep ® Continuous
mode, the number of sweeps is read and the O single
number of sweeps is taken in Max Hold for Number of Sweeps:|:|

each instance the instrument is read.

Network Analyzer Tab

In certain circumstances, the user will need to set up

- iy . Setup/Monitor Instrument
specific conditions for a network analyzer prior to

performing other measurements. Use this tab to set Action Monitor Signal Generator Leveland Hold
up a Network Analyzer to be turned on prior to exiting SR el BN S Salll|  Motwork Anclyzer
the action.
[+] Setup Network Analyzer instrument HY
o Setup Network Analyzer: Must select this Scale
box to activate this feature. Channel |1 v

Format |LogMag w

e Instrument: Select an instrument.
Reference

e Channel: Select a channel number 1 - 16. Top Bottom

Measurement |S11 R

¢ Enable: Check box enables the rest of the
settings.

o Format: Select the mode (S11, S12, S21, S22, or S13) for each channel.

o Measurement: Check the measurement type desired for each channel. Choices are not
necessarily available for all instruments. If a type that is not available is selected, the
instrument will remain in its default mode.

o Scale: Choose the appropriate dB/Div.

o Reference: Choose the appropriate Top and Bottom for the channel.

Read Instrument M

The Read Instrument action is used to retrieve a trace or waveform from an analyzer or
oscilloscope. We retrieve the waveform, not a screen dump. The data is parsed into a starting and
stopping frequency (time) with the pertinent number of points and amplitudes.
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Defaults Tab

Certain instruments will not return the start and stop values for
the trace. The Defaults tab sets a set of default values for this
range. Action Defaults Links Trigger

These settings are only used if the instrument does

o Start Frequency /Stop Frequency: For default NOT respond to start/stop inquiries.

readings, enter an appropriate number and select the Range:
units. Start Frequency: MHz v
. . . . Stop F 1 GH ~
e Linear/Log: Defines how frequencies will be stopped, op Frequency z

whether in log or linear interpolation.

@®Linear (Oleg

Links Tab

This tab controls the instrument to be read and the data element
the results will be stored.

) ) . . Action Defaults Links Trigger
NOTE: If the Receiver instrument is not specified, then an error

will appear stating the missing element and the dialog box will not Data: <no data> he
appear and/or not function properly. Receiver: Eralnet e o
o Data: Select an appropriate data element to store the

@ Primary Trace
trace data.

O Secondary Trace

o Receiver: Select an instrument to be read. O Third Trace

¢ Trace: Some instruments have multiple traces. This
setting will determine which trace will be retrieved.

Trigger Tab

When reading some instruments, it might be desirable to trigger
the sweep prior to reading the trace back. The Trigger tab controls

the triggering conditions. Action Defaults Links Trigger

NOTE: Must select the Trigger Active box to activate this feature. [ Trigger Active

Trigger Mode: Free Run ~
o Trigger Mode: Select the desired mode for triggering.

Trigger Slope: pPOS v

Trigger Level: [1 | v v
o Trigger Level: Enter a level for the trigger event and
select the level type (mV, V, PCT). Trigger Delay: mSec -

o Trigger Delay: Delay time prior to reading after the trigger has happened.

o Trigger Slope: Select the slope (POS or NEG).

Polar / Scalar Measurement

This action is used to perform a polar or scalar measurement across a tower or turntable.
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Frequency Tab

There are two ways to specify the frequency in this action.
When only one frequency is shown, the polar
measurement will perform that frequency only. If the Set
From check box is selected, then multiple frequencies will
be measured.

Set From: Select the check box and a data
element to perform a measurement using multiple
frequencies.

Frequency/ Span: Enter frequency (value and
unit) and span at which the polar measurement
will be performed.

Parameters Optimization Process Power Timing
Action Frequency Instruments Input/Output

[[] set From Table

Frequency: MHz v

Ant Factor: <no data> v

[[] Peak search at each scan
Auto Start

Reference Value; |:|

Ant Factor: Select a data element. The values from this data element will be added to the

reading to correct raw data.

Peak search at each scan: When performing a polar measurement, you have two options. The
default measurement will tune the analyzer to the desired frequency and perform a polar
measurement. If this check box is selected, once the frequency is set up, a marker will move the
peak to the center frequency of the strongest point within the span.

Auto Start: If selected, the test will run automatically without any further operator interference. In
the not selected, upon execution an intermediate dialogue will prompt the operator for a

frequency.

Reference Value: The reference value entered will be set on the spectrum analyzer prior to the

start of the measurement.

Instruments Tab

This tab is like other instruments tabs and will not fully
be described here. See the Scan Peaks Instruments
Tab for the full description.

NOTE: If the Receiver and Turntable instruments are
not specified, then an error will appear stating the
missing element and the dialog box will not appear
and/or not function properly.

Input/Output Tab

Select a data element to store the results of this
measurement.

ETS-Lindgren.com

Parameters Optimization Process Power Timing
Action Frequency Instrumenis Input/Output

Receiver <no instument: W

QP Adapter. <no instrument> ~
Preselector. | <no instrument> ! Manual
Tower  <no instrument> w O
Tumntable: | <na instrument> w O
Parameters Optimization Process Power Timing
Action Frequency Instruments Input/Output
Tower: | Twr ~
Or
Turntable: <no data> v
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Parameters Tab
This tab is like other parameter tabs and will not

fully be described here. See the Measure Range
Parameters Tab for the full description.

Call Setup

Polar/Scalar Measurements
Action Frequency Instrumenis Input/Quiput
Parameters Optimization Process Power Timing
RF Bandwidth: | 120kHz b
VBW for Analzyer. | 300kHz e
Step Size for Receiver. [120 KHz ~
Mumber of Sweeps: |1
Sweep Time: |1 Sec r Da\um
Reference Lavel: (100 dBuwv o

Call Action is used to make a cellular call with a cellular base station emulator or telecom tester.
This can be used with the Immunity Test action to perform Audio Breakthrough testing. The telecom

tester needs to be installed to complete the setup.

Device Config Tab

NOTE: If the Telecom Tester instrument is not

specified, then an error will appear stating the missing
element and the dialog box will not appear and/or not

function properly.

e Telecom Tester: Select the telecom tester

that is listed in the Instruments section.

e Configuration: When selected this will
provide another interface that will list the
available protocol settings (this will be

configures in the next section, Selecting the

Telecom Tester Interface).

Make a Call Connection or Disconnect
Action Device Config Setup Calling Test
Telecom Tester. <no instrument>

Configuration: . |

Refresh Cfg List

Ermor Test Frame (bif) Count o

Downlink Traffic Channel # (1]

Measurement Type BER/BLER/FER/PER
Measurement Mode: _Ma: Hold

e Error Test Frame (bit) Count: Select the appropriate call quality parameter and enter the

number of units to be used as a reference.

e Downlink Traffic Channel #: Enter the channel used for the downlink.
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Setup Calling Test Tab

e Connection Call Power: Enter the
transmit power level for the telecom tester.

e Testing Traffic Power: Enter the power

Make a Call Connection or Disconnect

Action Device Config Setup Calling Test

Connection Cell Power. 50 dBm
level for the EUT. .
Testing Cell Power -50 dBm Enable Testing Power
Testing Traffic Power 0 dBm

e Connection Mode: These actions can be
used to make a call or to disconnect a call.

Connection Mode:
(@) Connect

(O Disconnect

(O Connection Status Query

Selecting the Telecom Tester Interface

To install the interface for the telecom testers, the following steps are required for setup in the
Instruments section.

1. Create an instrument to be the Telecom tester and Instrument: < untitled>
name it AG_8960_ ABT.

Instrument  Drver Dnverinfo Address GPIB

Name: |AG_B960_ABT|

Serial Number: 'Unkn{}wn
Last Cal Date jUnknown
D Enable Errar Query Mode

{This mode is useful for debugging.
but may slow down performance.)

2. Go to the Driver tab and Browse to find the Instrument:AG_8960_ABT
ETS_CTinterface.ins file.

Instrument Driver Driver Info Address VISA  CT Interface

File: [ETS_CTInterface.ins

Path:|C:\Program Files (x86)\ETS-Lindgre
Browse... Explore... Load

[] Do Net Use Driver [] Passive Device
[ Load User Drivet

3. Go to the Address tab and change the Instrument:AG_8960_ABT
Communication to VISA.

Instrument Driver Driver Info Address VISA  CT Interface

Communication: VISA v
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4. Go to the VISA tab and change the VISA resource

name or Alias to the telecom tester. Make sure to
select Terminate Read on EOS (This is required to
work with the ETS_CTlInterface as well as any
simulated instruments).

Go to the Communication Tester Settings (CT
Interface) Tab and select the ... button and select
the appropriate configuration from the displayed
list.

Go to the Call action Device Config tab and set the
configuration to 8960 GSM PCS, set the error test
frame-count to 2000, set the downlink traffic
channel # to 512, set the measurement type to
RxQ, and set measurement mode to Max Hold.

Go to the setup calling test tab and set the
connection cell power to -60, set the testing cell
power to -50, set the testing traffic power to 0,
Enable testing power, and set the connection mode
to connect.

Switch Actions

Instrument: AG_89%60_AET
Instrument Driver Driverinfo Address VISA  CT interface

List VISA aliases in dropdown Validate

VISA resource name or Alias

AG_B960_ABT

Terminate Read on EOS
EOS Byte |10 Timeout(ms) | 10000

[CJon erer. close session. display Retry/Cancel dialog
[[1Before Write, Flush buffer for queries

Instrument:AG_8960_ABT | =

Instrument | Driver | Driver Info | Address | WISA  Communication Tester Settings ]

Configuration File
|Ag|\em 8960 Series 10 GSM.ecf

=

-
O Equipment Control Panel

=l Communication T esters
i Agilent 5960 Series 10 1+EV-DO
Agilent 8360 Series 10 AMPS
H ALgilent 8960 Series 10 COMA

[+ Agilent 3960 Series 10 WCDMA
Thioughput Testers

Instrument:AG_8960 ABT =

instrument | Driver | Driver Info | Adcress | VISA  Communioation Tester Seftings |

ﬂ |

Configuration File
|ng\errl 8960 Series 10 GSM.ecf

@ Equipment Control Panel

- Communication Testers
ALgilent 8960 Series 10 T8EV-DO
i Agilent 8360 Senes 10 AMPS
Agilent 8360 Series 10 COMA

Agilent 8960 Series 10 COMA 2000
St
Agilent 8360 Series 10 TD-SCDMA
[ Agilent 8360 Series 10 WCDMA
- Throughput Testers

Action Device Config Setup Calling Test

Connection Cell Power:

Testing Cell Power: Enable Testing Power

Testing Traffic Power:

Connection Mode:
(®) Connect
() Disconnect
(C) Cannection Status Query

) () 6] [ (ol [

I

SWitch_a switch b switch ¢ switch d Switch_e

switch_chassis
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There are seven types of switch interfaces. Some switches allow the user to automate Immunity testing
for EUT failures. Most of these are slightly different versions of the Switch Setup action, which are created
to allow measurement of voltage rises, voltage drops, open/close relay states, and switch positions.

This Switch Setup action allows the user to manipulate remote controlled switch devices. This

Switch Setup E

action is also used when performing automatic failure analysis. It is designed to use the Keysight 11713
series Attenuator / Switch Driver. It will fully control that device as well others that can emulate it.

Switches Tab
This tab allows the user to control the state of up to 10
switches. You can selectivity control an individual switch or _
control the state of all the switches with All On, All Off, or Action  Switches  Instrument/Switch
All N/C option buttons.
Oanon O Anoft Oanniec
1 2 3 4 5 6 7 8 9 10
NG @ @ @ @ @ @ @ @ @ @
om O OO OOOO0OO0 OO0
o. OO O OO OO O OO0
Instrument/Switch Tab
This tab specifies the instrument to be used during the Switch Setup
execution of this action. You must select an instrument from
the list. Action Switches Instrument/Switch

Instrument; | <N instrument> v Slot: D

Number of Tries:|!

Instrument: Select the appropriate instrument.

Number of Tries: When used for pass/fail analysis, Delay Between Tries:|0

this setting determines how many times the switch will Delay After Failure (Reset Time)[0 |
be read before returning control to the Immunity test.

If the EUT has a slow response, you might need to [ Trigger on start of frequency ONLY

|:| Execute in Pass/Fail Call

set this value to a larger number to trap failures.

Delay Between Tries: When used for pass/fail analysis, this setting determines the delay time
between each try.

Delay After Failure (Reset Time): Sets the delay time before a Reset command is sent to the
switch.

Trigger on start of frequency ONLY: Can be used to trigger an action at the start of testing
each frequency, such as the need to reset a switch before testing for a failure. Select this check
box if you want to trigger this only on the start of frequency.

Execute in Pass/Fail Call: Will allow the Immunity action to call this action during a Pass/Fail
call.
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EMSwitch

The switch should be used with the EMSwitch™ RF Switch Plug in Card.

Instrument/Switch Tab

This tab is like other switch tabs and will not fully be
described here. See the Switch Setup Instrument/Switch
Tab for the full description.

NOTE: If the Instrument is not specified, then an error will
appear stating the missing element and the dialog box will
not appear and/or not function properly.

Action Instrument/Switch  Switches

Instrument: | Switch v

Number of Tries:

Delay Between Tries:|0

o

Delay After Failure (Reset Time):

|:| Trigger on start of frequency ONLY
[] Execute in Pass/Fail Call

Switches Tab

This Tab configures its settings to the type of switch
connected.

NOTE: Must select an instrument using the
ETS_EMSwitch.ins on the Instrument/Switch tab.

e All Positions: Select All On, All Off, or All N/C option
buttons to control the state of all the switches.

e Switch Positions: Select switch A or B and the
position for each.

Switches A,B,C,D, E

Action  Instrument/Switch Switches

Module Type: EMSwitch 7001-001
OaAaino OaAnnc (O All No Change

A B
No Change: @ @
NO: O O
ne: O O

NO = Normally Open  NC = Normally

A. Control switches and relays using the HP3497A or other
DAQ.

Controls switches with multiple digital lines.
Controls switches and relays using the HP34970A.

Controls switches and reads instrument channels.

mo o w

Controls DAQs and reads/stores channels states.
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Emission Actions

2 B SR AR D B 8)|[D) &) ke k) B

El

Range Type Measurement Actions

m_range m_range_ex optimize c_range_new c_scan

Range measurements are typical of spectrum analyzers and scanning receivers. They require a start and
stop frequency, along with bandwidth and sweep times (SA) and measurement times (Rx). The two main
scanning type measurements are Measure Range and Pre-Scan.

The Measure Range action is the simplest since it does not use positioners. It is a staple of MIL STD tests
and conducted emissions tests. The Pre Scan action is used with turntable and tower positioners.

Measure Range
Lalul

The Measure Range action is used to configure the measurement of a range of frequencies used
by a receiver or spectrum analyzer. The measured data is stored in the specified data element. The
operating conditions for the receiver or spectrum analyzer are set in the Parameters tab.

The Measure Range action requires one data element for storage of the results and at least a receiver or
spectrum analyzer. These parameters are set on the Data tab. The number of data points is determined
by the range times the number of points on the analyzer.

NOTE: All NEW drivers for measurement frequencies are added to Measure Range Extended as
Measure Range only supports OLDER instruments.

If you already created a Measure Range action, you can use the Bookmarks Tab in Measure Range
Extended to import the settings. However, the data items will NOT be set, so you will have to do that
manually, as they are the only thing that will not import.

Measure Range Extended PR
Lolsl

The Measure Range Extended action was developed for the newer, more advanced instruments

such as the ESU. It also lets the instrument do the multiple sweeps. It is the same as the Measure Range
action except that it adds the ability to measure two ranges (like peak and average) at the same time. It
has two data pages, two detectors on the parameters tab, and the Trigger In tab.

ETS-Lindgren.com TILE! Reference Manual | 176 of 360



https://www.ets-lindgren.com/product-category/software/

Frequency Tab

This tab allows the operator to select the range Measure Range Ex
parameters over which measurements will be taken.

Instruments Parameters Receiver Functions Options Special

e Start/Stop Frequency: Enter an appropriate Mooy liggeiOut liogern Hockmarks
. . Action Frequency Amplitude Datal Data2
number in the box and select the units.

o # of Ranges: Entering a value sets the monic
number of ranges. When this action is Start Frequency: L=«
executed, the frequency span between the Stop Frequency: GHz  ~
start and stop frequenc!gs is divided into the # of Ranges: [JPause ateachrange
number of ranges specified. This is true for Range Pt Limi (Reve: _
spectrum analyzers only. This item is ignored Scaling [ Continuous in Pause
for true receivers. (JLog Scale (@ Linear Scale

Unique scans are made of each frequency range with the results collected into a single data
element. The number of points in the data file is the product of the number of ranges and the
number of measurement points per scan for the instrument connected to this action.

In designing the measurement, knowledge of the capabilities of the analyzer/receiver is critical. If
the spectrum analyzer has a 401-dot resolution (a common setting), then when you do a scan the
instrument will only send 401 points, regardless of the bandwidth you specified in the parameters.
If you are making a measurement from 30 MHz to 1000 MHz with a 120-kHz bandwidth, you
need 8,083 points ({1,000,000,000-30,000,000}/120,000).

If the analyzer only reports 401 points, you need to break this frequency range into at least 20
ranges to obtain a reasonable accuracy. For this reason, you might want to design a scan with
broad bandwidths, calculate the peaks, and run a measurement of the peaks only with the narrow
bandwidth. Experimentation by the user is recommended.

e Pause at each range: If there is more than one range, selecting this will cause the software to
pause between each range and let the user choose to retry the range, store the value, or cancel
the test.

¢ Continuous In Pause: When you pause, the receiver will continue to sweep during the pause.

e Scaling: The Log Scale and Linear Scale option buttons are used to select the appropriate
frequency range scaling. The default is linear scale. If the range is 30 MHz to 1 GHz with log
scaling selected, the frequency range will be adjusted to measure the number of ranges per
decade across the stated frequency range.

For example, if you entered 30 MHz to 1 GHz for the frequency range and set the ranges to two
in log scale, you would get a decade from 30 MHz to 300 MHz broken into two ranges and then
another sequence from 300 MHz to 3 GHz broken into two ranges. Since our ending frequency is
only 1 GHz, actual number of ranges in the last decade would vary depending upon the
logarithmic steps.

e From File: Select the From File check box if you wish to read in the frequency data from an
external file. This data must be imported first into a file type data-element. The data should be
comma separated variables with column one identifying the frequency and column two identifying
the value.

For this feature to work, the frequency list (from the data file) should represent pairs of start and
stop frequencies. If the number of data elements is not even, this feature will return an error. You
can still utilize the Pause at each range and Continuous in Pause options when using From File.
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e Harmonic: The Harmonic option allows this
action to be used to measure a primary
frequency (Start Frequency) and then take
measurements at a specific number of
harmonics. At each frequency, a span for the
range measurement will be established using
the Bandwidth parameter.

In the example shown here the software
would scan from 29.5 MHz to 30.5 MHz, 59.5
MHz to 60.5 MHz, and 299.5 MHz to 300.05
MHz. These 10 scans (primary plus nine

Measure Range Ex

Instruments Para

meters

Monitor Trigger Qut
Action Frequency
I:‘ From File

Receiver Functions

Trigger In
Amplitude

ntal frequency: MHz

Bandwidih: GHz

Harmonic Count [ ]Pause ateachrange
Range Pt Limit (Revr): |40000 [ Continuous in Pause

Options Special
Bookmarks
Datal Data2

e

-

harmonics) are combined into one data array. The Pause at each range and Continuous in

Pause options are available in this mode.

o Fundamental Frequency: Enter the desired primary frequency. This will be the first
frequency measured. All harmonics are calculated from this frequency.

o Bandwidth: Choose an appropriate bandwidth for the analyzer to take a sweep. This is

the same as a span.

o Harmonic Count: This value determines the number of harmonics measured. The

primary frequency is the first harmonic.

Amplitude Tab

This tab allows the operator to select the reference
level and attenuation levels to be used with the
spectrum analyzer during each scan. These values
may be ignored for some EMC receivers, especially
the Reference Level specification.

e Reference Level: This a function of both the
noise floor of the instrument and the
maximum expected signal. If you are working
in an anechoic chamber, you could set this to

Measure Range Ex

Instruments Parameters
Monitor Trigger Out
Action Frequency

Re

ceiver Functions
TriggerIn
Amplitude

Reference Level. dBuV .

Fixed Reference Level

Attenuation Level:

10dB

i

Options Special
Bookmarks
Datal Data2

60 80 dB and take valid readings. However, for OATS this would put the analyzer/receiver in

saturation.

¢ Fixed Reference Level: During scans the default behavior is to set the reference level specified
and is not changed during the various scans. If this field is deselected the behavior changes

slightly.

The specified reference level is set at the start of each scan, but after the information for the
analyzer is downloaded, it is checked to determine if there are any values within 10 dB of the
reference level. If there are, then the reference level is stepped up 10 dB and rescanned.

This procedure continues until the maximum signal is within the current range of the analyzer
display or we have reached the maximum. This will ensure that it will report accurately the total
signal strength. Some analyzers will report a signal that is off the screen, but others report

numbers that are not accurate.

For this reason, this option will allow accurate measurements under these conditions. This
procedure does have one side effect that concerns most users: when we combine the multiple
scans together, the apparent noise floor will shift depending upon the changes made to the

reference level.
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o Attenuation Level: Use this field to select the attenuation level to be used for the scans. This
allows you to adjust the attenuation to match the environment or EUT. You can choose values

from 0 60 dB or AUTO.

We do not generally recommend AUTO; some spectrum analyzers change other settings within
the analyzer when the attenuation is set to AUTO. If you test this to ensure the performance is
what you expect, it can be a very easy method of controlling the analyzer response to high

ambient fields.

Data 1 Tab

The Data 1 tab is used to identify the data storage
element to be used by this action. When the action is
executed, the data element is resized to the product
of the number of ranges and the number of
measurement points per scan for the instrument
connected to this action.

If no errors are detected during the execution, the
data is marked as valid and the frequency and
amplitude data are set for each point measured.

NOTE: If the Measurement data is not specified, then
an error will appear stating the missing element and
the dialog box will not appear and/or not function
properly.

Measure Range Ex
Instruments Parameters

Action Freguency

Monitor Trigger Qut

Receiver Functions

Trigger In
Amplitude

Options Special
Bookmarks
Datal Data?

Measurement Data 1: <no data>

Available:

PropertyValueScript
read_frequencies
read_frequencies_1
read_trace

Script

Calculated Data

<< Remove
Add >>
Move Up

Move Down

Selected:

o Measurement 1 Data: Select an element to store your data from the list.

¢ Calculated Data: Within this action the normal return value is the raw data from the scan. Often
the user will want to view corrected data while a test is still executing. Data is corrected in TILE!
through math equations; if an Equation data element is selected at this point, the equation will be
executed between each range and thus all graphs and tables that use that data will be updated to
reflect corrected values. Select here the Equation type data element that will be executed.

It is divided into two columns, Available and Selected. They can be selected by double clicking on
them or selecting the Add>> button. They can be removed by double click or the <<Remove

button.

Instruments Tab

This tab specifies the instruments to be used during
the execution of this action.

NOTE: If the Receiver instrument is not specified,
then an error will appear stating the missing element
and the dialog box will not appear and/or not function
properly.

e Receiver: |dentifies the instrument from

which measurements will be taken.

Measure Range Ex

Monitor Trigger Out

Action Frequency
Instruments Parameters

Trigger In

Amplitude

Receiver Functions

QP Detector:| <no instrument>

Preselector:| <no instrument>

Receiver N0 instrument> P v

e

i

Bookmarks
Datal Data2
Options Special

e QP Detector: Specifies the QP detector that will be used for the measurement. Only select an
instrument if you have a physically separate box for QP measurements. This is true of both the

HP85650 QP Adapter and the Anritsu MN1602a.
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this measurement.

This tab is used to specify the instrument setup for Measure Range Ex

Monitor Trigger Out TriggerIn Bookmarks

RF Bandwidth: The resolution bandwidth Action Fraquency Amplitide Data Data2
. . . . Instruments Parameters Receiver Functions Options Special
(RBW) is the value for the internal filtering &F Bandwicit: (20K .
used by either the spectrum analyzer or VEW fAnalyzor. 300KHe -
receiver during the measurement. This value j
Step Size ifReceiver |120 kHz

If the analyzer/receiver has a built in QP function, do not specify an instrument in this box. If a QP
adapter is selected, the performance of the test will change slightly. When using an HP8566/8
with the HP85650 QP adapter, the manufacturer specifies a set of matching RF and video
bandwidths to match the RF bandwidths of the QP adapter.

The TILE! software will set the analyzer to these matching bandwidths when using the
parameters settings on the QP adapter. If you want a specific bandwidth on the analyzer, do not
specify the QP adapter in this box and the software will only set up the analyzer.

Preselector: Specifies the Preselector that will be used for the measurement. You only need to
select an instrument if you have a physically separate box acting as a Preselector. If the analyzer
has this function built in, do not specify an instrument in this box.

Parameters Tab

is usually mandated by the specification that
the user is measuring against.

Mumber of Sweeps: |1

Sweep Time (Analyzer): |1 Sec ~ [ Auto

CAuto

Meas. Time (Receiver): |1 mSec

If you select an RBW that is not supported by
the instrument being used, you will not get a
warning message. Instead, the instrument
driver will choose the closest bandwidth that
is supported. If you specified a QP adapter on the Data tab, the RF bandwidth will be set for the
QP adapter.

<) £

Detectorl: | Peak

Detector?: | No-Detector w

VBW if Analyzer: Display the available video bandwidth (VBW) settings. Not all instruments will
be able to use each of these settings, but the instrument driver will pick the closest setting that is
valid for the specified analyzer.

Spectrum analyzers use a video filter as part of the measurement/display cycle. Generally, the
video bandwidth (VBW) should be equal to or greater than the RBW. A good rule of thumb is
three times the RBW.

Set this value as needed or required. This value is generally ignored when doing average
measurements using spectrum analyzers since the CISPR methodology requires the use of the
minimum VBW that is supported by the instrument.

Step Size if Receiver: The step size sets the increment that will be used by the receiver during
the measurement scan. Typically, EMI receivers do not actually sweep (as spectrum analyzers
do). Instead, they take numerous individual measurements and often display this as a continuous
sweep. The step size determines the number of points; it is found by considering the stop
frequency minus the start frequency, and then dividing the result by the step size.

Number of Sweeps: A setting greater than one will put the analyzer in Max Hold and the
specified number of sweeps will be made. For EMC receivers, the software will sweep the
number of specified times and hold the peak value internally.

Sweep Time (Analyzer): The sweep time (ST) is the amount of time used by the analyzer to
perform one continuous sweep (from start to stop). The actual time per measurement step is the
ST divided by the number of points per sweep (set by manufacturer).
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This tab turns the preamplifier and preselector ON or
OFF, as well as sets the receiver input type.

NOTE: Setting this value to greater than 10 seconds can cause the instrumentation to time out. If
this happens, change the I/O timeout settings in the instrument definition to a value higher than
the sweep time.

Meas. Time (Receiver): True receivers take individual measurements and then group this
information into a sweep result. The measure time (MT) is the time increment per frequency step.

Detector: Selects the measurement detector desired for this scan. The available options are
Peak, Quasi Peak, Average, and Sample.

Receiver Functions Tab

Measure Range Ex

Monitor Trigger Out Trigger In Bookmarks
Preampliﬁer: EnableS the preamp. Action Frequency Amplitude Data‘l. Data;
Instruments Parameters Receiver Functions Options Special
Preselector: Enables the preselector. _ Preamplifier Preselector
(J0On @Of (_JOn (@oOff
Receiver Input: If you have 2 inputs, this @?ecf;ﬁ:‘?p“ Oz )
. . (@ Inpul (_Jnpu
setting chooses which one to use. Preselector Input
.. . @Inpuﬂ(Eypass] IC}InputZ(I\"\aianiIter]
Preselector Input: This is used if you have
an RF PreSGIeCF:OI' y (O lnput 3 (HF/Bypass Src) (O Input 4 (Filter/Src)
’ Preselector Attenuation: 10 -

Options Tab
This tab controls the state of the action when it starts Measure Range Ex
execution.
Monitor Trigger Out Trigger In Bookmarks
With Auto Start selected, this action will execute a Action Frequency Ampide | Daial Dats2
. . Instruments Parameters Receiver Functions Options Special
measure range function as defined. The Auto Save
between each Range and Start Range settings allow ] AdtoStart
you to restart an action in a place other than the start. ] Auto Save between esch Range

Cverride previous data outputs

Auto Start: When this check box is selected,
this action will execute as a defined executing StetRange (0
step such as a compliance test.

If this check box is deselected, then an intermediate dialogue will appear, prompting the operator
for start frequency/stop frequency. This option is most useful in engineering evaluation where you
would be zooming in to take detailed measurements of specific frequency ranges. You will be
able to change the harmonic and continuous options each time the action executes.

Auto Save between each Range: Select this option when multiple sub ranges exist, so a
complete profile save will execute between each range. In the event of a catastrophic failure you
can restart, edit, and change the start range and begin a test at an intermediate sub range.

Start Range: If multiple sub ranges are defined, this value represents the starting sub range for
the execution of this action. If the start range is greater than zero and there is no data in the data
element, you will not have valid readings in the earlier sub ranges.
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Special Tab

NOTE: These settings only apply to General Motors Measure Range Ex
W3100G 3.2.1. In this requirement, GM has defined a

very specific methodology for determining the number Menitor Trigger Out Triggerin Bookmarks

f Action Frequency Amplitude Datal Data2
Of sweeps. Instuments ~ Parameters ~ Receiver Funcions ~ Options  Special
It changes dynamically based upon repetitive max (CGMWST00GS

marker readings. Sweeps will continue until the Minimum dB  Cycle Count
maximum of two repetitive sweeps is less than a
defined value in dB.

NOTE: Must select the GMW3100GS 3.2.1 box to activate this feature.

¢ Minimum dB: Defines the minimum value in dB.

e Cycle Count: The maximum total number of sweeps before proceeding to the next sub range.
The instrument is in Max Hold during all sweeps.

Monitor Tab
NOTE: Must select the Monitor Active box to Measure Range Ex
activate this feature.
Action Freguency Amplitude Datal Data2
° Monitor: DefineS an instrument to be read Instruments Param.eters Receiver Functions Options Special
Monitor Trigger Out Trigger In Bookmarks

during each sub range.

¢ Monitor Data: Defines the data element Mornitor Instrument |<no instrument> v
where the monitor instrument readings are Monitor Data: | <no datas »
stored.

@) store Start Frequency FMonitor is same
. . instrument as Receiver, the
o Store StarthIddle/Stop Frequency: The O Store Middle Frequency actual marker frequency is
(") Store Stop Frequency stored

monitor is read and the amplitude is stored in
the monitor data. A frequency will be assigned from these three options.

Trigger Out Tab
This tab is used to trigger an external oscilloscope Measure Range Ex
measurement.
Action Frequency Amplitude Datal Data2
NOTE: Must select the Trigger Active box to activate Instruments Parameters Receiver Functions Options Special
. onitor ngger Uy rigger In ookmarks
this feature = frggerout B el
[ Trigger Active
. Trigger Mode:_Specif[c mo_de setting for the TiggerMode: [Free Run v
oscilloscope prior to triggering. Trigger Siope:|POS -
e Trigger Slope: Sets the slope of the Trggerlevelll | mv  +
oscilloscope reading to positive or negative. Trgger Delay. o5 e

e Trigger Level: Defines the amplitude of the
auto trigger for the oscilloscope.

o Trigger Delay: Delay time on the oscilloscope after triggering.
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This dialog box appears when Measure Range is executed and gives the
user visual information on the current step, start and stop frequencies, and

Dialog Box

a Stop button to halt execution of the action.

If the Stop button is clicked, the action will terminate at the end of the
current 10 operation (this range scan). The Pause button will pause
execution after the current analyzer scan, but prior to the next scan. With
this option, you can manually check a reading and then retry the scan,

capture the current scan, or cancel execution.

Range: |1 of |1
Start |30.0 MHz
Stop: |1.0GHz
Stop Pause

Optimize Measurement (PRE-SCAN)

PRE-
SCAM

The Pre Scan action is used to perform a measurement for a range of frequencies, using either

a receiver or a spectrum analyzer, optimized for both tower and turntable maximums. This action
optimizes two orientations (both tower and turntable), but either orientation can be ignored. The maximum
value is stored along with the angle and height that were determined during execution.

NOTE: If you are only using one positioner, then you can use the actions Scan Range or Fast Scan.

Freq — Analyzer 1 Tab

This tab allows the operator to select the range of
parameters over which measurements will be taken.

Start/Stop Frequency: Enter an appropriate
number and select the correct units.

No. of Ranges: When this action is executed,
the frequency span between the start and
stop frequencies is divided into the number of
ranges specified.

Unique scans are made of each frequency
range with the results collected into a single
data element. The number of points in the
data file is the product of the number of
ranges and the number of measurement

Tower/Turntable Tower Defaults Instruments Timing
Parameters - Analyzer 1 Receiver Functions
Data - Analyzer DUT Monitor Bookmarks
Action Freq - Analyzer 1 Amplitude Calculations
Start Frequency: MHz ~
Stop Frequency: GHz v
No. of Ranges:
Range Pt. Limit (Rcvr):|10000
Scaling
O Log Scale @ Linear Scale

[] Automatic Pause

points per scan for the instrument connected to this action.

In designing the measurement, knowledge of the capabilities of the analyzer/receiver is critical. If
the spectrum analyzer has a 401-dot resolution, then when you do a scan the instrument will only
send 401 points, regardless of the bandwidth you specified in the parameters. If you are making a
measurement from 30 MHz to 1000 MHz with a 120-kHz bandwidth, you need 8,083 points.

If the analyzer only reports 401 points, you need to break this measurement into 20 ranges to
obtain a reasonable accuracy. For this reason, you might want to design a scan with broad
bandwidths, calculate the peaks, and run a measurement of the peaks only with the narrow
bandwidth. Experimentation by the user is strongly recommended.
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Scaling: The Log Scale and Linear Scale options are used to select the appropriate frequency
range scaling. If the range is 30 MHz to 3 GHz with log scaling selected, the frequency range will
be broken into two types of sub ranges. For each decade, you will have the number of ranges

specified.

In this example, we would break the 30 MHz to 300 MHz range into 10 separate scans. The
range from 300 MHz to 3 GHz would be split into the same 10 ranges, but we would terminate the
measurements on the last scan up to 1 GHz. The default is linear scale.

Automatic Pause: Automatically pauses the test between each sub range. If only one range or

sub range is defined, it will not pause.

Amplitude Tab

This tab is like other amplitude tabs and will not fully
be described here. See the Measure Range
Amplitude Tab for the full description.

Dual Receiver: This is a special feature that
allows for simultaneous measurements of two
different analyzers/receivers controlling two
different towers during a rotation of the
turntable. If selected, additional tabs appear.

When this option is selected the software will
set up both analyzers/receivers at the same
time. Move the towers to their start positions
and then start the turntable in motion. Both
analyzers/receivers will be triggered and read.

Optimize Measurement

Tower/Turntable Tower Defaults Instruments Timing
Parameters - Analyzer 1 Receiver Functions
Data - Analyzer DUT Monitor Bookmarks
Action Freq - Analyzer 1 Amplitude Calculations

Analyzer 1:

Reference Level: dBuv ~

Aftenuation: 10dB v dB
[] bual Receiver
Analyzer 2:

Reference Level: dBuv v

Attenuation: 10dB v dB

The towers will then be moved to the next step. The towers are synchronized and have the same

number of steps.

Data - Analyzer Tab

This tab allows the user to specify the storage data
elements for the maximum value and the related
tower and turntable positions for this maximum.

NOTE: If the Max Level data is not specified, then an
error will appear stating the missing element and the
dialog box will not appear and/or not function

properly.

Max Level: Identifies the data storage
element to be used to record the maximum
value. When the action is executed, the data
element is resized to the product of the
number of ranges and the number of
measurement points per scan for the
instrument connected to this action. If no

Optimize Measurement
Tower/Turntable Tower Defaults Instruments Timing
Parameters - Analyzer 1 Receiver Functions
Action Freq - Analyzer 1 Amplitude Calculations
Data - Analyzer DUT Monitor Bookmarks
Receiver: |1 v
Trace: |1 &
Trace Settings:
Detsctor: |Peak e
Max Level: |<no data> 4
Max Positioner1 (Twr); |<ne data> v
Max Positioner2 (TT): | <no data> v

errors are detected during the execution, the data is marked as valid and the frequency and

amplitude data are set for each point measured.
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¢ Max Positioner1 (Twr)/ Max Positioner2 (TT): Identifies the data storage element to be used to
record the height or angle of the maximum value. This is dependent upon whether you are using

a tower or turntable controller as Positioner1.

Tower/Turntable Tab

This tab determines the range of motion for the two
positioners. If the positioner is a tower is then all
references are in centimeters. If the positioner is a
turntable is then all references are in degrees.

e Start: Enter the appropriate minimum position
for each positioner. Typically, towers start at
100 cm and turntable motions are defined to
start at 0 degrees.

NOTE: TILE! does not support
continuous rotation turntable
movements. All movements are
swung around a 360-degree arc and
then reversed.

o Stop: Enter the appropriate maximum

Optimize Measurement

Parameters - Analyzer 1 Receiver Functions
Action Freq - Analyzer 1 Amplitude Calculations
Data - Analyzer DUT Monitor Bookmarks
Tower/Turntable Tower Defaults Instruments Timing
Positioner1 (Twr)  Positioner2 (TT)
Start: |100| cm g degrees

Stop: 400 cm 315 degrees

Step: ‘50 ‘ cm ‘45 | degrees

Margin: cm degrees

Polarization
(@ Horizontal () Vertical (O Do Not Set

[[] Enable Simultaneous Tower Movement

position for each positioner. For three 10-meter emissions measurements, a default height of 400
cm is defined. For 30-meter measurements, this would be set to 600 cm. Turntable maximums

are set to 359 or 360 degrees.

e Margin: Determines the number of degrees or centimeters prior to the desired position where the
positioner will be commanded to stop. This value is the slippage of the positioner. Sending the
stop command early will allow the positioner to settle to the desired position. This setting will be
site specific and test specific due to the differences between positioners and the equipment

placed upon them.

o Polarization: If the positioner does not have control of the polarity, no action is performed.

Tower Defaults Tab

e Tower Upper/Lower Offset: When rotating an
antenna from horizontal to vertical, some
antennas will have the potential to touch the
floor. The offset value (upper/lower) is the
physical amount the tower will move up or
down prior to rotating the antenna polarity to
avoid this potential problem.

ETS-Lindgren.com

Optimize Measurement

Parameters - Analyzer 1 Receiver Functions
Action Freq - Analyzer 1 Amplitude Calculations
Data - Analyzer DUT Monitor Bookmarks
Tower/Turntable Tower Defaults Instruments Timing

Tower Upper Offset:
Tower Lower Offset:

Tower2 Upper Offset:

10

Tower2 Lower Offset:
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This tgb is like other instruments tabs and will not fully be Optimize Measurement
described here. See the Measure Range Instruments Tab
for the fU” deSCfiption. Parameters - Analyzer 1 Receiver Functions
Action Freq - Analyzer 1 Amplitude Calculations
NOTE: If the Spectrum Analyzer, Positioner 1, and Data - Analyzer DUT Monitor Bookmarks
Positioner 2 instruments are not specified, then an error N g "stuments R
will appear stating the missing element and the dialog box Spectrum | <no instrument> v
will not appear and/or not function properly. QP Adapter. |<no instrument>
e Positioner1 (Twr) /Positioner2 (TT): The choice Preselector: [SNOINSIUMENt" | panyya)

of positioner determines whether angular and/or Positioner1 (Twr): |<no instrument>  ~ | []

height _mformat.lon is captured dur.|ng the. Positioner2 (TT): [<noinstrument>  ~| [

execution of this action. If Check in Continuous

Use the settings on the Timing tab to improve control
of large turntables and older towers.

Instruments Tab

Mode is not set on the Parameters - Analyzer 1 Tab, then the logic of this action is to perform the
full range of Positioner1 steps prior to stepping to each position of Positioner2. If Check in
Continuous Mode is set, then the Positioner2 is rotated completely for each step in Positioner1.

Timing Tab

Optimize Measurement

Parameters - Analyzer 1 Receiver Functions
Tower/Turntable Start/Stop Timing: Action Freq - Analyzer 1 Amplitude Calculations
Between the start command to the Data - Analyzer DUT Monitor Bookmarks
tower/turntable and the first read, the system Tower/Turntable Tower Defaults Instruments Timing
will pause this time to allow the
. . .. iming: |200
tower/turntable to start its motion. This is a Tower StaryStop Timing: me

major concern on very large turntable where Turntable Start/Stop Timing: 200 ms

the start momentum is large. Polarity Timing: 2000 ms

Once a stop command is issued, this value is Try Count for Twr/Turn:
checked to determine a wait time before any
other commands are sent to either the tower or turntable. If the braking system responds slowly,
or if it has no braking system, this parameter ensures that a command to change direction is not
issued before stopping has completed. On some older positioners, if you send a stop command
and immediately send a change of direction command, the second instruction will be ignored if
the positioner is still in motion.

[4)]
o

When a start command is sent, some towers and turntables exhibit brush noise during the initial
start surge. The start/stop timing value is an amount of delay that will be put between the start
command and the next instrument read/motion. This will ensure that noise is avoided as much as
possible. Some larger turntables take a significant amount of time to start. This delay will ensure
that a count error will not take place. A count error happens when the positioner is read more
than the amount specified in Try Count for Twr/Turn and there has been no motion detected.

Polarity Timing: This setting determines how long the software will wait after issuing the
polarization command (either to go to the vertical or horizontal orientation) before any motion is
started. Most towers have no feedback to determine whether polarization has executed, or what
polarity they are in, so this command allows the user to set a delay time prior to any further
motion of the tower.
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Most towers with polarity under remote control use an air control to change polarity. The amount
of time it takes for the antenna to rotate from horizontal to vertical, or vice versa, is dependent
upon the weight of the antenna and the air pressure. We want to ensure that the polarity has
completed its movement prior to any other movement or measurement. Polarity timing is a value
in milliseconds that reflects how long it takes the positioner to execute a polarity movement. The
software will pause this period before continuing its execution.

e Try Count for Twr/Turn: When an up/down or counterclockwise/clockwise motion command is
sent, the software reads the controller looking for the current position. If it does not change in a
certain number of reads, the tower/turntable is assumed to be non-functioning. This try count
value allows the user to control how many times the controller is read before this error is
declared.

Parameters - Analyzer 1 Tab

This tgb is like other parameter tabs and will not be Optimize Measurement
described here. See the Measure Range
Parameters Tab for the full description. Action Freq - Analyzer 1 Amplitude Calculations
Data - Analyzer DUT Monitor Bookmarks
NOTE: Make sure that the instrument timeout is Tower/Turntable Tower Defaults Instruments Timing
higher than the sweep time. Parameters - Analyzer 1 Receiver Functions
RF Bandwidth: |120kHz v
e Check in Continuous Mode: Sets the VBW for Analyzer: 300kHz v
turntable/tower to continuous movement Step Size for Receiver: [120 KHz v
mode rather than discrete stepped mode. Number of Sweeps: |1
Sweep Time (Analyzer): |1 Sec ¥ [ Auto
Meas. Time (Recsiver): mSec v |[]Auto
|:| Check in Continuous Mode
|:| Use Max Hold on Receiver

Dialog Box

This dialog box appears when PRE-SCAN is
executed and provides visual information on the
current range that is being performed. The start and Range:[p of o Turntable:  Target

stop frequencies for this range are displayed. Tower Current

" . . Anahyzer 1
or turntable target and current position information are e
displayed in the appropriate boxes. Towerl:  Torget
Stop Current

e Stop: This button gives the user the ability to
halt execution of the test at this point. When
pressed, the system will complete the current
sequence of commands and then halt
execution. This is to ensure the device is not

left in an inoperable condition. Sop Pause Cycle

e Pause Cycle: This button will pause the test
between each movement of the positioner. It will not abort the test, it will only cause a pause until
the user continues the test.
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Scan Range Measurement
Lalol

Scan Range is like the Pre-Scan action except that it will only utilize one positioner, either a

turntable or a tower. It is used to perform a measurement of a range of frequencies, using either a
receiver or a spectrum analyzer for the primary instrument with these measurements optimized for either
tower or turntable maximums. This action only optimizes one orientation (either tower or turntable).

NOTE: If the Max level, Spectrum Analyzer, and tower/turntable instruments are not specified, then an
error will appear stating the missing element and the dialog box will not appear and/or not function

properly.

Fast Scan Across TT/TWR @

The Fast Scan Across TT/TWR action is used to measure a range of frequencies using a

receiver or spectrum analyzer instrument, optimized for tower and turntable maximums. The analyzer or
receiver is constantly in Max Hold for each frequency range while the tower and turntable are rotated
through a complete sequence. This action is like the Pre-Scan action except that it only uses one
positioner.

NOTE: If the Peak data and Receiver instruments are not specified, then an error will appear stating the
missing element and the dialog box will not appear and/or not function properly.

Peak Type Measurements Actions

Al Bl

©_peaks c_peakspsa m_peaks_new

Peak measurements are performed to measure discrete points, such as a quasi-peak, to find a single
frequency value. Types of outputs from these are peak, quasi peak, and average.

Measure Peaks is the most basic action and does not use positioners; it is mostly applicable to conducted
emissions. The Scan Peaks action is used with turntable and tower positioners. The Scan Peaks PSA
action is specific to the PSA series spectrum analyzer from Agilent.

Scan Peaks and Scan Peaks PSA @

These points are usually derived by performing math discrimination on a range of
measurement values, but can include fixed frequency points from a table. This is particularly helpful when
measuring known harmonics or other fixed-point considerations.

This action has three distinct modes. The first is Search. During this mode, the software sets up the initial
frequency settings for the analyzer/receiver. If this choice is also selected in the Search Span tab, it will
open a search span to find the highest signal in this range, and center the analyzer to this frequency. This
is an important step when you have frequency inaccuracies, which needed to be accounted for during the
test.

After the Search mode, the software will optimize the tower and turntable to ensure we are locked on the
highest signal. It will set the turntable to the default position and then search the turntable for a maximum.
After the maximum turntable is found (and the turntable set at this position), the tower is scanned for
maximum value.
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After searching both tower and turntables, using the selected choices on the Optimize Parameters tab,
the software will return these positioners to the position consistent with the highest signal. Then the
Measurement mode will take final readings of peak/QP/average as specified on the Output tab.

The PSA version of Scan Peaks was designed to work with the Agilent PSA Series spectrum analyzer so
that it would measure at the marker the peak, QP and average values.

Frequency Tab

This takes a set of peaks from a data element along
with the related positioning information and performs
designated peak, quasi peak, and average readings
on these frequency points.

¢ Input Data: Determines the frequency points
of interest. This data table can be derived
from an existing range measurement through
an equation function, by loading a set of data
points using a spreadsheet or ASCII text
editor or by using the Direct Entry action.

Scan Peaks Measurement

Qutput2 SearchSpan SearchBW Compare Parameters Receiver
Recv/Analyzer Optimize Tower Optimize Turntable
Optimize Parameters  Antenna Polarity Timing Power Bookmarks
Action Frequency  FreqSteps Amplilude  Instuments  Output

Input Data: | <no data> v
Tower Data:  <no data> w
Tumtable Data: | <no data> w

H/V Data: <no data>

¢ Tower/Turntable/H/V Data: The tower, turntable, and H/V data elements contain position
information related to the Input Data element. Any of these may be ignored except Input Data. If
the position information is available here, then the optimization process can include the Partial

Optimize feature.

Freq Steps Tab

¢ Pause for Manual Optimization: \When
selected, causes the measurement to stop at
every frequency and optimize the reading.
This is particularly useful when performing
measurement to FCC compliance where the
operator is required to optimize the signal by
moving the cables, and so on.

e Auto Start in Manual Opt.: When selected,

Scan Peaks Measurement

Output2 SearchSpan SearchBW Compare Parameters Receiver
Recv/Analyzer Optimize Tower Optimize Turntable
Optimize Parameters  Antenna Polarity Timing Power Bookmarks
Action Frequency FreqSteps  Amplitude  Instuments  Output

[[]Pause for Manual Optimization

] Auto Startin Manual Opt

steps the operator through the measurement process, taking the readings automatically at each

frequency point.
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Instruments Tab

This tab is like other instruments tabs and will not fully
be described here. See the Measure Range
Instruments Tab for the full description.

NOTE: If the Analyzer/Receiver instrument is not
specified, then an error will appear stating the missing
element and the dialog box will not appear and/or not
function properly.

o Tower/Turntable: Identify tower and turntable
controllers as needed or when available. If no
tower is available, or it is not remote
controlled, select the Manual check box to
configure an operator interrupt.

Scan Peaks Measurement
Output2 SearchSpan SearchBW Compare Parameters Receiver
RecvjAnalyzer Optimize Tower Optimize Turntable
Optimize Parameters  Antenna Polarity Timing Power Bookmarks
Action Frequency FreqSteps Amplitude Instuments  Quiput
Analyzer/Receiver  <No instuments w
QP Adspter. | <no instruments w
Preselector | <no instrument> W
Manual
Tower. | <no instrument> v O
Turntable: | <no instrument> v [

This will allow you to manually set the tower position during the test. We recommend that you
create an instrument in the Instrument window even if you are using a manual tower/turntable.
This will allow you to upgrade the action in the future with the minimum of changes.

e Manual: If the tower or turntable does not support remote operation, select the check box to allow

operator interruption during the test.

Output Tab

On this tab you choose the type of test and data
element to store the results. The selection on this tab
determines the combination of detectors for each
frequency measurement.

The data element must be defined as a measurement
type in the Data window. You can select any or all
these detector types. If selected, a data element must
also be selected. If more than one detector is chosen,
the tests are always performed in the sequence
shown on this tab.

Scan Peaks Measurement
Ouiput2 SearchSpan SearchBW Compare Parameters Receiver
Recv/Analyzer Optimize Tower Optimize Turntable
Optimize Parameters  Antenna Polarity Timing Power Bookmarks
Action  Frequency FreqSteps Ampliude  Instruments  Output
[JPeak <no data> ~
[]Quasi_Peak | <no data>
[average <no data> ~

This tab is like other output tabs and will not fully be described here. See the Signal Discrimination Output

Data 1 Tab for the full description.
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Output 2 Tab

This tab allows for identification of the tower position,
turntable position and a Text data element that will
identify the polarity (either H or V) of the final
measurement.

The tower and turntable will identify all Measurement
Type data elements. The Polarity data element must
be a word type and only this type will be identified in
the list.

This tab is like other output tabs and will not fully be
described here. See the Signal Discrimination Output
Data 2 Tab for the full description.

Search Span Tab

When performing peak measurements, one problem
is the need to ensure the exact peak is found when
repeating prior readings. This is especially true if the
bandwidth is different than that used with the original
measurements.

e Peak Search: Determines whether the
system will attempt to verify the peak by
searching around the original point. If you
select this check box, you need to specify the
band around which you want to search.

Scan Peaks Measurement

Action  Frequency
Optimize Parameters
Recv/Analyzer

Freq Steps  Ampliude Instuments  Ouiput
Antenna Polarty Timing Power Bookmarks
Optimize Tower Optimize Turntable

Output2  Search Span  Search BW Compare Parameters Receiver

[ Tower <no data> w
[JTumntable  <no data> v
[ Polarity <no data>

Scan Peaks Measurement

Action Frequency FreqSteps Amplitude Instuments  Output
Optimize Parameters Antenna Polanty Timing Power Bookmarks
RecvjAnalyzer Optimize Tower Optimize Turntable

Output2 SearchSpan SearchBW Compare Paramelers Receiver
[#]Peak Search
(@) Fixed Span: |100 KHz ~

(O Percent Percent |1 %

MNumber of Sweeps L

For example, if you have two signals within 2 MHz of each other you might specify a band search
of less than 1 MHz. This will ensure that you do not identify the wrong signal when measuring
these points. Other options include setting the span to 10 times the bandwidth. Choose a span
consistent with the expected signal types and ambients.

e Span: Specify a frequency span for the analyzer during peak searching. This fixed span does not
vary with frequency. Select the Percent option button if you want the span to vary with frequency.

o Number of Sweeps: Controls the number of sweeps to be taken while searching for the peak.
These settings are only used during the search mode. Choosing a value greater than 1 for the
number of sweeps will put the analyzer in Max Hold mode during the measurement sweeps.
There are at least two separate sweeps taken to find the maximum signal and move it to the

center of the screen.
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This is a special feature of the TILE! system that is
used on sites with remote, in line reference antennas.
When a remote, reference antenna along with a RF Action  Frequency FreqSteps  Ampliude Instuments — Output
switch is available, the Software will take Optimize Parameters  Antenna Polanty Timing Power Bookmarks
measurements from both antennas at each frequency
and compare them. If the difference is less than the
amount shown in Accept Criteria, the signal will be

ignored as an ambient. Swich | <noinstument>
NOTE: Must select the Comparison Check box to gf::”f’a‘
activate this feature. d8 °

Search BW

RF/Video Bandwidth: You can select the Scan Peaks Measurement

appropriate RF bandwidth and video

bandwidth. These settings are onIy used Action Frequency FreqSieps Ampliude Instuments  Output

during the search mode. YOU have a Optimize Parameters  Antenna Polanty Timing Power Bookmarks
Recv/Analyzer Optimize Tower Optimize Turntable

completely different set of bandwidths during

A : Oulput2 SearchSpan SearchBW Compare Parameters Receiver
the optimize mode and the final measurement

mode. RF Bandwidth 120kHz

Video Bandwidth: 300kHz w
Recv Step Size: The step size sets the Recv Step Size:[60 e -
increment that will be used by the receiver Min Frequency 10 | e .

during the measurement scan. Typically, EMI
receivers do not actually sweep (as spectrum
analyzers do).

Max Frequency:| GHz v

Instead, they take numerous individual measurements and often display this as a continuous
sweep. The step size determines the number of points; it is found by considering the stop
frequency minus the start frequency then dividing the result by the step size.

Min Frequency /Max Frequency: These values allow you to limit the search span to a defined
minimum and maximum frequency. If the requirements do not include any testing above or below
a certain frequency, these settings will ensure the software never measures outside the
frequency range of interest.

Compare Tab

Scan Peaks Measurement

Recv/Analyzer Optimize Tower Optimize Turntable
Output2 Search Span SearchBW Compare Parameters Receiver

[ ]Comparison Chack

Switch: Select an instrument to control the switch.

Accept Criteria dB: This value, in dB, is compared to the difference between the two antennas.
If the difference is less than this value, then this frequency is skipped (an ambient signal is
assumed). If it is greater than this value, the frequency is measured in full.
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Parameters Tab

This tab is like other parameter tabs and will not fully
be described here. See the Measure Range
Parameters Tab for the full description.

QP/Avg Across Search Band: The default
behavior of the QP and average
measurements is to go into a zero-span mode
and measure the returned value. Sometimes,
especially if the signal is frequency varying,
you will miss the maximum.

If you turn on this option, then the QP and
average measurements will be done across
the defined search span. This takes a little
longer, but better captures a moving target.

Recv/Analyzer Tab

Within this action there are three distinct
measurement times used for controlling time for the
instrumentation during the various stages of the
measurement.

First, a search is performed at fixed tower and
turntable height to find the strongest signal. Then, the
optimize procedure rotates the turntable and raises
the tower to find the angle and height of the maximum
emissions. The final measurement is performed at the
angle and height where the maximum emission is

found.

Sweep Time (Analyzer): The amount of time

Scan Peaks Measurement

Action Frequency FreqSiteps Amphiude Instuments  Ouiput
Optmize Parameters  Antenna Polanty Timing Power Bookmarks
Recv/Analyzer Optimize Tower Optimize Turntable
Output2 Search Span  SearchBW Compare Parameters Receiver

RF Bandwidth: 120kHz L
VBW for Analyzer. 300kHz ~
Step Size for Receiver |60 KHz w

Number of Sweeps: [4

] aP/Avg Across Search Band (Default Zero Span)

Scan Peaks Measurement

Quiput2 SearchSpan SearchBW Compare Parameters Receiver
Action Frequency FreqSteps Amphiude Instuments  Oulput
Optimize Parameters  Antenna Polarity Timing Power Bookmarks

Recv/Analyzer Optimize Tower Optimize Turntable

Search Sweep Time (Analyzer): |1 | [see v | [JAuta
Search Meas. Time (Recv) |1 mSec hd I:‘ Auto
Optimize Sweep Time (Analyzer). |1 Sec v | [ Aute
Optimize Meas. Time (Recv): j'l mSec w |:|Auto
Final Sweep Time (Analyzer). |1 Sec [ Auto
Final Meas. Time (Recv): |1 mSec v~ | [ |Auto

used by the analyzer to perform one continuous sweep (from start to stop). The actual time per
measurement step is the sweep time divided by the number of points per sweep (set by

manufacturer).

Measurement Time (Receiver): True receivers take individual measurements and then group
this information into a sweep result. The measurement time is the time increment per frequency

step.
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Optimization Tower / Optimize Turntable Tabs

Scan Peaks Measurement

Output2 SearchSpan SearchBW Compare Parameiers Receiver
Frequency FreqSteps Amphiude Instuments  OQuiput
Optimize Parameters  Antenna Polarity Power
Optimize Tower

Action
Timing Bookmarks
Recv/Analyzer Optimize Turntable
Methodology

() Re-Optimize (@ Parial Optimize
Tower cm Tower Offset
Start {100 25
Stop: 400

Step: |50 [ Tower-Stepped

Margin: |5 [] Clip Tower outputto Star/Stop

Scan Peaks Measurement

Ouiput2 SearchSpan SearchBW Compare Parameters Receiver
Action  Frequency FregqSteps Ampltude Instuments  Qutput
Optimize Parameters ~ Antenna Polarity Power

Optimize Tower

Bookmarks
Optimize Tumntable

Timing

Recv/Analyzer

Methodology
() Re-Oplimize (@) Partial Optimize
Turmntable degrees Tumtable Offset
Start |0 23
Stop: |315 Default Tower: | 100
Step: 45 [ ] Tumtable-Stepped
Margin: |5 [+#] Clip Tumtable outputto StaryStop

The Optimization process determines how the software will react to height and angle information for each
data point. Range measurements are often taken with the tower and turntable rotated through stepped
positions. This yields the position at which the maximum was found. Since we do not measure all
positions in the range measurements, the Scan Peaks action allows you to scan at a much higher
positional accuracy. The Optimization process takes place after the Search mode is performed.

ETS-Lindgren.com

Re-Optimize: Assumes that the earlier readings were not taken with enough tower height, or
turntable movement, to adequately predict relative position. In this case, the tower and turntable
need to be scanned through their full range of motion to determine the peak signal. This method
starts by positioning the tower at the default position. The turntable is then scanned from the start
position to the stop position and the peak signal and angle is recorded.

The turntable is then moved to the position at which the maximum was recorded. The tower is
then moved from the start position to the stop position and the peak signal and height are
recorded. Then it is moved to this maximum position. The step value is ignored. The margin gives
the user control of slippage on the tower and turntable. The stop command is given when motion
reaches the limit £ margin.

Partial Optimize: Assumes that the range measurements included the necessary range of
motion for the tower and turntable and that these are in the appropriate data elements on the
Frequency tab. This may not be the position for the maximum signal due to limited motions, or
steps, in the range measurements.

With this method, the tower and turntable are scanned for the maximum signal over the range of
starting positions +/- the offset value. The starting position is read from the input tables for the
respective controller.

Tower Stepped/Turntable Stepped: When selected, the tower or turntable will move across the
selected range at the defined step interval. In this mode, no continuous readings are taken.

Clip output to start/stop: This feature will clip the output data element to the limits in the
Start/Stop fields since some positioners have encoders that will not stop exactly on the number.
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During the Optimization process, the tower is scanned
to find the maximum signal. This tab gives you control
of certain parameters during this process that will Output2 SearchSpan SearchBW Compare Parameters Receiver
improve the measurement accuracy Recv/Analyzer Optmize Tower Optimize Turntable

Optimize Parameters Tab

Scan Peaks Measurement

Action Frequency FreqSteps Amplitude Instuments  Output
Optimize Parameters  Antenna Polarity Timing Power Bookmarks

Optimize in QP: Normally the optimization is

. . . . 1 P n A
done in peak detector mode. This choice will || oo I [optmizs n Avg
) [IMaxHold On []Fied Reference Level
turn on the quasi peak detector. [+]Intial Position Marker to Peak
o ) [C] After Initial Position Marker to Peak
Optimize in Avg: Normally the optimization is Optimize Span: [100 KHz  ~

done in peak detector mode. This choice will

. RF Bandwidth: | 120kH
use an average peak method instead. e i

VBW for Analyzer  300kHz v
MaxHold On: In normal mode, the screen is
cleared between each sweep and a value is
read for comparison purposes. With this

check box selected, the analyzer is put in Max Hold and the readings will record the maximum.

Step Size for Receiver: (B0 KHz

Number of Sweeps (Stepped) |1

NOTE: If the EUT is the strongest signal then this setting works well, but if there are
strong ambients, there is a possibility of an ambient saturating the Max Hold readings.
This will cause an error in the height evaluation.

Fixed Reference Level: When this check box is selected, the reference level will remain fixed. If
deselected, which is the default, and then the reference level will be reset whenever a strong
signal is within 10 dB of the reference level.

Optimize Span: The span can be set separately from the search and final measurement spans.
This allows you to exclude ambients when the tower is in motion.

RF Bandwidth / VBW for Analyzer: Not all instruments will be able to use each of these
settings, but the instrument driver will pick the closest setting that is valid for the specified
receiver. For example, many older EMC receivers will only do 9 kHz and 120 kHz RF bandwidths.
For all bandwidths at or above these settings, the driver will automatically pick the appropriate
setting.

Step Size for Receiver: Sets the increment that will be used by the receiver during the
measurement scan. Typically, EMI receivers do not actually sweep (as spectrum analyzers do).
Instead, they take numerous individual measurements and often display this as a continuous
sweep. The step size determines the number of points; it is found by considering the stop
frequency minus the start frequency then dividing the result by the step size.
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Antenna Polarity Tab

This tab is used to set the respective polarity for the
antenna during execution of this action.

This tab improves control of large turntables and older

towers.

ETS-Lindgren.com

Check Single Polarity: With this check box
selected, you also specify the vertical or
horizontal orientation desired for the action.
The antenna will be set to this polarity at the
beginning of the execution and left there for
the complete sequence.

Check Both Polarities: Performs a complete

Scan Peaks Measurement

Quiput2 SearchSpan SearchBW Compare Parameters Receiver

Recv/Analyzer Optimize Tower Optimize Turniable

Action  Frequency FreqSteps Ampliude Instuments  Output
Optimize Parameters  Antenna Polanty  Timing Power Bookmarks
Check Single Polarity () Vertical
(@) Horizontal

[[] Check Both Polarities
[ check Input Polarity Only
[IMo Polarity

sequence, including tower and turntable
positioning, and stores the maximum value.
The polarity will then be rotated and a
complete sequence again executed. When
this is complete, the maximum values will be compared. The highest reading and its tower
position, turntable position, and polarity will be saved.

Tower Upper Offset 0

Tower Lower Offset |0

Check Input Polarity Only: When this check box is selected, the antenna will be set to the
polarity specified in the H/V Data list on the Frequency tab at the start of each frequency step.
The polarity can be different for each frequency.

Tower Upper/Lower Offset: When rotating an antenna from horizontal to vertical, some
antennas will have the potential to touch the floor. The offset value (upper/lower) is a physical
amount the tower will move up or down prior to rotating the antenna polarity to avoid this potential
problem.

Timing Tab

Scan Peaks Measurement

Ouiput2 SearchSpan SearchBW Compare Parameters Receiver
Recv/Analyzer
Frequency
Optimize Parameters

Polarization Timing

Tower StarljStop Timing: | 200

Optimize Tower
FreqSteps  Amplitude
Antenna Polarity  Timing

Optimize Turntable
Instruments  Output
Power

Polarization Timing: Different towers
execute polarity movements at different
speeds. To ensure accurate testing, it is
essential that the polarization movement be
completed prior to any movement of the tower
or turntable. This timing allows the user to
match the execution to the characteristics of
their tower.

Action

Bookmarks

Turntable Start/Stop Timing: |200

Retry Count for Twr/Turn 50

Tower/Turntable Start/Stop Timing:
Specifies a minimum timing interval between the stop motion and any other movement command;
this will ensure accurate direction and motion.

On some positioners (both towers and turntables), if they are issued the stop command and then
immediately issued a change of direction command, they will ignore the second command until
the motion has completed. The software will report an error because the motion commanded did
not take place. Setting this value to a higher number will ensure that motion has stopped prior to
sending any other command to the tower or turntable.
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o Retry Count for Twr/Turn: When the start command is issued to a tower or turntable, the
software then begins reading the current position to determine when the limit is reached. This
parameter controls how many times the positioner will be read (if the position does not change)

before an error message is displayed.

Power Tab

When measuring peak signals, there are times when
the user might need to inject a matching frequency
signal from a signal generator. There is also a TIA
specification, 1A 102, which performs a signal
substitution test. The Power tab allows configuration
of either of these options.

When power is active, a signal generator is tuned to
the current frequency with the specified amplitude.
This allows you to perform attenuation
measurements, calibrations, and other tests that
require an input signal during a measurement.

o Signal Active: Selecting this check box will

Scan Peaks Measurement

Output2 SearchSpan SearchBW Compare Parameters Receiver

Recv/Analyzer Optmize Tower Optimize Tumntable
Action Frequency FreqSteps Ampliude Instuments  Output

Optimize Parameters  Antenna Polarity  Timing Fower Bookmarks

[ signal Active [INot Constant

Signal Level (dBm). .20

Signal Generalor.  |e¢ng instrument>

I TIAIA-102 Test
Leveling Amplitude: | <no data>
Output Data: | eng data>

Tolerance (dB). 5

cause the software to address the signal generator specified in the Signal Generator list, setting
the amplitude and frequency. The amplitude is usually a constant value like -20 dBm.

o Signal Level (dBm): The signal level can be set to a fixed value for all frequencies. If the
signal generator is active, then the signal generator will be tuned to the current test
frequency and the amplitude turned on at the specified value.

o Not Constant: If this check box is selected, then you can enter the name of a data element that
will contain the desired amplitudes and frequencies.

o Signal Generator: Select the signal generator from the instrument list.

o TIAIA-102 Test: When this check box is selected, this feature will compare the reading to the
selected amplitude from the Leveling Amplitude list and step the signal generator up or down to
achieve a matching level. The signal generator level is stored in the Output Data element.

o Leveling Amplitude: Select a date element that has the desired RF level.

o Output Data: Select a data element to store the signal generator level during this test.

o Tolerance: The margin of error between the actual reading and the desired level (as
selected from the Leveling Amplitude list).
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Dialog Box

This dialog box appears when Scan Peaks is
executed and gives the user visual information on the
point that is currently being measured. The target and
current frequencies are displayed as well as the
amplitude at the current frequency. Tower or
Turntable target and current position information are
displayed in the appropriate boxes.

The Stop button provides the ability to halt execution
of the test at this point. When clicked, the system will
complete the current sequence of commands and
then halt execution. This is to ensure the device is not
left in an inoperable condition. The current polarity is
noted on the dialog, for reference purposes.

Measure Peaks

0 of |0 Tawer Target
Current
Target
Freq Tumtable: Target
Current
Level: |0
Stop Horizontal Polarity

Measure Peaks provides the ability to perform measurements on a selected set of frequency

points, using a combination of peak, quasi peak (QP), and/or average detectors. These points are usually
derived by performing peak selections off a range of measurement values, but can include fixed
frequency points from a table. This is particularly helpful when measuring known harmonics or other fixed-

point considerations.

Frequency Tab

This action takes a set of peaks from a data element
and performs a peak, QP, and/or average reading for
each data point. The choice of performing
peak/QP/average measurements depends upon the
settings in the Output Tab. Select the data element
that contains the points of interest.

NOTE: If the Input Data is not specified, then an error
will appear stating the missing element and the dialog
box will not appear and/or not function properly.

¢ Input Data: Select a data element.

¢ Pause for Manual Optimization: During the

Std Parameters Peak Parameters QP Parameters

Avg Parameters Instruments Receiver/Analyzer

Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Output Search
Input Data: <no data> ~

[] Pause for Manual Optimization
|:| Auto Start

[] store Harmonic number instead of Freq

|:| Pause between Harmonics

measurement process, it may be required to optimize the signal level at the specified data points.
This selection allows the operator to accomplish this. It can be helpful when doing a MIL STD CE
101 type test or when you want to manual search for a signal (for example, when using a small
probe on a circuit board). You might call this the appropriate setting if you want to shake the

cables.

o Auto Start: Automatically steps the measurement through the desired frequency points.
Selecting the Auto Start check box overrides the Pause for manual optimization check box,
but the Measure Peaks dialog box gives the operator the ability to halt the test and then step
through frequency points through manual selections on the dialog box.
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e Store Harmonic number instead of Freq: When Harmonic is active on the Harmonic tab, this
determines whether to store the frequency or step number in the frequency column of the data

element.

e Pause between Harmonics: When Harmonic is active on the Harmonic tab, this will pause
execution between each frequency step so that the operator can manually adjust the input-signal
generator level (or change channels on the TV receiver).

Amplitude Tab

This tab is like other amplitude tabs and will not fully
be described here. See the Measure Range
Amplitude Tab for the full description.

o TDMA Type Signal: When this check box is
selected, the software will set the marker to
follow the peak during each sweep. TDMA
signals are pulse type, which appear to
change frequency each time we take a scan.
Another method to handle this would be to set
the number of sweeps large enough to
ensure that you capture the signal.

e QP/Avg Across Band: When performing the

Measure Peaks

Std Parameters Peak Parameters QP Parameters

Avg Parameters Instruments Receiver/Analyzer

Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Output Search
Reference Level: dBuv v
Attenuation: 10 v | dB

[] TDMA Type Ssignal

|:| QP/Avg Across Band (Default Zero Span)

QP and average measurements, the default setting is to go to zero Span (for maximum
accuracy). When this check box is selected, the software will perform a sweep across the current
span with the detector and do a marker to peak, storing the maximum value in the span.

Search Tab

When performing peak measurements, one problem
is determining if we are on the signal of interest.
Often, you will take a measurement scan across of
range of frequencies (using measure range or one of
the other emission actions); these readings are wide
band scans.

Most spectrum analyzers have significant frequency
drift when comparing wide band measurements to
vary narrow band measurements (and by this, we
mean the bandwidth of the scan).

When you are searching for peak signals, you can
determine whether to search for a closer peak. If the

Std Parameters Peak Parameters QP Parameters

Avg Parameters Instruments Receiver/Analyzer
Bookmarks

Search

Harmonic
Output

Receiver Functions Power

Action Frequency

Peak Search

Number of Sweeps D
Min Frequency: KHz v

(Prevents tuning above or below applicable

Max Frequency: GHz v

Amplitude

Peak Search check box is selected, then the software will perform a peak search routine prior to taking

final measurements.

o Peak Search: When this box is selected, you then specify the band around which you want to
search. For example, if you are taking measurements that will typically see two signals within 2
MHz of each other you might specify a band search of less than 1 MHz. This will ensure that you
do not identify the wrong signal when measuring these points. At the same time, this will ensure
that the peak signal is properly centered on the screen prior to measurement.
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o Number of Sweeps: Select an appropriate number of sweeps for the search mode. This setting
is different from those used during the final readings, which are set on the Parameters tab. If
more than one sweep is specified, then the analyzer will be put in Max Hold and the number of

sweeps executed.

e Min Frequency/Max Frequency: These settings allow you to ensure that the analyzer settings

do not exceed a minimum or maximum frequency.

For example, assume you are measuring conducted emissions from 150 kHz to 30 MHz and
have a suspect at 151 kHz. With the search span set to 20 kHz, it would normally open a search
span of 141 kHz to 161 kHz. Given the noise floor of some analyzers, it would be possible to walk
the noise floor down below 150 kHz. Setting the minimum frequency to 150 kHz would limit the
search span to 150 kHz to 161 kHz. This would ensure that the peak was found in this span.

A second consideration you are faced with is doing testing outside the range that the standards
are written. In this case, setting the minimum and/or maximum frequency will ensure that the

searches stay within the frequencies of interest.

Std Parameters Tab

This tab is used to specify the instrument setup for
this measurement.

This tab is like other parameter tabs and will not be
described here. See the Measure Range Parameters
Tab for the full description.

e Default: This setting gives the user the choice
of using a fixed span or using a span that
varies with frequency. The two methods each
have their advantages, but the use is usually
related to the type of EUT being tested. When
testing transmitters, a fixed span is usually
appropriate. When testing unknown noise, a

Avg Parameters Instruments Receiver/Analyzer
Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Qutput Search

Std Parameters Peak Parameters QP Parameters

rBW: 120kHz v
VBW for Analzyer: 300kHz ~

Step Size for Receiver: KHz N
Number of Sweeps:
(O Fixed Span: KHz e
@ Percent: %

Default

percentage will work best.

o Fixed Span: When selected, you can enter the value for the span. Select frequency and

unit.

o Percent: When using a floating span, the span is a percentage of the current frequency.
Enter a value for this, generally in the range of 1 to 2 percent will work best. Too large a
setting can cause the fundamental of a single signal to be measured multiple times with

the harmonics lost due to the wide span.
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Peak Parameters Tab

The parameters on this tab are used only for the
final peak measurement after the search has been
completed.

This tab is like other parameter tabs and will not be
described here. See the Measure Range
Parameters Tab for the full description.

QP Parameters Tab

The parameters on this tab are only used for the
final QP measurement after the search has been
completed.

This tab is like other parameter tabs and will not be
described here. See the Measure Range
Parameters Tab for the full description.

Avg Parameters Tab

The parameters on this tab are only used for the
final average measurement after the search has
been completed.

This tab is like other parameter tabs and will not be

described here. See the Measure Range
Parameters Tab for the full description.

ETS-Lindgren.com

Avg Parameters Instruments Receiver/Analyzer
Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Output Search

Std Parameters Peak Parameters QP Parameters
RBW: 120kHz ~

VBW for Analzyer:  300kHz ~

Step Size for Receiver: KHz v
Number of Sweeps:

Avg Parameters Instruments Receiver/Analyzer
Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Output Search

Std Parameters Peak Parameters QP Parameters
RBW: 120kHz v

VBW for Analzyer: 300kHz v

Step Size for Receiver: KHz ~
Number of Sweeps:

Measure Peaks

ReceiverfAnalyzer Receiver Functions Power Harmonic Bookmarks

Action  Frequency  Amplitude  Ouiput Search  Std Parameters
Peak Parameters QP Parameters ~ AvgParameters  |nstuments
RBW: | 120kHz e
VBW for Analyzer. | 300kHz w
Step SizeforReceiver. KHz i
Number of Sweeps:

[JUse Avg Detector for Analyzer
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Instruments Tab

This tab is like other instruments tabs and will not
fully be described here. See the Measure Range
Instruments Tab for the full description.

Receiver/Analyzer Tab

This tab is like other receiver/analyzer tabs and will
not fully be described here. See the Scan Peaks
Recv/Analyzer Tab for the full description.

e Search/Meas. Time (Analyzer/Receiver):
The time value for the measurements on
the analyzer/receiver while we are in a
search mode looking for the peak signal.

Power Tab

This tab is like other power tabs and will not fully be
described here. See the Scan Peaks Power Tab for
the full description.

NOTE: Must select the Signal Active box to activate
this feature.

¢ Not Constant: If this check box is selected, a
data element can be selected for amplitude.
This data element will be read for the current
frequency and an appropriate value set for
the output.

o Stepped Mode: This option is not currently
active.

ETS-Lindgren.com

Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Output Search
Std Parameters Peak Parameters QP Parameters
Avg Parameters Instruments Receiver/Analyzer
Receiver/Analyzer <no instrument> N
QP Adapter: <ne instrument> v
Preselector. <no instrument> v
Receiver Functions Power Harmonic Bookmarks
Action Frequency Amplitude Output Search
Std Parameters Peak Parameters QP Parameters
Avg Parameters Instruments Receiver/Analyzer
Search Time (Analyzer): Sec ~ |:|Auto
Search Meas.Time (Rcv): mSec v []Auto
Sweep Time (Analyzer): Sec e |:|Auto
Meas. Time (Receiver): mSec v DAuto
Action Frequency Amplitude Output Search
Std Parameters Peak Parameters QP Parameters
Avg Parameters Instruments Receiver/Analyzer
Receiver Functions Power Harmonic Bookmarks

|:| Signal Active

Signal Generator:  <no instrument>

Signal Level

|:| Not Constant
|:| Stepped Mode
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Harmonic Tab

This tab is used when you need to do harmonic
measurements on specific frequencies and store their
information in separate data elements.

NOTE: Must select the Harmonic Active box to
activate this feature.

With this option set, the user needs to specify an
Output data element for each frequency in the test.
The peaks for the input frequency and each of the
specified harmonics will be measured and stored in
the Sequential data element.

Available/Selected: The Selected column
includes the data elements in the order that
they will be filled. The first selected data

Action Frequency Amplitude Output Search
Std Parameters Peak Parameters QP Parameters
Avg Parameters Instruments Receiver/Analyzer

Receiver Functions Power Harmonic Bookmarks

Separate Data Element for

[ ] Harmonic Active
each measured frequency.

Available: Selected:
N
Com_all
Comments
Induced_Cal_1 N

Number of Harmonics:
Maximum Frequency: GHz ~

element will be used to store the first frequency in the input data and the harmonics of that
frequency. Then, the second data element will be used to store the second input frequency and

its harmonics.

It is divided into two columns, Available and Selected. They can be selected by double clicking on
them or selecting the Add>> button. They can be removed by double click or the <<Remove

button.

Number of Harmonics: Specifies the number of harmonics to be tested. A value of 1 would
indicate a measurement of the fundamental only. A value of 10 would measure the fundamental

and the nine harmonics of the fundamental.

Maximum Frequency: Limits the upper frequency for harmonic measurements. For example, if
the spectrum analyzer was limited to 1 GHz you could use this value to limit harmonics above 1
GHz. If you had specified 10 harmonics, as the fundamental went above 100 MHz, the software

would begin measuring fewer harmonics.

GTEM Actions

gtem3

» [ W
L?« l &= %-r
gtem? optgtem poseut

These actions will calculate the GTEM correlations and position the EUT.
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GTEM/OATS 3 Position Correlation
GTEM Tab

The GTEM tab describes the physical dimensions of the
GTEM cell that was used for the input data
measurements. As a short explanation of the GTEM
physical references, the GTEM is a pyramidal shape in
which the x, y, and z-axes describe the center point of a
EUT in the GTEM. To illustrate this point, consider the
following views of the GTEM:

Action GTEM OATS Inputs Results Defaults Bookmarks

The X-axis is parallel to the width of the septum. Since all

measurements are referenced the center septum, consider the x and +x to be the offsets from the

centerline of the septum.

The Y-axis is the height of the septum from the floor to the septum. This dimension is a positive number.

The Z-axis describes the length of the GTEM. Because of the 90-degree relationship between the Y-axis
and Z-axis and the fixed angle, the length of the Z-axis can always be determined by knowing the height

of the Y-axis.
End View
Top of GTEM
SideVi
- Zeptum
+
% L Z-ads
ais - " P Center
¥ s | ‘_I,/J Paint of
r the EUT
Battam of GTEM [
Y ¥

o X: Enter the offset from the centerline of the EUT. In an optimum setup the EUT would be
positioned in the center of the septum width; this is position 0. If the EUT requires a slight offset to
either side, enter the offset; an offset to the left of the centerline is a negative value, and an offset

to the right is a positive value.

e Y: Describes the physical height from the floor of the GTEM to the center of the EUT. If you are
not sure what to enter for the Y value, enter a value that represents half the height of the septum

for the position of the EUT.

e Septum: Since the geometry of the GTEM is precise, it is possible to define both the septum and
Z-axis lengths by mathematical reference to the Y-axis. In this field, enter the height from the floor
to the septum at the position where the EUT is to be placed.
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The correlation routine converts GTEM based information
to the theoretical field strength that would exist over a

OATS Tab

ground screen. In calculating this value, the physical Action GTEM OATS Inputs Results Defaults Bookmarks
dimensions of the OATS are required. The OATS tab

allows you to specify which OATS configuration is Height Min: meters

appropriate for the correlation. Height Max: meters ~

The scan range and separation are the pertinent Separation: meters

elements. The standards specify these numbers. Typical EUT Height:

pairs are 1-4 meter scan height with a 3-meter []Freespace

separation; 1-4 meter scan height with a 10-meter

separation; and 2—6 meter scan height with a 30-meter separation.

The input fields identify the three Measurement data

elements for the GTEM orthogonal readings. These must
be matched; for example, the EUT was in an identical Action GTEM OATS INputs Results Defaults Bookmarks
setup with a 120-degree orthogonal rotation.

Vx: <no data> ~
The three readings need to have identical scan ranges, Vy: <no data> v
bandwidths, reference levels, and sweep times to ensure va:[<no datas °

accuracy. As with any mathematical calculation, if you put
garbage in, you get garbage out. It is essential to ensure Frequency BW: Kiz v
the accuracy of the three readings.

Height Min/ Height Max: Enter the minimum/maximum antenna height for the scan range on the
OATS. This information is specified by the emissions standards.

Separation: Enter the separation distance for the OATS. This information is specified by the
emissions standards.

EUT Height: Enter the height of the EUT. This information is specified by the emissions
standards.

Free Space: When this check box is selected, this causes the correlation routine to skip the
OATS correction and only combines the three vectors into a free space equivalent value.

Inputs Tab

Vx/Vy/Vz: This element will be the same as was used during the X/Y/Z orientation measurement
on the flowchart.

Frequency BW: There is a slight possibility, especially when comparing peak/QP/avg readings,
that the frequencies in the three data elements are not identical. This setting defines how much
mismatch there can be before an error will be reported.
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Results Tab

The correlation analysis yields three data elements. You
have the option of recording each element. The basic
correlation yields the maximum. This value is the straight
correlated value between the OATS and the GTEM.

However, certain standards require the maximum signal in
the horizontal and in the vertical antenna orientation.
These values are derived in the mathematics of the

correlation algorithm prior to calculating the maximum.

GTEM/OATS 3 Position Correlation

Action GTEM OATS Inputs Results Defaults Bookmarks

[] Maximum <no data>
[Jvetical <no data> w
|:| Harizontal <no data> w

e Maximum: If the maximum value of the correlation results is desired, select an appropriate data
element to store these values. This is the default position and there are few reasons not to use

this data.

e Verticall/ Horizontal: Select an appropriate data element to keep the maximum signal in the

vertical/horizontal orientation.

Defaults Tab

There is one industry standard methodology for
determining the correlation. There are experimental
methods that are shown here.

¢ Original C63 Methodology: This is the original
C63 methodology listed in ANSI C63.4.

e C63 with Dipole Correction: In the original C63
methodology, there is a small error related to the

dipole gain. This method allows the user to

GTEM/OATS 3 Position Correlation
Action GTEM OATS Inputs Results Defaults Bookmarks

(@) Original C63 Methodology

{_) &3 with Dipole Comection

(C) Use Actual Antenna Gain

Antenna 1. <po data> w

correct this error when analyzing differences in
correlation methods.

e Use Actual Antenna Gain: In the mathematics of the C63 method, the gain of the dipole is
inserted. Below 30 MHz, this is a reasonable assumption. As users move above 1 GHz, this

method deteriorates in accuracy.

o Antenna 1: This data element should have the gain (not antenna factor) of the antenna to be

used with the actual antenna gain method.

GTEM/OATS 9-Position Correlation

The GTEM/OATS 9-Position Correlation action performs a specialized correlation to determine

A

the magnetic field characteristics for signals measured with a GTEM. This will yield the equivalent field

strength as would appear on an Open Area Test Site (OATS).

This action requires nine readings taken with the GTEM. Using these readings in conjunction with the
physical dimensions of the GTEM and the OATS, this action performs a mathematical transformation that
converts the nine input data readings into the equivalent open field measurement values.
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GTEM Tab

This tab is like other GTEM tabs and will not fully be
described here. See the GTEM 3 GTEM Tab for the full
description.

OATS Tab

This tab is like other GTEM tabs and will not fully be
described here. See the GTEM 3 OATS Tab for the full
description.

Alignment Tab

When orienting a EUT in the GTEM it is sometimes difficult to
use the exact same geometry as was used on the OATS. The
Alignment tab allows you to specify which physical orientation
was used on the OATS.

Within the GTEM, when positioning the EUT for proper
rotation, it may be necessary to place the EUT in a starting
position that is different than the position used when the EUT
was tested (or would be tested) on the OATS. This tab allows
you to specify the proper home position for the EUT.

Action GTEM OATS Alignment Input Results

v: 0.75 meters v

Action GTEM OATS Alignment Input Results

Height Min: meters v
Height Max: |4 meters v
Separation: |3 meters v

Height Step: 0.1000000014¢ |meters -
EUT Height: 1.10000002384

I

Action GTEM OATS Alignment |nput Results

(® Y Horizontal, Z Vertical (O Z Horizontal, Y Vertical
(O X Horizontal, Z Vertical (O Z Horizontal, X Vertica

(O X Horizontal, Y Vertical (O Y Horizontal, X Vertica

The Z-axis is the axis along the length of the septum; the Y-axis is the septum to floor; and the X-axis is
the width of the cell. The EUT +Z face is oriented toward the input of the GTEM. Viewed from the input,
the +X face is on the left side of the EUT and the +Y face is across the top. The +Y horizontal, +Z vertical
(i.e., facing the input of the GTEM) is the most common starting position for a EUT in the GTEM. This
would duplicate the physical orientation of the EUT facing the antenna on the OATS.
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Performing a nine position correlation requires that nine
separate readings be taken of the EUT. You will specify where

each of the nine sets of data will be saved. Action GTEM OATS Alignment Input Results
" . Position 1 Position 2 Position 3
Positions 1, 4, and 7 are the same as those used in the GTEM TSI eSS (e —
3 position correlation analysis.
Position 4 Position 5 Position 6
e Position 1: Starting position (SP) referred to as the <iodEEe v JapekiEe v fapekse v
+X face Of the EUT Position 7 Position 8 Position 9
<no data> v |<no data> v |<no data> v

The correlation analysis yields two sets of three data

elements. You have the option of recording all elements or
any choice of each element. Use this to save your Action GTEM OATS Alignment Input Results
measurement data.

E Field H Field
The correlation yields a separate set of three values for both e — EmEED @
the electric field component and the magnetic field vax [ O
component. The basic correlation for each yields the Horz ~ [] [snodate> ~|  [T] [<nodata> v
maximum. Vert [ I[sne data> [] <no data>

Input Tab

Position 2: SP+45 degrees in the X-axis (a
counterclockwise movement of the EUT).

Position 3: SP-45 degrees in the X-axis (a clockwise movement of the EUT).

Position 4: First normal rotation. This is referred to as the +Y face of the EUT. From the SP, a
120-degree orthogonal rotation. This is accomplished by rotating the EUT 90 degrees toward the
operator and then 90 degrees in a clockwise rotation.

Position 5: +Y+45 degrees in the X-axis (counterclockwise movement of the EUT).
Position 6: +Y-45 degrees in the X-axis (a clockwise movement of the EUT).

Position 7: Second normal rotation. This is referred to as the +Z face of the EUT. From the +Y
face position a 120-degree orthogonal rotation. This is accomplished by rotating the EUT 90
degrees toward the operator and then 90 degrees in a clockwise rotation the EUT.

Position 9: +Z—45 degrees in the X-axis (counterclockwise movement of the EUT). Do not
confuse the various uses of X, Y, and Z terminology in this section. Using a rotation cube as a
reference is very helpful.

This can be accomplished by taking a cube and placing +X, +Y, +Z, X, Y, and Z labels on the six
faces. The + faces should always maintain the same relative plane as the EUT rotates (for
example, the + faces always occupy the same three faces of the cube during each rotation).

Results Tab

This value is the straight correlated value between the OATS

and the GTEM. Certain standards require the maximum signal in the horizontal and in the vertical
antenna orientation are separate readings. These values are derived in the mathematics of the correlation
algorithm prior to calculating the maximum.
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GTEM Optimization N

A

(o

This action is used to perform a Max Hold of a 3-position manipulator in a GTEM using a
spectrum analyzer or swept receiver. This action is like other emissions actions except that it adds the
positioner instrument and an output for its maximized positions.

Frequency Tab

This tab is like other frequency tabs and will not fully be described e
here. See the Measure Range Frequency Tab for the full J
description. Action Frequency Data Links Parameters

e Reference Level: This a function of both the noise floor of

[30 =
the instrument and the maximum expected signal. If you Smmque"cy';
are working in an anechoic chamber, you could set this to Stop Frequency: |1 v
60 80 dB and take valid readings. However, on an OATS, No. of Ranges: |1 '
this would put the analyzer/receiver in saturation. Fetorance Levat [100
Data Tab
This tab is like other data tabs and will not fully be described Optimize GTEM Measurements

here. See the GTEM 3 Inputs Tab for the full description.

Action Frequency Dat2  Links Parameters

Vi <no data> o
Vy- <no data> o
Vz <no data> e

Max Amp: |<no data>

Manipulator Position: | <no data>

Links Tab

This t_ab is like other links tabs and will not fully be Optimize GTEM Measurements

described here. See the Measure Range Instruments Tab

for the full description. Action Frequency Data Links Parameters

Spectrum Analyzer | <N@ instiument> v

QF Adapter. | <no instrumant> v
Preselector. | <noinstument» ~
Manipulator, | <N instrument: v
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Parameters Tab

This tab is like other parameter tabs and will not fully Optimize GTEM Measurements
be described here. See the Measure Range
Parameters Tab for the full description. Action Frequency Data Links Parameters
RF Bandwidth: 120kHz ~
VBW for Analyzer | 300kHz ~
Step Size for Receiver. | 120 KHz

Mumber of Sweeps: |1

Sweep Time: |1 Sec v | [ Auto
Detector  Paak w
Position EUT (GTEM Manipulator) x%\(
£

The Position EUT action is used to control an automated GTEM manipulator or X-Y positioner.
The position can be specified within two degrees of accuracy. The position can be selected from a set of
predetermined values or specified in degrees.

Position Tab

This tab is used to move the current position of the
manipulator. The position is defined with the azimuth and

orthogonal controls, or chosen from a set of predetermined Action Position ' Links
values.
Azimuth Ortho Preset
e Azimuth: The azimuth, or X-axis box specifies the o | " o A | ———

angle or position to which the positioner will be moved
when the action is executed. The value is read only
when the value from the Preset list is selected, and
indicates the value from the selected preset position. v v
When the custom option is selected in the Preset list,
the user can input any value from 0 to 360 degrees/cm.

e Ortho: The orthogonal, or Y-axis box specifies the angle or position of the second degree of
freedom for the positioner. The value is read only when a value from the Preset list is selected,
and indicates the value from the selected preset position. When the custom option is selected in
the Preset list, the user can input any value from —180 to +180 degrees or 0 to 400 cm.

o Preset: The preset allows the selection of preset position information. The user can select from
the list of preset conditions by clicking the arrow. When a different position is selected, the
azimuth/X-axis and orthogonal/Y-axis boxes are updated with the preset values from the selected
position.
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Links Tab

This tab is used to select the instrument that controls the
manipulator.

Action Position Links

NOTE: If the Instrument is not specified, then an error will
appear stating the missing element and the dialog box will not
appear and/or not function properly.

Instrument: | <no instrument> v

in: -2
e Instrument: Select the instrument that controls the Marg'"j
manipulator. Deiay: 0|
e Margin: The margin is a defined increment that is the (® Ortho-Azimuth Positioner (O X-Y Positioner

error in executing a stop command. If you are at 120
degrees and need to go to 0 degrees, the action will start motion in the correct direction. As we
approach the requested stop position, we are constantly checking current position. As soon as we
are within the stop position minus the margin, the stop command is issued. The margin, in effect,
is the motion delay required for the positioner to complete a stop command.

e Delay: Some positioners will ignore commands if they are still in motion. Sending the stop
command causes the positioner to begin stopping, but if we send a command to move in another
direction, it will be ignored if the stop has not been completed. This delay is the time between
issuing the stop command and sending the next motion command.

e Ortho Azimuth Positioner/X Y Positioner: This action will control either an ortho-azimuth
positioner or an X-Y positioner. Checking either of these affects the default Presets field on the
Position tab.

Dialog Box

This dialog box appears when Position EUT is executed
and provides visual information to the user as well as the

ability to halt execution of the test. The Target field provide et G
information on the desired azimuth and orthogonal angle of | Azmun 0
the manipulator. The Current fields provide information Ortha 0

updates on the manipulator position when it is in motion.

Fosition

Other Actions

= BW! L
l«i & _“é].;», MK t
cats siteattn specimt_bw  gpecimt
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Signal Discrimination Measurement @

The Signal Discrimination Measurement action is a manual capture routine. It can take a set of
known frequency points as a starting position or operate only on operator input. The action allows the
operator to manually tune to a signal, perform height/rotation optimization, and record the information.
This action presumes that you have a set of points of interest. These may have been generated through a
math step or measured using another emissions action.

For example, if you have taken readings in a chamber and selected the peaks over the specification limit,
you will have three data sets: the peak readings, the turntable position of the peak reading, and the tower
reading of the peak reading. When started, the action will tune the analyzer/receiver to the first reading,
move the tower and turntable to the related position, and wait for the operator input.

Input Freq Data Tab

e Frequency-PK/ Frequency-QP/
Frequency-Avg: You must have either a
peak or QP data element or the action will Output Data - 2 Instruments Measurement Parameters
not start. Receiver Functions  Search Parameters  Amplitude  Standards

Tower/Turn Position  Tower Setup Timing Mode Bookmarks

Action  InputFreqData  |nput Position Data  Output Data - 1

Frequency-PK: <no data> v
Frequency-QP: <no data> ~
Frequency-Avg: <no data> ~
Input Position Data Tab
e Tower/Turntable Data: This data element will
represent the position that the tower was in
during the measurement that y|e|ded the peak I Output Data - 2 Instruments Measurement Parameters
or quasi-peak_ Receiver Functions  Search Parameters ~ Amplitude  Standards
| Tower/Turn Position Tower Setup Timing Mode Bookmarks
If Automatically Set Twr/Turn on Frequency | Action  InputFreqData  Input Position Data  Qutput Data - 1
Change on the Tower/Turn Position tab is ,
selected, the information contained in the Tower Data: |<no data> v
specified data element will set the Turntable Data: |<no data> v
tower/turntable position at the start of each | _
iy Polarity Data: |<no data> N
new frequency. If it is not selected, the

information in this data set will be displayed for reference purposes only.

o Polarity Data: If Automatically Set Twr/Turn on Frequency Change on the Tower/Turn Position
tab is selected, the information contained in the specified data element will turn the antenna to the
correct polarity. If it is not selected, the information in this data set will be displayed for reference
purposes only.
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Output Data -1 Tab

When performing the signal discrimination, we can
record peak, quasi peak, and average readings. We

can also Capture information related to these Output Data - 2 Instruments Measurement Parameters
readings, such as antenna used, antenna factor, Receiver Functions  Search Parameters  Amplitude  Standards
tower, turntable, polarity, and comments. Tower/Turn Position ~ Tower Setup  Timing Mode Bookmarks

Action  Input Freq Data  Input Position Data ~ Output Data - 1

e Peaks/QP/Avg: Choose an appropriate data
element for storing the values measured. If
this is the same data element as the input QP: |<no data> i

Peaks: |<no data> 7

data, this data will overwrite existing data. Avg: |<no data> -
If this is a unique data element, it will store [~] save/Load Raw Data
the output values. Generally, it is Antenna Factor: <no data> v
recommended that you store the output into a

Antenna Used: <no data> N4

unique name. This allows you to compare the
input data to the output data for analysis.

o Save/Load Raw Data: Generally within TILE!, emissions data is saved in raw format (direct
readings from the instrument). If this check box is selected, then we will save a corrected data
(inclusive of preamp, cables, and antenna factors).

o Antenna Factor: Choose an appropriate data element for storing the actual antenna factor used
during each measurement. The Signal Discrimination action allows the user to specify a different
antenna for each frequency measurement.

For example, on an OATS you might take a reading with a bi-conical. If you find yourself close to
the limit and substitute a dipole antenna for the final reading, it is important to know which
antenna was used at each frequency and to correct the data for the antenna factor.

o Antenna Used: Choose an appropriate data element for storing the antenna used during each
measurement. This data element must be a word-type data element. It will hold a text message
with the name of the Antenna Factor data element used for this measurement. Since these are
typically named to identify the antenna, this serves as the name of the antenna used.

The Signal Discrimination action allows the user to specify a different antenna for each frequency
measurement. For example, on an OATS you might take a reading with a bi-conical. If you find
yourself close to the limit and substitute a dipole antenna for the final reading, it is important to
know which antenna was used at each frequency and to correct the data for the antenna factor.
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Output Data - 2 Tab

The Output 2 data elements are for Tower, Turntable,
Hor/Vert, and Comments. These are continuations of
the data available from the Output 1 tab.

Tower/Turntable: Choose an appropriate
data element for storing the tower/turntable
height/angle for each measurement.

Hor/Vert: Choose an appropriate data
element for storing the tower polarity for each
measurement. This is a word-type data
element that will hold an H or V, depending
upon the polarity measured during the test.

Comments: Choose an appropriate data

Receiver Functions  Search Parameters = Amplitude  Standards

Mode
Output Data - 1

Tower/Turn Position  Tower Setup  Timing Bookmarks

Action Input Freq Data Input Position Data

Output Data - 2 Instruments Measurement Parameters
Tower: <no data> v
Turntable: |<no data> v
Hor/Vert; <no data> v
“omments; <no data> v
Date/Time: <no data> v
Current Scan: <ne data> v

element for storing comments entered for each measurement. This is a word-type data element

and only this type will be displayed in this list.

Date/Time: Choose an appropriate data element for storing the date and time information. This is
a word-type data element and only this type will be displayed in this list.

Instruments Tab

This tab is like other instruments tabs and will not
fully be described here. See the Scan Peaks
Instruments Tab for the full description.

Measurement Parameters Tabs

This tab is like other parameter tabs and will not
fully be described here. See the Measure Range
Parameters Tab for the full description.

ETS-Lindgren.com

Receiver Functions  Search Parameters  Amplitude  Standards
Tower/Turn Position  Tower Setup  Timing Mode  Bookmarks
Action Input Freq Data Input Position Data Output Data - 1
Output Data - 2 Instruments Measurement Parameters
Receiver/Analyzer: <no instrument> N
QP Adapter: <no instrument> v
Preselector: <no instrument> ¥ | Manual
Tower: <no instrument> v O
Turntable: <no instrument> v |:|
Tower/Tum Position Tower Setup Timing Mode Bookmarks
Acbon Input Freq Data Input Posiion Data Output Data - 1
Receiver Functions Search Parameters Amplitude Standards
Output Data - 2 Instruments Measurement Parameters
RF Bandwidth: 120kHz bt
VBW for Analyzer 300kHz et
Step Size for Receiver 120 MHz w
Sweep Time (Analyzer):|1 Sec v | []aute
Meas. Time {Receiver) |1 mSec v [JAuto
Number of Sweeps: 1
Detector. Peak hd
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Search Parameters Tabs

This tab is like other parameter tabs and will not
fully be described here. See the Measure Range

Parameters Tab for the full description_ Tower/Turn Position ~ Tower Setup  Timing Mode Bookmarks
Action Input Freq Data Input Position Data Output Data - 1

Output Data - 2 Instruments Measurement Parameters
Receiver Functions ~ Search Parameters  Amplitude  Standards

RF Bandwidth: 120kHz >
VBW for Analyzer: 300kHz v
Step Size for Receiver: m Hz ~
Sweep Time (Analyzer): l:l v [Auto
Meas. Time (Receiver): l:l v [Auto
Number of Sweeps: l:l
Amplitude Tab
This tab is like other amplitude tabs and will not fully
be described here. See the Measure Range
Amplitude Tab for the full description. Tower/Turn Position ~ Tower Setup  Timing Mode Bookmarks
Action Input Freq Data Input Position Data Output Data - 1
L] Default Span: The default span is the window Output Data - 2 Instruments Measurement Parameters
size for the spectrum analyzer for each Receiver Functions ~ Search Parameters ~ Amplitude  Standards

frequency. The start frequency for the display
will be the current frequency less than one
half of the span. The stop frequency will be
set to the current frequency plus one half of Attenuation:|10 v| dB
the span.

v

a
3]
=
<

Reference Level;

Default Setup Span:

Default Final Span: D KHz ~

Standards Tab

These data elements contain specification limit
information as well as antenna correction information

appropriate for each frequency being tested. | Tower/Turn Position  Tower Setup ~ Timing Mode Bookmarks
Action Input Freq Data Input Position Data Qutput Data - 1
(] Limit: Select the data element with the | Output Data - 2 Instruments Measurement Parameters
Specification limits. The user has Complete | Receiver Functions  Search Parameters  Amplitude  Standards
control of the definition and use of the Lirmir: -
specification limit.
Hor. Ant Factor: <no data> 7
This value will determine the margin on the
Vert Ant Factor: <no data> e

display. The limit value will be subtracted from |
the current reading to determine the margin at Cable Loss: <no data> -
the current frequency. '

Preamp Gain (add): <no data> v

o Hor/Vert Ant Factor: In performing signal
discrimination the system needs to keep track of the appropriate correction factor for each
frequency range in which testing is done. Select the appropriate data element for the default
antenna. This is the default setting, but it can be changed interactively any time during the
execution of the test.
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e Cable Loss/ Preamplifier Gain (add): This value will be added to the actual instrument reading
for calculating the margin. If No Data is selected, then a default value of 0 dB will be used by the
software.

Tower/Turn Position Tab

This tab is like other tower/turntable tabs and will not
fully be described here. See the Pre-Scan

Tower/Turntable Tab for the full description. Action  Input Freq Data  Input Position Data  Output Data - 1
Output Data - 2 Instruments Measurement Parameters
hd Default Position: Enter a value reflecting the Receiver Functions  Search Parameters ~ Amplitude  Standards
default pOSitiOﬂ for the positioner. When Tower/Turn Position  Tower Setup  Timing Mode Bookmarks
starting the action, this is the position that the Tower Turntable
tower and turntable will be moved prior to any Start: 100 0
readings. Stop: 400 359
e Automatically Set Twr/Turntable on Ma_r_gm' 2 ?
. : . Default Position: |100 0
Frequency Change: When this check box is

selected, the tower and turntable will be set to
their position automatically when the user
moves to the next frequency. If it is
deselected, the tower and turntable will be left
in their current positions.

Automatically Set Twr/Turn on Frequency Change
|:| Read Both Twr/Turn on Any Read

e Read Both Twr/Turn on Any Read: Normally, the tower and turntable positions are updated only
when the Read button or Optimize button is clicked. With this option, the current position will be
updated any time any instrument is read.

Tower Setup Tab

This tab is like other setup tabs and will not fully be
described here. See the Pre-Scan Tower Defaults

Tab for the full description_ Action Input Freq Data Input Position Data Output Data - 1
Output Data - 2 Instruments Measurement Parameters

Receiver Functions  Search Parameters  Amplitude  Standards
Tower/Turn Position ~ Tower Setup  Timing Mode Bookmarks

Lower Offset: D
Upper Offset: D
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Timing Tab

This tab is like other timing tabs and will not fully be
described here. See the Pre-Scan Timing Tab for

the full description.

Mode Tab

The operator can trigger a measurement of the
current frequency at any time. In a normal
measurement, the software will use the default

settings for parameters and bandwidths, set up the
instrument to those defaults, and take a reading. If

direct read is selected, the software will read the
current marker only. This gives the operator finer
control over the measurements.

¢ Direct Read Peak/ Direct Read QP/ Direct
Read Avg: When taking a reading, this check

box determines whether the software will

Action Input Freq Data Input Position Data Output Data - 1

Output Data - 2 Instruments Measurement Parameters

Receiver Functions  Search Parameters = Amplitude  Standards
Tower/Turn Position ~ Tower Setup  Timing  Mode Bookmarks

Tower Start/Stop Timing:  |2000 ms
Turn Start/Stop Timing:  |2000 ms

Polarity Timing: 2000 ms

N
o

Try Count:

Action Input Freq Data Input Position Data Output Data - 1
Output Data - 2 Instruments Measurement Parameters
Receiver Functions = Search Parameters ~ Amplitude  Standards

Tower/Turn Position ~ Tower Setup  Timing Mode  Bookmarks

Default Starup Options
D Direct Read Peak
[ pirect Read aP
[] Direct Read Avg
D Margin is Value Minus Limit

reset the instrument to the default conditions prior to taking a read, or whether it will read the

current marker.

Dialog Box

This dialog box appears when Signal Discrimination is executed. The Signal Discrimination Measurement
action is a manual action. The input table gives the operator a set of known signals to look at, but the
operator can always manually scan on his receiver/analyzer and capture new signals.

The dialog box has a table of known signals, as defined on the Input Freq Data tab. The operator then
adjusts the receiver/analyzer, searching for new or existing peaks. Once a signal is viewed on the screen,

the operator can add to or update the table.

NOTE: The tower and turntable columns will not appear unless an instrument is selected for them on the

Instruments tab.

ETS-Lindgren.com
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|Frequency | Input |Limit |Peak oP Avg |Mergin  [Tower 7T |Hv |anFa

< >
Fraquency Limit Peak arF Ay Tower TumTable
D0 Hz D 0 0 0
1 Current 0 ] 0
o | 3 Margin 0 0 0 Opt Vert Opfimize
Goto |1 SetaAll Fead Pk Read CF Read Avg Opt Horiz.
Comections
Horizontal Clear Fk Clear QF Clear Avg Read Read

0

Vatical
0
Antenna
Horiz- <no data> ™ D Direct Read Peak
|:| Direct Read QF Comment
‘\art | €no data w Read Freg [] Direct Read Avg
Setup Set SetBefore Set After Dealete 0K Cancel Sawve

— Auto
|Wer [~]Hor
Beqin Continuous Read i AL

Frequency: Displays the current position in the table of frequencies. The second box indicates
which step this is in the list (step 1, step 2, etc.). The double arrows move up or down the known
list of frequencies. These known points are changed by the Set Before, Set After, and Delete
buttons.

Antenna: Displays the antenna factor for the current frequency. The readings in any of the
remaining boxes will not be corrected if the antenna factor does not exist or is out of range. The
Horiz and Vert boxes are the antenna factors for the appropriate antenna if valid data exists at
this frequency.

Limit: The Set All button does a peak search within the current window of the instrument. The
Limit displayed is from the Standards Limit data element selection.

Peak/QP/Avg: Contains the maximum reading at this frequency, the last reading from the
instrument, and the margin between the maximum reading and the specification limit at this
frequency. If you read several times, the first/top box will always reflect the highest reading found
at any point.

When you click Set, Set Before, or Set After for this frequency, the maximum number is the saved
number. The current number reflects the current (last effective) reading from the instrument.
Margin is the difference between current reading and the specification limit. No reading in any box
will be valid if the antenna factor is not valid.

Each have a Read and Clear button. When the operator has a signal to measure, manually move
the marker to the frequency of interest. At this point, you may read the current marker as it sits or
perform a calibrated reading using the default standards. If you click Read Pk, then a default test
will run based on the standard system setups. If you select the Direct Read check boxes, the
software will read the current marker with no adjustment.
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o Tower: The first/top box reflects the position of the tower when the maximum-recorded signal
was taken. The second/bottom box reflects the current tower position. You can change the
antenna from vertical to horizontal by selecting the Ver or Hor check box and rereading the
tower. If a manual tower is used, the display is changed to reflect the current position and a check
box for polarity. Enter the position and check the appropriate polarity.

e Turntable: The first/top box reflects the position of the turntable when the maximum-recorded
signal was taken. The second/bottom box reflects the current turntable position. If a manual
turntable is used, the display is changed to reflect the current. Enter a value for the actual position
of the turntable, if desired.

e Antenna: Changes the Antenna Reference data element for the current frequency for the
horizontal or vertical orientation. Once a data element is selected, the values will be adjusted to
reflect the correct antenna factor. If a data element is selected that does not cover the current
frequency, a dialog box is displayed. The default Antenna Correction Factor data element is
defined on the Standards tab.

o Read Freq: Click this button to read the current frequency and update that information without
changing the values for peak, QP, or avg. This is often used when you want to manual fine tune
frequencies of interest prior to executing an automatic measurement using the Scan Peaks
action.

o Direct Read Peak: Determines whether, when the read peak button is clicked, the software will
read the current marker without setup (check condition) or whether it will tune the instrument and
take an appropriate measurement using the default settings.

o Direct Read QP: Reads the spectrum analyzer after the user has manually configured it.

o Comment: The operator can enter a comment related to this frequency (assuming a data
element has been specified for outputting the comment). These comments can then be placed on
graphs or tables as additional information.

e Setup: Provides the user with some control of the items that are displayed on the table of
frequencies. The view of each item can be switched ON or OFF and can be updated at any time
by the operator.

o Set: Changes the current stored information, replacing it with the maximum-recorded values from
the Peak, QP, Avg, Antenna Used, Antenna Factor, Margin, Tower, and Turntable boxes.

NOTE: If you are physically reading a different frequency than the current point in the
table, do not use Set; this will overwrite the frequency point in the table.

o Set Before, Set After, and Delete buttons: Control recording of information to file.

The Set Before and Set After buttons add the current frequency and related information
into the frequency table on a new line. Adding will cause two identical points to exist in
the table. This will prevent certain math functions from performing correctly. If an
additional data point is added by mistake, select this step and then click Delete.

o Delete: Deletes the currently highlighted frequency point on the table.
o OK: Saves the current table of frequencies and exits the action.

e Cancel: Aborts the current execution and exits the action without saving any data.
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Site Attenuation @

The Site Attenuation action is designed to assist in performing an Open Area Test Site (OATS)
attenuation measurement. These are generally done per ANSI C63.4, but this action can be used for any
attenuation measurement.

There are two modes to the action, the cable-referencing step and the actual measurement. Generally,
when performing site attenuation, you first lay out the test instrumentation and cables with two opposed
antennas. Prior to taking readings on the antennas, you will connect the cables end to end, set the
generator level at some standard setting, and read the signal path through the cables. This will give you a
reference level that includes any losses in the cables and connectors.

The next step is to hook the cables to the antennas and take readings at the same signal generator
output-level. The difference between this reading and the cable reference reading is the loss through the
antennas and free space. The difference can then be input into the appropriate formula to derive site
attenuation. The two different modes are set on the Levels tab of this action.

This action can be configured to take a cable reference reading (direct mode) or an OATS measurement.
It is not necessary to perform a cable reference reading prior to running this action, but if no cable reading
is made, the user must adjust the final readings to include all appropriate correction factors.

Frequency Tab

This tab sets the frequency range, number of steps,
and search range of interest for the test. Since we are

dea"ng with radiated Signals in free space, the search Receiver Functions Data  Calculations Antenna  Instruments
span allows us to limit the effects of ambient signals Action Frequency Levels Parameters
on our readings. [ From Table
You can enter the start, stop, and step frequencies, or Start Frequency: MHz v
you can enter a data element with a set of specific Stop Frequency: D GHz v
frequencies of interest.
q Step: MHz ~
o Start Frequency /Stop Frequency: Enter an Search Span: D MHz -
appropriate number and select the correct
units.

o Step: Determines the interval between each reading in the test. When setting this value, each
frequency point is scanned for tower height to get the maximum value. The larger this setting is,
the longer the test will take to perform.

o Search Span: The Site Attenuation action uses a spectrum analyzer/receiver together with a
signal generator. Since these two units might have slight differences in absolute frequency
accuracy, the search span determines how wide the window will be on the analyzer during scans.

The system will open this window, search for the peak signal, and record this level. Since most
instrumentation used in an EMC laboratory has been calibrated, this might not appear useful.
However, the frequency accuracy between analyzers and receivers can affect this test.
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This tab sets the base parameters to be applied to the
generator and the receiver/analyzer.

This tab is like other parameter tabs and will not fully
be described here. See the Measure Range
Parameters Tab for the full description. Receiver Functions  Data Calculaions  Antenna  Instruments

Levels Tab

Receiver Functions  Data Calculations Antenna Instruments

Signal Generator: Sets the signal generator Action Frequency Levels Parameters
level in dBm. This action uses a fixed signal

level in both direct and indirect mode. The [] set SigGen Level from Frequency Data
freque_ncy is set orlwlthe_Frerguen_cz tab. If_you Signal Generator 20 | gom

are using an amplifier, it will be included in the Reference Level, dbuy

direct mode readings. Install the amplifier in
line with the instrumentation. If you need to
use different signal generator levels at each Attenuation Level: 10dB  ~
frequency, you should use the Scan Peaks

action to configure this test.

[] birect Mode

Reference Level: A reference level for the signal analyzer is set using this value. Using a value
too low will cause errors in readings done in an OATS environment because the actual signal will
be out of range of the screen parameters. At an OATS, large ambient signals will often saturate
the analyzer/receiver. You should set the attenuation for the receiver/spectrum analyzer to
prevent this condition

Direct Mode: Measures the cable reference. When this check box is selected, the range of
frequencies is scanned with no tower movement. These values are stored in the Data Tab
Attenuation data element. You then use this data element as the calibration element in a second
action configured in a non-direct mode.

This allows the user to measure only the net attenuation of the transmitted signal during the
actual site attenuation readings. When using this mode, all the settings should be identical to
those to be used in the final, indirect action.

Attenuation Level: Select an appropriate input attenuation, if required, to protect the front end of
the receiver.

Parameters Tab

Action Frequency Levels Paramaters
RF Bandwidth: When you have specified a
QP adapter on the [nstruments tab, the RF
bandwidth will be set for the QP adapter.

RF Bandwidth: 120kHz v
VEW for Analzyer.  300kHz

Step Size for Receiver |120 KHz o
Sweep Time (Analyzer): |1 Sec v | [ Auto
Meas. Time (Receiver): |1 mSec ~ [ _|Auto
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This tab identifies the data elements that will be used
to store the information generated by this action.
Action Frequency Levels Parameters
NOTE If the Attn and Ant Helght data are not Receiver Functions Data Calculations  Antenna  Instruments
specified, then an error will appear stating the missing
element and the dialog box will not appear and/or not
function properly. (Direct Mode) Attn <no data> v
o (Direct Mode) Attn: The attenuation level is Ant Height, <no data> v
the net signal level, after correction for the catibration: [EREEAES -
direct mode cable readings. The system will '

This tab configures the tower scan and step
conditions. All tower readings are centimeters.

Data Tab

take the analyzer/receiver level and subtract
the calibration level prior to recording this number. If there is no calibration value, then the
analyzer/receiver reading is stored without correction.

Ant Height: As part of maximizing the signal, the tower is scanned for the peak signal. The peak
is stored in (Direct Mode) Attn; the actual tower position is stored in Ant Height.

Calibration: The Calibration data element is the direct cable-to-cable readings derived when this
action was performed in the direct mode. This data is subtracted from the actual signal readings
to derive the net signal stored in (Direct Mode) Attn.

Antenna Tab

Action Frequency Levels Parameters
Start: The lowest desired tower helght is the Receiver Functions Data  Calculations Antenna  |nstruments
start position. In normal C63.4 Start om

measurements, this will be 1 meter (100 cm).

Stop: 400 cm
Stop: The maximum tower height desired Step: |10 cm
during the test is the stop position. In normal Margin: cm Use Comb Generator

C63.4 measurements, this will be 4 meters [] Prompt for Antenna Changs [ ] Continuous
(400 cm) for 3- and 10-meter OATS and 6
meters for 30 meter OATS.

Polarization Pol. Timing: 2000 | ms
(O Vertical (@ Horizontal

Stop Timing: 200 | ms

Step: The step value determines how many
centimeters will separate each height reading on the tower.

Margin: The margin setting is a value that allows the user to configure the slippage, or stopping
error, of the tower. When the tower is in motion, the software will check for the current position.
Whenever we are within the margin distance of the stop position (not the formal stop, but the
current move to position) the stop command will be issued.

The presumption is that the tower will then coast into a final position as close to our goal as
possible. This setting will be site and test specific because of the differences between towers and
the weight of the antennas placed upon them.

Prompt for Antenna Change: This check box is used when a dipole antenna is in place. For
each frequency, the dipole is configured, the antenna is stepped across the start/stop range, and
then the operator is prompted to configure the dipole antenna for the next frequency.
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This tab identifies the instruments to be used during
the test. See Measure Range Instruments Tab for the
full deSC[‘iption. Action Frequency Levels Parameters

NOTE: If the Signal generator, Spectrum Analyzer,
and Tower instruments are not specified, then an
error will appear stating the missing element and the

Continuous: Performs a scan across the designated tower start/stop points recording the
maximum value obtained during the scan. The analyzer is put into Max Hold and then the tower is
moved from start to stop. This allows a capture of the highest signal found, but records no height
information.

Polarization: This action can be operated with the antenna in either the horizontal or the vertical
orientation. If you do not have a tower and are manually adjusting the height or using this action
for some other purpose, the polarization element is ignored.

Pol. Timing: Different towers execute polarity movements at different speeds. To ensure
accurate testing, it is essential that the polarization movement be completed prior to any
movement of the tower or turntable. This timing allows the user to match the execution to the
characteristics of their tower.

Stop Timing: Certain towers and turntables require fixed periods to perform a Stop or Start
action. If a command is sent prior to completion of the stop, that command is ignored. This setting
lets you lengthen or shorten the time interval before execution of the next step.

Instruments Tab

Receiver Functions Data Calculations  Antenna  Instruments

Signal Generator: <no instrument> v

Amplifier: <no instrument> v

dialog box will not appear and/or not function Spectrum Analyzer: |<NO instrument>
properly. QP Adapter; <no instrument> -
Preselector: <no instrument> v
o Signal Generator/Spectrum [ Manual Tower
analyzer/Tower: Select an instrument for Tower: <noinstrument> v
signal generator, spectrum analyzer, and
tower.

QP adapter/Preselector: If you have a separate QP adapter and Preselector, select these
instruments.

Manual Tower: Select the check box if no tower is available, or it is not remote controlled, to
configure an operator interrupt. This will allow you to manually set the tower position during the
test.
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Dialog Box

This dialog box appears when Site Attenuation is

executed and provides visual information to the user

as well as the ability to halt execution of the test.

o Target: Provides information on the desired
position of the tower, the current frequency

setting for the receiver/analyzer, and the
output level for the signal generator.

e Current: Provides information updates on the

tower position when it is in motion, on the

Target Current

Position:

Fraguency

Aftenuation

Stop

actual frequency setting of the

receiver/analyzer, and the corrected reading of the attenuation across the antennas.

Occupied BW Mask and FCC Power Spec Limit

B

These actions are not documented but the following tabs are the available; ask ETS-

Lindgren for help with these actions.

A

8 [T

The Occupied Bandwidth Mask (BW MASK) will calculate the FCC/ETSI occupied bandwidth mask for

transmitters.

Action Output Data/Absolutes  Frequency Settings

Occupied BW Data: Limit v

Lowest Freq: KHz v
Highest Freq: GHz b

Action Output Data/Absolutes  Frequency Settings

Center Freq: MHz v
Low Channel: Left Edge of Band
High Channel: Right Edge of Band
Power: D Watts
Authorized BW: kHz

Mask Type: ETSI

The FCC Power Spec Limit action calculates the FCC spec limit for power transmitters by using the

calculation (43+10*Log (Power)).

Action Data

Occupied BW Data: Limit v

ETS-Lindgren.com
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Immunity/Susceptibility Actions

/S| B ki

/8

) e ) ] 5

EM: EM: EM:
-4E) -5 )| -11

EM:
4B

The immunity/susceptibility capabilities in TILE! are adaptable to almost all regulatory, industrial and
military applications. A typical application would require a calibration procedure and a EUT test

procedure.

Immunity Actions

s [us =2

threshold

immfieldcal

@.

imm_cal immunity :::_peﬁks
Immunity / Susceptibility Calibration |f.§
Frequency Tab

This tab is like other frequency tabs and will
not fully be described here. See the Immunity
Test Frequency Tab for the full description.

Freq Steps Tab

This tab is like other freq steps tabs and will not
fully be described here. See the Immunity Test
Freq Steps 1-3 Tabs for the full description.

e Update Sensors at each level: When in
the leveling loop, the software normally
ignores updating the screen to speed up
acquisition. If you want the screen values
to update at each step, then select this
check box.

e Start Delay: When certain power meters

Calibratian Resulis Instrumants Samples Pause Bookmarks
Action Frequency  FraqSteps  Amplitude  Leveling  TEM P-MID
[[] =&t From Tabls
Start Frequency: 2 MHZ w
Stop Frequency: 8 GHZ -

# of Steps/ Dec/%: 1

[JLeg [<]Percent

Immunity Calibration

Calibration Results Instruments

Freq Steps

Samples Pause Bookmarks

Action Frequency Leveling TEM P-MID

Amplitude

[ use Min Atten between frequencies

No Sig Gen On/Off between Frequencies
Use Previous Amp for Best Guess

] Power Off on Fail to Level

|:| Update Sensors at each level

Start Delay: |1000 First Offset: ~100
First Step Tries:

or probes are first exposed to a field, they require additional time to level. This value is an
additional delay time that is substituted at the first frequency only.

ETS-Lindgren.com
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Amplitude Tab

This tab is like other amplitude tabs and will not
fully be described here. See the Immunity Test
Primal’v Amp Tab for the fU” deSCfiption. Ca.llbratlun Results Instrumants .Samples .F'auss Bookmarks
Action  Frequency  FregSteps  Amplitude  Leveling  TEM P-MID
NOTE: If the Data is not specified, then an error Date: TS »
will appear stating the missing element and the
dialog box will not appear and/or not function Data Units: @98M O Vim - Oeduv O vos
properly. Odev Oamps (DdBpT (O dBua
Oydema O Watts
o Delay: Represents a specified delay
between each frequency step. It is Deiay: "0 e (] Use Unitsfor Display Only

primarily of value when testing routines
that do no leveling. This will prevent sending frequency/amplitude data to the signal generator
faster than it can react.

Leveling Tab

This tab is like other leveling tabs and will not fully
be described here. See the Immunity Test
Leveling Tab for the full description.

Calibration Results Instruments Samples Pause Bookmarks
Action Fraquency Freq Steps  Amplitude Leveling TEM P-MID

e Continue on Fail to Level: Allows the Leveling Saurce
user to continue with the leveling steps OnNaLeveiing @ P Meter (aam) O Probe (%)

h t f ils to | | Talerancs (d8m) Offset: Max dBm Value
even when a step fails to level. oucl02 s T
: Max Step:
o Best Guess Amp: Sets the signal Winus:[0 10
generator to a predetermined level to Min Step:  Mex Count:
speed up the leveling process. This is [7] Continue on Failta-Level ! 10
used when approximate signal generator
Best Guess Amp: <no datas ~

levels are known. The data set must be a
defined CSV data element.
TEM Tab

This tab is like other TEM tabs and will not fully be

described here. See the Immunity Test TEM Tab

Calibration Results Instruments Samples Pause Bookmarks

for the full deSCflptlon. Action  Fregquency  FreqSteps  Amplitude  Leveling TEM P-MID

e Ref Out Data: Allows the user to store the Cin Uee Height: [ | orors
calculated field strength in a data element. Impedance: <no datas -
Ref Out Data: <no data> v
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P-MID Tab

Power at the Mid-Point (P MID) is a specific
automotive test first used by Ford Motor
Company. The P-MID terminology relates
generally to measurement of two different power
levels and averaging of power at the midpoint as
part of the test requirement.

This requirement involves measuring the net
power injected into a TEM cell structure and then
measuring the output of the TEM cell structure
and averaging the two to obtain a final value.

Calibration Results Instrumants Samples Pauss Baokmarks
Action Frequency  Freqg Steps  Amplitude  Leveling  TEM P-MID
[C]P-MID Test (SAE J1113) 0
Store
Power Out Instr: <no instrument= v Oty
Power Out Cal: |<ne data= w

Fower Qut: <ne data=

NOTE: Must select the P-MID Test (SAE J1113) box to perform this type of test.

o Power Out Instr: The power out instrument is used to measure the output power from the TEM
cell. Within this specification, the forward power is measured.

e Power Out Cal: Select a data element to provide calibration data on the power meter readings.

This should be a file-type data element.

¢ Power Out: The data element to store results of this measurement.

e Store Only: Allows you to read the TEM cell output power-level but not to use this value as part

of the leveling.

Calibration Tab

This tab is used to choose the correction factors for
the selected instruments. Select the data elements
that contain the factors for the losses or gains
associated with that instrument. Losses such as
directional couplers should have positive numbers.

The field probe calibration should be the correction
information from the manufacturer. Probe calibration
tables tend to be in the +0.8 to +1.2 range, and are
multiplied rather than added.

Results Tab

This tab is like other results tabs and will not fully
be described here. See the Immunity Test Results
1 Tab for the full description.

ETS-Lindgren.com

Aclion  Frequency  FreqSteps  Amplitude  Leveling  TEM P-MID
Calibration Results Instrumants Samplas Pausa Bockmarks
Amplifier: | <no data= ~
Pawer Meter!: =no data= ~
Pawer Mater2:  =no data= w
Fleld Prabe: | =no data= w
Action Fragquency Freq Staps Amplitude Laveling TEM P-MID
Calibration Rasults Instrumants Samplas Pauss Bookmarks
Record: Data:
Signal Generstor; | <N@ data> v
Pawer Meter1; =na data= -
[[] Power Meter2: =no data> v
[C] Met Power: <na data> v
[]Gument Probe: ~ |<na data= i
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Instruments Tab

This tab is like other instruments tabs and will
not fully be described here. See the Immunity
Test Instruments Tab for the full description.

NOTE: If the Signal Generator instrument is
not specified, then an error will appear stating
the missing element and the dialog box will not
appear and/or not function properly.

Immunity Calibration

Action
Calibration

TEM P-MID

Bookmarks

Frequency
Results

Freq Steps
Instruments

Amplitude Leveling

Samples Pause

Signal Generator: %no instrument> R

Amplifier: | <no instrument> v Delay Time (ms)
Power Meter 1:
(@ dBm
Power Meter 2:

@ dBm

[Use Net Power

<no instrument> b

) dBuv O Watts O Volts

<no instrument> bed

) dBuv O Walts O Volts
Use Units for Display Only

100
(O dav

(O dev

Field Probe: |<no instrument> ~ 100

Samples Tab

This tab is like other samples tabs and will not fully
be described here. See the Immunity Test Sample
Tab for the full description.

Pause Tab

This tab is like other pause tabs and will not fully be

described here. See the Immunity Test Pause Tab for

the full description.

e RF On at Pause: When pausing the test at a

specified frequency, the default behavior is to

turn RF off completely. This would be
appropriate if you are changing components
such as power meters and amplifiers. This
option allows the operator to force the RF to
remain on at transition points.

ETS-Lindgren.com

TEM P-MID

Bookmarks

Action  Frequency
Calibration

Freq Steps  Amplitude

Samples

Leveling

Results Instruments Pause
Samples Per Reading:

Probe 1: |1 Pwr Mtr 1: |1

Pwr Mir 2: |1
Pwr Mtr 3: 0
(P-MID)

Probe Method:
(@ Max O Avg

Pwr Mir Method:
(@ Max O avg

Action TEM P-MID

Bookmarks

Frequency
Calibration

Freq Steps Amplitude Leveling

Results Instruments Samples Pause

Pause Frequencies: <no data> v

Pause
message:

Ctl-Enter for mulitple lines
[C]RF On at Pause

[ Auto

Power ON Delay: 10

Gain Offset at changeover: _’20
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Dialog Box

When you are executing the Immunity
Callibration, you will have a dialog box

displayed showing the current F'equi':?

frequency, step number, amplitude o

target, current amplitude, leveling, try

count, and delta. —
InProgress

Delta percentage refers to the amount of Reading
change from the previous signal Level
generator level that is being

accomplished in this try. The final level is Target

Try: |0

Dialta %

of 1101 Pause Stop Test RF Off

dBm

dBrm

saved when it falls within the tolerances
defined.

Immunity calibration only saves the information it is configured to save. The Stop Test RF Off button will
halt execution of the current action; No information is saved.

Immunity / Susceptibility Test

The Immunity Test action performs an Immunity test using either predetermined field data or real

/S

time leveling. Many of the features are identical to the Immunity Calibration action in structure, but are

used here with slight differences.

Frequency Tab

This tab is used to set the frequency parameters.
The Immunity test can be run by selecting the
frequency range either by using a start/stop/step
mode or by using a data element.

e Set From Data: Enables a predetermined
set of frequencies to be read in from a
data set.

This is particularly useful when
performing IEC testing (or other
standards) which require a percent
stepped frequency progression but you
also have extra frequencies of interest.
Create a data element of the IEC values
and then merge a data element with the

Primary Amp  Injection Level = Sec Amp-Harmonics
Threshold Auto Thresholding
PM-Key

Calculations

Leveling TEM
AM Modulation
Probe Cal.
Probes

Check Reference
FM Modulation
Results - 1

Pulse Modulation Calibration

Results - 2 Instruments

Samples Monitors Position Process Pass/Fail Bookmarks

Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause

[[] set From Data

Start Frequency: MHZ v
Stop Frequency: GHZ v
# of Steps/ Dec/%: [Leg []Percent
] Auto save every steps.

additional frequencies of interest. Then use this option and the software will test all the

frequencies of interest.

o Start Frequency: Sets the start frequency for this test. The start frequency does not have to be
less than the stop frequency. This action will start at the start frequency and then step towards
the stop frequency in the manner instructed (it does not matter if this is up or down).

o Stop Frequency: Sets the stop frequency for this test. This does not have to be higher than the

start frequency.

ETS-Lindgren.com
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o # of Steps/Dec/%: Defines the number of steps to be used in the range of frequencies set by the
start and stop frequencies but does change meaning depending if the log or percent check boxes
are selected. If neither are selected then the step size is calculated by dividing the range (stop
start) by the number of points.

o Log: Defines how the steps will be taken. If selected, the software will split the frequency
range into log decades and then split each decade into the number of ranges specified.
For example, if you are testing from 80 MHz to 1 GHz in log steps with the ranges set to
5, the software will split the range 80 MHz—800 MHz into five sub ranges. It will then split
the 800 MHz-8 GHz into five ranges, but terminate the test on the last range that covers
1 GHz.

o Percent: This is used when performing IEC testing (or other standards) which require a
percent stepped frequency progression. When this check box is selected, you can specify
any value for percent, including fractions (entered as decimal places). Some of the MIL
STD tests use 0.25% step sizes. The IEC uses 1%. Some calibration schemes use 2% or
5%.

For example, MIL-STD-461F/G, Table Il requires an equivalent step size of 0.25% for
test frequencies greater than 1 GHz.

TABLE lll. Susceptibility scanning.

Analog Scans Stepped Scans
Frequency Range Maximum Scan Rates Maximum Step Size
30Hz - 1 MHz 0.0333 f,/sec 0.05f,
1 MHz - 30 MHz 0.00667 fy/sec 0.01 f,
30 MHz - 1 GHz 0.00333 fy/sec 0.005 f,
1 GHz - 40 GHz 0.00167 fo/sec 0.00251,

o Auto Save every <#> steps: Normally, saves are only performed as a step on the flowchart, but
very complex or long Immunity tests might require intermittent saves. This setting determines how
often during the Immunity test to perform a save; this saves the complete profile, not just the
frequencies for this Immunity test.
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Freq Step 1 Tab

This tab lets the user control several different
functions/methods/algorithms during the Immunity

test.

ETS-Lindgren.com

Minimum Output between steps: Some
signal generators use a relay to set
attenuation levels. This relay can wear out
over time if used excessively. If you are
concerned about this relay, or if the on/off
sequence affects the testing, select this box
to prevent the command from being sent to
the signal generator.

No Sig Gen On/Off between steps: Some
signal generators use a relay to turn on and

Primary Amp  Injection Level = Sec Amp-Harmonics  Leveling TEM
Check Reference Threshold Auto Thresholding ~ AM Modulation
FM Modulation  Pulse Modulation = PM-Key  Calibration  Probe Cal.
Results - 1 Results - 2 Calculations Instruments Probes
Samples Monitors Position Process Pass/Fail Bookmarks
Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause

Minimum Output between steps

|:| No Sig Gen On/Off between steps

[[] Use Previous Amp for Best Guess

Power Off At Fail to Level

[ Modulation Always On

Auto Level on Change of Frequency (Manual Mode)
|:| Display VSWR (Net Power Only)

Amplifier Always on

off the signal. This relay can wear out over time if used excessively. If you are concerned about
this relay, or if the on/off sequence affects the testing, select this box to prevent the command
from being sent to the signal generator.

Use Previous Amp for Best Guess: When leveling, there are three methods of determining the
starting amplitude for the leveling loop. If no other choice is made, the software will calculate a
beginning amplitude by taking the desired level, the offset and the gain of the amplifier, and
guessing at a starting amplitude.

The second method is found on the Leveling tab. You can specify a fixed set of beginning
amplitudes (less than the offset) using the Best Guess data element.

Generally, the fastest method is to use the previous frequency signal amplitude as a beginning
point. If you select this check box, the previous level will be used. In this case, the choices (Best
Guess data element and offset) will be ignored, except at the first frequency.

Power Off on Fail to Level: When the leveling loop fails, a dialog box will provide the choice to
retry this step, skip this step, or quit. While this dialog box is present, this check box determines
whether power is ON or OFF. For safety, RF is turned off when this dialog box is present.

This prevents potential damage to the EUT. Turning RF OFF does have the disadvantage of
making it difficult to examine the state of the equipment to understand the failure. Knowing what
the last amplitude was or what the power meter was showing can help in correcting or
understanding this failure to level. Selecting this check box will cause the RF to be left ON while
the dialog box is present.

Modulation Always On: When this check box is selected, the modulation will be set at the
beginning of the test and left on always. All leveling will be performed with modulation on.

There is a specific set of steps that take place during a test. Normally, when the test starts the
signal generator will be in an RF off state. The attenuation will be set to the lowest number
supported by the signal generator (normally 123 dBm).

When the action starts, the generator is set to the first frequency, the signal generator is turned to
RF ON. The level is set to the first amplitude. Once the field is established, the modulation is
turned ON. After dwelling, we turn off the modulation, set the generator to a minimum attenuation,
turn the RF off, and step to the next frequency.

Auto Level on Change of Frequency (Manual Mode): When in manual mode you have the
option to step up or down in frequency. When stepping to another frequency, this check box
controls whether the software will perform a level cycle or whether the signal generator will be left
at the amplitude level from the previous frequency.
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This tab lets the user control several additional
functions/methods/algorithms during the Immunity

test.

o NOTE: To prevent extra sensor reads after the level cycle has completed, make sure this
setting is enabled.

o This setting translates to the Ul dialog's "Auto Lvl On" checkbox at runtime.

»= If you have the Freq Step 1 setting enabled, when you enter Manual Mode during
a run, the Auto Lvl On box is initially checked.

»= If you have the Freq Step 1 setting disabled, when you enter Manual Mode
during a run, the Auto Lvl On box is initially unchecked.

= If the box is checked, when you are in Manual Mode and Step forwards or
backwards in frequency and the RF is ON, the action will perform the leveling
cycle at each freq. change.

= If the box is cleared, when you change frequency leveling is not performed.
Because the setting is "exposed" on the run dialog, you can effectively override
the Freq Step 1 setting as the action runs. The action's Edit setting just
determines the runtime setting's initial state.

Display VSWR (Net Power Only): When both forward and reverse power is measured, the
software can calculate the VSWR of the transmitted signal. Selecting this check box causes the
VSWR to be calculated and displayed as the test is running. This is very convenient for
determining the influence that the EUT has upon the test setup.

Amplifier Always on: When the Immunity test starts, if an amplifier is defined, the software will
switch it on (in operate mode). If this check box is selected, the amplifier will not be addressed
until you exit the immunity step, at which point it will be turned off (put in standby mode). If this is
not selected, when the pause button is clicked the amplifier will be put in standby, and when RF
On or Start Auto are clicked, the amplifier will go into operate mode.

Freq Steps 2 Tab

Primary Amp  Injection Level = Sec Amp-Harmonics Leveling TEM
Check Reference Threshold Auto Thresholding ~ AM Modulation
FM Modulation Pulse Modulation =~ PM-Key  Calibration  Probe Cal.

Results - 1 Results - 2 Calculations Instruments Probes

Power on when entering Manual Mode:
When the Operator: CIICkS the manual bUtton Samples Monitors Position Process Pass/Fail Bookmarks
during an automatic Immunity test, the default Action  Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause

behavior is to pause the test with RF off. [] Power On when entering Manual Mode

CheCk thlS bUtton If yOU want RF on When |:| Do not exceed Std Field (Ref) in Manual

entering manual mode. Use Previous Amp when Leveling failed on
Previous Freq (no level mode)

Do Not Exceed Std Field (Ref) in Manual: [ Read Sensors with Modulation On

When in manual mode, the operator can click [ Use Offsst when in Manual

[] step to Next Frequency on Fail (Manual Mode)

the up/down buttons to raise or lower the field [ Stop to Next Frequency on Fail (Auto Mode)

level. If this check box is selected the
software will limit the up button to the standard field. With this check box selected, you cannot
raise the field level above the limit.

Use Previous Amp when Leveling failed on Previous Freq (no level mode): When not in
leveling mode with a secondary leveling loop (Sec Amp-Harmonics tab), if you failed to level at a
frequency the normal behavior for the next frequency would be to start at the signal generator
level for the primary amp field.

ETS-Lindgren.com TILE! Reference Manual | 232 of 360



https://www.ets-lindgren.com/product-category/software/

If you failed to level in the secondary loop, this might make you start too high. Select this check
box for the secondary loop signal-generator level to be used as the first step. The Max Step size
on the Level tab will control the step size for this leveling loop. If you are doing no leveling for the
primary amp and you have a secondary amp defined, it is recommended that the Max Step be set
to 1 dB.

o Read Sensors with Modulation On: When in a leveling loop, sensors are normally read prior to
the modulation being turned on. Select this check box if you want to read sensors with the
modulation on.

o Use Offset when in Manual: On the Leveling tab the offset value is the amount in dB that the
signal generator is stepped down at the start of each frequency. When in no leveling mode, this
value is ignored unless this check box is selected.

o Step to Next Frequency on Fail (Manual Mode): When the Fail button is clicked, in manual
mode the normal behavior is to mark this frequency as a failure, and go to the next frequency. If
this check box is selected, this frequency will be marked as a failure, but it will not progress to the
next frequency.

o Step to Next Frequency on Fail (Auto Mode): When the Fail button is clicked, in auto mode the
normal behavior is to go to manual mode and pause the test. If you click Auto Run at this point, it
will retest the current frequency. If this check box is selected, the software will automatically step
to the next frequency when Fail is clicked. This allows you to restart the test.

Freq Steps 3 Tab

e First Freq Delay: Some power meters and
probes have a long leveling time when first

. . . Check Reference Threshold Auto Thresholding
SUbJeCted tO pOWGr (due tO Internal averaglng AM Modulation FM Modulation Pulse Modulation PM-Key  Calibration
methods). Probe Cal Results- 1 Results-2  Calculations  Instuments  Probes

Samples Monitors Paosition Process Pass/Fail Bookmarks
o) This will cause the first readings to be Primary Amp Injection Level Sec Amp-Harmonics Leveling TEM
too low. This value controls a Ieveling Action  Frequency Freq Siep 1 FreqSteps2 FreqSteps3  Pause
delay for the first frequency step that FirstFreq delay: |1000 First Ofiset | 20
can be different from the values set FustStep Tries: |20
on the Instruments tab. SestGuess Amp:  |Sho et .
[[] Continue on Fail-to-Level
o First Offset: The first step of a leveling loop [] Graduated Reduction between freqs

Reduchon Step Size: 1

sometimes requires different settings than the
remaining steps in a test. Because of
sensitivity of a test set or unknowns in the
leveling loop, the general condition in the first step can be radically different from the conditions in
the later steps.

Time between each step: 100

o The first step offset is a value in dB that the software will automatically step down from
the first estimated signal generator drive level.

o For example, to set the level to half of the target of 100V/m E-field, using the formula
below, assuming a 60dB gain amplifier, the 0 offset value out of the sig gen would be -
6.99dBm. NOTE: This must be accounted for in the ‘Calibration tab’.

o If the desired starting field level is 50V/m, an entry of -6 would set the sig-gen starting
value at -12.99.

o NOTE: In the formula below the height value is for a TEM cell, for all other setups it
should be 1m.
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(Target+Height)?
Gain—Offset) + 30

SigOut = 10 * log10 <
50*10( 10

First Step Tries: The number of tries that will be attempted for the first step before an error is
declared. When using Use Previous Amp for Best Guess, the Number of Tries from the Leveling
tab is used to determine the overall number of tries for a leveling loop.

On the first step, there is no previous amplitude so the software will start at a much lower level
and begin leveling up. This value allows you to let the first step have more tries than the
remaining steps. This will allow you to speed the leveling loops of the remaining steps without
causing a problem on the first step.

Best Guess Amp: You can use this data element to control the initial signal generator level for
each frequency step. It is mutually exclusive with the Use Previous Amp for Best Guess check
box on the Freqg Step 1 tab. If that check box is not selected, then this data element controls the
initial signal generator level (less than the offset).

Continue on Fail to Level: Allows the user to continue with the leveling steps even when a step
fails to level.

Graduated Reduction between freqs: There are certain specifications that require the
amplitude of the signal to be reduced to a fixed level before stepping to the next frequency. This
controls the settings for the shape and timing of that step down.

Reduction Step Size: The value in dBm for each step of the reduction. The number of steps is
controlled by the offset value on the Leveling tab.

Time between each step: The dwell time between each reduction step.

Pause Tab
During some tests, it is useful to prompt the operator Immunity Test
to change hardware, throw a switch, or change an
antenna. If there are no other substantial differences, Primary Amp | InjectionlLevel | Sec Amp-Harmenics | Leveling | TEM

you can use this tab to define conditions when a
pause will be generated. The pause is defined by two

Results - 1 Results - 2 Calculations Instruments Probes
conditions: the frequency at which a pause is Samples  Monitors  Position ~ Process  Pass/Fail ~ Bookmarks
requested (there can be multiple frequencies), and Action Frequency ~FreqStep! FreqSteps2 FreqSteps3 Pause
the message to display. Pause Frequencies: <no data> v

Check Reference Threshold Auto Thresholding ~ AM Modulation
FM Modulation ~ Pulse Modulation =~ PM-Key  Calibration  Probe Cal.

Pause message:

Pause Frequencies: You will need to define
a data element that has the frequencies, or

frequency, at which you vyant to generate the Cil-Enter for muttiple lines
pause. You can create this data element with LlAdo o er ON Delay: 10
the Direct Entry action. The software will Gain Offset at changeover: -20

generate a pause when the next frequency is
equal to or greater than the pause frequency.

Pause Message: Enter a text message that will be displayed when a pause is generated.

Auto: When this check box is selected and we transition across a paused frequency, the software
will perform the gain offset and dwell time and then automatically continue. This setting is
primarily designed for dual band amplifiers where the gain of the amplifiers is dramatically
different between the two bands.
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¢ Power ON Delay: The time between turning the signal generator on and the next point where any
valid readings are taken. This is commonly used when you have an amplifier that has a short
dwell between the application of RF energy and the output of the full potential of the amplifier.
Controls a leveling delay for the pause frequency step that can be different from the values set on
the Instruments tab.

e Gain Offset at changeover: The amount in dB that the current signal generator value will be
offset as we apply power after the pause frequency. This value can be positive or negative;
positive will reduce the signal generator drive-level, negative will increase the drive level.

After the dwell time, the software begins the leveling loop again. At this point, you might have
made a change in a passive component that affects the efficiency of the current hardware setup.
For example, you changed the injection probe, and the new injection probe is substantially more
efficient. In this case, if we begin the leveling loop at the previous amplitude level, there is a
strong risk of overdriving and potentially damaging the EUT. The gain offset lets you specify the
value in dB that the output of the signal generator will be reduced as it begins the leveling loop
anew.

Primary Amp Tab

This tab is used to select the amplitude data.
Normally, this data element would match the data

Immunity Test

element used for frequency (If that Optlon were Set) Check  Reference  Threshold  Auto Thresholding ~ AM Modulation
bUt doeS nOt have tO matCh. FM Modulation  Pulse Modulation PM-Key Calibration  Probe Cal.
Results - 1 Results - 2 Calculations Instruments Probes
Samples Menitors Position Process Pass/Fail Bookmarks

If you are using No Leveling on the Leveling tab, then :
: _— . . Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
this data element will indicate signal generator levels. Primary Amp

If using Power Meter, this data element will indicate

Injection Level  Sec Amp-Harmonics  Leveling TEM

. e . . . dat: v
the power level desired (or specification limit Date: I
converted to dBm). Data e, @8 O v Oasuv Oves
" Odev O mA (OdBpT (O dBuA
If using Probe, this will reflect the specification limit in Odema O Watts
volts/meter_. This data element will t_>e interpreted to [] Use Apparent Power (CS02)
match the instrument used for leveling. If you use ] Use True Power [ Use Units for Display Only

Power Meter for leveling and are using a voltmeter or
current meter, then this data element needs to be the value desired on this instrument (for example, 1 V
AC or 1 A).

NOTE: If the Data is not specified, then an error will appear stating the missing element and the dialog
box will not appear and/or not function properly.

o Data: Allows the operator to select the desired amplitude data to be used in the test. The
frequency component of the amplitude data element must cover the same range as the data
element defining the Frequency tab, but they do not have to be the same element. In most tests,
the same data element will be defined for both frequency and amplitude.

For example, if the data element has the following points: 2a8 10

The first frequency, 200 MHz, would have a leveling point of 10 V/M if probe Elis g
leveling was used. If power meter leveling is specified then the system would = )
level to a power meter reading of 10 dBm (the units used by a power meter). 2.6e8 3
Keep this in mind when defining a test. If you are using a power meter and do not have a probe,
you must calculate the expected field strength using the appropriate antenna factors to create this
data element.

o Data Units: This selection will set the display of the dialog box to reflect the correct units.
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e Use Apparent Power (CS02): When performing a MIL STD 461A Test to Notice 3 you are
required to measure apparent power which is defined as:

Voltage + Current/2 — 90 dB.

o Use True Power: When performing certain specialized MIL STD 4611E tests you are required to
determine power by summing current and voltage.

Injection Level Tab

The Injection Level tab is used to define secondary
leveling loops, such as Bulk Current Injection (BCI),
where there are two standards, the Injected standard
and an Induced standard.

¢ Monitoring Limits: The Monitoring Limits
data element is used in conjunction with the
Level Monitor Inst value as a means of
limiting the power/current.

e Level Monitor Inst: Defines the instrument
that will be used to record the power/current
in conjunction with the Monitoring Limits data
element.

o Level Units: Select this unit to use for display

Immunity Test

Threshold  Auto Thresholding  AM Modulation  FM Modulation  Pulse Modulation
PM-Key Calibration Probe Cal. Results- 1 Results-2 Calculations Instruments
Probes Samples Monitors Position  Process  Pass/Fail Bookmarks
Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause Primary Amp
Injection Level  Sec Amp-Harmonics ~ Leveling  TEM Check Reference

Monitoring Limits: | <no data> ~

Level Monitor Inst: | <ne instrument> v

@dBm O wvim  OdBuwv  (Volts
LevelUnitss Syggy O ma  OdepT  (dBua

() dBmA

Tolerance  Plus: Minus: Count
Generator Step Size

purposes and for instrument control (such as power meters) where units need to be specified.

¢ Tolerance Plus/Minus: You can control the tolerance for the secondary data element. The

tolerance is an absolute value.

e Count: The number of steps for the secondary loop before an error is declared. The loop will start
leveling down by the generator step size. If it cannot achieve the desired pass conditions before
the count is reached, then an error message will be displayed for the operator.

e Generator Step Size: Controls the step size used when leveling down in the secondary leveling
loop. When you exceed the secondary level, the software will enter a loop where it reduces the
generator level by the step size shown here. It will then measure the secondary level again. If it is
still above the limit, it will reduce the level and repeat these steps until the correct level is

achieved or the count is exceeded.

Sec Amp-Harmonics Tab

In automotive testing, the harmonic test selection is
used to monitor up to the tenth harmonic of the
fundamental frequency. This, along with the minimum
margin setting, will limit the field strength accordingly.

e Harmonic Test: Select this check box to
activate the harmonic test.

e Number of Harmonics: Specifies the number
of harmonics to be tested at each frequency.

ETS-Lindgren.com

Immunity Test

Check Reference Threshold Auto Thresholding ~ AM Modulation
FM Modulation ~ Pulse Modulation =~ PM-Key  Calibration  Probe Cal.
Results - 1 Results - 2 Calculations Instruments Probes
Samples Monitors Position Process Pass/Fail Bookmarks
Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Amp  Injection Level =~ Sec Amp-Harmonics  |eveling TEM

[]Harmonic Test

Number of Harmonics: 10 Min. Margin: dB
v

Upper Fregq Limit: GHz
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This tab is used to select the leveling methodology for
this run. The TILE! system supports leveling using a

probe, a pOWer meter ora pre-CaICUIated fleld Pre_ Check Reference Threshold Auto Thresholding ~ AM Modulation
calculated fields are only used with control field

Results - 1 Results - 2 Calculations Instruments Probes
tranSducerS’ SUCh as TEM or GTEM Ce”S' Samples Monitors Position Process Pass/Fail Bookmarks
. . . Action  Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
In these cases, the field can be predICted (at certain Primary Amp  Injection Level ~ Sec Amp-Harmonics ~ Leveling  TEM
frequencies) very accurately. TILE! allows you to Leveling Source
create a calculated field in these structures and @NoLeveling (O Pwr Meter (@Bm) (O Probe (%)
record the probe level, in effect calibrating the probe. Tolerance (dBrm) Offset: Max Sig Gen dBm

Min. Margin: Sets the tolerance of the field strength for the harmonic test.

Upper Freq Limit: Controls a value above which no harmonics will be performed. For example, if
you are doing a GM9112 BClI test up to 400 MHz, but the spectrum analyzer does not go above 1
GHz, then you can limit harmonic test above 100 MHz (assuming 10 harmonics) to not exceed
analyzer capability.

Leveling Tab

Immunity Test

FM Modulation ~ Pulse Modulation =~ PM-Key  Calibration  Probe Cal.

Plus: "20 ‘ ‘O ‘

Leveling Source: Allows the operator to Minus: [ From Data
H . . 'nus'D Max Step: Min Sig Gen dBm
select which instrument will control the

leveling cycle. Of the three choices, no ‘1? | bz |
. . Min Step: Max Count:
leveling causes the test to playback fixed o1 | fo |

dBm levels from a signal generator with no
leveling taking place. Probe and power meter leveling cause specific leveling loops to execute
where the software searches for the desired level.

Tolerance: Allows the operator to select the desired tolerances for the leveling process. For
example, if you are trying to create a 3 V/M field with a probe then a plus 15, minus 0 would give
you a tolerance of 15% starting at 3 V/M. This equates to a minimum acceptable reading of 3 V/M
and a maximum of 3.450 V/M.

This is probably too tight a tolerance for most probes to level to but the user should experiment
with these settings to obtain the tightest acceptable margin for the instrumentation. A symptom of
too tight a tolerance would be a leveling loop, which jumped below and above these numbers
without ever landing within the zone. You will exceed the Max Count specified without leveling.
Raise the margin slightly and retry.

Offset: Sets the offset in dBm to the expected signal generator levels for the next frequency. This
defines a minimum offset to the calculated field for safety purposes. This value is subtracted from
the expected signal generator level, so a negative value will increase the signal generator level.
There are often large swings in field strength given different frequencies in the same setups.

This number determines how far below the calculated value to place the signal generator on the
first reading. The system will step up in maximum steps of 10 dB until it begins to receive valid
readings from the probe or power meter. Subsequent leveling will follow in internal algorithm.
When using the Best Guess Amp data element, the value is reduced by the offset. Typically, a
negative number will be used to set a lower level to approach the target.

Max Step: When in a leveling loop, this controls the largest step allowed to the signal generator.
This value might be set quite differently for different types of tests. When the software sets the
first signal generator level, if the value returned (by either the power meter or probe) is very low,
compared to the limit, the software will take a large step. This value limits the size of the step.
When performing some secondary leveling loops (either on the Sec Amp-Harmonics tab or the
Check tab), this value also determines the step size for these loops.
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e Min Step: Sets the minimum amplitude increment that the signal generator will perform.

¢ Max Sig Gen dBm: Controls the maximum RF level that will be output from the signal generator.
Use this setting to protect the front end of the amplifier from overload. A typical amplifier cannot
handle more than 0 dBm into the input of the amplifier. A value of zero will limit the software by
halting the leveling if the anticipated signal generator level will exceed 0 dBm.

o From Data: To use a table of sliding values for the maximum dBm value, select this check box.
This is most common in low frequency (audio) applications where the maximum capability of the
amplifiers is a function of frequency. Selecting this check box has the same effect as a third
leveling loop, based upon power inputs.

e Min Sig Gen dBm: Some signal generators do not have an RF off mode and the software will set
a minimum output; this value defines the minimum output for the signal generator.

e Max Count: Sets the maximum number of retries to establish a level measurement reading
before the system reports an error. This field needs to be over 10 in situations where you are
seeking a large field or in cases in which the margin is extremely small.

For example, if you are trying to create a 3 V/M field with a 500-Watt amplifier, you will find that
small ripples in the amplifier cause relatively large changes in the offsets at this level. You will
probably need to give the system more tries to level. An indication of this problem would be a
failure to level, but levels quickly if you click Retry. This field is also used in the secondary amp
and check loops to determine the number of tries.

TEM Tab

TEM or GTEM cells, by design, are calibration

devices. The field strength in these cells can be
aCCUrater Calculated If the helght Of the Septum Check Reference Threshold Auto Thresholding ~ AM Modulation
impedance and net power are aCCUrately knOWr,] FM Modulation ~ Pulse Modulation = PM-Key  Calibration  Probe Cal.

Results - 1 Results - 2 Calculations Instruments Probes

Immunity Test

Samples Monitors Position Process Pass/Fail Bookmarks

The general formula is P*I = EA2/H, where P is the
power in Watts, | is the impedance in ohms, E is the
field strength in V/M, and H is the height of the

Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Amp  Injection Level ~ Sec Amp-Harmonics  Leveling ~TEM

[ITEMIn Use
Septum- Height: Meters
: . Impedance: <no data> v
e TEM In Use: When using TEM devices such
[C]P-MID Test (SAE J1113) O

as Striplines, TEM cells, or GTEM cells, you Bower Out Inctr: IS TERIRETE 5 store
can perform a test in volts/meter using a cower Out Gol: [ERETEEES ooy
power meter if you have height and '

impedance information. Select this check box,
enter the appropriate information, and then use the power meter leveling-mode on the Leveling
tab to level to a value in V/M, not power.

Power Out: <no data> ~

¢ Height: Sets the septum height if you are using a TEM or TEM type device. The internal
algorithm for calculating signal levels is adjusted by this reading. If the septum is less than 1
meter (a value of 1), then the calculated signal generator level will be increased by the inverse. If
the septum height is larger than 1 meter, the signal generator level will be reduced by the inverse.
This value is used in the previous equation to adjust the field strength to an appropriate value.

¢ Impedance: Allows the operator to select a data set as a defined CSV data element. The
impedance is the critical in the accuracy of the methodology. You cannot assume a 50-ohm cell.
Measured values are necessary. If you do not have these values, it is possible to use TILE! to
determine closely approximated values.
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P MID Test (SAE J1113): The power at the midpoint (P MID) test is a Stripline test where the
amplitudes are determined by averaging the power in and power out of a Stripline (Tri plate).

Power Out Instr: Selects the instrument to be used to measure the output power. If net power on
the output is desired, you will need to use a special driver.

Power Out Cal: Contains the correction factors to be added to the power meter reading to give
you a corrected value.

Power Out: Selects the data element used to store the output from the power meter.

Store Only: If this check box is selected, the power out of the Stripline is measured and stored
but not used in the leveling loop.

Check Tab

This tab is used for two unrelated purposes: the Immunity Test

power meter check is a modified leveling method,

Threshold  Auto Thresholding AM Modulation  FM Modulation  Pulse Modulation

and the dOOl‘ CheCk aCtiVe iS Used as a Safety feature. PM-Key Calibration Probe Cal. Results- 1 Results-2 Calculations Instruments

Probes  Samples  Monitors  Position Process  Pass/Fail Bookmarks

Power Meter Check: A modlfled form of Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause Primary Amp
. . . . . Injection Level ~ Sec Amp-Harmonics  Leveling TEM Check  Reference

testing in which you are running no leveling _ _

type test, but still want to verify the actual [ Jqumer Meter Check

power level present Power Moter D [ .

[CINot To Exceed Value Variance: D
Power Meter Data: Data element reflects [JVSWR Check Active
the expected power meter level. This value Maximum Value:

will be referenced against the power meter 1 [1Boor Check Actve

instrument. If you want to perform any other Door Open Acton:  EIZEC0R =
type of checking, either using another Dwell Poling Rate: |1 sec v
instrument or net power, you must configure [Reverse Polarity

the Sec Amp-Harmonics tab and use that

method.

Not to Exceed Value: If this check box is selected and the power level is higher than the desired
level, the software will level down to the desired power meter level.

Variance: Reflects the +/- tolerance which will be applied to the power meter reading in
determine acceptance.

Door Check Active: When this check box is selected, the action specified as the Door Open
Action will be accessed to determine the switch position. If the switch position indicates an open
door, the test will be paused (RF turned off). Then an error message will be displayed for the
operator.

Door Open Action: This is an icon on the flowchart setup with the appropriate switch settings to
measure the open or close position of the door. These are normally accomplished with either
Switch actions or serial actions.
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Reference Tab

When performing a test, sometimes the unit of the
standard is different from the unit currently being used

Immunity Test

for the teSt. FM Modulation  Pulse Modulation = PM-Key  Calibration Probe Cal.
Results - 1 Results - 2 Calculations Instruments Probes
For eXample |f you haVe Calibrated a f|e|d Using a Samples Monitors Position Process Pass/Fail Bookmarks

Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause

field probe (to 3 V/M) and saved the signal generator
level (or power meter level), you might then perform a
test using these values in either the no level or power
meter leveling-mode. You will be leveling then in dBm Reference File: [Sno data> b
but the standard is still in V/M. Ref Out File: <no data> v

Primary Amp  Injection Level Sec Amp-Harmonics  Leveling TEM
Check Reference Threshold Auto Thresholding ~ AM Modulation

Reference Type

The reference field is related to the current leveling @vim Odsum OVRMS Odem  Ovol

units which reflects the actual standard being
This value is used to display the calibrations

measured' When SeIeCted! the Sc_)ftwar? ChangeS the achieved when the test is in a feedback state.

display to show the value and units derived from the

calibration.

If you are feeding back a set of previously calibrated signal generator levels, the display will show 3 V/M,
not —15.8 dBm. This is much more useful. The reference field must be related to the data element used in
the Primary Amp tab. If there is a discrepancy in this relationship, the displayed values will be incorrect.

o Reference File: Displays the field values achieved during the calibration when the testis in a
feedback state. The most common use of this field would be to display the field probe level
achieved during the calibration step referenced to the current leveling method and its related
value from the calibration. Assume that you level to 3.03 V/M with a forward power of 23.0 dBm
during Calibration. If you level during the test to 23.2 dBm then the displayed field strength would
be:

Est Fiel = aloglO (dBA+20*lozgo10(Rerm))

Or

0.2 + 20 * log10(3.03)
3.1 = alog10 >0

o Ref Out File: Selects the data element to save the reference value. If you go to manual mode
and adjust the signal generator to change the field level, the reference is recalculated to display
and adjusted value. This value is stored if you pass or fail this step. This allows you to graph the
estimated field generated at each step of the test.

o Reference Type: Selects the recorded level; these values are for display purposes only. You
must have selected appropriate methods of leveling and amplitude/reference data elements to
properly level.

ETS-Lindgren.com TILE! Reference Manual | 240 of 360



https://www.ets-lindgren.com/product-category/software/

Threshold Tab

When this function is activated, the software will
display the thresholding options during the Immunity
test. Thresholding assumes the upper and lower
thresholds are identical unless the operator takes
manual control and overrides these values. When
activated and in manual mode, the operator can
identify a level as being the upper or lower threshold
and this value will be saved.

e Thresholding Active: These settings only
apply when the operator is in manual (pause)
mode. The operator can then specify levels
for upper or lower thresholds. When in
automatic mode, the upper and lower
thresholds are assumed equal until manually
overridden.

Immunity Test

FM Modulation

Results - 1

Pulse Modulation
Results - 2

PM-Key

Calculations

Probe Cal.
Instruments Probes
Pass/Fail
Freq Steps 2 Freq Steps 3  Pause
Leveling TEM
AM Modulation

Calibration

Samples Monitors Position Process Bookmarks

Action  Frequency Freq Step 1
Primary Amp  Injection Level = Sec Amp-Harmonics

Check  Reference  Threshold  aAuto Thresholding

[] Thresholding Active

Lower Threshold: <no data> v
Upper Threshold: <no data> o
Lower Effects: |<no data> v

Upper Effects: <n° data> v
[Jinterpolate Action <no action> N

o Lower Threshold/Upper Threshold: Selects the data element to store the thresholding values.
There must be a data element selected for both upper and lower or the software will not allow this

option to be activated.

o Lower Effects/Upper Effects: Selects the data element to store an alpha code for effects. Some
standards allow or require the operator to identify failures by type. Assigning an alphabetic code
letter to different failures allows the operator to identify the failure without having to enter the
same text repetitively. These data elements must be defined as word type data at this step.

¢ Interpolate Action: Certain standards which level to values that are not measured directly. For
example, measuring induced power when no current probe is attached to the line of interest in a
BCI test. When this check box is selected and an appropriate Threshold action is set up, for each
injected power value an interpolated induced current will be derived and used as part of the

leveling loop.

Auto Thresholding Tab

The software allows the user to configure a threshold
value for an unlimited number of instruments. As the
Immunity test runs, each instrument is read to
determine the current value. If the value exceeds the
value expected, the software will automatically level
down until the EUT passes. If more than one auto
threshold is defined, the software will check the
thresholds in the order selected until all pass.

See the Auto Thresholding action for more details.

NOTE: Must select the Auto Thresholding Monitor
Active box to activate this feature.

Failed Freq Instruments 1 Instruments 2 Samples
Calibration AM Modulation FM Modulation
Pulse Modulation PM-Key Monitor (1-2) Monitor (3-4)
Monitor (5-6) Monitor (7-8) Timing Reverb Standards
Action Freq Freq Step Amplitude Leveling Threshold

Auto Thresholding  Paddles Power Meter Data  Probe Data  Data

Auto Thresholding Active

auto imm extr
>>
<<

auto imm extr

o Available/Selected: It is divided into two columns, Available and Selected. They can be selected
by double clicking on them or selecting the Add>> button. They can be removed by double click

or the <<Remove button.
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This tab to turns on AM modulation during the
Immunity test. The action will turn on AM modulation

at the Slgnal generator and turn on the approprlate FM Medulation ~ Pulse Modulation ~ PM-Key  Calibration  Probe Cal.
internal/external switch (if the generator has this Rosuiis- 1 | Resuls-2 | Caleubfions | hsinmems | Probes
feature). Sarnples Monitors Position Process Pass/Fail Bookmarks
Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Am Injection Level Sec Amp-Harmonics Levelin TEM
» Enable: Select the check box to turn on Checky Rpefere:ce Threshold Aut': Thresholding ~ AM Mgodulation
(enable) AM modulation. Once you select the
check box, you must complete the Depth and [JEnable [ JExtemal [ ]Extemal Only
Frequency boxes. Depth: %
Frequency: |:| KHz v
e External: If this check box is selected and []Peak Conservation [ ] External Gating
modulation is enabled, the software will [] Modulation in Sequence
access the external input of the signal Wave Form

AM Modulation Tab

Immunity Test

@ sinewave (O square Wave () Triangular Wave

generator. On some signal generators, this
will cause a combination of internal and external modulations.

External Only: If this check box is selected and modulation is enabled, then only the external
input modulation will be turned on for all signal generators.

Depth: Determines the relative amplitude of the AM modulation. It is stated in percent, as are
most standards. A typical standard is the IEC 1000-4-3, which specifies 80% modulation. The
amount of modulation is related to the pitch of the voice being emulated. The standards are trying
to duplicate the human voice on a radio transmitter. If the standard is not stated in percent, you
must convert the number to a percentage before entering it.

Frequency: In stating a sound (using depth), you must specify how often the sound is
manufactured. This is stated in Hz or kHz.

Peak Conservation: There are two methods of handling AM modulation; in the commercial
standards, modulations are applied at the CW value causing the peak of the wave to be above or
below the peak value, depending upon the modulation period. In other standards, the highest
value of the modulated waveform should not exceed the peak value in CW. Peak conservation
will reduce the signal generator output level prior to turning on modulation by an amount
appropriate for the modulation percentage, so that the peak of the modulated waveform does not
exceed the CW amplitude.

External Gating: Select this check box if you need the modulation to be controlled by an external
gating signal.

Wave Form: Denotes how the carrier wave will be varied in accordance with the characteristics
of the modulation signal.
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FM Modulation Tab

This tab selects and configures FM modulation. The
generator must be capable of this function or these
settings will have no effect.

e Enable: Select the check box to turn on
(enable) FM modulation. Once you select the
check box, you must complete the Deviation
and Frequency boxes.

e External: If this check box is selected and
modulation is enabled, the software will
access the external input of the signal
generator. On some signal generators, this
will cause a combination of internal and
external modulations.

Immunity Test

Results - 1 Results - 2 Calculations Instruments Probes
Samples Monitors Position Process Pass/Fail Bookmarks
Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Amp  Injection Level = Sec Amp-Harmonics  Leveling TEM
Check Reference Threshold Auto Thresholding AM Modulation
FM Modulation  Pulse Modulation ~ PM-Key  Calibration ~ Probe Cal.

[]Enable [] External [JExternal Only

Deviation: KHz b
Frequency: |:| KHz ~

[] External Gating  [_| Modulation in Sequence

Wave Form
@ sine Wave (O Square Wave () Triangular Wave

o External Only: If this check box is selected and modulation is enabled, then only the external
input modulation will be turned on for all signal generators.

o Deviation: Relates to the relative amplitude of the FM modulation. It is specified in frequency
deviation around the primary frequency. If the primary frequency is 100 MHz with a 5-kHz
deviation, then the FM modulation will cycle between 99.95 MHz and 10.05 MHz. This simulates
the human voice carried on a FM radio transmitter. Enter an appropriate number in the box and

select the frequency component from the list.

e Frequency: In stating a sound (using depth), you must specify how often the sound is

manufactured. This is stated in Hz or kHz.

o External Gating: Select this check box if you need the modulation to be controlled by an external

gating signal.

¢ Modulation in Sequence: The default behavior in TILE! is for all the desired modulations to be
turned on before the dwell cycle starts. If this check box is selected, the software will turn on the
first modulation (AM first, FM second, pulse third) and dwell the desired amount of time prior to

moving to the next modulation.

¢ Wave Form: Denotes how the carrier wave will be varied in accordance with the characteristics

of the modulation signal.

Pulse Modulation Tab

This tab selects and configures pulse modulation that
is output by the signal generator on top of the current
frequency and amplitude of the CW output. The
generator must be capable of this function or these
settings will have no effect.

¢ Enable: Select the check box to turn on
(enable) pulse modulation. Once you select
the check box you must complete the Pulse
Rate and Pulse Width boxes

ETS-Lindgren.com

Immunity Test

Injection Level  Sec Amp-Harmonics  Leveling TEM Check  Reference
PM-Key Calibration Probe Cal. Results- 1 Resulis-2 Calculations  Instruments
Probes Samples Monitors Position  Process Pass/Fall Bookmarks
Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause Primary Amp
Threshold ~Auto Thresholding AM Modulation FM Modulation Pulse Modulation

[ External

Pulse Rate KHz -
Pulse Width us v

[]External Gating [“IModulation in Sequence
For1or2 Hztype PM see the Key Tab

[Pulse Train
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Some standards require 1-3 Hz square wave Immunity Test
modulation on top of other forms of modulation. The
setting on this tab let you generate a pulse modulation
using the output off/on function of the signal

generator' It WI” Only Work If the Signal generator can Primary Amp  Injection Level ~ Sec Amp-Harmonics  Leveling TEM
respond quickly enough to remote commands. Check Reference  Threshold  Auto Thresholding  AM Modulation
FM Modulation Pulse Modulation PM-Key Calibration Probe Cal.
o Key Test: When this check box is selected, [JKey Test
the signal generator will emulate the keying 500 On (ms)
and un-keying of a transmitter at the identified 500 Off (ms)
cycle time for the defined number of cycles. " Number of Cycles
Monitor4 On Data: <no data> v
o On/Off (ms): Defines the number of Monitor4 Off Data: '<no data> v
mi”iseconds that the RF WI” be On/Off The Key Test turns on and off the signal to create PM

External: Select this check box if you are using an external modulation generator and need to
feed this into the signal generator. Control of the external modulation generator can be configured
using the VISA action.

Pulse Rate: A pulse modulation is defined as an on/off width of a certain time over a repetition
rate. The repetition rate is measured in frequency units.

Pulse Width: The pulse is defined as an on/off width of a certain time over a repetition rate. The
parameter is the width of the pulse, and the width is defined in time units.

External Gating: Select this check box if you need the modulation to be controlled by an external
gating signal.

Modulation in Sequence: The default behavior in TILE! is for all the desired modulations to be
turned on before the dwell cycle starts. If this check box is selected, the software will turn on the
first modulation (AM first, FM second, pulse third) and dwell the desired amount of time prior to

moving to the next modulation.

PM-Key Tab

Results - 1 Results - 2 Calculations Instruments Probes
Samples Monitors Position Process Pass/Fail Bookmarks

Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause

(cycle time).

o Number of Cycles: The pulse shape of on and off signals is repeated the number of
cycles defined here.

Monitor 4 On/Off Data: Data elements used to record the results of the key test. If a data
element is selected, and an instrument is shown in the Monitor 4 section of the Monitors tab, we
will read the monitor during the off cycle and save the value.
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Calibration Tab

This tab is used to select the calibration data sets for
the selected instruments. These data elements should

Contain the appropriate CorreCtion faCtorS for thlS Probe Cal Results - 1 Results-2  Calculations  Instuments  Probes
inStrUmentation Samples Monitors Position Frocess Pass/Fail Bookmarks

Action  Frequency  FreqStep1 FreqSteps2  FreqSteps3  Pause
Primary Amp Injection Level Sec Amp-Hafmonics Leveling TEM

o Amplifier: If the amplifier calibration is not Check Reference Threshold Auto Threshalding
entered’ the default value is O (gain of ZerO). AM Modulation ~ FMModulation  Pulse Modulation ~ PM-Key  Calibration
This will cause serious overshoot if you have
an amplifier present in the system. If you are
unsure of the amplifier gain, enter a preset of Power Meter!: | <no data> v
at least 40. The calibration table should be
the gain of the amplifier in dB, not watts.

Immunity Test

Amplfier | <no data» e

Power Meter2 | <no data> w

e Power Meter 1/ Power Meter 2: Power meter calibration data needs to include cables and
couplers. The default value is zero if no data element is selected. You can use TILE! to calculate
the calibration data by setting up an Immunity Calibration action with no leveling, establishing a 0-
dB signal generator level. Physically hook up the complete system, but install a 50-ohm load in
place of the transducer. The power meter readings taken under this circumstance represent the
system loss from prior to the power meter.

Probe Cal. Tab

There can be up to four different probes used during
an Immunity test. An appropriate Calibration data

element mUSt be SpeCiﬁed for eaCh prObe. The prObe Results - 1 Results - 2 Calculations Instruments Probes
calibration table should be the correction information Samples | Monitors | Posfion | Process | PassPall | Bockmers
from the manufacturer or a preset value of one.

Immunity Test

Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Amp  Injection Level = Sec Amp-Harmonics  Leveling TEM

. . Check  Reference  Threshold  Auto Thresholding ~ AM Modulation
Never use a value of zero since prObe correction FM Modulation ~ Pulse Modulation ~ PM-Key  Calibration ~ Probe Cal.

factors are multiplicative. We take the reading from

the probe and multiply the probe correction factor. A Cal Probe 1: (SO v
value of zero would cause all results to be read as Cal Probe 2: <no data> v
zero. Probe calibration tables tend to be in the +0.8 to cal Probe 3. TS 9
+2 range.

Cal Probe 4: <no data> ~

Results -1 Tab

This tab is used to select which instruments will be
recorded and where the recorded results will be

. Injection Level  Sec Amp-Harmonics  Leveling TEM Check  Reference
Stored' The data elements SeIeCted mUSt be deflned Probes Samples Monitors Position  Process  Pass/Fail Bookmarks

as measurements. Action Frequency FreqStepl1 FreqSteps2 FreqSteps3 Pause Primary Amp
Threshold  Auto Thresholding AM Modulation  FM Modulation  Pulse Modulation

° Record: Select the check box for each type of PM-Key Calibration Probe Cal. Results- 1 Results-2 Calculations Instruments

Immunity Test

instrument data you want to record. If not o -
selected the results are not saved. This does g:;i”:'jz:fm o -
not mean the instrument is not read, only that DpowerMeteé <o dat -
the results are not saved. If you choose to  emd ~
level with a probe and do not record the g:erpiwe‘r' <no date> >
probe levels, then you will have to assume DCZ:;G <no data> >

that the desired amplitude was the actual

["]Add Comments To Data Results
level.
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If you record the probe level you can display this later to show the actual field created compared
to the standard. If you are running a no leveling test using calibrated inputs, you might want to
record the power meter or probe readings for reference purposes. This will allow you to compare
graphically the field established during the calibration run and the field created during the test. If
the EUT has an unusually large impact upon the field generation, this will show it.

o Data: If a check box is selected to record, a corresponding data element must be selected or the
system will record a failure and not run.

o Signal Generator: Store the amplitude of the signal generator when the leveling loop has
completed. This information is useful for duplicating testing or verifying results.

o Power Meter1/ Power Meter2: Store the amplitude of the forward/ reverse power during this test.
Power meter1/Power Meter2 always refers to the forward/ reverse power if net power is being
measured. The forward/ reverse power value is determined by reading the instrument identified
on the Instruments tab and adding the calibration value found on the Calibration tab. The
corrected value is saved.

¢ Net Power: Store the net power measured during this test. You must have the Net Power check
box, and both a forward power instrument and a reverse power instrument identified on the
Instruments tab. The net power value is calculated by the following formula:

Pf (Watts) = ((Pfm* (-10))/10)/100000

Pr (Watts) = ((Prm” (-10))/10)/100000

Pnet (dbm) = 10 * Log ((Pf - Pr) *100000)
Where

Pf = Forward Power (in Watts)

Pfm = Forward Power measured in dBm

Pr = Reverse Power (in Watts)

Prm = Reverse Power measured in dBm

Pnet = Net Power (in dBm)

o Pass Fail: The Pass/Fail data element stores a value that reflects whether the Pass or Fail
buttons were selected during the test. If the step passed, a value of one is entered. If the step
failed, a value of zero is entered. This allows the user to perform math that easily distinguished
the failed frequency. A simple equation (data element < 1) will identify those frequencies where a
failure occurred.

e Comments: When the operator pauses an Immunity test, there must be the option to enter
comments. A separate comment can be store for each frequency. To store the values, a word-
type data element must be selected here.
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Results -2 Tab

This tab is a continuation of the Results - 1 tab.

° Record: Select the check box for each type of Primary Amp Injection Level ~ Sec Amp-Harmonics ~ Leveling  TEM

instrument data you want to record. Check Reference Threshold Auto Thresholding
AM Modulation ~ FM Modulation  Pulse Modulation  PM-Key  Calibration
. . Samples Monitors Position Process Pass/Fail Bookmarks
° Data' If a CheCk bOX IS SeIeCted to record, a Action  Frequency  Freg Step 1 Freq Steps 2 Freg Steps 3 Pause
corresponding d_ata element mUSt be selected Probe Cal. Resuts- 1 Results-2  Caleulations  Instruments  Probes
or the system will record a failure and not run. Record: Data:
. . t <no dataz ~
o Start Time/Stop Time: The start and stop e s -
times are time strings requiring a word type
X Date Format: MM/DD/YYYY HMS  ~
data element which can be stored at each e Fomat s
frequency. The start time and stop time relate e o our -
to the modulation envelope. [JRed Frobe - | it h
[] Field Probe 2: <no data> A
e Field Probe/ Field Probe 1/ Current Probe: [ Field Probe 3: <no data> v
This output stores either the probe level [JField Probe 4: <no data> v
result, the Probe 1 result, or the Current [Field Probe Level: |<ng datas v

PrObe reSUlt. Recording Field Probe Level stores the Probe 1 reading

in Field Probe 1 instead of the probe leveling resutt
o The data recorded will be the probe

level result if Probe Leveling is enabled on the Leveling tab, at least one probe is enabled
on the Probes tab, and the Probe Leveling Method on the Probes tab is Min, Avg, or Max.

o The data recorded will be the Probe 1 data result if the Leveling Method is not Probes, or
the Leveling Method is Probes and the Probe Leveling Method is Probe 1.

o The data recorded will be the Current Probe data result if Probe 1 is not enabled and
there is a Leveling Monitor Instrument enabled on the Injection Level tab.

o Field Probe 2/ Field Probe 3/ Field Probe 4: These outputs store the result of Field Probes 2, 3
and 4, respectively. Each Field Probe output is determined by reading the corresponding
instrument on the Probes tab and multiplying by the calibration value found on the Probe Cal tab.
The corrected value is saved.

o Field Probe Level: This data element stores the result of the probe leveling when Probe Leveling
is enabled on the Leveling tab. Recording this output also causes the Field Probe 1 data element
to record the Probe 1 reading instead of the probe leveling result.
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Calculations Tab

This tab runs calculations on the fly so that they
can be shown on the graph in real-time.

This tab is similar to other calculation tabs and will
not fully be described here. See the Math Data Tab
for the full description.

Instruments Tab

This tab is used to select the specific instruments that
will be used in the Immunity test. Certain instruments
may have functions that imitate others. For example,

many spectrum analyzers can be used as power

meters.

NOTE: If the Signal Generator is not specified, then
an error will appear stating the missing element and
the dialog box will not appear and/or not function
properly. If an instrument other than the signal
generator is selected, it must have a calibration
entered on the Calibration tab. If the instrument is not
in use, make sure this field is set to No Instrument.

Signal Generator: If you select an instrument
that does not have the characteristics of a
signal generator, the action will not work

Immunity Test

Primary Amp Injection Level Sec Amp-Harmonics Leveling TEM
Check Reference Threshaold Auto Thresholding
AM Modulation FM Modulation Pulse Modulation PM-Key  Calibration
Samples Maonitors Position Process Pass/Fail Bookmarks

Action Frequency Freq Step 1 FreqSteps2  FreqSteps3  Pause
Probe Cal.  Results- 1 Results-2  Calculations  Instuments  Probes

Available: Selected
Equation
Seript Script

Immunity Test

Samples Monitors Position Process Pass/Fail Bookmarks
Action  Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Amp  Injection Level = Sec Amp-Harmonics  Leveling TEM

Check Reference Threshold Auto Thresholding ~ AM Modulation
FM Modulation  Pulse Modulation =~ PM-Key  Calibration  Probe Cal.

Results - 1 Results - 2 Calculations Instruments Probes
Signal Generator: <no instrument> ¥ Delay
Amplifier: <no instrument> Time (ms)
Power Meter 1: <no instrument> v 100
@dBm OdBw QWwatts OQVolts (O dBv
Power Meter 2; '<ho instrument> v [100
@am QdBuwv QWatts O volts O dBV
|:| Measure Net Power Std Dwell:

Use Units for Display Only

properly. Some spectrum analyzers have built in tracking generators that can be used for CW
type testing using this action. Since a spectrum analyzer can also be a power meter, you can
select the same instrument for both signal generator and power meter.

Amplifier: Select an amplifier if the amplifier has a remote bus. With this feature, TILE! will put
the amplifier into operate mode while running the test, change the bands as needed, and put the
amplifier back into standby when the test is complete.

Power Meter1/ Power Meter 2: Within the TILE! system, Power Meter is assumed to be the
forward power measurement from a direction coupler. It does not have to be, but be cautious

when using a non-standard configuration.

For the two power meters, you can also specify units for their readings. These units are only valid
if the instrument supports them. When using a spectrum analyzer for a power meter, you can
read in dBuV (for doing leveling to dBuA). Some power meters will read in Watts or Volts.

Delay Time: Allows the user to enter a delay time (in milliseconds) before a reading takes place.
This is particularly useful due to the long settling time inherent with power meters and probes.
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It is important to keep in mind that most power meters and probes are designed as constant
output devices. When you have an amplitude or frequency change that requires settling these
instruments will continue to respond to requests by sending the last valid reading. They do not
warn you that they are in the middle of a triggering cycle. For this reason, the results can be
inconsistent.

Measure Net Power: This check box requires the use of two instruments. When forward and
reverse powers are recorded, the software can calculate the net power reading. The result is
recorded in the data element identified on the Results tab.

Std Dwell: This setting is the same as the Mod dwell time in the Process tab, and is therefore
informative, not functional.

Use Units for Display Only: The units in the immunity actions have been designed to convert
from dBm (50 ohms) to the selected unit. For example, if the target is 20 Volts ms from an
O’scope, TILE! will read the value on the scope and use the dBm to Volts equation to convert the
reading ‘From’ dBm ‘To’ Volts. This would end up using ~2.3Vrms instead of the 20Vrms level:

PdBm=10log (V2/ (50*0.001)
Where 50 is impedance and 0.001 is the relative to 1mW (for dBm).
Therefore, a level of 2.3 on the scope would be interpreted as:

20 (dBm (not volts) = 10log (2.32/0.05)

The reading on the user interface will show 20 ‘V’ though the measured value from the O’scope
will only be 2.3Volts

Selecting the ‘Use Units for Display only’ will read the actual value from the O’scope without
converting to dBm, so the reading on the O’scope will be 20 Vrms and the display and recording
of the value will be correct (20).

NOTE: The Primary Amp tab should show the units you want to display (along with Units for
Display only) on the user interface when running the test.

Probes Tab
This tab allows you to identify up to four different Immunity Test
probes for measurement. During a test, these probes _ - _ _
will be read and the values stored depending upon Pronary Amp | bjectin Levd | Scc Amp Homorics | Leveing | TEM

the choices here and on the Results - 2 tab and the

Check Reference Threshald Auto Thresholding
AM Modulation ~ FM Modulation  Pulse Modulation  PM-Key  Calibration

Le Ve/il’lg tab. Samples Manitors Position Process Pass/Fail Bookmarks

Action  Frequency FreqStep1 FregSteps 2 Freq Steps 3 Pause
Probe 1/ Probe 2/ Probe 3/ Probe 4: You do Probe Cal.  Results- 1 Resuts-2  Calculations  Instuments ~ Probes

not have to have all four probes, nor do they Delay  Inciude n
need to be identified in order. They are — e

treated independently for reading and saving Probe 1: S0 fnmmem =
Probe 2: | <no instrument ~ | (100 O

purposes. Probe 3: | <no instrument ~ O

Delay Time: Allows the user to enter a delay Probe 4: | <no instrumert> ~[o | O

time (in milliseconds) before a reading takes Leveling Method:

place. This is particularly useful due to the Omn Omva  OMax @ Probe 1

long settling time inherent with power meters

and probes.
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It is important to keep in mind that most power meters and probes are designed as constant
output devices. When you have an amplitude or frequency change that requires settling these
instruments will continue to respond to requests by sending the last valid reading. They do not
warn you that they are in the middle of a triggering cycle. For this reason, the results can be

inconsistent.

¢ Include Leveling: If Leveling Method is set to Min, Max, or Avg, these checkboxes determine
which field probe readings are used in the selected leveling algorithm. Probes that are enabled
but do not have Include in Leveling set will still be read and recorded. If Leveling Method = Probe
1 (or 2,3,4), only one Include In Leveling checkbox can be selected at a time.

o Leveling Method: A set of four option buttons that determine how the four probes interact. In the
following descriptions, the term “identified probe” refers to a probe that is both selected in its
corresponding dropdown, and has its Include in Leveling checkbox selected.

o Min: When selected, the software will read all identified probes and level off the lowest

value among the probes.

o Avg: When selected, the software will read all identified probes and level using the
average of the probe readings. This is defined as the value:

+value4
1+

number of probes

o Max: When selected, the software will read all identified probes and level off the highest

value among the probes.

o Probe 1/2/3/4: The default value for probe leveling. With this selection, if probe leveling is
being performed, then the system will level on the probe currently selected by the Include
in Leveling checkboxes. The remaining probes will be read, if selected, and stored, if
selected to record their data on the Results — 2 tab.

Samples Tab

An instrument is read one time to obtain a valid
number. There are circumstances where you would
want to measure multiple times and take the average
or max of these values to determine a final value.

This tab allows you to select the number of samples
for each of the different instruments in this step.

o Samples per Reading: Defines the number
of samples desired per instrument reading.

¢ Probe Method /Pwr Mtr Method: Defines
how the value is calculated for readings from
each instrument. The user can choose to
keep either the maximum or average of
multiple samples. If a single sample is taken,
that is the only value stored.

ETS-Lindgren.com

Immunity Test

Action Frequency FreqStep1 FreqSteps2 Freq Steps 3
Primary Amp  Injection Level = Sec Amp-Harmonics
Check Reference Threshold Auto Thresholding
FM Modulation  Pulse Modulation ~ PM-Key  Calibration
Results - 1 Results - 2 Calculations Instruments
Samples  Monitors ~ Positon  Process  Pass/Fail
Samples Per Reading:
Probe 1: Pwr Mtr 1:
Probe 2: Pwr Mtr 2:
Probe 3: Pwr Mtr 3:
Probe 4: (P-MID)
Probe Method: Pwr Mir Method:
®Max O Avg @®Max  OAvg

Leveling TEM
AM Modulation

Pause

Probe Cal.
Probes
Bookmarks
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Monitors Tab

This tab provides the ability to record the results of Immunity Test
the test on instruments that are not part of the

. Injection Level  Sec Amp-Harmonics  Leveling TEM Check  Reference
IeVeIlng |00p- Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause Primary Amp
Threshold  Auto Thresholding  AM Modulation  FM Modulation  Pulse Modulation
PM-Key Calibration Probe Cal. Results- 1 Results-2 Calculations Instruments
Probes Samples Monitors Position Process  Pass/Fail Bookmarks

Monitoring allows the user to record values from
the EUT while the test is running.

Monitor implies that they are looked at, but are not Monior Insument Output Data
part of the Ieveling |OOp_ E = <no instrument> +| |<no data> .
Display Pos.  High Limit Pass/Fail Result
One possible use of these fields is to record the to L‘”"f_a‘_’” - ‘f‘a’ _ N
state of the EUT while doing automatic testing (in a ewtimt mitemparizon
<no data> ~ Fail > High Limit ~

relatively high-speed mode), then using
mathematics to determine at what frequencies the

Failure Action

EUT was out of band. These frequencies would be [IFstFreqsieponFaiue  [Coimee =

the input frequencies for a manual Immunity test [] Reset Displays at each Freq Step

W|th Operator |ntervent|on []Read PM Drivers Continuously during Madulation

NOTE: The maximum number of monitors that can =

be configured within a test profile is 100. Use the Monitor Group 1-10

Immunity actions properties window to manage the + Monitor 1 <no instrument>, <no datas, ..

monitors in groups of 10 as seen below. + Monitor 2 <no instrument>, <no datas, ...
+ Monitor 3 <no instrument:, <no data=, ..
+ Monitor 4 <no instrument:, <no data=, ..
+ Monitor 5 <no instrument:, <no data=, ..
+ Monitor 6 <no instrument:, <no data=, ..
+ Monitor 7 <no instrument>, <no data=, ..
+ Monitor 8 <no instrument>, <no data=, ..
+ Monitor 9 <no instrument>, <no data=, ..
+ Monitor 10 <no instrument>, <no data=, ..

Position Tab

If a positioner is specified on this tab, then after the
level is achieved, the positioner will be moved from
start to stop position. This will allow all angles of the Action | Frequency | FreqStep 1 | FreqiStepsi2 | Freq Steps 3 | Pause
EUT tO be Covered in one frequency Step Primary Amp  Injection Level = Sec Amp-Harmonics  Leveling TEM

Immunity Test

Check Reference Threshold Auto Threshelding ~ AM Modulation

age . FM Modulation Pulse Modulation PM-Ke Calibration Probe Cal.
o Positioner: Select the instrument that !

Results - 1 Results - 2 Calculations Instruments Probes
controls pOSition (norma”y a turntable)_ Samples ~ Monitors ~ Position  Process  Pass/Fail ~ Bookmarks
e Start/Stop: Enter the start and stop positions Positoner: <10 Instrument> Y]
desired. For each frequency, the software will Start: Stop: degrees
look at the nearest position (start/stop) and go Margin:l4 | step:[t | degrees
to that position, then begin one movement. At Number of Cycles:
frequency 1, the positioner starts at zero and StartStop Timing: [200 | ms
goes to 359 degrees. For frequency 2, since Dwell Timerstep: 0 |ms

the turntable is already at 359, it will start at
359 and move to zero.

e Margin: On certain positioners there is a noticeable delay from when you send a stop command
to when motion ceases; this can cause overrun. The margin is the number of degrees prior to the
desired position that the program will send the stop command so that it will then stop at the
desired location.
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o Step: If the dwell time per step is greater than zero, then the motion will be non-continuous and
the software will step to each position, dwell, step to the next position, and repeat this cycle until

the stop position is reached.

o Start/Stop Timing: This value is the delay time between sending a start or stop command and

any further instructions to the positioner.

¢ Number of Cycles: Determines how many times the software will move from the start to the stop
position for each frequency. If the cycle were two, the software would move from the start to the
stop position, and then move to the start position again for every frequency.

o Dwell Time/Step: If the dwell time per step is greater than zero, the positioning will not be
continuous. The software will move using the step size, stop, dwell, move to the next step, and
repeat this cycle until the stop position is reached.

Process Tab

This tab allows you to control steps during the Immunity Test
Immunity test. The delay feature is particularly
interesting. A more CompleX, but equa”y powerful tOOl Action  Frequency FreqStep1 FreqSteps2 Freq Steps3 Pause
iS the ab|l|ty tO perform Step teStS. A Step teSt inVOIVeS Primary Amp  Injection Level SecAmp-Harmonics. Leveling TE,M
. . . . . Check Reference Threshold Auto Thresholding ~ AM Modulation
Stepplng Up tO the flnal Immunlty Ievel’ anSIng at FM Modulation ~ Pulse Modulation =~ PM-Key  Calibration  Probe Cal.
intermediate StageS tO determine eﬁeCtS- AUtO Start iS Results - 1 Results - 2 Calculations Instruments Probes
only obvious once we have discussed the running of Samples  Monitors  Position ~ Process  Pass/Fail  Bookmarks
the test. Start Delta: |0 cw Dwell:D
] Step Size: |1 Mod Dwell: 1000 |
e Start Delta: If you are not performing a nstDoly:0 |
stepped test, this box should be set to zero.
This will cause an initial offset of zero and the Soak Off Time:
test will begin at the specification limit. If we Detay Exceplions: Soliaiag v
are performing a stepped test, the value Filter Network: <no instrument> v
needed here is the offset needed for our first Auto Start:

ETS-Lindgren.com

point in specification units.

If we were performing a 10 V/M test with 1 V/M steps starting at 5 V/M, our start delta would be —
5. The system will take the limit and subtract the start delta, yielding the first step level; in this
case, 10 V/M — 5 would yield 5 V/M.

If you are performing an Immunity test from calibrated information, the start delta needs to be
stated in the same units as the signal generator since the signal generator units are the amplitude
in this defined action. This will probably require some calculations by the user prior to running this
test. The units are usually stated in negative numbers and we will want to step up to the
specification limit. It is possible to define this action to step down to the specification limit.

NOTE: If the start delta equals the amplitude level, the system will create a starting point of zero,
which is not a valid choice.

Step Size: The step size must be stated in specification limit values. If we are leveling to a power
meter, which is stated in dBm, then our specification limit will be in dBm. The step size must
match these units.

Usually when we discuss an Immunity test, we think of a fixed RF level (with or without
modulation) at a fixed frequency. However, certain standards call for measuring the effects of RF
level changes within a frequency point. The IEC 1000-4-3 sets a pass/fail criterion of 3 V/M at
most frequencies and is the only level the standard is concerned with. However, some of the
automotive standards discuss plateaus or steps within the frequency point.
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If our standard is 10 V/M, the standard might call for starting a 1 V/M, observing the EUT,
stepping to 2 V/M, observing the EUT, and continuing in 1 V/M steps until we reach 10 V/M. In
defining a stepped test, take the final RF level (the specification limit), and then apply a start delta
and step size. These three components will fully define our test requirements.

o CW Dwell: After the appropriate level has been achieved, the software will dwell the number of
milliseconds defined prior to turning on modulation. If no modulation is defined, and this value is
zero, there will be no dwell and the software will automatically go to the next frequency after been
achieved.

o Mod Dwell: After the appropriate amplitude has been achieved, and after the CW dwell has been
completed, the modulation dwell determines how long (in milliseconds) modulation will be left on
before returning to the next frequency. If no modulation is enabled, this value is ignored.

NOTE: This setting is the same as the Std Dwell on the Instruments tab, and is therefore
informative, not functional.

o Inst Delay: This is shown for reference purposes and is the total delays from the different
instrument on the /nstruments tab and Probe tab.

o Soak Off Time: Used to support automotive testing which requires that the transmitter not be
keyed for a certain amount of time (ms) between frequency points.

e Delay Exceptions: An exception is a frequency that requires a different dwell time than the
standard. This tab includes the specification dwell time, but some standards call for different dwell
times at certain frequencies, such as the harmonics of the primary crystal.

An exceptions list is a set of frequency points and their required dwell time (in milliseconds). It is
critical that the frequency be a point in the Frequency data element, or it will be ignored by this
step. One way to ensure that the primary frequencies are covered is to merge the exceptions list
and the Frequency data elements together. This will ensure that every point covered by the
specification is included.

o Filter Network: If a filter network instrument is selected here, at the beginning of each frequency,
the filter will be set to the appropriate frequency.

e Auto Start: When running an Immunity test with this action you have the option of manually
stepping through the frequencies or automatically stepping through them. When first executed,
the action displays a dialog box for communication with the technician/engineer. The Auto Start
check box determines whether the action will immediately begin automatic execution or whether
the user must click the Start Auto button in the dialog box.

NOTE: How to restart immunity from a point other than the first frequency:

A key point is whether RF is On or Off when you step between frequencies (in Manual mode). There is an
option to re-level (or not) at each freq. step when in Manual mode.

To return to previous freq. pt and continue the test:
1. Turn “Auto Start” flag off on Process tab.
2. Run Immunity, RF will start in the Off state.
3. Use the Freq. Next button to step to the desired frequency step.
4. Press Start Auto to restart the test from there.

The flag to re-level at each freq. step is called “Auto Level on Change of Frequency (Manual Mode)”.
However, this is only relevant if RF is On while you are stepping between frequencies. If RF is On
(whether you re-level or not), the test will re-read the sensors and store the results in the output data
elements. If RF is Off, it will not re-read sensors, and thus will not store results.
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Pass/Fail Tab

The Immunity action has five settings for pass/fail that
are standard in the TILE! system. Four of these
presume that the user is manually observing the test.
The fifth option allows an interface for automatic
failure analysis. Please contact ETS-Lindgren for a
discussion of these options.

The four option buttons comprise the manual options
within the system. When the test is running, you have
the option of forcing the user to respond at each step,
at the completion of the current frequency point, or at
the completion of the complete test. The final (and
default) is not to prompt at all.

Since the dialog box present during the test will
always allow the user to override the automatic mode,
the choice of techniques is left to the user. In some

Immunity Test

Action Frequency FreqStep1 FreqSteps2 FreqSteps3 Pause
Primary Amp  Injection Level =~ Sec Amp-Harmonics  Leveling TEM
Check Reference Threshold Auto Thresholding ~ AM Modulation
FM Modulation  Pulse Modulation ~ PM-Key  Calibration  Probe Cal.
Results - 1 Results - 2 Calculations Instruments Probes
Samples  Monitors  Position  Process  Pass/Fail  Bookmarks

Q at each level QO at reference

(O at completion (@ No Prompt

O call Action

call acion _ PUNIES

clear data

call action

y . v
client info <<

[ Prompt on Fail []Auto Step Down # Steps D

Auto Check Pass/Fail in Manual

<no item> ~

Comment

circumstances, especially with complex EUT, it might be necessary to force the user to respond at each
step. It is suggested that you try running the test each way to better understand the impact of each option.

e Call Action: When selected, this gives the operator the ability to jump to and execute the defined
actions. You can select multiple actions to test. Generally, these will be switches, instrument
commands, or the Serial Interface action. These icons are set up on the flowchart and configured
so that their default behavior is a pass and any deviation is a fail.

It is divided into two columns, Available and Selected. They can be selected by double clicking on
them or selecting the Add>> button. They can be removed by double click or the <<Remove

button.

e Auto Step Down: If a failure is detected in a Call action, this check box determines whether we
will lower the amplitude of the current signal until it turns to a passed condition. This is included
here for backwards compatibility; normally, this function should be exercised in auto thresholding.

o # of Steps: The number of cycles that the signal generator will be changed and the pass/fail
stated reviewed prior to reporting a failure and continuing.

o Auto Check Pass/Fail in Manual: This is included here for backwards compatibility; these

functions should be used in auto thresholding.

Dialog Box

When you are executing the Immunity test, you will have a dialog box showing a wide variety of
information about this test. How this dialog box is used depends on the choice of leveling method,
pass/fail, and process settings. The controls for this dialog box are summarized in the control buttons.
The remainder of the dialog box is information for the user.

ETS-Lindgren.com
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Immunity Test

Frequency Amplituce: Sensors . Monit Uit
onitars nits
800 MHz Figld (3831 dBm Tf\';ls Step P:\Tv Step - : l:l
State |MNone one i
Standard -38 K| dBm -
Step - Generatar (dBm) |-56.60 NAN
Df Target |38.31 dBm Up (L) Prerittr 1. |-11.25 MNone (L) = Leveling Source
S) = Secondary Source
Step |1 Down S) Purrhdtr 2. [-60.26 MNone {
Adjust: KHz R - = =
Step Size (1.0 =
Mext >>
= Mex dBm |0 Dwell (ms)
<< Preyious Win dBm |70 Read| Probe |0000 [0 Dlovenide
Monitoring Level Finished Pass Sawve
Monitor Lewe! dBm BFOn Fail el
Manitor Lirmit
v
Power beter |-11.25 Star Auto Caimiiais | ‘ 0
Keep Lwl
Deta [100.00 At Ll On

¢ Frequency/Step: Displays current frequency and step number. The step number displayed refers
to the total number of frequency steps to be performed. In manual mode, you can use Next or
Previous to move forward or backwards in the frequency table. You cannot enter a new
frequency that is not in the current Frequency data element.

During automatic testing, the user might notice a failure or questionable reading. Stop the test.
Move back to the previous frequency. Test this frequency for sensitivity by adjusting the RF level
and overwrite the originally pass/fail information with updated information.

e Monitoring Level: If using feedback leveling (probe or power meter), then the status of the
leveling loop is displayed. The substitution value displays the current RF level for this leveling
step. The delta value displays this change in percent. The number in the lower left corner is the
count number for the leveling loop. Each time the system changes the RF level in attempting to
level, the counter is incremented by one. The value in the Monitor Limit box is the maximum
dBm depicted on the Leveling tab.

¢ Amplitude: Displays the estimated field strength, the current amplitude, the target level, the
current step, and the related step size. If you are using steps within the frequency as part of the
leveling process (defined on the Process tab), the step number displays the current step. Step

ETS-Lindgren.com

size, for reference, displays the defined amount by which each step will change. The target level
displays the defined specification level. The current level is displayed in the first box and is in the
units defined for the Immunity test. If you are using no leveling, then this will be the signal
generator level. If you are using probe, then this will be in V/M. If you are using power meter, then
this will be in dBm.

Sensors: The sensor section displays the read (or sent) data from the instruments in the test.
There are two columns, This Step (current) and Prev. Step (previous). The current column
displays the information from the last read/write to the instruments. The signal generator displays
the last level sent to the generator. The PwrMtr and Probe boxes display the last read levels
from these instruments. A value is displayed only if the instrument is identified in the instrument
section of the Immunity Test action.

Finished: At any time you can click Finished to save the test to data and exit the action. Finish
aborts the operation but saves the information.

Cancel: At any time you can click Cancel to abort the operation and exit the action. No data is
saved.

Pass/Fail: When in manual or automatic mode, clicking Pass or Fail will cause the appropriate
pass/fail information to be saved and then the program will step to the next frequency point.
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e Help: This button is not active.

e Control Buttons: The control buttons that appear during the test provide direct control of the
leveling process and recording capability for pass/fail information. The beginning state for this
dialog box depends upon the settings in the process section of the Immunity test. If Start Auto
was selected the action will start in automatic mode. The action will start with the first frequency
point and start stepping through the test. If the Start Auto was not selected the action will start in
the manual mode.

o RF On (Manual Operation): When in manual mode, turning RF on causes the system to
level to the first frequency point. Above the RF On button will appear the text
RADIATING. When you have the RF on, you can adjust the level using the amplitude
section and read the sensors. If you click the Pass or Fail button the system will record
the appropriate value in the data element defined for pass/fail. You can move up or down
in frequency across the defined frequency points. You can vary the amplitude and record.

o Start Auto/Halt (Automatic Operation): When the Start Auto check box is selected the
system will begin an automated sequencing of the frequency points. At each frequency,
the system will level to the specified RF level. The system will pause if you have selected
either Stop at each step or Stop at each frequency and request operator input. The
operator will indicate whether the unit has pass or failed and the system will record the
appropriate value and continue to the next frequency. If you selected Stop at completion
of all frequencies, the system will mark a pass and continue.

When the Start Auto button is clicked, the Halt button replaces it. At any time during the
automatic sequencing, you can halt the test, go to manual mode, and make manual
adjustments. After completing the manual steps, click Start Auto to resume the automatic
sequence from the current frequency point.

o Mod-On/Off: Toggles the AM or FM modulation if they are enabled on their respective
pages.

o Test: This button only works if Call actions have been defined on the Process tab. If
defined, the Test button will force a read of the Call action. The appropriate information
will be updated in the status field.

Auto Thresholding @

The Auto Thresholding action is used to provide auto-threshold detection and measurement

actions during immunity/susceptibility testing for the Immunity Test and Reverb Actions. It is used to
monitor an instrument to evaluate if it exceeds a limit. If it exceeds a limit, it will interact with the action to
reduce the signal generator level until the instrument selected indicates a reading that does not exceed
the limit.

The Auto-Threshold action monitors the Equipment Under Test (EUT) while the Immunity Test action is
operating. Should the EUT exhibit undesired performance, the Auto-Threshold action will reduce the
interference-condition severity-level until the EUT’s operation returns to normal.

The Auto-Threshold action requires an instrument to monitor the EUT operation condition. The instrument
needs to be one of the equipment listed within TILE!'s instrument drivers. The EUT operation should
include the allowable tolerances in order to determine if the EUT operation limit meets it susceptibility
requirements. The EUT’s operational limit and its authorized tolerance are typically defined as the EUT’s
acceptance criteria, and it is normally found within the EUT’s product specifications.
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Example of Auto-Threshold Settings and Operation

e Create the data elements EUT_Limit and EUT_Measurement1:
o Enter the appropriate information within the EUT_Limit as necessary.

o EUT_Measurement will create any math calculations, if necessary to generate the
corrected EUT _level element.

o Determine the EUT’s operation allowable tolerance (acceptance criteria).
e Create the instrument EUT_Monitor:

o Load the appropriate instrument driver and address.

e Create an Auto Thresholding action: Threshold Data/Action
o On the action tab’ name the action “AUtO_T”. Action Power Cument Auto Thid Links Switch Setup Mil-Std
o Go to the Auto-Thid tab, and enter the desired | — %% Tetrance becser
characteristics: — . :rea:r
. @) Plus/Minus
»  Select the Auto Thresholding box Sig Gen Step Size. |1 _—
Try Count |10
- Set the +/' TOIerance tO 5 |:|P.'F Check Only |:|G010 Manual on Failure
= Setthe EUT Delay to 0
= Set the Sig Gen Step Size to 1
= Setthe Try Count to 50
= Set the Tolerance Decision to Plus/Minus
o Go to the Links tab, and enter the desired Threshold Data/Action
characteristics:
Action Power Cument Auto Thid Links  Switch Setup Mil-Std
= Set the Threshold-limit to EUT_Limit Threshold Limit | <no date> v
Threshold Qutput | eng datas o
= Set the Threshold output to Auto T S ;
resho nsirument  <no instrument> b
= Set the Threshold-Instrument to EUT Reset Delay (afer Failure):[0

Monitor [JResetEUT onFailure ] Multiple Reads: (8 Max

EUT Reset |<no achon> i () Min

o If desired, go to the Mil-Std tab to turn on the MIL-STD offset and set the reduction step
(default is 6 dB).

= The Mil-Std tab determines in which | 1,/ ccho1d Datasaction
data elements the results of the 16-
point field calculation will be stored. Action Power Cument Auto Thid Links Switch Seup Mil-Sid

= For example: If selected, the Auto- I mit-Std Offset

Threshold action will decrease the
interference condition severity level @8 Reducon on 5

by 6 dB, then slowly increase the !
interference condition severity level until the EUT operation deviates from
acceptable parameters.

The Auto-Threshold action will record this EUT undesired state as a susceptibility
response level and increment to the next frequency.
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e Create an Immunity/Susceptibility (I/S)
action.

Immunity Test

%

o On the action tab, name the
action “TS1a”".

o On the Auto Thresholding tab,
select the Auto-Thresholding
box and move Auto-T to the
right column to activate the auto
thresholding.

Pause ] Primary Amp ] Injection Level ] Sec Amp-Harmaonics
Leveling ] TEM ] Check l Feference ] Threshold
Pulse Modulation | PM-Key | Calibration | Probe Cal. | Resutts - 1
Results - 2 ] Calculations ] Instruments ] Probes
Samples ] Manitor (1-2) ] Manitor (3-4) ] Manitor (5-6)
Manitor (7-8) ] Position ] Process ] Pass/Fail ] Bookmarks
Action ] Frequency ] Freq Step 1 ] Freq Steps 2 ] Freq Steps 3
Auto Thresholding AM Modulation | FM Modulation

¥ futo Thresholding Active

A
hYs

A
oy

Immunity Field Uniformity

The Immunity Field Uniformity action analyzes from 4 point to 16 point field data to determine if

& B ¥
PR
& B

+ o *

the correct number of points meet the 0 6 dB criteria for acceptance per IEC 61000 4 3 (and other
standards with similar requirements). If the criteria are met for field uniformity, the output is the
appropriate values to establish a defined field as outlined in the specifications.

Input (1/2 - 23/24) Tabs

There are twelve input tabs, with information on two
different probe positions on each tab. The power
meter, signal generator, and probe data can be
specified.

At minimum, you must have the signal generator and
probe levels for Section 6.2.2 and the power meter
and probe levels for Section 6.2.1. If you do not
specify the correct input values, the output will be
invalid or wrong.

ETS-Lindgren.com

Input 13/14 Input 15/16
Input 23724 Standard
Action Input 12 Input 34

Input 1718 Input 19/20 Input 21/22
Method Output Output 2 Quiput 3
Input5/6 Input 7/8  Input910  Input 1112

Position 1: Position 2:

PwrMeter | «ng data> e <na data> ot

Sig Gen

<no data> b <no data> b

Probe: | <no datas ~  <no data> ~
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Standard Tab

e Standard: If you are performing calculations
for Section 6.2.2, it is required as part of the

calculation to use the expected field strength. Input 7/ Input 9/10 Input 11/12 Input 13/14
The standard data element should represent Input 15/16  Input 17/18  Input 19/20  Input 21/22  Input 23/24
that expected value. Section 6.2.2 states that Action Input 1/2 Input 3/4 Input 5/6
if any of the 12 points (that are in the 0 6 dB Standard | Method | Output | Output2  Output3
band) are less than the desired level, the =

signal generator level or power level is Standard: [SEERS ”

adjusted by calculation to the level needed to Number of Points to Ignore:

achieve the desired field. Frequency Mismateh: P -

There is no limitation in the mathematics on dB Difference Desired: B

adJust[ng the level to a value higher than the Total Number of Points.

capability of the system to generate

efficiently. There is a problem with the Max. Avail. Power: |<no data> e

modulated signal since the general standard

uses an 80% modulation. The actual field envelope into the amplifier can be as much as 6 dB
higher than the signal generator drive-level. The user is cautioned to review these calculations
closely to ensure the amplitude calculated by the software does not exceed the capabilities of the
hardware involved.

The Output 3 tab has a Matching Sig. Gen. -5 dB file output that will compensate for a field level
that is calibrated with 80% modulation level to a standard test level. An example would be of a 10
V/m EUT test calibration should be accomplished with a CW level of 18 V/m (10V @80% mod) to
show that the amplifier and antenna can meet the level needed for the modulated value. This
would output a calculated signal generator level that would be down 5.1 dB so that the 10 V/m
EUT test could use this level as a reference.

e Number of Points to Ignore: The user can choose how many positions within the 4 16 positions
of test data are to be ignored, but if the number chosen exceeds 25%, it will be ignored and 25%
will be used. The purpose of this is to allow the user to be more critical in his discrimination, not
less.

o Frequency Mismatch: Generally speaking, when doing a point-to-point comparison between
different positions, the frequency at each point is checked to ensure a matching frequency.
Depending upon how the points were generated, you could have fractional errors in the frequency
range.

For example, a 1 2 Hz mismatch in the absolute frequency. The mismatch frequency allows you
to specify a bandwidth that all the data needs to fall within to be accepted. If the mismatch was 1
kHz and position 1 had a frequency of 56.123 MHz, and position 2 had 56.1225 MHz, then the
software would treat these as the same point.

+ dB Difference Desired: The 61000-4-3 standard defines a 6-dB tolerance. Within TILE!, we
allow you to change this value for non-standard purposes.

e Total Number of Points: The total number of probe positions from 4 to 24

e Max. Avail. Power: If you have a file with the 1 dB compression point data for the amplifier, this
will allow a calculation of how much field strength can be achieved at each frequency. A generic
amplifier factor can be used as well.
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The Output tab determines in which data elements
the results of the 16-point field calculation will be
stored.

Method Tab

Constant Power Method: This method
involves physically leveling to the desired field
at one position and replaying the signal Input 7/8 Input 9/10 Input 11/12 Input 13/14
generator drive-level at the remaining Input 15/16  Input 17/18  Input 18/20  Input 21/22  Input 23/24
positions, measuring the fluctuation in the sty inputhl/z oot opuibk
probe and power meter levels under these e Method L
circumstances. The choice of which position _
is the first position does not generally affect ponstant Power Stonath Metho
the accuracy of the calculation, but it does @ Sec. 6.2.2 O sec. 6.2.1
affect the appearance of the data. Output: Forward Output: Max Power (dB)

Power (dB)
For instance, in a 16-point field array, if Const. Pwr. Point Saloction Method
position 1 is an outer corner of the array, you R I
are referencing all the points to the worst Use Lowest Field Pts within Variance

position, and not the most-stable position.

The field levels and probe levels will show a wide variation from the desired field, but
mathematically might pass the 6 dB criteria. If the user were to establish position 1 as one of the
center points of the array, then the data will appear to be much more stable. It is an issue of
appearance, not of calibration.

Constant Field Strength Method: In this method the field at each position is leveled. In effect,
the probe values for all the points should be within the tolerance of the leveling loop, and thus
relatively flat. Then, it is a simple matter to calculate the 0 6 dB by direct comparison of the power
or signal generator levels.

Const. Pwr. Point Selection Method: These determine how the level will be calculated if more
than 75% of points meet the 6 dB criteria. There are three selections: Use Lowest Field Pts within
Variance (default), Use Highest Field Pts within Variance, and Use Minimum Variance of Field
Pts.

Output Tab

Input 7/8 Input 9/10 Input 11/12 Input 13/14
Input 15/16  Input 17/18  Input 19/20 Input 21/22  Input 23/24
(6.2.2) Fwd Power/ (6.2.1) Max Power: This Action Input 1/2 Input 3/4 Input 5/6
can be either signal generator level or power Standard Method Output Output 2 Output 3
meter level, depending upon which data was
. e (6.2.2) Fwd Power:

stored during the 16 probe positions. (62.1) Max Power: |<n0 data> v
Matching Sig Gen: If you measured power Matching Sig Gen: |<no data> ¥

level using a power meter and used these

values on each of the input tabs, this action
will calculate the forward power required to Failed Frequencies (variance): |<nho data> v
achieve the field strength.

Matching Probe: |<no data> v

Failed Frequencies (power): <no data> v

If the signal generator values were also input,
the signal generator level for the lowest position of each frequency will be stored in this data
element. This output data can then be used as a best guess starting amplitude. This can
substantially shorten the time required to level to the power during the test.
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e Matching Probe: This output data element reflects the lowest probe reading included in the three
12 points used to calculate the drive level. This data element can then be used for a reference
value during the actual test. See Immunity Test Reference Tab for further information.

o Failed Frequencies (variance): This data element will contain only those frequencies that failed
the field uniformity variance calculation. These frequencies have more than 75% points that are
greater than 6 dB.

o Failed Frequencies (power): This data element will contain only those frequencies that, once
the uniformity calculation is performed, would exceed the available power from the amplifier. The
Max Avail Pwr data element must have the gain of the amp or its 1 dB compression point.

Output 2 Tab
This tabs data elements are for statistical purposes
only, and are not part of the required output of the
field uniformity measurements. Input 7/8 Input 9/10 Input 11/12 Input 13/14
° AveragelMalein (Used PtS)Z This data Input 15/16  Input 17/18  Input 18/20  Input 21/22  Input 23/24
element will contain the average value of Action Input 12 Input 3/4 Input 5/6
the points that met the 0 6 dB criteria. Standard | Method | Ouput | Oupui2 | Outpnd
e dB Variance (Max/Min): This data w
. . . <] > v
element will give you the dB variance from Average (Used Pts): Enacas
zero to six for each of the positions in the Max (Used Pts): <no data> v
measurement.
Min (Used Pts): <no data> v
dB Variance (Max/Min): <no data> i
Output 3 Tab
This tab assists in determining how much power the
system can deliver if there are = 75% points meeting
e criteria. Input 7/8 Input 9/10 Input 11/12 Input 13/14
the 6 dB crit
Input 15/16  Input 17/18  Input 19/20  Input 21/22  Input 23/24
o Max. Field Strength: Calculates the Action Input 1/2 Input 3/4 Input 5/6
maximum field stren of all used points. Standard Method Output Output 2 utpu
field st th of all d t Output 3
. o/,
* Max. Field Stfength (75 /o_). Calculates the Max. Fisld Strength: <no data> o
maximum available power if only 75% of the
points were used. Max Field Strength (75%): <no data> N
For instance, if 16 of 16 points meet the 6 dB Points Removed: <no data> v
criteria, the 6.2.2 calculation will use the Matohing Sig Gen -5.1 dB: [<no data> o

lowest points as the base point for calculating
the driver level needed to meet the field uniformity; but if 25% of the lowest points are ignored,
then the overall gain of the amp for the drive level would be reduced. This is valuable in

determining if the system can attain higher levels than what you may have calibrated towards.

o Points Removed: Creates a data element that shows how many points are ignored after
achieving the 6 dB criteria.

e Matching Sig Gen -5.1 dB: Creates a data element containing a reference file that is 5.1 dB
down from the calculated level required to meet the drive level for the field uniformity.

ETS-Lindgren.com TILE! Reference Manual | 261 of 360



https://www.ets-lindgren.com/product-category/software/

The CS103/4/5 Measurement action is used to perform intermodulation and cross modulation

CS103/4/5 Measurement

testing per MIL STD 461.

w\f_S/

CS103 now has the ability to playback previously run calibrations for both SG1 and SG2 (calibrations
assumed to have been acquired using Immunity Calibration action). Backwards compatibility of the action
is maintained by enabling the playback feature with setting options described below. EUT Passband
frequencies can be skipped for both SG1 and SG2. This feature is available whether the playback feature
is in use, or not.

Frequency Tab

Frequency: This is the tuned frequency for
CS103/105 and the LO frequency for CS104.

Intermediate Freq (IF): Specify the IF of the
receiver under test.

Minimum Freq: The CS103/104/105
measurements step through a range of
frequencies. The minimum frequency is the
lowest frequency at which any measurement
is done.

Freq Step Size: The step size for frequencies
from the lowest to highest frequency of
interest.

Cs103

Monitor

Waveform CS104
Monitor-2

Cs105

Bookmarks

Switchover Output

Parameters Power

Action Frequency  FreqSteps Signal Generators  Instruments

Frequency:|100 MHz ~

Intermediate Freq (IF): (1.6 MHz ~

Minimum Freq: (10 Hz ~

Freq Step Size: [100 kHz v

|:| Prompt for Frequency
Frequency is LO for CS104 and
Tuned Freq (FO) for CS103/CS105

Prompt for Frequency: Select this check box to prompt the operator at the start of the test to

enter the frequency of interest.

Freq Steps Tab

This tab is similar to other frequency tabs and will
not fully be described here. See the Immunity Test
Freq Step 1 Tab for the full description.

Dwell Time: Enter a dwell time. This dwell
is used between each frequency.

ETS-Lindgren.com

Switchover Output cs102 Waveform CS104 CS105
Parameters Power Monitor Monitor-2 Bookmarks
Action  Frequency FreqSteps  Signal Generators  Instruments

[[JMo Sig Gen OnjOff between Frequencies

Use Minimum Attenuation Between Frequencies

Dwell Time:{ 100
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Signal Generators Tab

Select the signal generators to be used for the test.
If you are performing a test that crosses over the
range of two signal generators, you can enter two
signal generators. The frequency transition is
defined on the Switchover tab.

Instruments Tab

Select the appropriate instrument for the
measurement receiver (this is mandatory). Select a
monitor and/or switch if appropriate for this test.

Switchover Tab

These settings control the crossover frequency if an
automatic switch is used to control two separate
signal generators.

e Switchover Active: Allows manual
switchover without the switch instrument. If
Switchover Active is checked, but no Switch
instrument is selected, the action will use

Manual Switchover mode. Manual switchover

will display dialogs when SG1 and SG2 are
crossing over their respective switch
frequencies.

o Primary/Secondary SG Switch Freq: Enter

the frequency where signal generator 1/

C5103/4/5 Measurement

Switchover Qutput Cs5103
Parameters Power

Waveform CS104 CS105
Monitor-2
Signal Generators

Monitor Bookmarks

Action  Frequency  Freq Steps Instruments

SG1 LowFreq | <no instrument> w
SG1 High Freq  <no instrument> -
SG2 Low Freq: | <no instrument> v
5G2 High Freq  <no instument> d

Switchover Output C3103 Wawveform CS104 CS105
Parameters Power Monitor Monitor-2 Bookmarks
Action  Frequency FreqSteps  Signal Generators  Instruments

Receiver <no instrument> W
Manitor:  <no instrument> w
Switch: | <no instrument> o
C5103/4/5 Measurement
C5105 Parameters Power Monitor Monitor-2 Bookmarks
Action  Frequency FreqSteps  Signal Generators  Instuments
Switchover Cutput CcS103 CS103 Waveform CS104

[] Switchover Active
Primary SG Switch Freq
9 T
Slot |2 w Switch: |1 =
Secondary SG Switch Freq
9 kHz w

2 w

Slot Switch: |2

signal generator 2 low frequency will cross over to signal generator 1/ signal generator 2 high

frequency (see the Signal Generators tab).

o Slot/Switch: Select an appropriate slot and switch position if a switch instrument is used to
change the input outputs to the signal generator.
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Output Tab

This tab selects the appropriate data element for
storing results during this test.

FParamatars Power Monitor Monitor-2 Bookmarks
° Receiver Out: Select an appropriate data Action  Frequency Freq Steps  Signal Generators  Instruments
element to store the output level of the Switchover ~ Outpul  ©5103  Waveform  CS104  CS105
receiver at the completion of each frequency.
Raceiver Out:  <no data> w

e Monitor Out: Select an appropriate data _
element to store the output level of the Monitor Clrt: - :

monitor at the completion of each frequency. Primary SG Out  <no datas .

e Primary SG Out: Select an appropriate data Harmanic SG Out  <no datas
element to store the output level of the
primary signal generator at the completion of each frequency.

e Harmonic SG Out: Select an appropriate data element to store the output level of the harmonic
signal generator at the completion of each frequency.

CS103 Tab

Only one type of CS can be performed at a time.
Activation on this tab will disable the CS104 and

CS1 05 tabs. Parameters Power Monitor Monitor-2 Bookmarks

Action Frequency Freq Steps Signal Generators  Instruments

e (CS103 Active: If selected, CS103 test will be Switchover ~ Output  CS103  Waveform  CS104  CS105
performed using the information from the

Frequency tab and the general equations as [1cs 103 Active

shown on this tab. [[]5G2 Freq From Table [ ] SG2 Amplitude From Table
) . Lowest Freq: 100.00 kHz ~
e SG2 Freq From Table: If this check box is _
selected, it enables frequency playback on Highest Freq: 10000 | [MHz v
SG2 using the frequency points obtained from F2 for Calculations using Step Freq from

Frequency tab if not from data

a file to be specified by the user.
[]sG1 Amplitude From Table

NOTE: The test is “driven” off this frequency
list only. The F1 frequencies cannot be set independently of the F2 frequencies. CS103 defines
the relationship between F1 and F2 based on the intermodulation product equation FO = m*F1 +
n*F2. This equation is specified (with m, n, and the sign variable as settings) on the Waveform
tab. The CS_Peaks action always calculates F1 using this equation, based on the frequency list
specified for F2.

e SG2 Amplitude From Table: If SG2 Freq From Table is selected, this checkbox is exposed as
an additional option. These settings together fully enable the playback feature for SG2, for both
frequency and level. If SG2 Freq From Table is enabled, but SG2 Amplitude From Table is not
enabled, then the SG2 output is set using the Signal Above Receiver and Receive Sensitivity
values on the Power tab.

¢ Lowest Freg/Highest Freq: The low/high frequency control the range over which this test is
performed using the step frequency from the Frequency tab.

e SG1 Amplitude From Table: Enables the playback feature for SG1.
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This tab establishes the intermodulation equation to
be used in the test.

Only one type of CS can be performed at a time.
Activation on this tab will disable the CS103 and
CS105 tabs.

ETS-Lindgren.com

The F2 frequency is set based on whatever mechanism was used to specify F2 (Lowest/Highest

Freq with Step, or From Table). F2 is used to calculate F1 based on the intermodulation product
equation settings. The F1 frequency is used to lookup the amplitude from the SG1 Data data-
element. If a data point with an F1 value exists, the amplitude of that data point is used for the
SG1 output level.

If a data point with F1 does not exist: If SG1 Data has a Continuous option checked (either Linear

or Log), CS_Peaks will use F1 to interpolate the level; If SG1 Data does not have Continuous
selected, an Amplitude Data is Missing error will be generated and the action will not run. To

ensure that SG1 Data was calibrated using the specific SG1 frequency used in the test, make
sure that SG1’s Continuous checkboxes are cleared to enable this error checking mechanism.

Waveform Tab

C5103/4/5 Measurement

CS105 Parameters Power Meonitor Monitor-2 Bookmarks
Exclude EUT Passband: \When the Exclude Acion  Frequency FreqSteps  Signal Generators  Instruments
EUT Passband checkbox is enabled, the EUT Swichover | Ouput | C5103 | CS¥BWavabrm | C5104

Passband Bandwidth frequency is used to
check all F1 and F2 frequencies in the test,
and skip any test points where F1 falls within
F1 +- bandwidth/2, or F2 falls within F2 +-
bandwidth/2.

This feature allows calibrations to be run
independently of the corresponding test, and
alleviates the need for external calculations to

CS5103 Waveform

Intermadulation Product

' .'F1 @ Plus 2 “E2
' ) () Minus
[[] Exclude EUT Passband

Minus: |50 kHz w

Plus: |50 kHz o

|:| Exclude Frequencies from Table

remove these test frequencies beforehand.
The actual test frequencies used will be
reflected in all the CS_Peaks results data
elements (Receiver Out, Primary SG Out, etc.).

<no data> e

Exclude Frequencies from Table: Frequency pairs represent excluded bands that will not be
generated by either SG1 or SG2.

If this data element is the same as the data element in CS_Peaks, they act as band exclusion
ranges. If either F1 or F2 would have fallen in any excluded range, the test point is skipped.
There is no limit to the number of excluded ranges that can be generated this way (just keep
adding more Bands to the data element).

CS104 Tab

Parameters Power Monitor Monitor-2 Bookmarks
Action Frequency Freq Steps Signal Generators Instruments
Switchover ~ Output CS103  Waveform  CS104  Cs105

CS104 Active: If selected, the CS104 test
will be performed using the information
from the Frequency tab and the general
equations as shown on this tab.

This test will perfrom a set of

[[]cs104 Active specific frequency steps.

flo +/-fif 2*( flo +/-fif)

.33%(flo +/-fif) 3%( flo +/-fif)

flo +/- 5fif

5*(flo +-fif)
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CS105 Tab

Only one type of CS can be performed at a time.
Activation on this tab will disable the CS103 and
CS104 tabs.

e (CS105 Active: If selected, the CS105 test will
be performed using the information from the
Frequency tab and the general equations as
shown on this page.

o Lowest Freq /Highest Freq: This test
performs a frequency stepped test starting at
the Osc Freq less the IF and scan by the
stepped frequency to the Osc Freq plus IF.

Parameters Power Manitor Manitar-2 Bookmarks
Action Frequency FreqSteps  Signal Generators  Instruments
Switchover Output C5103 Waveform CS104 CS105
[v]cs105 Active
Lowest Freq:| 100 kHz w
Highest Freq:| 100 MHz w

This test performs a frequency stepped test starting at
the Osc Freq less the IF and scan by the stepped
frequency to the Osc. Freq plus IF

The start frequency and stop frequency are limited by the low and high frequency shown on this

tab.

Parameters Tab

This tab is similar to other parameter tabs and will
not fully be described here. See the Measure
Range Parameters Tab for the full description.

e Reference Level: This value will set the
reference level of the receiver/analyzer at
each frequency step.

Power Tab

This tab controls the expected values of the EUT.

o Signal Above Receiver (dBm): The margin
above the receiver sensitivity for reference
level purposes.

¢ Receiver Sensitivity (dBm): The expected
minimum sensitivity of the EUT.

e Attenuators In-Line (dB): Enter the value of
any external attenuators inline between the
EUT and the measurement receiver.

¢ Maximum Signal (dBm): The maximum
signal to be injected into the EUT.

ETS-Lindgren.com

Instruments
CS105
Bookmarks

Action Freq Steps
Cs103

Monitor

Signal Generators
Waveform CS104
Monitor-2

Frequency
Output
Power

Switchover
Parameters

RF Bandwidth: | 100kHz v
VBW for Analyzer: | 300kHz v
Step Size for Receiver: (120 kHz v

Number of Sweeps: |1

<

Sec

[JAute

Sweep Time: |1

Reference Level: |100 dBuv v

Instruments
CS105
Bookmarks

Action Frequency Freq Steps
Cs103

Monitor

Signal Generators
CsS104
Monitor-2

Switchover Output Waveform

Parameters Power

Signal Above Receiver (dBm):

)
Receiver Sensitivity (dBm):
|:| Attenuators from File

Attenuators In-Line (dB):
Maximum Signal (dBm): |10
CS105 - F1 is set at 'Signal Above Rec' plus Receiver
Sensitivity. F2 is Receiver Sensitivity + 10 dBm
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Monitor/Monitor 2 Tabs

C5103/4/5 Measurement €5103/4/5 Measurement
Switchover Output C5103 C5103 Waveform Cs104 Switchover Output CS103 CS103 Waveform CS104
Action Frequency  Freq Steps Signal Generators  Instruments Action  Frequency FreqSteps  Signal Generators  Instruments
C5105  Parameters Power Monitor  Maonitor-2  Bookmarks CS105  Parameters  Power  Monitor  Monitor2  Bookmarks
Instrument Data Instrument Data
Monitor 1 | <no instrumen <no data> ~ Maonitor 5 <nomstrumen w <no data> e
Moanitor2 | <nginstrumen | | <no data> w Monitar& | <no instrumen | |<no data> ~
Monitor 3 | <nginstrumen ~ | | <no data> ~ Manitar 7 | <no instrumen ~ | |<no data> ~
Monitor4 | <noinstrumen ~ | | <no data> v Monitor& | <no instrumen ~ | <no data> v

These tabs allows you to control instruments that are being monitored during the test.
e Monitor 1-8: Enter an appropriate instrument for each monitor.

o Data: Enter an appropriate data element to store the output of the instrument at each frequency
of the measurement cycle.

Reverb Actions

reverb_cal reverb_calc  reverb_test

Reverberation Calibration (CAL) E
CAL}

The calibration routine takes the multiple paddle positions and stores the
minimum/maximum/average data for the various probes and power meters. This data is then used with
data taken from multiple positions in the chamber to generate estimated field levels for given power
levels.

Freq Tab

This tab is similar to other frequency tabs and will Reverberation Calibration
not fully be described here. See the Immunity Test
FreguenC]{ Tab for the fU” description. Chamber Paddles PowerMelerD.ala Probe RMS
Probe X(or1) ProbeY(or2) ProbeZ(or3) EstField Data Instruments 1
Instruments 2 Samples Calibration Timing Bookmarks
e Pre Test: If this check box is selected, a Action Freq Freq Step Amplitude Leveling
full calibration is not performed; only the [iseitiom Tebid
injected signal and receive power are Start Frequency: TR
measured. This is normally done as part of Stop Frequency: on
a pretest (loaded test) in a reverberation
# of Steps/ Dec/%: |:|Log [Percent
standard.
DPre-Test
Range Switching: | <no item> ~
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Freq Step Tab

This tab is similar to other frequency tabs and will
not fully be described here. See the Immunity Test |
Freq Step 1 Tab for the full deSCFiption. Paddles Power Meter Data Probe RMS Probe X (or 1)
7 Probe Y (or2) Probe Z (or3) Est Field Data Instruments 1
° Level at each frequency: If this check | Instruments 2 Samples Calibration Timing Bookmarks
box is not selected, the software will level ~ | Acton  Frea  FreqStep  Amplitude  Leveling  Chamber
to the power at the first paddle position | No Sig Gen On/Off between steps
and then step to the same power level at | [] Minimum Attenuation between steps
each subsequent paddle position. If this Use Previous Amp for Best Guess
check box is selected, leveling will be | []Display VSWR (Net Power Only)
performed at every frequency. — Power Off At Fail to Level
Level at each frequency
Amplifier always on

Amplitude Tab
This tab is used to select the amplitude data for this
test.
Paddles Power Meter Data Probe RMS Probe X (or 1)
NOTE If the Data iS not SpeCiﬁed7 then an error will Probe Y (or 2) Probe Z (or3) Est Field Data Instruments 1
appear stating the missing element and the dialog box Instruments 2 Samples  Calibration ~ Timing  Bookmarks
will not appear and/or not function properly. | Action Freq  FreqStep Amplitude  Leveling  Chamber

o Data: Allows the operator to select the
desired amplitude data to be used in the test. Data:  [Snodata v
Select the appropriate element.

Data Units: (@) dBm Vim dBuv
The frequency component of the Amplitude ' Delay: ms
data element must cover the same range as
the data element defined on the Frequency Delay between each frequency

tab, but they do not have to be the same
element. In most tests, the same data element will be defined for both frequency and amplitude.

o Data Units: This selection will set the display of the dialog box to reflect the correct units.
o Delay: Represents a specified delay between each frequency step. It is primarily of value when

testing routines that do no leveling. This will prevent sending frequency/amplitude data to the
signal generator faster than it can react.
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Leveling Tab

This tab is similar to other leveling tabs and will not
fully be described here. See the Immunity Test
Leveling Tab for the full description.

First Offset: This is a safety option. When
you first turn on RF power, the signal
generator output is set to a reduced level; this
avoids potential damage due to overdrive.
The initial signal generator output level will
start the operator defined x dB value and then
step up to read the desired field.

Continue on Fail-to-Level: Allows the user
to continue with the leveling steps even when
a step fails to level.

Reverberation Calibration

Chamber Paddles Power Meter Data Probe RMS
Probe X (or1) Probe Y (or2) ProbeZ(or3) EstField Data  Instruments 1
Instruments 2 Samples Calibration Timing Bookmarks
Action Freq Freq Step Amplitude Leveling

Leveling Source
@NoLeveling (O Pwr Meter (dB)
Tolerance (% or dB) 1st Offset Offset Max dBm
Plus. 5
Max Step:  Min Step: Max Count:
Minus:[0 | o] e ) s ]

I:‘ Continue on FaiHo-Level

Best Guess Amp: <no data> ~

Best Guess Amp: Sets the signal generator to a predetermined level to speed up the leveling
process. This is used when approximate signal generator levels are known. The data set must be

a defined CSV data element.

Chamber Tab

This tab specifies the general dimensions of the
chamber and wall materials. This information is used
to determine the expected values during the
execution.

The default skin depth and permeability are based
upon standard shielded room wall materials; see the
manufacturer for more specific information. A typical
shielded room made of galvanized steel would have a
permeability (u) of 3.79.

Height/Width/Length: Enter the chamber
measurements in meters.

Paddles
Probe Y (or 2)

Instruments 2

Probe RMS
Est. Field Data
Calibration

Power Meter Data
Probe Z (or 3)

Samples

Probe X (or 1)
Instruments 1

Bookmarks
Chamber

Timing

Action Freq Freq Step  Amplitude

Height: Meters
Width: lzl Meters
Length: El Meters

Skin Depth: 0.002

Permeability:

Leveling

Meters

Skin Depth: This is derived by equation using the permeability information. This value is

disabled.

Permeability: Permeability is the degree of magnetization of a material that responds linearly to

an applied magnetic field. Magnetic permeability is represented by the Greek letter p. In Sl units,
permeability is measured in Henries per meter or Newtons per Ampere squared. This information
can be obtained from the shielded room manufacturer.
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Paddles Tab

This tab is used to define the number of tuner
positions. Although it is setup for two positioners (two
tuners), only one is required. If only one tuner is
present on the Data tab, then set the Positioner 2
values for start/stop to zero.

e Start/Stop/Step: Enter an appropriate start
and stop positions for the tuners. Typically,
the start will be zero and the stop will be a
value that equally divides the circumference
by the step size.

Since we are dealing with a zero, it is not
necessary to overlap (0 and 360 are the
same value). For example, if we want to

Probe Y (or 2)
Instruments 2

Action  Freq Freq Step  Amplitude

Paddles

Positioner1 (Hor)

Probe Z (or 3)  Est. Field
Samples Calibration

Power Meter Data

Probe RMS

Positioner2 (Vert)

Start: 0 degrees (0 degrees

Stop: 315 degrees (315 degrees

Step: |45 degrees (45 degrees
Margin: |2 degrees |2 degrees
Speed: |1 1

|:| Continuous Mode

Data
Timing

Instruments 1
Bookmarks

Leveling  Chamber

Probe X (or 1)

break the tuner into eight positions, the step size would be 45. The start would be zero and the
stop would be 315 (the eighth position starting from zero with a 45-degree step size.

¢ Margin: The stop accuracy of the positioner. Generally, this should be set to zero or one
(depending upon the type of positioner). As the positioner is in motion, the software is constantly
checking the current position. If it approaches the stop position within the margin the stop

command is sent to the positioner.

Power Meter Data Tab

This tab is used to specify the output data elements
for the various power meters being read as part of the
reverberation calibration.

The injected power value is measured at the input into
the chamber (output of the amplifier). The receiving
antenna value is the measurement taken inside the
chamber from the receiving antenna.

Although these values are taken in dBm (and all
correction factors assume a dB relationship), the
stored values are converted to watts since all
reverberation formulas use linear power.

NOTE: If the Rec. Ant Max, Avg, and Min data are not

Probe Y (or 2)
Instruments 2

Action  Freq Freq Step  Amplitude

Paddles

Rec. Ant M

Rec. Ant Avg (Watts):
Rec. Ant Min (Watts):

Inject Pwr - R

Inject Pwr - Net (Watts):

)
)
Inject Pwr - Fwd (Watts): <ne data>
)
)

Probe Z (or 3) Est. Field Data

Samples Calibration

Power Meter Data

ax (Watts): <no data>

<no data>

<no data>

ev (Watts): <no data>

(
(

<no data>

Probe RMS

Timing
Leveling  Chamber

Instruments 1

Bookmarks

Probe X (or 1)
~
v
v
~

~

specified, then an error will appear stating the missing element and the dialog box will not appear and/or

not function properly.

e Rec. Ant Max (Watts): Select a data element to store the maximum received antenna value. This
is the maximum found for all tuner positions and is used during the evaluation stage.

e Rec. Ant Avg (Watts): Select a data element to store the average received antenna value. This
is not used during the evaluation stage, but is provided for statistical purposes.

e Rec. Ant Min (Watts): Select a data element to store the minimum received antenna value. This
is the maximum found for all tuner positions and is used during the evaluation stage.

¢ Inject Pwr — Fwd (Watts): Select a data element to store the maximum injected forward power
value. This is the maximum found for all tuner positions and is used during the evaluation stage.
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Inject Pwr — Rev (Watts): Select a data element to store the maximum injected reverse power
value. This is the maximum found for all tuner positions and is not used during the evaluation
stage. The information is provided here for reference purposes.

Inject Pwr — Net (Watts): Select a data element to store the maximum injected net power value
(calculated from the ratio of the forward and reverse powers). This is the maximum found for all
tuner positions and is not used during the evaluation stage. The information is provided here for

reference purposes.

Probe RMS Tab

The Probe RMS tab is used to select the data
elements to store the RMS outputs of the probe
during the various positions. The RMS values are
used when doing the DO 160 method and are only
used for reference in the IEC method.

NOTE: The probe instrument drivers setting must be
set to Default for proper operation.

Probe RMS-Max: Select a data element to
store the maximum probe RMS value. This is
the maximum found for all tuner positions and
is used during the DO 160 evaluation stage.

Probe Y (or2) Probe Z (or3) Est. Field Data Instruments 1
Action Freq Freq Step  Amplitude Leveling  Chamber
Instruments 2 Samples Calibration Timing Bookmarks
Paddles Power Meter Data Probe RMS Probe X (or 1)
Probe RMS - Max: <no data> e
Probe RMS - Avg: <no data> ~
Probe RMS - Min: <no data> v

Probe RMS-Avg/ Probe RMS-Min: Select a data element to store the average/minimum probe
RMS value. This is provided for reference purposes only.

Probe X, Y, Z (or 1, 2, 3) Tabs

The Probe X, Y, Z (or 1, 2, 3) tabs are used to select
the data elements to store the axis outputs of the
probe during the various positions. The three axis
tabs operate identically but the Probe X (or 1) tab is
described here.

NOTE: The probe instrument drivers setting must be
set to Default for proper operation.

Probe X-Max: Select a data element to store
the maximum X channel values present
during the various paddle positions. These
values are used during the evaluation stage.

Probe Y (or2) Probe Z (or3) Est. Field Data Instruments 1
Action Freq Freq Step  Amplitude Leveling Chamber
Instruments 2 Samples Calibration Timing Bookmarks
Paddles Power Meter Data Probe RMS Probe X (or 1)

Probe X - Max: <no data> ~

Probe X - Avg: <no data> v

Probe X - Min: <no data> e

Probe X-Avg: Select a data element to store the average X channel values present during the
various paddle positions. These values are provided for reference purposes.

Probe X-Min: Select a data element to store the minimum X channel values present during the
various paddle positions. These values are provided for reference purposes.
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The Est. Field tab controls output of some calculated,
theoretical or measured values.

Est. Field Tab

Action  Freq Freq Step  Amplitude Leveling  Chamber

Estimated Field Max: Stores the maximum Instruments 2~ Samples  Calibration ~ Timing  Bookmarks
calculated field value found for each of the Paddles  Power Meter Data  Probe RMS  Probe X (or 1)
tuner pOSitiOl’]S. Probe Y (or2) Probe Z (or3) Est.Field Data Instruments 1
Estimated Field Max: <no data> N4
377+8*1*(Prcymax)
Emax = - 2z Estimated Field Min: <ne data> >
Q Max; <no data> v
This equation uses the receive power to QL Min: [<r0 data> .
estimate the max field that can be generated ' ot
. . : . < > v
at the calibration power level. (Reference IEC Q Theoretical: <N €%
61000 4 21 2011 ) Load Factor: <no data> v

Estimated Field Min: Stores the minimum calculated field value found for each of the tuner
positions using same equation as Estimated Field Max.

Q Max: Stores the maximum calculated Q max (or Quality Factor) value found for each of the
tuner positions. Q prime was a requirement of the older SAE standard; Q is calculated as follows
(Reference IEC 61000 4 21 2011):

Q — 1612V <PAveRec>

NTx Mrxa3 \ Pinput -
Where:
V - The chamber volume (m3).
A — The wavelength (m).
(<Paverec/Pmput>) — The ratio of the received power to the input power over one

complete tuner/stirrer sequence.

nr, and ng, — The antenna efficiency factors for the transmit (Tx) and
receive (Rx) antennas, respectively. If a manufacturer’'s data
is not available, then the efficiency can be assumed to be
0.75 for log periodic antennas and 0.9 for horn antennas.

( ), — Denotes averaging with respect to the number of antenna
locations and orientations_ n.

n - The number of antenna locations and orientations that the Q
is evaluated for. Only one location is required as a minimum;
however, multiple locations and orientations may be
evaluated and the data averaged over them.
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This tab is used to store additional outputs from the

calibration. The positioner and signal generator data
iS Used for reference purposes_ The number Of points Instruments 2 Samples Calibration Timing Bookmarks
is used in the final chamber evaluation.

NOTE: If the Positioner 1, Signal Generator, and

Number of Points data are not specified, then an error Positioner 1 Data: | Measurement v
will appear stating the missing element and the dialog Positioner 2 Data: | <no data> v
box will not appear and/or not function properly. Signal Generator: | Measurement o
o Positioner 1/ Positioner 2 Data: Stores Number of Points (Heasirement v
positioner data to identify the paddle position [F]Log Results to File
that had the maximum values. The pOSition at Results Log Path: |$ProfileDir$ActionName.csv
which the highest field was generated is [ Auto Increment Filename

This tab is used to specify various pieces of test
equipment used during the reverberation calibration.

Paddle positioners can be manually controlled and the e merts 2 Fre:amp'“ Fref;g‘;’a“"” Am;mg B"L‘:‘V”E“TH’ZS
Operator W|” be prompted fOI' mOtlon |f they are so Chamber Paddles Power Meter Data Probe RMS
marked Probe X (or1) Probe ¥ ({or2) ProbeZ(or3) EstField Data Instuments1
Recv/Pwr Met Detay

. ecv/Fwr vMeter-
NOTE: If the Recv/Pwr Meter, Signal generator, and Pos Monitor. Receiver = ms
1 instruments are not specified, then an error will appear Signal Generator: Signal Generator Manual Primary
stating the missing element and the dialog box will not Pos 1 (Horiz )| Tumtable O
appear and/or not function properly. Pos 2 (Vert) <no instument> 0O

Q Min: Stores the minimum calculated Q value found for each of the tuner positions. Q prime was
a requirement of the older SAE standard; these values are for reference only.

Q-Theoretical: Theoretical Q value can be used as a reference for the chamber. Though this is
only useful as a reference, it is calculated each time this action is executed.

Load Factor: Stores the maximum load factor for the multiple paddle positions. Load factor is
defined as:

10 * Log;, (7PFW;_PREV)

Rec

Data Tab

Reverberation Calibration

Action Freq Freq Step Amplitude Leveling
Chamber Paddles Power Meter Data Probe RMS
Probe X (or1) ProbeY(or2) ProbeZ(or3d) EstField Data  Instruments 1

recorded.

Signal Generator: Stores signal generator value for each frequency. Generally, this is a flat
value, but if leveling is used, the signal generator level could be different for each paddle position.

Number of Points: Stores the number of paddle positions is used for the evaluation step.

Instruments 1 Tab

Reverberation Calibration

Amplifier: <no instrument> ~

Recv/Pwr Meter Monitor: Select the instrument
from the list that will be used to monitor the
received power in the chamber on the receive antenna. If you select an instrument that does not
have the characteristics of a power meter, the action will not work properly. Since a spectrum
analyzer can also be a power meter either type of equipment can be referenced here.
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Use this tab to set the power meter and probes used
during the calibration.

NOTE: If the Power Meter instrument is not specified, Paddies  Powsr MeterData  Probs RMS  Probe X (or 1)
then an error will appear Stating the miSSing element Probe Y (or2) Probe Z (or3) Est. Field Data Instruments 1
and the dialog box will not appear and/or not function Instruments 2 Samples  Calibration ~ Timing  Bookmarks
P"Ope”y- Delay
o Power Meter/ Power Meter 2: If you select Power Meter: =ne Instiument ¥l [1000 Jme

an instrument that does not have the Power Meter 2: | <no instrument> v [1000 |ms

characteristics of a power meter the action [Juse Net Power

will not work properly. Probe: <no instrument> v 1000 |ms

Delay: The time in milliseconds that the instruments needs to level internally prior to reporting
values. Basically, this is the time between the changes in signal generator level and the actual
reading being taken.

Typically, spectrum analyzers do not require any delay, since their internal sweep times are
adequate delays. Power meters often require some internal leveling time prior to reporting correct
values.

Signal Generator: If you select an instrument that does not have the characteristics of a signal
generator the action will not work properly.

Pos 1 (Horiz.)/ Pos 2 (Vert.): If there is only one positioner, it should be identified as positioner 1.
Although not required, generally if there are two positioners one is in vertical orientation and one
is horizontal. The reference to horizontal and vertical is for identification purposes only, and is not
mandated by any standard.

Ampilifier: If the amplifier is bus controlled, Select the correct instrument. If the amplifier is not
bus controlled, set a Prompt action to instruct the operator to put the amplifier in operate mode
prior to executing this step.

Manual: This setting only applies to Positioner 1 and Positioner 2 values if either is manually
controlled, select the check box and the software will prompt the operator when it is time to move
to each paddle position.

Instruments 2 Tab

Action  Freq Freq Step  Amplitude Leveling  Chamber

Since a spectrum analyzer can also be a power meter either type of equipment can be referenced
here. If the instrument is a two-channel power meter, the software will address channel 1/channel
2 unless a channel specific instrument driver is used.

Use Net Power: If this check box is selected, the net power will be calculated using power meter
1 as forward and power meter 2 as reverse. Net power is not the norm for reverberation testing
and is included here only for R&D purposes.

Delay: Some probes and power meters have internal leveling issues that make it necessary to
allow minor delays between changes in the signal generator levels and the reading of each
instrument. There is a separate delay time for each instrument.

Probe: If you select an instrument that does not have the characteristics of a probe the action will
not work properly.
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Samples Tab

This tab is similar to other samples tabs and will
not fully be described here. See the Immunity Test

Samples Tab for the full description. Action  Freq FreqStep Amplitude  Leveling  Chamber
Paddles Power Meter Data Probe RMS Probe X (or 1)

Probe Y (or2) Probe Z(or3) Est Field Data Instruments 1
Instruments 2~ Samples  Calibration ~ Timing  Bookmarks
Samples Per Reading:

Probe: Pwr Mtr 1:
Pwr Mtr 2: EI

Pwr Mir 3: 1
(Received)

Probe Method: Pwr Mtr Method:

@®Max  (OAvg @®mMax (OAvg

Calibration Tab

This tab controls the various correction factors to be
used for each instrument during the test. These

factors are added to the instrument value to give a Action Freq  FreqStep Amplitude Leveling  Chamber
corrected value. Paddles Power Meter Data Probe RMS Probe X (or 1)
Probe Y (or2) Probe Z (or3) Est. Field Data Instruments 1
o Amplifier: The amplifier calibration is the gain Instruments 2 Samples  Calibration  Timing ~ Bookmarks
of the amplifier in dB. This is used internally Amplifier: <no data> >
when initial signal generator levels are Power Meter:: IR 5
calculated prior to setting the signal generator
Power Meter2: <no data> ~
on.
Receiver: <no data> ~
e Power Meter 1/Power Meter 2: The power Probe X: <no data> v
meter calibration represents the amplitude in Probe - [<no data> o
dB of any losses between the sensor and the
Probe Z: <no data> i

actual field. For example, if you have a
directional coupler, this would be the loss across the monitor port of the coupler. This value is
added to the instrument reading to correct it.

o Receiver: The receiver calibration represents the amplitude in dB of any losses between the
sensor and the actual field. For example, if you have an attenuator on the cable coming from the
chamber to the wall to the instrument, this would be the loss of the attenuator. This value is
added to the instrument reading to correct it.

e Probe X/ Probe Y/ Probe Z: The probe calibration represents the difference between the probe
reading and the calibrated value. The probe corrections are typically represented as percentage
of full meter deviation when calibrated by the manufacturer. The correction factor for the probes is
a value that is multiplied against the actual reading to get a calibrated value. This is a number
around 1 (100%). Therefore, a correction factor of 95% would be 0.95; 105% would be 1.05.
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Timing Tab

Certain positioners are still vibrating after they have
completed motion. It can take a few seconds for the
oscillation to fully dampen out. The stop times are
delays inserted between the motion commands and
any other command that does a measurement.

This ensures that the readings are taken after all
motion has fully ceased. In reverberation, the
chamber is very sensitive to paddle motion and a
paddle that is oscillating will generate bad data.

e Position 1 Stop Timing / Position 2 Stop

Action
Paddles

Probe Y (or 2)
Instruments 2

Freq Freq Step  Amplitude Leveling  Chamber
Probe RMS Probe X (or 1)
Est. Field Data Instruments 1

Calibration =~ Timing

Power Meter Data
Probe Z (or 3)

Samples Bookmarks

Position 1 Stop Timing: ms
Position 2 Stop Timing: ms

Timing: This is the time after completion of the positioner 1 movement that the software will delay

before starting the amplitude measurements.

Dialog Box

When you are executing the Reverberation Calibration, a dialog box will display showing the current
frequency, step number, amplitude target, current amplitude (power meter), sig gen level, tuners’
positions (targets and current), and probes and monitor data. The final level is saved when it falls within
the tolerances defined. Reverberation calibration only saves the information it is configured to save. The
Stop button will halt execution of the current action; No information is saved.

Freq Frobe Displayed: |1 = of N
Step: |0 of |0
Target Amplitude: 0 Sig Gen 0 dBm
Power Meter |0
Current Probe RMS: |0 % |0 y: |0 s
Current Monitor 0
Manitor - Max: |0 Aog 0 Min
Probe X - Max: |0 Wim Awvg: |0 Vim Min
Probe - Max |0 Wim A |0 Wim Min
Probe Z - Max: |0 Wim Ay |0 Wim Min
Probe RMS - Max: |0 Vim Ag|0 Vim Min
Stop Pause Cycle

Fositioner1  Target
Curment
Speed:
0
9999 | Vjm
(9999 | vym
9999 | Vjm
(9998 |\

ETS-Lindgren.com

TILE! Reference Manual | 276 of 360


https://www.ets-lindgren.com/product-category/software/

Reverberation Calculation (EVAL)

The various standards in use for reverberation testing all require chamber calibrations. This is

the measurement of a full positioner movement(s) with the receiving antenna and probe repositioned

multiple times to test the stability of the radiated field.

Using the Reverberation Calibration action, you would run a full sequence, reposition the antenna and
probe, run another full sequence, and reposition for the number of positions desired. This data is then
combined into a final chamber calibration. The Reverberation Calculation action is designed to perform
this merging of data and output the various mathematical results required to use the chamber.

Chamber Tab

This tab is similar to other chamber tabs and will not
fully be described here. See the Reverb CAL
Chamber Tab for the full description.

The Antenna Calibration Factor (ACF) is defined as
ACF = (Monitor_Watts/Inject Power Watts). It is
important not to confuse this term with the commonly
accepted EMC usage of this term. In general, the
ACF would be the correction factor of the antenna.

In reverberation, ACF is the efficiency of the
transmit/receive antenna pair in the geometry of the
chamber using multiple paddle positions to find peak
amplitudes. The unloaded and loaded ACF are used
in the calculation of the CLF and load factors.

Input 1 Probe  Input2 Input2 Probe Input3  Input3 Probe

Input 4 Input 4 Probe Input 5 Input 5 Probe
Input 6 Input 6 Probe Input 7 Input 7 Probe
Input 8 Input 8 Probe Input 9 Input 9 Probe
Action Chamber Est Field Antenna Output Output2 Input1
Height: |4 Meters
Width: |5 Meters
Length: |8 Meters
Skin Depth: 0-002 0t ore
Permeability:
Unloaded ACF: <no data> v
Loaded ACF: <no data> N

¢ Unloaded ACF: This field is only required if the evaluation is being done for EUT loading
analysis. This data element is not used when the evaluation is used for chamber acceptance. If
this field is blank, then you cannot perform the analysis for the CLF on the Output 2 tab.

e Loaded ACF: The unloaded and loaded ACF are used in the calculation of the CLF and load
factors. Select a data element for this input. This field is only required if the evaluation is being
conducted for EUT loading analysis. If this field is blank, then you cannot perform the analysis for

the load factor on the Output 2 tab.
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Est. Field Tab

Estimated Field: Stores the maximum
calculated field value found for each of the
input positions. Select a data element for this
output. The estimated field is calculated as
(Reference: IEC 61000 4 21):

__ /8m PMaxRec
By = (o [5Tbmtes
Nrx n

Max Probe vs Ea: For reference purposes
you can store a value that represents
maximum field probe vs. the estimated field.
Select a data element for this output.

Q: Stores the maximum calculated Q value

Input 1 Probe  Input 2 Input 2 Probe Input 3 Input 3 Probe
Input 4 Input 4 Probe Input 5 Input 5 Probe
Input 6 Input 6 Probe Input 7 Input 7 Probe
Input 8 Input 8 Probe Input 9 Input 9 Probe

Action Chamber Est. Field Antenna Output Output2 Input1
Estimated Field: <Nho data> e
Max Probe vs Ea: <no data> v
Q: <no data> v
Q Theoretical: <no data> N
Insertion Loss: <ne data> il
ACF/CCF: <no data> ~

found for each of the chamber probe positions. Q was a requirement of the older SAE standard;
these values are for reference only. (Reference from IEC 61000 4 21. See also in Reverberation

Calibration for explanation of the symboils.)

Q Theoretical: Theoretical Q value can be used as a reference for the chamber. Though this is
only useful as a reference, it is calculated each time this action is executed.

Insertion Loss: Stores the maximum insertion loss value found for each of the chamber probe
positions. These values are used during initial chamber verification as part of the evaluation.

Insertion loss is defined as:

Insertion Loss (L) = Monitor_Max_Watts/Injected Power_Watts

ACF/CCF: Derived from the maximum monitor watts and injected power watts during the multiple
probe positions. When multiple probe positions are analyzed, the term changes from ACF to
CCF. Antenna Calibration Factor (ACF) is defined as:

ACF = (Monitor_Watts/Inject Power Watts)

Antenna Tab

Antenna efficiency is an integral part of the chamber
evaluation. For practical purposes, the standards
committees have standardized these efficiencies to
be 0.75 for a log periodic type antenna and 0.90 for a
horn type antenna. Within TILE!, we use a data
element so that in the future the option is there to fine
tune chamber analysis by more rigorous antenna
measurements.

Transmit Ant Eff/ Receive Ant Eff: At a
minimum, create a preset type data with a

Input 1 Probe Input 2 Input 2 Probe  Input 3 Input 3 Probe
Input 4 Input 4 Probe Input 5 Input 5 Probe
Input 6 Input 6 Probe Input 7 Input 7 Probe
Input 8 Input 8 Probe Input 9 Input @ Probe

Action Chamber Est. Field Antenna OQutput Output2 Input 1

Transmit Ant Eff: <no data> v

Recieve Ant Eff: <no data> v

value of either 0.75 (log periodic type antennas) or 0.90 (horn type antennas) and use this data

element here.
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Output Tab

This tab allows the user to output certain statistical
calculations and the normalized probe, which is the
most critical component in the evaluation process.
Normalized probe is the ratio that is used to calculate
the required energy to create a field during the
reverberation test.

e Std Deviation/ Std Deviation-X/ Std
Deviation-Y/ Std Deviation Z/Normalized
Probe: Select a data element for the output.

¢ Normalized Probe Method: Select the
method for performing the normalized probe
calculations. The IEC 61000 4 21 method
uses the sum of the individual probe axes.
The DO 160 method uses the sum of the

Reverberation Calculation

Input 1 Probe
Input 4 Probe
Input 7 Probe
Action  Chamber

Input 2
Input 5

Input2 Probe
Input5 Probe
Input 8 Input 8 Probe
Est Field

Input 3
Input 6

Input 3 Probe

Input 6 Probe
Input 9
Output

Input 4
Input 7
Input 9 Probe

Antenna Output2  Input1

(@IECE1000-4-21
(1501145211

(o160 () Mil-Std Antenna

Std Deviation:| <no data> v

Std Deviation-X:| <no data> ~
Std Deviation-Y:| <no data> v
Std Deviation-Z:| <no data> w
Normalized Probe:| <no data> v

RMS of the individual axis. The MIL STD method is illustrated in MIL STD 461E in the section on

RS1083.

The standardized deviations are calculated as according to IEC 61000-4-21 2011:

2

L(Ei—~(E))
n-1

g =

These calculations are performed for each axis of the probe and for the sum of the probe.

The individual E-field measurement normalized (to the square root of the

The arithmetic mean of the normalized maximum E-field measurements.

Where:
— The number of measurements /.
E)i -
input power).
(E) -
Output 2 Tab

For chamber evaluation purposes the load factor,
CLF, and time constant are calculated. Use the
Output 2 tab to select output data elements for each.

e Load Factor: Load factor is the unloaded
ACF divided by the loaded ACF.

e CLF: The Chamber Load Factor (CLF) is
calculated in two steps. First the Chamber
Correction factor (CCF) is calculated and then
the CLF. Select a data element for this output
(Reference: IEC 61000 4 21 2011).

ETS-Lindgren.com

Input 1 Probe  Input2  Input2 Probe Input3  Input 3 Probe

Input 4 Input 4 Probe Input 5 Input 5 Probe
Input 6 Input 6 Probe Input 7 Input 7 Probe
Input 8 Input 8 Probe Input 9 Input 9 Probe

Action Chamber Est. Field Antenna Output Output2 nput 1

Load Factor: <no data> v
CLF: <no data> -
Time Constant: <no data> o
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cLF = &£
AVF

CVF — <PAveRec>
Pinput n

AVF — <P:veRec>
MpUt 18 at< 10 or 3 at>10f

e Time Constant: The Time Constant (T) is calculated as:

T = Q/2nf (where fis frequency in Hz)

Input 1-9 and Input 1-9 Probe Tabs

There are two types of tabs (Input and Input Probe) for each of the nine potential probe positions. Within
each probe position, you need specific pieces of data for the evaluation. If any piece is missing, you will
be given a warning at the time of execution. Eight positions are required for IEC 61000 4 21. The DO 160
requires nine positions. The information for this tab should come from the calibration done at this probe
positions.

Input 1 Probe  Input2  Input2 Probe Input3  Input 3 Probe
Input 4 Input 4 Probe Input 5 Input 5 Probe
Input 6 Input 6 Probe oputys lputpgiiope Input 4 Input 4 Probe Input 5 Input 5 Probe
Input 8 Input 8 Probe It oputd Prlobet 1 Input 6 Input 6 Probe Input 7 Input 7 Probe
i i npu
Action Chamber Est. Field Antenna Output Output2 P Input 8 Input 8 Probe Input 8 Input 8 Probe
Receiver Power in Watts Action Chamber Est. Field Antenna Output Output2 Inputi
Max Pwr Rec <no data> v Input 1 Probe  Input2  Input2Probe Input3  Input 3 Probe
Avg Pwr Rec: <no data> v Probe X Max: <no data> v
Min Pwr Rec: <no data> v Probe Y Max: <no data> v
Number of Points: <no data> v Probe Z Max: <no data> N
Fwd Pwr: <no data> v Probe RMS Max; <no data> ~
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Reverberation Test (TEST) @
ES

Reverberation Testing is done using the Normalized Probe information from the Reverberation
Evaluation. A desired field is established by multiplying the Normalized Probe by the desired level to get a
required input power.

Freq Tab

This tab is used to set the frequency parameters. The | Reverberation Test
frequency range can be set by using the

Start/Stop/Step entries or by USing a data element Auto Thresholding Paddles Power Meter Data Data Failed Freq

Instruments  Probes  Samples  Calibration  AM Modulation  FM Medulation

i . . Pulse Madulation PM-Key Monitors Timing
e SetFrom Data: Enables a predetermined list " DO160G Zero Span
of frequencies to be read in from a data set. Action  Freq FreqStep | Ampltude  Leveing | Threshold
o With this feature checked you can (J Set From Table
create a data element of all of the Satbicgiencos) | GHz v
frequency values to input in the event Stop Frequency: § GHz  ~
that the steps you want to take # of Steps/ Dec/%: 100 (Oog (J Percent
cannot be accomplished with the
standard settings. Leveling Range  <na item> w
Switching:
o Start Frequency: Sets the start frequency for Messurement s zams 5
this test. Range Switching:

o Stop Frequency: Sets the stop frequency for this test.

o # of Steps/Dec/%: Defines the number of steps to be used in the range of frequencies set by the
start and stop frequencies but does change meaning depending on if the log or percent check
boxes are selected. If neither are selected then the step size is calculated by dividing the range
(stop start) by the number of points.

o Log box: Defines how the steps will be taken. If selected, the software will split the frequency
range into log decades and then split each decade into the number of ranges specified.

o For example, if you are testing from 80 MHz to 1 GHz in log steps with the ranges set to
5, the software will split the range 80 MHz—800 MHz into five sub ranges. It will then split
the 800 MHz-8 GHz into five ranges but terminate the test on the last range that covers 1
GHz.

e Percent box: This is used when performing testing that requires a percentage stepped frequency
progression (IEC, MIL, etc....). When this check box is selected, you can specify any value for
percent, including fractions (entered as decimal places).

o For example, 1% would be entered as 1 and 1/4% as 0.25 in the entry box.

¢ Level Range Switching: This feature can be used to call other actions during the leveling phase.
It would most commonly be used to call a sequence to set up the READ action so that custom
settings can be pushed to Power Meter 1 or 2. It is used in conjunction with spectrum analyzer
drivers that support Range Switching to replace their normal power reading algorithm with these
custom settings.

o Measurement Range Switching: This feature can be used to call other actions during the zero-
span setup of the receiver. It would most commonly be used to call a sequence to set up the
READ action so that custom settings can be pushed to the Receiver/Pwr Meter Monitor
Instrument for zero span configuration.
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Freq Step Tab

¢ No Sig Gen On/Off between steps: Some Reverberation Test
Slgna_l generators use a relay to turn on and Off Auto Thresholding Paddles Power Meter Data Data Failed Freq
the Slgnal- ThlS relay can wear out over time if Instruments  Probes Samples Calibration  AM Modulation  FM Modulation

used excessively. If you are concerned about Pulse Modulation PM-Key Moritors Timing
this relay, or if the on/off sequence affects the Reverb Standards DO160G Zero Span
Action Freq Freq Step Amplitude Leveling Threshold

testing, select this box to prevent the
command from being sent to the signal [T e
|__J Minimum Attenuation between steps

generator- Use Previous Amp for Best Guess

.. . [ Display VSWR (Net Power Onily)
e Minimum Attenuation between steps: Some @ Power Off At Failto Level

signal generators use a relay to set @ Level at each frequency
attenuation levels. This relay can wear out L Modulation Always On
over time if used excessively. If you are ’:;D'”l';:j::izo“
concerned about this relay, or if the on/off = Del’; S
sequence affects the testing, select this box to -

prevent the command from being sent to the

signal generator.

e Use Previous Amp for Best Guess: \When
leveling, there are three methods of
determining the starting amplitude for the

leveling loop. oK | Cancel

o If no other choice is made, the software will calculate a beginning amplitude by taking the
desired level, the offset and the gain of the amplifier, and guessing at a starting
amplitude.

o The second method is found on the Leveling tab. You can specify a fixed set of beginning
amplitudes (less than the offset) using the Best Guess data element.

o Generally, the fastest method is to use the previous frequency signal amplitude as a
beginning point. If you select this check box, the previous level will be used. In this case,
the choices (Best Guess data element and offset) will be ignored, except at the first
frequency.

o Display VSWR (Net Power Only): When using power meters for forward and reverse power, the
VSWR will be displayed in the user interface. This option is disabled when 1ISO11451-5 is the
selected standard.

o Power Off on Fail to Level: When the leveling loop fails, a dialog box will provide the choice to
retry this step, skip this step, or quit. While this dialog box is present, this check box determines
whether power is ON or OFF. For safety, RF is turned off when this dialog box is present.

o This prevents potential damage to the EUT. Turning RF OFF does have the
disadvantage of making it difficult to examine the state of the equipment to understand
the failure. Knowing what the last amplitude was or what the power meter was showing
can help in correcting or understanding this failure to level. Selecting this check box will
cause the RF to be left ON while the dialog box is present.

o Level at each frequency: If this check box is selected, the software will automatically level the
field when in manual control as you step to each frequency. When this is off, when changing
frequency, the amplitude of the signal generator is left alone.
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e Modulation Always On: When this check box is selected, the modulation will be set at the
beginning of the test and left on. All leveling will be performed with modulation on.

o Skip Initial Read: When this box is checked, only the first level of a tuner cycle will be read. The
rest of the steps at that frequency will use the same signal generator level.

o Delay Pause until end of step: Checking this box will set the software to delay responding to a
Pause request until the current frequency point and dwell are completed. This feature is disabled
when 1SO11451-5 is the selected standard.

Amplitude Tab

The field during the EUT test is established using the  |Reverberation Test
equations in IEC 61000 4 21 2011. This tab sets the

|npUt data elements that contact the information Auto Thresholding Paddles Power Meter Data Data Failed Freq

Instruments  Probes Samples Calibration  AM Modulation  FM Modulation

required to make this calculation. Pulse Modulation Phl-Key N Timing
. . . Reverb Standards DO160G Zero Span
NOTE: If the Desired Field Data, Normalized Empty, frm | B FreqStep  Ampliude  Levelng  Threshold
and CLF Data are not specified, then an error will
appear stating the missing element and the dialog box LT Pl S e
will not appear and/or not function properly. Nomalized Empty ~ <no data> Z
CLF Data: <no datax w

e Desired Field Data: This data element is the Dotk Sen Sine
amplitude of the desired RF field. It can be set i LIS
from a Preset value or change with frequency Data Urits: € dBm V/m dBuV
using a file-type data element. The field will
be determined using the following:

2

P [ Eest
Input=
®24 or XV CLE()

Where:
Pt — Forward power injected into the chamber.
Etest — Required field strength.
CLF(f) — Chamber load factor at frequency.

Average of the normalized E field from empty chamber.

<E)24 or9

o Normalized Empty: This is the normalized field probe from the Empty Chamber Calibration. This
field is not used if ISO11451-5 is the selected standard.

e CLF Data: This is the Chamber Loading Factor (CLF) determined from the pretest load check.
This field is not used if ISO11451-5 is the selected standard.

o Default Step Size: This field is disabled.

o Data Units: Generally, all testing is done in dBm; V/m and dBuV are not active.
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This tab is used to select the leveling properties for
the test sweeps. The Reverberation Test action

Supports |eve||ng us|ng f|e|d probes Wlth forward Auto Thresholding Paddles Po:ﬂer_l'\"leter Data Déta Failed Fn?q
power (lSO 11451-5 Only) or a power meter/ Instruments Pml_:es Samples  Calibration ~ AM Mcrdulatlon FM Moc!ulatlon
. . Pulse Modulation PM-Key Monitors Timing
analyzer/ receiver with forward power (all other Reverb Standards DO160G Zero Span
methOdS). Action Freq Freq Step Pmplitude Leveling Threshald
e Pwr Meter (dBm): This box is automatically L1 Pwr Meter (@6im)
checked unless 1SO11451-5 is selected on ﬂ";‘m?e'ar: E"*“ OHST“ |f;‘ C°“|”‘: o B
the Reverb Standards tab and Test Mode is . -
. Tolerance (dB) Offeet:
not checked. It allows the user to adjust the sl | [ From Table
below properties for forward power leveling Max Step: Min Step: ~ Max Court:
during the test. woosfo | P | fos | 5 |
Manual Cffset: [ Continue on Failto-Level
o First Delay: Timed delay in Best Guess Amp: | o data> v

Leveling Tab

Reverberation Test

milliseconds to wait until leveling

. . . [ Probe {11451-5 Test Mode only)
begins. For reverberation tests, this

. . . Tolerance (dE) Max Count:
will give the tl_Jrn time to move before P15 |
readings begin. s 15|

First Offset: Sets the offset in dBm

to the expected signal generator levels for the first frequency point. This value is added to
the expected signal generator level, so a negative value will decrease the calculated
signal generator level.

First Count: The number of attempts to level at the first test frequency. It is
recommended to make this 50 or more since the power can start a low level and ramp up
slowly, depending on the Max and Min Step settings.

Tolerance (dB): Allows the operator to select the desired tolerances for the leveling
process. These tolerances apply to the power meter used in the leveling loop. Users
should experiment with these settings to obtain the tightest acceptable margin for the
combination of instruments being used as well as desired field output. A symptom of too
tight a tolerance would be a leveling loop, which jumped below and above these numbers
without ever landing within the zone. You will exceed the Max Count specified without
leveling.

Offset: Sets the offset in dBm to the expected signal generator levels for the next
frequency. This defines a minimum offset to the calculated field for safety purposes. This
value is added to the expected signal generator level, so a negative value will decrease
the signal generator level. There are often large swings in field strength given different
frequencies in reverberation testing.

Max dBm: Controls the maximum RF level that will be output from the signal generator.
Use this setting to protect the front end of the amplifier from overload. A typical amplifier
cannot handle more than 0 dBm into the input of the amplifier. A value of 0 will limit the
software by halting the leveling if the anticipated signal generator level will exceed 0
dBm.

From Table: To use a table of sliding values for the maximum dBm value, select this
check box. This is a good way to make sure that the P1dB compression point of the
amplifier being used is not exceeded.
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o Max Step: When in a leveling loop, this controls the largest step allowed to the signal
generator. This value might be set quite differently for different types of tests. When the
software sets the first signal generator level, if the value returned (by either the power
meter or probe) is very low, compared to the limit, the software will take a large step.

o Min Step: Sets the minimum amplitude increment that the signal generator will perform.

o Max Count: Sets the maximum number of retries to establish a level power meter
measurement reading before the system reports an error. This field needs to be over 10
in situations where you are seeking a large field or in cases in which the margin is
extremely small.

o Continue on Fail-to-Level: Checking this box will allow the test to move to the next
frequency, even if a value within the specified test tolerances is not achieved.

o Best Guess Amp: You can use this data element to control the initial signal generator
level for each frequency step. It is mutually exclusive with the “Use Previous Amp for
Best Guess” check box on the Freq Step tab. If that check box is not selected, then this
data element controls the initial signal generator level (less the Offset).

¢ Probe (11451-5 Test Mode Only): This box is automatically checked if ISO11451-5 is selected
on the Reverb Standards tab. It allows the user to adjust the properties below to the probe cycle
during the test.

o Tolerance (dB): Allows the operator to select the desired tolerances for the probe
leveling process. These tolerances apply to the field probes used in the leveling loop
when doing a closed loop leveling method. Users should experiment with these settings
to obtain the tightest acceptable margin for the combination of instruments being used as
well as desired field output. A symptom of too tight a tolerance would be a leveling loop,
which jumps below and above these numbers without ever landing within the zone. You
will exceed the Max Count specified without leveling.

o Max Count: Sets the maximum number of retries to establish a level field probe
measurement reading before the system reports an error.

Threshold Tab

o Thresholding Active: These settings only
apply when the operator is within semi auto

. . . Auto Thresholdi Paddl P [l D, D, Failed Fi
mode for thresholding. When in this mode, o fesatng | Padfes | PowerBlrfes | fata | tAl i

Instrumerts  Probes  Samples  Calibration  AM Modulation  FM Modulation

the operator can pause the test process to Pulse Modulation PI-Key Manitars Timing
launch another dialog when there is EUT Reverb Standards DO160G Zero Span
failure (required for thresholding). Acion  Freq  FreqSiep  Ampliude  Leveing  Threshold
|__| Threshalding Active
e Orig/New Lvl Delta: Select an appropriate Orig/New Lvl Detta:  <no data> w
data element to store the thresholding values.
These values will be reduced from the Commerts: | <no data> >

paused level when a failure is observed.

¢ Comments: Comment tables recorded during the semi-automatic thresholding process. A
character string and the tested frequency will be stored when the operator chooses to enter
comments. This data item must be a Word type in the data source settings.
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Auto Thresholding Tab

e Auto Thresholding Active check box: everberation Test
Select this check box to activate thresholding. - _ }
Instrumerts  Probes  Samples  Calibration  AM Modulation  FM Modulation
. . . Pulze Modulation PM-Key Monitors Timing
e Below the checkbpx is an area divided into Reverh Standonds DO160G Zero Span
two columns, Available and Selected. e | G FreqSiep | Ampiude. | Levelng | Thrsshold
Threshold Data actions can be selected by Auto Thresholding  Paddles  Power Meter Data  Data  Failed Freg
double clicking on them or selecting the S
Add>> button. They can be removed by
double click or the <<Remove button.
>
e See the Thresholding action for more details =
Paddles Tab
Reverberation Test Reverberation Test
Instruments  Probes Samples Calibration  AM Modulation  FM Modulation Instruments ~ Probes Samples Calbration  AM Modulation  FM Modulation
Pulse Modulation PM-Key Monitors Timing Pulse Modulation PM-Key Monitors Timing
Reverb Standards DO160G Zero Span Action Freq Freq Step Amplitude Leveling Threshold
Action Freg Freq Step Amplitude Leveling Threshold Reverh Standards DO160G Zero Span
Auto Threshelding Paddles Power Meter Data Data Failed Freq Auto Thresholding Paddles Power Meter Data Data Failed Freq
Positioner1 (Hor) Positioner2 (Vert) Positioner1 (Hor) Positioner? (Vert)
Stat: D degrees ) degrees Stat: 0 degrees degrees
Stop: 315 degrees 360 degrees Stop: 315 degreez 360 degrees
Step: 45 degrees 90 degress Step: 45 degrees 90 degrees
Margin: g degrees 2 degrees Margin: g degrees 2 degrees
Fast Speed: g 3 Fast Speed: 3
Stimed Speed: 5 1 [ From Data Stimed Speed: Pgpsl:  <no data> | (@ From Data

Pos2:  <no data>

e

Start/Stop/Step: Enter appropriate start and stop positions for the tuners. Typically, the start will
be zero and the stop will be a value that equally divides the circumference by the step size.

o Since we are dealing with zero, it is not necessary to overlap (0 and 360 are the same
value). For example, if we want to break the tuner into eight positions, the step size would
be 45. The start would be zero and the stop would be 315 (the eighth position starting

from zero with a 45-degree step size.

Margin: The stop accuracy of the positioner. Generally, this should be set to zero or one
(depending upon the type of positioner). As the positioner is in motion, the software is constantly
checking the current position. If it approaches the stop position within the margin the stop

command is sent to the positioner.

Fast Speed: The value of this entry determines how fast the tuner will move in stepped mode, or

when returning to the start reference point.

Stirred Speed: The value of this entry determines how fast the tuner will spin in a continuously

stirred test.

From Data: When this box is checked, data items with varying tuner speed values by frequency

can be used.
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Power Meter Data Tab

¢ Rec. Ant Max: Select a data element to store
the maximum received antenna value. Units

. .. . Instruments  Probes  Samples  Calibration  AM Modulation  FM Modulation
in Watts. This is the maximum found for all

. i . Pulse Madulation PM-Key Manitars Timing
tuner positions and is used during the Acion | Freq FreqStep  Ampltude  Leveing  Threshold
evaluation stage. Reverb Standards DO160G Zero Span

Auto Thresholding Paddles Power Meter Data Data Failed Freq
e Rec. Ant Avg: Select a data element to store

. . . Recv. Antenna Max:  «<no data> -

the average received antenna value. Units in
Watts. This is not used during the evaluation Recv Antenna Avg: | <no data> i
stage but is provided for statistical purposes. Iniect Pwr - Fwd: | dat_T_Fwd_Pwr >
Inject Pwr - Rev: | <no data> ~

¢ Inject Pwr — Fwd: Select a data element to
store the maximum injected forward power Inject Pwr - Net:  <no data> ~
value. Units in Watts. This is the maximum
found for all tuner positions and is used during the evaluation stage.

¢ Inject Pwr — Rev: Select a data element to store the maximum injected reverse power value.
Units in Watts. This is the maximum found for all tuner positions and is not used during the
evaluation stage. The information is provided here for reference purposes.

o Inject Pwr — Net: Select a data element to store the maximum injected net power value
(calculated from the ratio of the forward and reverse powers). Units in Watts. This is the
maximum found for all tuner positions and is not used during the evaluation stage. The
information is provided here for reference purposes.

Data Tab

NOTE: If the Positioner 1 and Number of Points data are not specified, then an error will appear stating
the missing element and the dialog box will not appear and/or not function properly.

o Positioner 1/ Positioner 2 Data: Stores Reverberation Test
positioner data to identify the paddle position

. iy Pulse Modulation PM-Key Monitors Timing
tha_t had thg maximum values. The pogltlon at - R
which the highest field was generated is Acion | Freg FreqStep | Ampitude | Leveing  Threshold
recorded. These fields are not used during Instruments Probes Samples Calbraton AM Modkiatlorjm FM Modulation
continuous stir testing. Auto Thresholding Paddles Power Meter Data i [Failed Freq
. . d v
« Signal Generator: Stores signal generator Poskioner 1 Data: [0 ceta>
value for each frequency. Generally, this is a Positioner 2 Data: o defa> b
flat value, but if leveling is used, the signal Signal Generator. | Sig Gen_Data it
generator level could be different for each Number of Poirts: | eno data> v
paddle position. Calc Standard Field (9Bm): | ano data> v
Calculated Probe: | <no data> v

e Number of Points: Stores the number of
frequency points tested. This item is more
critical in Cal than Test as the calibration data all has to match to be evaluated properly with the
Reverberation Calculation action.

e Calc Standard Field (dBm): In performing a test the desired field and normalized probe are
mathematically calculated to yield the power level required to generate the desired field. The
highest level for all paddle positions is recorded.
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e Calculated Probe: The calculated probe value is derived from the Expected Field and the ratio of
the actual power and the expected power. Given the tolerances of the leveling loop, the actual
field might be slightly off from the desired field. Storing this information allows analysis later of the

field generated in the chamber.

Failed Freq Tab

When the operator tags a failure, certain information
about the current position is stored for later use,
separate from the standard outputs of the program.

o Failed Field: Stores the frequencies at which
a failure is noted.

o Pos 1 Data: The tuner position for each
frequency that is marked as a failure is
stored. Select a data element for this output
(required).

e Pos 2 Data: If there are two tuners used, the
position of tuner 2 when a failure is marked is

Instrumerts ~ Probes  Samples  Calibration  AM Modulation  FM Modulation

Pulze Modulation PM-Key Manitors Timing
Action Freq Freq Step Amplitude Leveling Threshold
Reverb Standards DO160G Zero Span

HAuto Thresholding Paddles Power Meter Data Data Failed Freq

Failed Field: <no datas et
Pos 1 Data: <no data> ¥
Pos 2 Data: <no data> -
Sig Gen: <no data> -
Power Meter: <no data> >

stored. Select a data element for this output (required only if two tuners are used).

¢ Sig Gen: The signal generator level at the point when a failure is marked is stored.

o Power Meter: The current power level when a failure is marked is stored.

Instruments Tab

This tab is used to specify various pieces of test
equipment used during the reverberation calibration.
Paddle positioners can be manually controlled, and
the operator will be prompted for motion if they are
so marked.

NOTE: If the Recv/Pwr Meter, Signal generator, and
Pos 1 instruments are not specified, then an error
will appear stating the missing element and the
dialog box will not appear and/or not function

properly.

e Recv/Pwr Meter Monitor: Select the
instrument from the list that will be used to
monitor the received power in the chamber
on the receive antenna. If you select an
instrument that does not have the
characteristics of a power meter, the action

Reverberation Test

Pulse Modulation PM-Key Monitars Timing
Reverb Standards DO 160G Zero Span
Action Freq Freq Step Amplitude Leveling Threshold

Recwv/Pwr Meter
- Monitor:

Signal Generator:
Pos 1 {Honiz.):
Pos 2 (Vert.):
Amplifier:

Power Meter 1:

Power Meter 2:

[JUse Met Power  []Use Combined Power

Iding Paddles Power Meter Data Data Failed Freq
Probes Samples Calibration  AM Modulation  FM Madulation

Delay

<no instrument > ~ ms
i ~| Manual Primary
Tuner « O
<no instrument > ~ O O
<no instrument > e

PM_1 v ms
PM_2 v me

will not work properly. Since a spectrum analyzer can also be a power meter, either type of

equipment can be referenced here.
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o Delay: The time in milliseconds that the instruments needs to level internally prior to reporting
values. Basically, this is the time between the changes in signal generator level and the actual
reading being taken. Typically, spectrum analyzers do not require any delay, since their internal
sweep times are adequate delays. Power meters often require some internal leveling time prior to
reporting correct values.

o Signal Generator: Select the signal generator instrument here. If you select an instrument that
does not have the characteristics of a signal generator the action will not work properly.

e Pos 1 (Horiz.)/ Pos 2 (Vert.): If there is only one positioner, it should be identified as positioner 1.
Although not required, generally if there are two positioners one is in vertical orientation and one
is horizontal. The reference to horizontal and vertical is for identification purposes only and is not
mandated by any standard.

o Manual: This setting only applies to Positioner 1 and Positioner 2 values if either is
manually controlled, select the check box and the software will prompt the operator when
it is time to move to each tuner position.

o Amplifier: If the amplifier is bus controlled, select the correct instrument. If the amplifier is not bus
controlled, leave this field blank and set a Prompt action in the test flow to instruct the operator to
put the amplifier in operate mode prior to executing this step.

e Power Meter 1/ Power Meter 2: If you select an instrument that does not have the
characteristics of a power meter the action will not work properly. Since a spectrum analyzer can
also be a power meter, either type of equipment can be referenced here. If the instrument is a
two-channel power meter, the software will address channel 1/channel 2 unless a channel
specific instrument driver is used.

o Use Net Power: If this check box is selected, the net power will be calculated using power meter
1 as forward and power meter 2 as reverse. Net power is not the norm for reverberation testing
and is included here only for R&D purposes.

¢ Use Combined Power: If this check box is selected, the combined power of power meter 1 as
and power meter 2 will be calculated and used. Combined power is not the norm for reverberation
testing and is included here only for R&D purposes.
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Probes Tab

This tab allows you to store various measurements | Reverberation Test
made during the test from actual probes in the field or

from the internal calculations done as part of the field

Auto Thresholding Paddles Power Meter Data Data Failed Freq

. . . . Pulse Maodulation PM-Key Monitars Timing
generation. During testing, the probe data is for = DOT60G Zero Span
informational use Only. Action Freq Freq Step Amplitude Leveling Threshold

Instruments ~ Probes  Samples  Calibration  AM Modulation  FM Modulation
Probe - This selector allows you to choose up

to 20 probes to use in the action. Due to how Probe Instrument: | Probe_1 v
the equations work in the code, you must start : Probe X - Max: Probe_X_T1 .
with Probe 1 and leave no gaps to Delay Probe Y - Max: | Probe_ ¥ T1 -
Probe(last). 0 ms Probe Z - Max: Probe_Z_T1 v
Delay - The time in milliseconds that the | Firmtining i = -
probe needs to level internally prior to

reporting values. This is primarily needed with Probe Level: | EMax_Test "
older probes. Modern models can level as Std Deviation: | Std_Dev_T v
fast as they can be queried and the Oms Std Deviation - X: | Std_Dev_X_T v
default is adequate. Std Deviation - Y: | Std_Dev_Y_T v
Enable Parallel Probe Reads — With this box ier nis Bl v

selected, all of the probes will be given a

uniqgue communication thread and all will be queried in the same packet of reads so that all
returned data is at the same tuner position and point in time within 1-3ms. This box should always
be checked for ISO11451-5 or future standards that allow for leveling on field with multiple
probes.

Probe X — Max: The maximum value of the X axis for all tuner positions is stored.
Probe Y — Max: The maximum value of the Y axis for all tuner positions is stored.
Probe Z — Max: The maximum value of the Z axis for all tuner positions is stored.
Probe Max: The maximum value of the RMS value of the probe for all tuner positions is stored.

Probe Level: This is where you place the data element to record the overall field level for the
whole test

Std Deviation: The recorded standard deviation of the RMS values for all probes used in
leveling.

Std Deviation — X ;The standard deviation of the X axis for all probes used in leveling.
Std Deviation — Y: The standard deviation of the Y axis for all probes used in leveling.

Std Deviation — Z: The standard deviation of the Z axis for all probes used in leveling.
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Samples Tab

An instrument is read one time to obtain a valid
number. There are circumstances where you would
want to measure multiple times and take the average
or max of these values to determine a final value.

This tab allows you to select the number of samples
for each of the different instruments in this step.

o Samples per Reading: Defines the number
of samples desired per instrument reading.

e Probe Method /Pwr Mtr Method: Defines
how the value is calculated for readings from
each instrument. The user can choose to

Reverkeration Test

Auto Threshelding Paddles Power Meter Data Data Failed Freq

Pulse Modulation PM-Key Monitors Timing
Action Freq Freq Step Amplitude Leveling Threshold
Reverb Standards DO160G Zero Span

Instrumerts  Probes  Samples  Calibration  AM Modulation ~ FM Modulation
Samples Per Reading:

Probes: Pwr Mtr 1: 'I_
Pwr Mir 2: 'I_
Prvr Mir 3: 1_
(Receiver)
Probe Method: Pwr Mtr Method:
OMax  OAvg OMax  Ohvg

keep either the maximum or average of multiple samples. If a single sample is taken, that is the

only value stored.

Calibration Tab

This tab controls the various correction factors to be
used for each instrument during the test. These
factors are added to the instrument value to give a
corrected value.

¢ Amplifier: The amplifier calibration is the gain
of the amplifier in dB. This is used internally
when initial signal generator levels are
calculated prior to setting the signal generator
to ON.

e Power Meter 1/Power Meter 2:The power
meter calibration represents the amplitude in
dB of any losses between the sensor and the
TX antenna input, including all cable and
attenuation losses. This value is added to the
instrument reading to correct it.

Reverberation Test

Auto Thresholding Paddles Power Meter Data Data Failed Freq

Pulze Modulation PM-Key Monitors Timing
Action Fregq Freq Step Amplitude Leveling Threshold
Reverb Standards DO160G Zero Span
Instruments  Probes  Samples  Calibration  AM Modulation  FM Modulation

Amplfier: of_Amp ~
Power Meter1: of_Coupler ~
Power Meter2: <no data w
Receiver: <no data: ~

Probe
1 = Probe X: <no datax w
Probe Y: <no data: ~
Probe Z: <no data> ~

o Receiver: The receiver calibration represents the amplitude in dB of any losses between the
receiver and the RX antenna input, including all cable and attenuation losses. This value is added

to the instrument reading to correct it.

e Probe: This selection box allows the user to enter axis calibration data for up to 20 probes.

o Probe X/ Probe Y/ Probe Z: These are locations to input a data item containing the correction

factor file for the given probe axis.
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AM Modulation Tab

This tab to turns on AM modulation during the
Immunity test. The action will turn on AM modulation
at the signal generator and control the

internal/external switch (if the device has this feature).

¢ Enable: Select the check box to turn on
(enable) AM modulation. Once you select the
check box, you must complete the Depth and
Frequency boxes.

e External: If this check box is selected and
modulation is enabled, the software will
access the external input of the signal
generator. On some signal generators, this
will cause a combination of internal and
external modulations.

Reverberation Test

Auto Thresholding Paddles Power Meter Data Data Failed Freq

Pulse Modulation PM-Key Monitors Timing
Action Freq Freq Step Amplitude Leveling Threshold
Reverb Standards DO160G Zero Span
Instrumerts  Probes Samples Calibration  AM Modulation  FM Modulation
Enable [ Extemal [ External Only

Depth: 80
Frequency: 1 kHz w
[T Peak Conservation ] Extemal Gating
Wave Form : :
© Sine Wave () Square Wave () Triangular Wave

o External Only: If this check box is selected and modulation is enabled, then only the external
input modulation will be turned on for all signal generators.

o Depth: Determines the relative amplitude of the AM modulation. It is represented as a percentage
of the CW peak. If the standard being tested to is not stated in percent, you must convert the

number to a percentage before entering it.

¢ Frequency: Input the frequency and select the units for the modulation in this entry. The options

are Hz or kHz.

o Peak Conservation: If selected, this option will reduce the signal generator output level prior to
turning on modulation by an amount appropriate for the modulation percentage, so that the peak
of the modulated waveform does not exceed the CW amplitude.

o External Gating: Select this check box if you need the modulation to be controlled by an external

gating signal.

¢ Wave Form: Denotes how the carrier wave will be varied in accordance with the characteristics

of the modulation signal.

FM Modulation Tab

This tab to turns on FM modulation during the
Immunity test. The action will turn on FM modulation
at the signal generator and control the

internal/external switch (if the device has this feature).

¢ Enable: Select the check box to turn on
(enable) FM modulation. Once you select the
check box, you must complete the Depth and
Frequency boxes.

e External: If this check box is selected and
modulation is enabled, the software will
access the external input of the signal
generator. On some signal generators, this

Reverberation Test

Auto Thresholding Paddles Power Meter Data Data Failed Freq

Pulze Modulation PM-Key Monitors Timing
Action Freq Freq Step Amplitude Leveling Threshold
Reverb Standards DO160G Zero Span
Instrumerts  Probes  Samples Calibration  AM Modulation  FM Modulation
[ Enable [ Extemal [ Extemal Only
Deviation: 5— kHz w
Frequency: 1 kHz -

[ External Gating
Wave Form
O Sine Wave () Square Wave () Triangular Wave

will cause a combination of internal and external modulations.
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o External Only: If this check box is selected and modulation is enabled, then only the external
input modulation will be turned on for all signal generators.

o Deviation: Controls the relative frequency offset of the FM modulation. It is specified in frequency
deviation around the primary frequency. If the primary frequency is 100 MHz with a 5-kHz
deviation, then the FM modulation will cycle between 99.95 MHz and 10.05 MHz. Enter an
appropriate number in the box and select the frequency component from the menu.

o Frequency: Input the frequency and select the units for the modulation in this entry. The options
are Hz or kHz.

o External Gating: Select this check box if you need the modulation to be controlled by an external
gating signal.

¢ Wave Form: Denotes how the carrier wave will be varied in accordance with the characteristics
of the modulation signal.

Pulse Modulation Tab

This tab selects and configures pulse modulation that  [Rreverberation Test
is output by the signal generator on top of the current
frequency and amplitude of the CW output. The

Auto Thresholding Paddles Power Meter Data Data Failed Freq

. . Action Freq Freq Step Amplitude Leveling Threshold
generator must be capable of this function or these Reverb Standards DO160G Zero Span
SettlngS will have no effeCt. Instruments ~ Probes  Samples  Calibration  AM Modulation  FM Modulation

Pulze Modulation PM-Key Monitors Timing

e Enable: Select the check box to turn on _ B

(enable) pulse modulation. Once you select UBmable  U)Edemal

the check box you must complete the Pulse i L RHZ R

Rate and Pulse Width boxes. Pulse Width 50 uSec

. . [ Extemal Gating

e External: Select this check box if you are - .

using an external modulation generator and liste

need to feed this into the signal generator.
¢ Pulse Rate: A pulse modulation is defined as Sl F el iy T

an on/off width of a certain time over a
repetition rate. The repetition rate is measured in frequency units.

o Pulse Width: The pulse is defined as an on/off width of a certain time over a repetition rate. The
parameter is the width of the pulse, and the width is defined in time units.

o External Gating — Select this check box if you need the modulation to be controlled by an
external gating signal.
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PM-Key Tab

There are some standards that require 1-3 Hz square
wave modulation on top of other forms of modulation.
The setting on the PM-Key tab let you generate a
pulse modulation using the output off/on function of
the signal generator. It will only work if the signal
generator can respond quickly enough to remote
commands.

o Key Test: Select this check box to turn on
this feature.

e On Time: The amount of time the RF will be
on as part of the pulse waveform.

Reverberation Test

Reverb Standards DO160G Zero Span

Action Freq FreqStep Amplitude Leveling Threshold Aute Thresholding
Paddles PowerMeterData ProbeData Data Failed Freq  Instruments 1
Instruments 2 Samples Calibration AM Modulation FM Modulation
Pulse Modulation PM-Key Monitors Timing
0 On (ms)
0 Off (ms)
0 Number of Cycles
Maonitor4 On Data: | <no data> ~
Monitor4 Off Data: | <ng datas ~

The Key Testturns on and offthe signal to create PM

e Off Time: The amount of time the RF will be off as part of the pulse waveform.

e Number of Cycles: The number of times that the on/off sequence will be executed.

¢ Monitor4 On Data: If a data element is selected, and an instrument is shown in the Monitor 4
section of the Monitor (3-4) tab, we will read the monitor during the on cycle and save the value.

¢ Monitor4 Off Data: If a data element is selected, and an instrument is shown in the Monitor 4
section of the Monitor (3-4) tab, we will read the monitor during the off cycle and save the value.

Monitor Tabs

The monitor tab control equipment that will be read
and stored during the process time of the action, after
all leveling has been completed. This allows you to
monitor various conditions of the EUT while the test is
running automatically.

¢ Instrument: Select an instrument to monitor.
It must be defined on the Instruments tab.

o Output Data: Select a data element to store
the results of this reading.

e High/Low: For multiple reads (CW and
modulation stages) specify whether to save
the high or low readings.

Reverberation Test
Reverb Standards DO160G Zero Span
Action Freq  FreqStep Amplitude Leveling Threshold Auto Thresholding
Paddles PowerMeterData ProbeData Data Failed Freq  Instruments 1
Instruments 2 Samples Calibration AM Modulation FM Modulation
Pulse Modulation PM-Key Monitors Timing
Manitor Instrument
1] = <no instrument> ~
Display Pos Qutput Data
1 ~ <no data> ~
@High ) low
Limit
<no data> o

o Limit: If a data element is selected here the values from this data element will be displayed on
the screen for the operator to see an expected value next to the actual value.
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NOTE: The maximum number of monitors that can Pz g

be configured within a test profile is 100. Use the =|la =
properties window to manage the monitors in Upper Effects <no data>
groups of 10 as seen below. Tl
Monitor Group 1-10
=l Monitor <no instrument=, <no data=, <no datax,..
Instrument <no instrument>
Output Data <no data>
Limit Data <no data>
High/Low High
Display Position 1
=l Monitor <no instrument>, <no data>, <no data>,..
Instrument <no instrument>
Qutput Data <no data>
Limit Data <no data>
High/Low High
Display Position 2
Monitor <na instrument>, <no datax, <no data>...
Monitor <no instrument>, <no data>, <no data>,..
Monitor <no instrument>, <no data>, <no data>,..
Monitor <no instrument>, <no data>, <no data>,..
Monitor <no instrument>, <no data>, <no data>,..
Monitor <no instrument>, <no data>, <no data>,..
Monitor <no instrument>, <no data>, <no data>,..
Monitor <no instrument>, <no data>, <no data>,..

Timing Tab

The Reverberation action has many timing issues that
affect accuracy of the test. Use this tab to set the

desired tl mingS Reverb Standards DO160G Zero Span
Action Freq Freq Step Amplitude Leveling Threshold

ags .. ey Auto Thresholding Paddles Power Meter Data Data Failed Freq
® POSItIon 1 Stop Tlmlng/POSItlon 2 Stop Instruments ~ Probes Samples  Calibration  AM Modulation  FM Modulation

Timing: It is imperative that the paddle be Pulse Modulation PM-Key Monitors
completely still before any measurements are
taken. The stop timing is the time that the
software will dwell between the sending the
stop command and any further Pause Timing: [0 |ms
measurements. CWDslay: [0 |ms
Modulation Delay: ms

Reverberation Test

Pasition 1 Stop Timing: 1000 | ™S
Position 2 Stop Timing: 1000 | ms

Paddles driven by stepper motors are less of a
concern then those with non-stepped motors. Dot e, [0 Jsee
Use the position 1 setting for positioner 1 and

the position 2 setting for positioner 2.

o Pause Timing: A dwell that is executed between the first RF on command sent and any
subsequent measurements.

e CW Delay: A dwell time between the completion of the leveling loop (usually done in CW mode)
and the start of the modulation cycle.

e Modulation Delay: The amount of time that the modulation will be active.

¢ Measurement Timeout: Used for DO160G and ISO 11451-5.

ETS-Lindgren.com TILE! Reference Manual | 295 of 360



https://www.ets-lindgren.com/product-category/software/

Reverb Standards Tab

The Reverberation action has several reverberation
standards supported.

Reverberation Test

Action Freq Freq Step Amplitude Leveling Threshold
° Reverb Chamber Test Standard: Auto Thresholding ~ Paddles ~ Power Meter Data ~ Data Failed Freq
Supported standards: DO 1 6OF, DO1 6OG, Instruments ~ Probes  Samples  Calibration  AM Modulation  FM Modulation
Pulse Modulation PM-Ke Monitars Timin
IEC61000-4-21, ISO11451-5, ISO11452-11, | - v Simdars ; e
MIL-STD-461.
Reverb Chamber Test Standard: | 15011451-5 ~

e Paddle Mode: For most standards this

setting is auto set and greyed out. The Paddle Mode: S

exception is DO160G which can be either EMax: | EMax i

Stepped tuned or Stirred mode. Forward Power. | FWD_Max ~
¢ EMax: The max e-field produced by the load ISO11451-5 Load Power: | Load_Power "

test or pre-test. The units are in V/m. Note: ISO114515 Annex: | Annex G v

This is only visible when Standard is _

DO160G or 1ISO11451-5. ISO11451-5 Min Probe Reads/Cycle [200 |

Test Modes: load [ Test

e Forward Power: The forward power
produced by the load test or pre-test. The units are in dBm. Note: This is only visible when
Standard is DO160G or ISO11451-5.

o 1S011451-5 Load Power: This is only visible when Standard is ISO11451-5 and Load setting is
checked.

¢ 1S011451 Annex: This is only visible when Standard is ISO11451-5. Currently there is one
dropdown option Annex G. The setting is here for future expansion to support additional Annexes.

¢ 1S011451-5 Min Probe Reads/Cycle: This is only visible when Standard is ISO11451-5.

o Test Modes: Checkboxes for Load and Test are only visible when Standard is DO160G or
ISO11451-5.

o For DO160G, the 2 checkboxes act as radio buttons, meaning when one is checked, the
other is unchecked. Only one mode can be enabled at a time.

o For18011451-5, just one checkbox or both checkboxes can be enabled; the options
allowed are just Load, just Test, or Load and Test together.
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DO160G Zero Span Tab

Zero Span Mode implements the EUT Test
procedure described in DO160G 20.6.2.c using

zero span mode on the signal ana|yzer_ After each Auto Thresholding Paddles Power Meter Data Probe Data Data
zero span trace is acquired from the analyzer, the Failed Freq Instruments 1 Instruments 2 Samples Calibration
. AM Modulation FM Modulation Pulse Modulation PM-Key

action then post-processes the trace and : : :
determines if the EUT Dwell requirement has been Adin_| Freq Feqlm | fmplule | Levchg Theshold
q Monitars Timing Reverb Standards DO160G Zero Span

satisfied for that test frequency.

This tab specifies the settings and data elements B Enable Zero Span Mode

used for DO160G Zero Span Mode. Recv Sweep Time: s (] From Data
i 2|3 3 rom a
e Enable Zero Span Mode: Enables Zero FUT Dnel Reurement [ rom Dat.
Span Mode when the Reverb Chamber BUT Dwels Measured: | EUT_Duration_Final
Test Standard is either DO160G Load or EUT Dwells Achieved: | EUT Duration_Achieved
DO160G Test.

EUT Dwell Waveform: | EUT_Duration_temp ~

e Recv Sweep Time: Sets the sweep time Revalution Waveform | Rev_Waveform v

for the receiver/analyzer trace in seconds. Revolution Script | scipt_SaveReviWaveforr ~

e Recv Sweep Time From Data: Enables

using a data element to set a frequency based Recv Sweep Time (different sweep time value for
each frequency step).

e EUT Dwell Requirement: The required EUT Dwell time in seconds. The measured EUT Dwell
time will be compared to this value to determine whether the EUT Dwell was achieved at each
frequency step.

o EUT Dwell Requirement From Data: Enables using a data element to set a frequency based
EUT Dwell Requirement (different EUT Dwell Requirement for each frequency step).
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o EUT Dwells Measured: The measured values of the EUT Dwell durations at each frequency
step. This calculation is the total consecutive time in seconds that the power of the zero span
trace exceeds the peak power minus 3 dB.

-20
30 "ﬂ\. ,l'm\ peak level /\
peak-3dB
'I f\ II‘II Illr\\ Ao '/dw\ A 1 I - \/l
§ 40 | II!i" i'mﬁ“ﬂk]!%I !l |-“(WH WA R lJl 1 li ll'ﬁ"ﬁ’ﬂ N
% i || | | | |'| ' | U | | l
E -30 IVI | ||I
-50 !
’ 360° -
70 : : |
0 5 10 s 20

time(s)  This duration shall be
more than EUT time

o EUT Dwells Achieved: Records a 1 (achieved) or 0 (not achieved) at each frequency step
depending on whether the EUT Dwell Measured was greater than or equal to the EUT Dwell
Requirement.

¢ EUT Dwell Waveform: The output of the EUT Dwell waveform. This data element is the time
domain trace that represents the portion of the zero span trace that exceeds the peak power
minus 3dB (see previous diagram). This data waveform is overwritten as each new trace is
acquired. It can be accessed at the end of each frequency step using the Revolution Script.

o Revolution Waveform: The zero span time domain trace that is retrieved from the
receiver/analyzer for each frequency step. This data waveform is overwritten as each new trace is
acquired. It can be accessed at the end of each frequency step using the Revolution Script.

e Revolution Script: A script that will run (if present) at the end of each frequency step. This script
is useful for copying the temporary waveforms EUT Dwell Waveform and Revolution Waveform to
permanent data elements that can be accessed after the action completes.
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Dialog Box

When you are executing the Reverberation Test, you will have a dialog box showing a wide variety of
information about this test. How this dialog box is used depends on the choice of leveling method,
pass/fail, and process settings. The controls for this dialog box are summarized in the control buttons.
The remainder of the dialog box is information for the user.

Enable Zero Span Mode: Enables Zero Span Mode when the Reverb Chamber Test Standard is
either DO160G Load or DO160G Test.

Required Readings: The minimum number of probe group readings in each Probe cycle
required by the standard to be averaged. By default, it is set to 200, but can be changed if
needed.

o A probe group reading is defined as a reading from each configured probe in the action.
The Probe Cycle continues until both the Required Readings have been acquired and the
tuner has completed at least one 360° rotation.

Acquired Readings: The actual number of probe group readings acquired in the current Probe
cycle.

Cycle Time: Time elapsed in the current Probe Cycle (in sec).

Readings / Sec: Number of probe group readings taken in each second of time, regardless of
tuner speed. This shows the current performance of the system.

Cycle: In this test mode, the tuner never stops spinning. Cycle is the relative position of the tuner
in degrees from the start of the current Probe Cycle. Cycle resets to 0 at the start of each new
Probe Cycle.

Test Mode: Indicates whether the low power Load check is in progress, or if the Test Levelling
and EUT Dwell is in progress. When using ISO 11451-5, the action can be configured to run Load
and Test Modes in the same test run, or either mode individually.

Probe Cycle: Indicates when the Probe Cycle is active. If Probe Cycle is ‘On’ the probes are
being actively read. Once the field is levelled and the EUT Dwell starts, Probe Cycle will indicate
‘Off’.
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Reverberation Test

Diown Up Current: [ 347.5 Dawn

T arget Amplitude: | -20.00 Desired Field: [20.00 | Vém Cycle: [200.9

Power Meter: | -9.62

Sig Ger:|-20.00 |dBm Power: EI

Trial #: EI Radiating
Probe Max(19.99  |V/m Modulation: @0 () 0On

Probe Combined TestMode: @ Load O Test

Probe - RM5|35.23 Wem Required Readings: Probe Cycle: Ciof @on

Probe X - Maw:| 24 591 Wim | Acquired Readings: |B087 0
. P
Frobe ¥ - Max:(19.30 WAm Cycle Time: 4.2 Step Size: Down Auto Lewel
Probe 2 - Mas:|15.76 W Am Feadings/Sec: [1217.3
Step Up Pass Save
e rle Cancel RF On Step Down Fail

Spacebar to Pause/Fun

Reverb Test: Running ISO 11451-5, Annex G

Semi-Auto Threshold Test

To access the Semi-Auto Threshold Test, you must enable thresholding in the settings on the threshold
tab. Execute the action and access the manual dialog box as seen above. Select Threshold to see the
following window:

e Frequency/Tuner Position: These values Semi-Auto Threshold Test
are determined at the pause mode when the
user stops the automatic Process.
Frequency: 0 Tuner Position: | 0
e Target Level: This is the level when paused lo o
by the user. The unit of the level shows in Torget Level: | e
both dBm and V/m. v Commente
dBm
e Start Level: This is the user defined. By Startlevel: = .
default, it is defined in the data element of
Threshold tab: Orig/New Lvl delta. User can e |3
adjust to lower or higher level based on
needs.
Test Fail E

e Step#: This integer number will be used to
define the leveling up step: (Target — Start)/Step#. This can be modified by the user, but cannot
be smaller than two.

e Update/Test On Going: Toggle when Test button clicked. In the setup stage, user should use
Update button to make sure all the inputs are entered. Once in test mode after clicking the Test
button, the Test button disappears and Test On Going button will appear, but has no function.
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o Fail: This button is used to record the failure. The following dialog will pop-up and the mode
returns to Setup. You can also pressure the space bar on the key board while the Test On Going
to the same effect as click “Fail”’. You can make comments in the Comments box. The failure will
be record.

o Exit: This will finish the Semi-Auto Threshold process without further recording failure.

IEC 61000 Series Test Actions

[EN: | [En [EN: EM T
S| e e 5] B
harmonics - burst eft surge dips

The IEC 61000 Series Test actions are used to connect and control instruments that are specifically
designed for these tests. Since there are no outputs to be captured in the frequency domain, it cannot be
used in the graph or tables.

e Harmonics (EN: -2)
e Burst (EN: -4B)

e EFT (EN: -4E)

e Surge (EN: -5)

e Dips (EN: -11)
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Special Math Functions

Available Operators and Conditionals

Add {x + y}
Subtract {x — y}
Multiply {x -y}
Divide {x/ y}

Modulus {x % y}

Simple addition function.
Simple subtraction function.
Simple multiplication function.
Simple division function.

A function that returns the remainder of a division equation. This is the same
result as the function {x — (x / y) * y}.

Available Conditionals

The results of the conditionals are dependent upon the interpolation settings for the data element.

Equal {x ==y}

Not equal {x =y}

Greater than {x > y}

Less than{x <y}

Greater than or
equal to {x 2 y}

Less than or equal
to {x <y}

ETS-Lindgren.com

Determines those frequencies of the two data elements in which the values are
equal (exactly equal). The resultant data element will only have frequencies
where this condition is true.

If either of the data elements is interpolated, you might see strange results so
make sure the definition of each data element is clear.

Determines those frequencies of the two data elements in which the values are
not equal. The resultant data element will only have frequencies where this
condition is true.

If either of the data elements is interpolated, you might see strange results so
make sure the definition of each data element is clear.

Determines those frequencies where the x value is greater than the y value.
This is the same as the Max function, except the Max function will also work
with word-type data elements.

Determines those frequencies where the x value is less than the y value.
This is the same as the Min function, except the Min function will also work
with word-type data elements.

Determines those frequencies where the value is greater than or equal to the
y value.

Determines those frequencies where the x value is less than or equal to the
y value.
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Special Math Functions

abs(x)
acos(x)
acosh(x)

adb(x)

add(x,y)

Add1(x,y)

alog(x)

alog10(x)

asin(x)
asinh(x)
atan(x)
atanh(x)
avg(x,c)

bottom(x,c)

bw(x,c)

bwdiff(x)

bwpts(x,c)

ETS-Lindgren.com

Absolute value of each value in the data element x.
Determines the Anti-Cosine of each value in the data element x.
Determines the Hyperbolic Anti-Cosine of each value in the data element x.

Converts the x value in dBA to a value in Amps using the equation 10*(x / 20).
Same as the function vdb(x).

This function adds values in x by data in y in a sequential step without checking the
frequency.

The number of elements should be the same for x and y. If there are more
elements in x than in y, this function will not execute. If there are more elements in
y than in x, it will execute but there will not be any results for the extra elements.
For example, if there are five elements in x and four elements in y, there will be
only four results.

If interpolation is on for the results element, it may populate the results with
inaccurate data.

For each frequency in x and y, it will add the two values. If it does not find a
matching value, it will linearly interpolate the result. This differs from add(x,y) by
not requiring matching number of values and equivalent frequencies.

Anti-log of each value of the data element x. This is the value e raised to the value
of x.

Anti-log of each value of the data element x. This is the value 10 raised to the
value of x.

Determines the Anti-Sine of each value in the data element x.

Determines the Hyperbolic Anti-Sine of each value in the data element x.
Determines the Anti-Tangent of each value in the data element x.
Determines the Hyperbolic Anti-Tangent of each value in the data element x.
Determines the average for ¢ number of points in the data array x.

Determines the bottom for ¢ number of points in the data array x. The default for ¢
is 10 if it is not stated.

Finds the highest value in range x and then finds the two frequencies that
correspond to the ¢ db down points. It returns the bandwidth (frequency difference)
of the ¢ db down point.

Finds the highest value and then calculates the difference between the peak and
all other values in the data set of x.

Finds the highest value in the range x and then finds the two frequencies that

correspond to the ¢ db down points. It returns three points with frequency and
amplitude for the lower offset, center, and upper.
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ceil(x)

cos(x)
cosh(x)
Count(x)
dba(x)

dbp(x)

dbuvtov(x)

dbv(x)

dbw(x)

diff(a,b,c)

div(x,y)

equal(x,y,c)

equalrev(x,y,c)

excl(x,y,c)

exp(x)

ETS-Lindgren.com

Determines the smallest integer that is greater than or equal to x at each
frequency.

Determines the Cosine of each value in the data element x.

Determines the Hyperbolic Cosine of each value in the data element x.
Calculates how many items are in a data element.

Converts the x value in Amps to a value in dBA using the equation 20 * log(x).

Converts the x value in Watts to a value in dBW using the equation 10 * log(x). To
convert dBm to dB divide by 1 thousand.

Converts the x value in dBuV to a value in Volts using the equation 10*((x - 120) /
20). To convert dBuV to uV divide by 1 million.

Converts the x value in Volts to a value in dBV using the equation 20 * log(x).
For dBuV, multiply the voltage by 1 million.

Converts the x value in Watts to a value in dBm using the equation 10 * log(x *
1000).

Compares the frequencies in data element x to those in data element y.

If the difference between the frequencies is greater than the constant C (which you
might consider the bandwidth in hertz), the frequency from element x is added to
the resultant data element with the value of x.

This function divides values in x by data in y in a sequential step without checking
the frequency.

The number of elements should be the same for x and y. If there are more
elements in x than in y, this function will not execute. If there are more elements in
y than in x, it will execute but there will not be any results for the extra elements.
For example, if there are five elements in x and four elements in y, there will be
only four results.

If interpolation is on for the results element, it may populate the results with
inaccurate data.
Compares the frequencies in data element x to those in data element y.

If the difference between the frequencies is less than the constant ¢ (which you
might consider the bandwidth in hertz), the frequency from element x is added to
the resultant data element with the value of x.

Compares the frequencies in data element x to those in data element y.

If the difference between the frequencies is less than the constant ¢ (which you
might consider the bandwidth in hertz), the frequency from element y is added to
the resultant data element with the value of x.

Compares the frequencies in data element x to those in data element y. Those
frequencies in y that are also in x (within the £ bandwidth c in hertz) are excluded
from the resultant data element. This is convenient for gaps in limit lines.

This raises the value of e to the power of x. This is the same result as the
equation e*.
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Fabs(x)

finddupl(x,c)

firstfreq(x)

floor(x)

freq(x)

gmc(x)

harmonic(x)

harmonicfind
(x,c1,c2)

iec9554(x)

iff(x,y,z)

impulse(x,c)

J0(x)
1(x)
lastfreq(x)

In(x)

log(x)
log10(x)

ETS-Lindgren.com

Returns the absolute value of the floating-point value.

Scans the input data element x for duplicates and eliminates those frequencies
within ¢ range of each other, keeping the higher value. This is convenient for
eliminating multiple peaks from modulated or noisy emissions.

This will return the first frequency in x with the frequency and value fields.

An example would be that if the first frequency in x is 30 MHz, @ 5 dBuV then the
result would be 30e6, 30e6.

Determines the largest integer that is less than or equal to x for each frequency.

Puts the frequency into the value field and allows you to add the frequency to other
values.

Calculates a bin function for emissions data to the General Motors specification.
This may not be used in the new world specification.

Returns the percentage values of all frequencies in the data element compared to
the initial frequency in the array.

Finds the harmonics of a fundamental frequency of a data element. Evaluates
multiples (odd and even) of the fundamental (c1) and finds the highest amplitude
within the bandwidth (c2).

X is the Data element, ¢1 is the fundamental frequency, and ¢2 is the Bandwidth
window of subsequent harmonics.

Finds the maximum value in each bin of the IEC9554 matrix and returns this value
for the start/stop frequency of the bin.

For each frequency in x, it attempts to find the equivalent frequency in y and z. If it
does not find a match, it linearly interpolates vy, if there is not a match in y, then the
value z is returned.

This function strips impulsive signals from a data stream.

Impulse is defined as a single signal that exceeds the signal before and after by
more than c (in hertz). If the value is defined too broadly or the frequency steps are
too large, you may be stripping out real data.

Bessel function of each value in the data element x.

Bessel function of each value in the data element x.

This will return the last frequency in x with the frequency and value fields.

This is known as the natural logarithm and it performs the log function with base e
on each value in the data element x. This is the same result as the equation
log. x.

Log of each value in the data element x to the base e (natural base).

Log of each value in the data element x to the base 10.
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max(x,y) Compares the x and y values and returns the maximum of the two. It can be used
to find the maximum value from H/V data but they must have the same number of
points.

This equation can also be used to add multiple trace or limit line data elements to
make one element.

maxhv(h,v,x) This function was created to determine whether the horizontal or vertical data had
the maximum value and to create a related word-type data element, in this case x,
with the text H or V.

The resultant data element has the maximum value of the two (exactly like the
Max function). The x data element will have the H/V to designate the polarity.

maxhvtt(h,v,x) This function compares the polarity (from data element x) and matches the
appropriate horizontal and vertical data element.

maxlr(x,y,z) This function compares data element x to data element y and for each identifies in
the word data element z whether the maximum was Line 1 or Line 2.

mergefreq(x,y,z) | Merges three data elements, keeping the maximum values and frequency. The
three data elements should be the same.

min(x,y) Compares the x and y values and returns the minimum of the two. This equation
can be used like max(x,y) to link data items together.

mod(x) Modulus command (same as the symbol %). A function that returns the remainder
of a division equation. This is the same result as the function x — (x /' y) *y.

mult(x,y) This function multiplies values in x by data in y in a sequential step without
checking the frequency.

The number of elements should be the same for x and y. If there are more
elements in x than in y, this function will not execute. If there are more elements in
y than in x, it will execute but there will not be any results for the extra elements.
For example, if there are five elements in x and four elements in y, there will be
only four results.

If interpolation is on for the results element, it may populate the results with
inaccurate data.

notempty(x) This function returns all frequencies in the word-type data element x that are not
empty. The return value is the frequency and string.

This can be used to find comments in the immunity test output so that only items
with comments will be listed in a table.

offsetAdd(x,y) For each frequency in X, it attempts to find an equivalent frequency in y. If it does
not find a frequency, it linearly interpolates, and then adds the two values for that
frequency and stores the frequency and new result.

This is used to insert only correction factors for measured data so that extra
interpolated points are not added to the result.

An example would be scan data with 8001 points + factors of 401 points where
some frequencies do not line up. Using the Scan + Antenna method may result in
something like 8014 points.

Using offsetAdd(Scan, Antenna) would result in 8001 points that are forced to align
with the frequencies listed in the Scan data.
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peak(x,c)

pfgreat(x,c)

pfless(x,c)

pdb(x)

pow(x,c)

reduce(x,c1,c2)

rint(x)

rms(x)

scfm(x,y)

sign(x)
sin(x)
sinh(x)
Sorthigh(x)
Sortlow(x)

span(x)

speaks(x,c1,c2)

sqrt(x)

sub(x,y)

ETS-Lindgren.com

Returns all values that are greater than a constant c.

Checks if the values in the data element x are greater than or equal to ¢ and if so it
returns the value Pass. If the value is less than c, then the return value is Fail.

Checks if the values in the data element x are less than or equal to ¢ and if so it
returns the value Pass. If the value is greater than ¢, then the return value is Fail.

Converts the x value in dBW to a value in Watts using the equation 104(x / 10).

This raises the value of x to the power of y. This is the same result as the
equation x7.

This function compresses the number of points in the data element ignoring any
points that are within ¢1 dB of the points on either side.

To be ignored, the point must be point before > current point > point after and the
difference between the point before and the current point must be less than c.

In addition, the difference between the point after and the current point must be
less than c2.

Rounds x to the nearest integer.

This function calculates the Riemann sum of the area under the curve represented
by the data element x. The return value is the final frequency and the value.

A correlation analysis on the data in elements x and y to the Ford specification.
Standard Correlation for Ford Motor.

Gets the sign of integer x. Returns -1 if x is less than 0 or 1 if x is greater than 0.
Determines the Sine of each value in the data element x.

Determines the Hyperbolic Sine of each value in the data element x.

Sorts data element in descending order.

Sorts data element in ascending order.

This will find the span of element x by subtracting the first frequency in x from the
last frequency in x. The result will be the frequency of the last frequency with a
value of span.

This function was designed to walk the data and determine when you had strong
signals by comparing the previous and next signals, looking for excursions from
the lowest to highest signal of c.

NOTE: c2 is a bandwidth variable. If you are nesting this in another equation, you
will need to populate this variable.

Determines the square root of each value in the data element x.

This function subtracts values in x by data in y in a sequential step without
checking the frequency.
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The number of elements should be the same for x and y. If there are more
elements in x than in y, this function will not execute. If there are more elements in
y than in x, it will execute but there will not be any results for the extra elements.
For example, if there are five elements in x and four elements in y, there will be
only four results.

If interpolation is on for the results element, it may populate the results with
inaccurate data.

tan(x) Determines the Tangent of each value in the data element x.
tanh(x) Determines the Hyperbolic Tangent of each value in the data element x.
thd(x,c1,c2) This function looks at the entire data element x starting with the frequency ¢1 with

a bandwidth of c2.

Measurements based on amplitudes (e.g. voltage or current) must be converted to

powers to make addition of harmonics distortion meaningful. For a voltage signal,

the ratio of the squares of the rms voltages is equivalent to the power ratio:
JVZ+VE+VE+ - + V2

= 7

An example would be a data element (discrete points) with harmonics of 1 MHz
from 1 MHz to 5 MHz. Each harmonic is half the value the previous point.

THD_1MHz = thd(Data,1e6,100)
Where Data, list of frequencies:

THD

1e6: Fundamental
100: Bandwidth in Hz

MHz Test_Data
1.0 10

2.0 5

3.0 25

4.0 1.25

The equation will return a value of 0.576 at 1 MHz.

top(x,c) Determines the top for c number of points in the data array x. The default for c is
10 if it is not stated.

top10(x) Determines the top 10 values in the array x.
trim(x) There are certain times when a failure during a test will leave an array sized but
not filled. The data elements that do not have valid data are empty (freq = 0.0f,

amplitude = NAN). This function will remove these invalid data points.

toy(x) Calculates a bin function for emissions data to Toyota specification.
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Valuetofreq(x) Returns an element where the frequency will equal the amplitude value. It can be
used to find a certain harmonic of a frequency if used with the freq(x) function.
This is the opposite of freq(x).

Example:
Harm_2: valuetofreq(2*freq(Tx_Freq)) gets the 24 harmonic of a frequency
vdb(x) Converts the x value in dBV to a value in Volts using the equation 10*(x / 20).
Same as the function abd(x)
vswr(f,r) Calculates the VSWR ratio from a forward and reverse power.
The first data element must be the forward power and the values must be higher
than the reverse data element.

vtodbuv(x) Converts the x value in Volts to a value in dBuV using the
equation log(x « 1E6) - 20.

wdb(x) Converts the x value in dBm to a value in Watts using the equation 104((x / 10) /
1E3).
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Native TILE! NI I/O Trace Support

This section provides detailed information regarding the native NI I/O Trace utility support added in TILE!
7.2.3.1. When asking for assistance from the TILE! support team, they will ask to see this log with the

error.
=5 NII/O Trace - [capture on] - O *
File Edit View Tools Help
S| H | = IERIEEN = | @ X P
Mumber | Description Status Time Duration ~
1 {TILE:Execute, Execute} [action : Immunity]: Begin Execution 17:19:48.243
2 viWrite (TCPIPO:localhost:6350:... (Dx04A1B420), "OUTP:STAT OM;", 13, 13) 0 17:19:48.921 0.000
3 viwrite (TCPIPD:localhost::6350:.. (0x04A1B420), "POW:AMPL -110.00DEM;", 20,207 O 17:19:48.921 0.000
4 viWrite (TCPIPD:localhost:6350:... (0x04A1B420), "FREC:FIXED 30.0MHZ", 20, 20) 0 17:19:48.958 0.000
5 viWrite (TCPIPD:localhost:6350:... (Dx04A1B420), "POW:AMPL -70.00DBM:", 19, 19) 0 17:19:48.960 0.000
] viwrite (TCPIPD:localhost:6341:... (Dx04AQATED), "SENSZ:FREC 30.0MHZ", 18, 18) 0 17:19:49.967 0.000
7 viWrite (TCPIPO:localhost:6341:... (Dn04AQATBD), "*OPC?, 5, 5) 0 17:19:49.968 0.000
g viRead (TCPIPO:localhost:6341:.. (e04ADATEO), "1.°, 100, 2) (3FFFODOD5 17:19:49.968 0.019
9 viWrite (TCPIPD:localhost:6341:.., ((x04AQATED), "FETC2Y, 6, B) 0 17:19:50.088 0.000
10 viRead (TCPIPD:localhost:6341:.. ((04ADATBO), "-7.000000E+1.", 100, 13) (3FFFODDS 17:19:50.099 0,105
1 viWrite (TCPIPO:localhost:6340:... (Dx04A402178), "SENST:FREC 30.0MHZ", 18, 18) 0 17:19:50.205 0.000
12 viWrite (TCPIPO:localhost:6340:... (0x04A02178), "*OPC?", 5, 5) 0 17:19:50.205 0.000
13 viRead (TCPIPO:localhost:6340:.. (Te04AD2173), "1.", 100, 2) (3FFFODO5 17:19:50.205 0.019
14 viWrite (TCPIPD:localhost:6340:... (0x04A02178), "FETC1T", 6, 6) 0 17:19:50.325 0.000
15 viRead (TCPIPO:localhost:6340:.. ((k04A02178), "-7.000000E+1.", 100, 13) (3FFFODDS 17:19:50.336 0,126
16 viWrite (TCPIPO:localhost:6350:... (Dx04A41B420), "POW:AMPL -60.00DBM:", 19, 19) 0 17:19:50.464 0.000
17 viwrite (TCPIPD:localhost::6341:... ((x04AQATED), "FETCZT, 6, B) 0 17:19:50.565 0.000
18 viRead (TCPIPO:localhost:6341:... (e04ADATED), "-6.000000E+1.", 100, 13) (3FFFODO5 17:19:50.576 0.081
149 viWrite (TCPIPD:localhost:6340:... (0x04A02178), "FETC1T", 6, 6) 0 17:19:50.760 0.000
20 viRead (TCPIPD:localhost:6340:.. ((04A02178), "-6.000000E+1.", 100, 13) (3FFFODDS 17:19:50.771 0,33
21 viWrite (TCPIPO:localhost:6350:... (Dx04A41B420), "POW:AMPL -55.00DBM;", 19, 19) 0 17:19:50.905 0.000
< -3
Captured |49 Displayed 4%

Although standard TILE! logging is sufficient for many applications, using an external logging utility such
as NI I/O Trace can provide numerous advantages:

TILE! menu Integration provides direct control of utility and access to key feature settings.
TILE! can log messages directly into NI I/O Trace utility.

It logs all I/O related log events (GPIB, VISA, 1VI, and DAQmx) independently of TILE!, including
detailed error information and buffer contents.

NI I/O Trace is a separate application, so logging will continue even if TILE! stops or otherwise
becomes locked. It produces a log file independent and separate from the TILE! profile, in various
available data formats.

It provides ms resolution timestamping (vs. sec resolution available in TILE!).
It supports full search capability in the native environment (without having to export to file first).
Auto Logging option for 1-step enabling of customer-support log-generation.

Scripting support.
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Log Options Dialog

Use the Log Options Dialog to enable TILE! log messages to the NI I/O Trace utility and to access

settings specific to using NI I/O Trace utility with TILE!.

To access the Log Options, open the Log window and click the 3 horizontal lines icon.

Log

WolElos

# time level type message

| 12:36:52 Status Load [action: Switch1_MNO]: C\Program Files (x86)\ETS-Lindgren\TILE7\switch_chassis.dll
o 123652 Status Load [action: Switch2_MNO]: C\Program Files (x86)\ETS-Lindgren\TILE7\switch_chassis.dll
3 123652 Status Load [action: Switch1_MNC]: C\Program Files (x86)\ETS-Lindgren\TILE7\switch_chassis.dll

Options Tab

The NI I/O Trace column allows customization of
the Log Levels that are sent to the NI I/O Trace
utility. Just as each Log Level (Error, Warning,
Execute, Edit, and Status) can be configured for
the standard TILE! logging options (View, File,
Prompt, and Sound), they can also be configured
for the NI 1/0 Trace utility.

NOTE: A shortcut option to enable or clear all five
levels at once is available by checking/unchecking
the Enable TILE! Logging setting in the NI I/0
Trace menu.

NI 1/O Trace Tab

Log Options
Options  File Sound NI /0 Trace
Wiew File Prompt Sound NI IO Trace
See File Tab

Emor: Ul U Ul Ul
Waming:  [] 1 O [
Beate: [ O O O
Edit: U] td U] U
Status: O O O O
10 Waming [
Madmum Number of Entries (-1 Unlimited)

Settings specific to NI I/O Trace are configured on this
tab.

o Enable File Logging: Enables the File
Logging mode in NI I/O Trace. When a
capture is started from TILE! (NI I/O Trace-
>Start Capture menu), the specified file info is
sent to NI I/O Trace to set the log file name.

¢ Match Filename to Current Profile:
Checking this box sets the Filename input to
the current profile title with a .nitrace
extension. The Path input is set to the path of
the current profile.

o Browse: When Enable File Logging is
checked, press Browse to use the File Open

Log Options

Options ~ File Sound NI IO Trace

Enable File Logging

Match Filename to Cumrent Profile
Filename: |Test Logging nitrace | Browse

Path:  |CATILET Profiles\Logging |

File Write Mode: |Replace or Create v|

Include Header in Output
Include Lewvel in Header

Include Type in Header

dialog to specify the name and path of the log file.
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o Filename: When Enable File Logging is checked, specifies the filename of the NI I/O Trace log
file. The supported file extensions are nitrace, TXT, CSV, and XML.

o Path: When Enable File Logging is checked, specifies the path of the NI I/O Trace log file.

o File Write Mode: When Enable File Logging is checked, specifies the Write Mode for file logging
when a capture is started. The following selections are supported:

o Create: This mode will only create a log file using the specified file name and path if it
does not already exist. If the file does exist, the capture will not start.

o Append or Create: This mode will create a new log file if it does not already exist, or
append to an existing log file if it does exist.

o Replace or Create: This mode will create a new log file if it does not already exist, or
replace an existing log file if it does exist. This mode will overwrite any previous captures
that are present in the existing file.

¢ Include Header in Output: Includes a TILE! header as a prefix to TILE! message logging. The
full Header has the default format:

{TILE:Level,Type}

o Include Level in Header: If Include Header in Output is checked, includes the Level
designation in the Header string. Unchecking this setting would shorten the Header string
to the format:

{TILE:Type}

o Include Type in Header: If Include Header in Output is checked, includes the Type
designation in the Header string. Unchecking this setting would shorten the Header string
to the format:

{TILE:Level}

o NOTE: If both Include Level in Header and Include Type in Header are unchecked, the
Header format is:

{TILE}

¢ Include I/O Type Logs: Checking this sends
I/O Type Logs to NI I/O Trace. Uncheck to

filter these log messages out. This is a useful Options  File ~ Sound NI /O Trace
feature because the TILE! I/O Type logs
(GPIB and VISA writes and reads) are [ Enable File Logging

typically redundant to the 1/O logging that is
natively performed in NI I/O Trace.
Filename: Browse
o NOTE: TILE! 8 will always load - |
profiles with this setting disabled. You Fath:
can only enable the setting for File Write Mode:  Replace or Create
LeLjr:’Zﬁ:aSZSile:#g? I.?I?_Etjr\?vohseer? tlr?ethe Include Header in Output (Include 10 Type Logs
profile is saved and reloaded, the include "B"E'_i” Header Clear this box
setting will be disabled again. Include: Type in Header
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Detailed trace settings

This will create a detailed I/O trace with TILE! commands included so that we can see the data capture
related to the SA readings.

1.

In the Log view, there is a button with 3 horizontal lines, select it to open the log options.

Log

. lE O &
# time level type message
mm ] 12:36:52 Status Load [action:

2. Select all the boxes in the view column and all the boxes in the NI I/O Trace column.

Options  File Sound NI 140 Trace
Wiew File Prompt Sound NI 10 Trace
See File Tab

Emor: O O O
Waming: | [l O
Execute: 1 O |
Edit: Il O Il
Status: | O |
10 Waming

Maximum Mumber of Entries (-1 Unlimited)

QK Cancel Apply Help

NI I/O Trace Scripting

Many of the NI I/O Trace menu options are accessible via TILE! scripting functions. Refer to the TILE
Scripting and Math Guide for parameters and syntax.

niiotrace_launch: Launches NI I/O Trace utility. This is equivalent to selecting Launch NI I/O
Trace from the NI I/0 Trace menu.

niiotrace_close: Launches NI I/O Trace utility. This is equivalent to selecting Close NI I/O Trace
from the NI I/O Trace menu.

niiotrace_start_capture: Start capturing in NI I/O Trace utility. This is equivalent to selecting
Start Capture from the NI I/O Trace menu.

niiotrace_stop_capture: Stop capturing in NI I/O Trace utility. . This is equivalent to selecting
Stop Capture from the NI I/O Trace menu.

niiotrace_enable_tile_logging: Enable/disable TILE! logging to NI I/O Trace utility. This is
equivalent to checking/unchecking Enable TILE! Logging in the NI I/O Trace menu.

niiotrace_enable_match_filename: Sets or clears the Enable File Logging and Match Filename
to Current Profile checkboxes on the NI I/O Trace tab of the Log Options dialog. This is
equivalent to checking/unchecking Enable Log to Matched File in the NI I/O Trace menu.
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log_status: If TILE! NI I/O Trace Status level logging is enabled, will send a log message string

directly to NI I/O Trace utility.

log_error: If TILE! NI /O Trace Error level logging is enabled, will send a log message string

directly to NI I/O Trace utility.

Using NI I/O Trace

1.

Go to the NI I/0 Trace menu and select Launch NI I/O Trace.

NI I/O Trace Help
Launch NI IO Trace
Close NI 1/O Trace

a. This will open the NI I/O Trace Utility. Go to the Tools > Options menu to see the

following window:

-'ti NI I/O Trace - [capture off]

File Edit View Help

=1 Start Capture F8

Number | Descript

?

:'Ci MI1/0 Trace Options

General View Selection  Error Action

Logging
Capture Settings

Call history depth (maximum lines)
99999

[ Start MI1/O Trace with capture on

Buffer Limit per Parameter

() Small buffer {Maximum size: 64 bytes)
® Large buffer (Maximum size: 64k bytes)

Print/Export Settings

O Summary (Call description only)
®  Extended (Buffer data details)

i. Set the Call History Depth value to the maximum allowed value of 99999.

ii. Setthe Buffer Limit to Larger buffer.
iii. Setthe Export Settings to Extended.

ETS-Lindgren.com
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2. (Optional) In the TILE! profile, right-click the instrument you want to see in detail and select

Enable Event Logging. This provides more details in the 10 Trace log when debugging

action/driver interactions.

=

L | 2
Enable Event Logging

Instruments ; :
Disable Event Logging

tEFWo[=8 Select Al

Name Module Generate Class Functions...

lim HP EPM 4419 Power Meter FOWEr vieter [ sim | | ag_eprn 1n.ins
m: P62 HP EPM 4419 Power Meter Power Meter Sim ag_epm.ins
®:Probe Holaday HI6100 Probe Interface Probe Sim hi6100.ins
|3 SigGen Agilent N518X Series Signal Generators Signal Generator Sim ag_n518xin

3. Go tothe NI I/O Trace menu and select Enable TILE! Logging (this profile).

NI IfO Trace Help
Launch NI I/O Trace
Close NI 1/O Trace
Start Capture
Stop Capture

Enable Auto Logging
Enable DLL Load Logging

Enable TILE! Logging (this profile)
Enable Log to Matched File (this profile)

4. Back in the NI 10 Trace Utility, clear the log using the red X button and start a new capture with

the green arrow button. You can also start the capture from TILE! with the NI /O Trace > Start

Capture

menu option.

ii NI /O Trace - [capture on]
File Edit View Tools Help

olH = [B[]] =»[e] [E[x]

Number | Description Clear All
{TILE:Execute,Execute} [action : Immunity]: Begin Executic

2 {TILE:Status,Event} [instrument: PM_1]: PM_SetPrr (val: 1.0

3 {TILE:Status,Event} [instrument: PM_2]: PM_SetPrr (val: 1.0
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5. Next in the TILE! profile, run the test (including instrument initialization steps) until it is past the

issue in question.

a. Stop the capture once you see the issue (appears in yellow or red) and save both the NI

trace and the profile.

H = D] =[e] B[X][?

MNumber | Description Clear All Status

{TILE:Execute Execute} [action : Immunity]: Begin Execution
{TILE:5tatus,Event} [instrument: PM_1]: PM_SetPrr (val: 1,00)
{TILE:Status,Event} [instrument: PM_2]: PM_SetPrr (val: 1.00)
{TILE:Status,Event} [instrument: SigGen]: 5G_RfOn

viWrite (TCPIP0::127.0.0.1::6350::SOCKET (0x0FB8B5D0), "OUTP:STAT ON.", 13 (0xD), 13 (0xD)) 0

viWrite (TCPIP(:127.0.0.1::6350:SOCKET (0x0OFBEBSDO), "*OPC2.", 6 (0x6), & (0x6)) 0

viRead (TCPIP0::127.0.0.1::6350::SOCKET (0xOFB2B3DO0), “1.”, 4095 (OxFFF), 2 (0x2)) Ox3FFFO005
{TILE:Status,Event} [instrument: SigGen]: 5G_RfLevel (val: -123.00)

viWrite (TCPIP0::127.0.0.1::6350:SOCKET (0x0FB8B5D0), "POW:AMPL -110.00DBM.", 20 (Dx14), 20 (0x14)) 0

viWrite (TCPIP(:127.0.0.1::6350:SOCKET (0xOFBEB3SDO), "*OPCY.", 6 (0x6), & (0x6)) 0

viRead (TCPIP0::127.0.0.1::6350:: SOCKET (0xOFBEB3DO0), “1.”, 4095 (OxFFF), 2 (0x2)) 0Ox3FFFO005
{TILE:Status, Event} [instrument: SigGen]: SG_Freq (val: 30000000.00)

viWrite (TCPIP0::127.0.0.1::6350::SOCKET (0x0FB8B5D0), "FREQ:FIXED 30MHZ.", 17 (0x11), 17 (0x11)) 0

viWrite (TCPIP0::127.0.0.1::6350:SOCKET (0x0FB8B5D0), "*OPC?.", 6 (0x6), 6 (0x6)) 0

viRead (TCPIP0::127.0.0.1::6350:: SOCKET (0xOFBEB3DO0), “1.”, 4095 (OxFFF), 2 (0x2)) 0x3FFFO003
{TILE:Status, Event} [instrument: SigGen]: SG_RfLevel (val: -70.00)

viWrite (TCPIP0::127.0.0.1::6350::SOCKET (Ox0FB8B5D0), "POW:AMPL -70.00DBM.", 19 (0x13), 19 (0x13)) 0

viWrite (TCPIP0::127.0.0.1::6350:SOCKET (0x0FB8B5D0), "*OPC?.", 6 (0x6), 6 (0x6)) 0

viRead (TCPIP0::127.0.0.1::6350:: SOCKET (0xOFBSB3DO), "1.", 4093 (0xFFF), 2 (0x2)) 0x3FFFO005

{TILE:Status,Event} [instrument: PM_2]: PM_SetB (val: -50.00)

{TILE:Status,Event] [instrument: PM_2]: PM_TriggerFreeRun (val: 30000000.00)

{TILE:Status, Event} [instrument: PM_2]: PM_SetFreq (val: 30000000.00)

viWrite (TCPIP(::127.0.0.1::6340:SOCKET (0x0FB53128), "FETC2?", 6 (0x6), 0 (0x0)) OxBFFFO0AG
viStatusDesc (0x0FA1B758, 0xBFFFO0AG (VI_ERROR_CONN_LOST), “The connection for the given session has been lost. 0
{TILE:Error,Error} [instrument : PM_2]: The connection for the given session has been lost.

b. Go to the toolbar menu Help and then to the About page to get the version you are

running.

ETS-Lindgren.com

Use the links on the About page to contact the TILE! support team through the
email TileSupport@ets-lindgren.com or by submitting an SR on the portal at

https://support.ets-lindgren.com/Tile

Send your full name and contact info, version number, the updated saved profile,
and the NI I/0O Trace log file.
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Appendix: Miscellaneous Examples

Configure Ethernet IP address for an instrument

The following example shows how to configure the IP address for an EMCenter to communicate with the

computer.

1. Go to Control Panel -> Network and Sharing Center -> Change adapter settings.

2.
connection should appear.

Internet Protocol Version 4.

‘& Network Connections
o« Netw... » Network Con..

T

Organize ~

A

Disable this network device 2

Cisco AnyConnect Secure
Mobility Client Connection

P X

!

B

Use the Ethernet cord to connect the EMCenter to the computer, and the new Ethernet

Right click on the Ethernet connection that appears and select Properties, then Double-click

t==4 Disabled
L"'. Ethernet 3
*~> _ Unidentifiedne & Disable
@7 Realtek USB Gb o
Diagnose

G Bridge Connections

Create Shortcut

G Delete

G Rename

hernet 3 Propert
Networking  Sharing

Connect using:
I3 Realtek USB GbE Family Controller

Configure...
This connection uses the following items:

¥ &3 Client for Microsoft Networks A
¥ T3 File and Printer Sharing for Microsoft Networks

W T¥QoS Packet Scheduler

¥ _y [intemet Protocol Version 4 (TCP/IPv4) |

[J s Microsoft Network Adapter Muttiplexor Protocol

M 4 Microsoft LLDP Protocol Driver

v 4 Intemet Protocol Version & (TCP/IPvE) W
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Internet Protocol Version 4 (TCP/IPv4) Properties >
General

You can get IP settings assigned automatically if your network
supports this capability. Otherwise, you need to ask your network
administrator for the appropriate IP settings.

Ogbtain an IP address automatically

© Use the following IP address:

IP address: 192 .168 . 9 . 200
Subnet mask: 255.255.255. 0

Network settings:

Obtain DNS server address automatically

P address: 192.168.9.253 Change tal (@ Use the following DNS server addresses

! AL T : Preferred DNS server: I:I
et mask: 255,255.255.0 - Change |
[ Alternate DNS server: I:I

) address: 192.168.8.
address: 192.168.8.1 Change I []validate settings upon exit I Advanced...

4. Setthe IP address to be similar to the IP address on the EMCenter Config page, but the last
numbers must be different or the connection will not work.

For example if the EMCenter IP address is 192.168.9.253, then the computer’s Ethernet IP
address should reflect that and could be set to 198.168.9.200.

5. Set the Subnet mask to be the same as on the EMCenter (255.255.255.0).
6. Select the Validate settings upon exit checkbox and click OK.

7. Open the Command Prompt and ping the Ethernet IP address to check the connection.

B¥ Command Prompt

time=1ms TTL
time=1ms TTL=64

t =4,
round trip tim
Minimum = 1Ims, Maximum

ETS-Lindgren.com TILE! Reference Manual | 318 of 360



https://www.ets-lindgren.com/product-category/software/

Create new NI MAX VISA resource for TILE!

In order to use a network-enabled (LAN) instrument in TILE!, the easiest way to access it is to first
configure it as a Network Device in NI MAX. Follow these basic instructions to configure the device and
refer to NI documentation or your instrument’s documentation for the specific requirements of the device.

NOTE: Images in this example are taken from NI MAX version 2026 and TILE! version 8.0. Other
versions may appear slightly different, but the general process should be similar.

1. Run NI MAX (Tools > Instruments > Run NI MAX) (‘,
a. Select Devices and Interfaces, then press the Create New... button in the right

pane (or right-click on Devices and Interfaces and select Create New...):

m Devices and Interfaces - Measurement & Automation Explerer = O b4
File Edit View Tools Help

v K My System 4y Create New... .q"," Shovs Help
s (gl Data Neighborhood :
> g Devices and Interfaces

» adl Scales Devices and Interfaces
> & swm Devices and Interfaces lists installed and detected CAN, DAQ, FieldPoint Serial
> (@l ™ Drivers Contrallers, GPIB, V1, Motion, Serial, VIS4, Vision, and VX1 hardwara.,

> B8 Remote Systems

b. Select VISA TCP/IP Resource as the type of item to add:

m Create New .. 7 x

. Choose the type of item you want to add.

=) 5@ Devices and Inteaces
2= Network NI-DAGmx Devices
[ Simulated NI-DAGmx Device or Modular Instrument
i NI-RTSI Cable
& Port (Serial or Parallel)
2= VISA TCP/IP Resource
Wl NI GPIB-ENETA1000
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c. Choose VISA TCP/IP resource:

m Create New VISA TCP/IP Resource... ? X

Choose the type of LAN resource you want to add.

Choose the ype of TCP/P resource you wish to add.

(@) Autordetect of LAN Instrurent

Uze thiz oplion to zelect from a list of Wix1-17 LN ALK
instiuments detected on vour local subnet

() Marma Entiy of LAM Insfnament

Usze thiz opbio if your V<117 LAN A4 instrument iz on
another netwaodk.

. () Marua Enliy of Raw Socket

IJze thiz ophior to communicate with an Ethemnst device
overl @ speciic port number,

i. If the device supports the VXI-11 (LXI) protocol, you can auto-detect the
instrument if it is active on the local network.

ii. If the device is NOT VXI-11 compliant, is not active on the network and/or does
not auto-detect on the system, then you will need to use one of the “Manual
Entry” options.

NOTE: Refer to your instrument documentation and NI MAX help for more details
on manual configuration of a network device. This may be as simple as knowing
the IP address and/or socket of the instrument you are trying to connect to.

Details of network configuration can be complex and are beyond the scope of
this section. Make sure your network-enabled instrument is configured properly
and accessible to the computer you are attempting to communicate with via MAX
and TILEL!

d. Once your device is properly configured in MAX it will be listed in the Network Devices
list, along with the VISA string you will use to communicate with it in TILE!:

Settings

Name [ |
Hostname [i-ng0204-30009.10cal |
IPvd Address 192.168.0.20

Vendaor Keysight

Model MN9000B

Serial Number MY57103325

Firmware Version Ad108

Status Present

LAN Device Name [inst0 |
Credential | |
VISA Resource Name I TCPIPD:K-N2020A-30003.localzinst0:INSTR I
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e. OPTIONAL, you can create a VISA Alias name for this device that can make it easier to
refer to in TILE!.

i. Click the General tab on the bottom to enter a VISA Alias name for the device,
such as “MXE-Receiver”.

ii. Make sure to press the Save button after creating a VISA Alias name or making
any changes to your device.

IH Save Iﬁ Revert I ED Open VISA Test Panel I ¢ Show Helg
Settings
Name I |C:'.'.ﬂ\ ||
Hostname K-N9020A-30009. ocal '
IPv4 Address 192.168.0.20
Vendor Keysight
Maodel NE000B
Serial Number MY57103325
Firmware Versicn Ad108
Status Present
LAN Device Name inst0
Credential
WISA Resource Name TCPIPO:K-M2020A-30009 localzinstD:zINSTR

f. To test your connection select “Open Visa Test Panel” above your instrument on the
settings page, in the Test Panel, select “Input/Output” and Query the instrument.

m TCPIPD::K-N9020A-30009. local:inst0:INSTR - VISA Test Panel = x

‘\ Configuration +* Input/Output A Advanced

Basic [f/O Retum Data
Read Operation
*IDM?n ~ Me E
Select or Enter Command g o Error
'me?\n » | Bytesto Read
L | 1024 =
Write Read Read Status Byte | Clear
| View mixed ASCIl/hexadecimal w
[ 1: Write Operation (*IDH?\.n) -

Return Count: & bytes

2: Read Operation
RBeturn Counc: 48 bytes
Keysight\sTechnologiss, N9000B, MYSTL03325,A.41.08\n

W

Copy to Clipboard Clear Buffer
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2. RunTILE!:

a. Add a new instrument in the Instrument View and name it.

b. On the VISA tab, check List VISA

aliases in dropdown, then change the

“VISA Resource Name or Alias” to
the device you just configured in NI

MAX.

i. Either click the drop-down

arrow and view a list of al

available VISA instruments

on the system.

ii. Alternatively, copy and paste
the VISA resource name from

MAX directly into this box

Instrument:SpecAn
Instrument  Crver  Dnver Info  Address  VISA

Ligt VISA aiases in dropdown Validate IDN

VISA resource name or Alas:

==

[] Teminate Read on EOS
EOSBye (10 | Timeout {ms) |3000

[ On emor: close session, display Retry/Cancel dialog
[[] Before Write, Flush buffer for quenies

For example, “TCPIP0::K-N9020A-30009.local::inst0::INSTR”.

c. Once the VISA resource name has been populated, validate the VISA connection to the
instrument by pressing the Validate button. A popup message will appear indicating

success or failure.

NOTE: If an error occurs, it is a good idea to return to MAX to validate proper
configuration of the device. If MAX cannot successfully communicate to the device, then

TILE! will not be able to either.

TILEZ

Ir'ol Successfully opened a VISA session to:

oK

TILES

@ Could not open a VISA session to:

CHA
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3. Once the VISA device has been successfully configured, you should be able to communicate to it
with any Action or utility in TILE! as if it were a standard GPIB or Serial device.

a. A useful tool to verify basic device communication is the Instrument Interactive
Control utility. Right-click the instrument in the Instrument View and select ﬁl
Interactive Control.

b. Sending the *IDN? command to most instruments will return an ID string and verify basic
device communication is functional:

B Instrument Interactive Control b4
[nstiument | Spechn e Irit £ 10 Qe
Instrument Command
|’°IDIN‘3l vl
Temination |4 |
(1Mo Driver o
Session Histon SYST:ERR? Clear Sezzion History

- Keysght Technologies NI0008 MyB7103226.4 41,02

I{~> q0M?

White Query Read
Status Bytes to Read:
| Dperation completed successiully. | | 1000 =

Count: |48

c. Another way to validate the connection to the instrument is to select Identify from the
instrument’s right-click context menu. This will send *IDN? to the instrument and show
the result in a dialog. If the instrument replies with a SCPI compliant format the results
will be parsed into the appropriate fields.

TILES *

Vendor: Keysight Technologies
Model: NS000B

B MY57103325

Mersion: A.41.08

OK

4. Finally, it should be pointed out that TILE! can access network-enabled VISA devices without first
configuring them in NI MAX. It is only necessary to know the correct VISA resource name that will
communicate with the device, and entering that resource name in the TILE! VISA resource name
input on the instrument’s Address tab.

There are numerous benefits of using a VISA configuration utility such as MAX, however:
a. Instruments are configured and verified independently of TILE!.

b. Auto-detect feature of MAX may be able to detect and configure available instruments
automatically.
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c. VISA resource names are produced in MAX using only network-specific information such
as IP address and socket number. The specific VISA syntax is generated by the utility.

d. VISA resource names and aliases created in MAX become automatically available in the
TILE! VISA resource name dropdown list. Devices that have not been “pre-configured” in
MAX will not appear in the dropdown list.

Ignore/Replace Commands Overview

Instrument driver behavior can be modified using the Ignore/Replace Commands feature. This is useful
for several different scenarios:

1.

When using an instrument that is missing an option the driver expects to be present. The driver is
sending out a command that causes the instrument to produce an error. Use the Ignore
Command feature to skip sending out this command.

When using a model of the instrument that is slightly different than what the driver expects.
Commands can be modified to produce an output compatible with the model in use.

To add missing commands to an existing command sequence. You can add entries in the “Pre
Command” or “Post Command” slots to add additional commands before or after other
commands in the sequence.

Ignore Unwanted Driver Commands

Let us start with the first scenario and see how to access the Ignore/Replace Commands user interface to
skip sending an unwanted command.

For this exercise, let us say we have determined that the FFT Auto Width command is causing an error
on the instrument when using the ag_mxa.ins driver, and we would like to skip sending the command.

1.

o & 0D

Open the profile

C:\Program Files (x86)\ETS-Lindgren\TILE7\Profiles\Simulation\SimTest Emissions.TIL.
In the Log View options, check the View Status checkbox, then press OK.

Clear the Log View (rectangle [1in Log toolbar).

Execute the Init Insts action.

In the Log View, locate the last entry which should be a Write command for
“SENS:SWE:FFT:WIDT:AUTO ON”.

& 25 14:1%18  Status  GPIB Write [instrument : S&_Sim]: viwrite: EMC:STAN CISP, cnt = 13
# 26 141518 Status GPIB Write [instrument : S&_Sim]: viWrite: SEMS:SWE TYPE:AUTO ON, cnt = 21
#® 27 141%18  Status GPIB Write [instrument : S4_Sim]: viWrite: SENS:SWEFFT:WIDT:AUTO ON, cnt = 25

E- B Instruments L::ug
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6. Right-click this entry and select Ignore/Replace Command... You should see the following dialog

appear:

Ignore/Replace Command

Instrument | SA_Sim

Command

| SEMS:SWE:FFT:WIDT:ALTO ON

| Femove..

Pre Command | N0 SCripts

Replacement Command | <ignore =

Post Command | <no sipt>

[J1gnore subsequent Read

MOTES: regex <command =.* can be used to match varying args
regex <command ={, *) will create capturing group; replace using §1
Commands will match any termination if not specified
Use '\n or Y for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

Sample Command

| test == ‘

Result

Cancel

a. By leaving the Replacement Command at the default entry of <ignore>, when the
specified command “SENS:SWE:FFT:WIDT:AUTO ON” is being sent by the driver, the
command is “ignored” and will not be sent, nor will a replacement command be sent in its
place.

7. Click OK to add this entry to the SA_Sim Instrument. You can view the entry after it is created by
editing the SA_Sim Instrument and selecting the Ignore/Replace Commands tab.

8. Clear the Log View.

9. Execute the Init Insts action again.

10. Scroll to the bottom of the Log View, and notice that the entry for “SENS:SWE:FFT:WIDT:AUTO
ON” now has the prefix “Write Ignored”. This command was not sent to the instrument.

& 25 142553
& 26 14:25:53
& 27 14:25:53

Status GPIB Write
Statuz  GPIB Write

Status  Command Ignered/Replaced

[instrument : S4_Sim]: viWrite: EMC:STAN CISP, cnt = 13
[instrument : S4_Sim]: viWrite: SENS:SWETYPEAUTOD ON, cnt = 21
[instrurment : SA_Sim]: Write Ignored: SENS:SWE:FFT:WIDT:AUTO QN

EData B (nstruments Log
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What about Ignore Subsequent Read?

lgnore/Replace Command >

Instrument | BM_1 |

Command

| FETC1? | remove...
Pre Command | <no script= v |
Replacement Command | <ignore > v |
Post Command | <no script> - |

I [+]1gnore Subsequent Read I

MNOTES: regex <command >, * can be used to match varying args
regex <command =(.*) will create capturing group; replace using $1
Commands will match any termination if not specified
Use ' or Y for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

Cance

When ignoring a query command (SCPI query commands always contain a ‘?’), then we will probably
also want to ignore the Read driver command that follows the Write portion of the query. Examples of
query commands are “*IDN?”, “*OPC?”, “FREQ:FIXED?”, “TRACE? TRACE1".

When creating a new Ignore/Replace Command entry using the procedure outlined in the previous
exercise (right-clicking in Log View and selecting Ignore/Replace Command...), if the command contains
a ‘7’ in the string, TILE! will automatically check the Ignore Subsequent Read checkbox. But you can
override (or set) this box as necessary. This would be needed, for example, when ignoring a non-SCPI
compliant query command (a string that did not end with “?’).

Modify (Replace) an Existing Driver Command

We can use Ignore/Replace Command to reprogram a driver’s output to send a different command than
the original. This technique may allow us to use a driver with a similar, but slightly different model than
what it was intended for. For this exercise, we will replace an MXG SigGen’s AM Modulation On/Off
commands with the commands used for a Marconi 2023 SigGen.

1. Open the profile

C:\Program Files (x86)\ETS-Lindgren\TILE7\Profiles\Simulation\SimTest Immunity.TIL.
In the Log View options, check the View Status checkbox, then press OK.

Clear the Log View (rectangle [1in Log toolbar).

In the Immunity action’s properties, set the AM Modulation Active setting to True.

Execute the Immunity action.

I T

Wait for the Mod On and Mod Off texts to appear on the dialog, then press Finished to close the
action.
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7. Inthe Log View, locate the entry “AM1:STAT ON\n".

@ 145 152711 Status  GPIB Write [instrument : SigGen]: viWrite: PM1:5TAT OFFyn, cnt= 13
& 146 132711 Status  GPIB Write [instrument: SigGen]: viWrite: AM1:STAT Ol\n, cnt = 12
@ 147 152711 Status  GPIB Write  [instrument : SigGen]: viWrite: AM1:50UR INT\n, cnt = 13

8. Right-click this entry and select Ignore/Replace Command... You should see the following dialog
appear:

Ignore/Replace Command >

Instrument | Sigizen ‘

Command

‘ AML:5TAT ON\n ‘ remave. ..
Pre Command | <no script> o |
Replacement Command | <ignore= e |
Paost Command | <no scripts ~ |

[]1gnore Subsequent Read

MOTES: regex <command >, * can be used to match varying args
regex <command=(, *) will create capturing group; replace using 1
Commands will match any termination if not specified
Use ‘o or Y for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

Sample Command Result
‘ test == |

Cancel

9. In the Replacement Command box, type the text “AM:ON\n”.

lgnore/Replace Command ot

Instrument | SigGen |

Command

| AML:STAT ONYn | U
Pre Command | <no saipts> w |
Replacement Command | M:OM w |
Post Command | N0 SCripts> ~ |

[Jignore subsequent Read

MOTES: regex <command =, * can be used to match varying args
regex <command ={, *) will create capturing group; replace using §1
Commands will match any termination if not specified
Use ' or Y for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

Sample Command Result
| test >> ‘

Ok Cancel
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10. Press OK to add the Replace Command entry to the SigGen Instrument. You can view the entry
after it is created by editing the SigGen Instrument and selecting the Ignore/Replace Commands

tab.

11. You can test the Replacement command from the Log View by right-clicking the original
command entry and selecting Write Command, or by sending the original command using the
Instrument Interactive Control dialog, or by re-running the action.

a. Inthe Log View, notice that the original command has been ignored, and the new
command is sent instead:

& 125 16:00:57
@ 126 16:00:37
& 127 16:00:57
& 128 16:00:57

Status
Status
Status
Status

GPIB Write [instrurment
Command Ignored/Replaced  [instrument
GPIB Write [instrurment
GPIB Write [instrurment

: SigGen]: viWrite: PMT:STAT OFFun, cnt = 13
: SigGen]: Write Ignored: AMT1:5TAT ON

: SigGen]: viWrite: AM:OMAR, cnt = 6

: SigGen]: viWrite: AM1:50UR INT\n, cnt = 13

b. Notice also that the SigGen Server 1 simulator AM LED still turns on and off when the
new commands are sent, because the simulator has been programmed to respond to
both MXG and Marconi 2023 command sets.

12. (Optional) Repeat Steps 7-11 to replace the command AM1:STAT OFF with the command

AM:OFF.

Adding Pre/Post Commands

Use the Pre Command or Post Command entries to send an additional command before or after an
existing driver command. If the instrument needed two commands, for instance, to replace the original
command, you could select <same command> in Replacement Command box, and add the second
command in the Post Command box. If we wanted to enable FM Modulation every time AM Modulation
was enabled, we could do this by adding a command into the Post Command box:

Ignore/Replace Command

%

x

Instrument | SigGen

Command

|.-5.M1:5TATON'|,|'|

| remove, ..

Pre Command | N0 SCTi

pt=

Replacement Command | <game command =

Post Command | ML:STAT ON

[J1gnore Subsequent Read

Sample Command

MOTES: regex <command =. * can be used to match varying args
regex <command ={.*) will create capturing group; replace using $1
Commands will match any termination if not specified
Use Y or v for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

‘ test == |

Result

0K Cancel
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After writing out the original command, we can see that both the Replacement Command and Post
Command are output:

® 5 171831  Status Command lgnored/Replaced [instrument: SigGen]: Write Ignored: AM1:5TAT OM

#® 6 171831 Status GPIB Write [instrument : 5igGen]: viWwrite: AMT:5TAT OMNvn, cnt = 12

#® 7 171831  Status  GPIB Write [instrument : SigGen]: viWrite: FM1:5TAT OMNAn, cnt = 12

# 2 171831  Status  GPIB Write [instrument : 5igGen]: viWrite: AMT:50UR INT\n, cnt = 13

Using Pattern Matching

The examples we have shown so far use literal string matches to locate commands to ignore or replace.
This works well for commands that have no parameters (e.g. *IDN?) or have parameters that do not
change (e.g. AM1:STAT ON).

But what do we do for commands with parameters that are different each time they occur, such as
numeric values? Commands that set a power level, frequency, etc. would all fall into this category (e.g.
FREQ:FIXED 30.0MHz).

For these commands, we need to use pattern matching with wildcards, or what is known as regular
expressions (regex for short). By adding the “regex” prefix to our Command input, we can use standard
regex patterns to match the strings we want to ignore or replace.

For this exercise, we will replace the MXG command for setting frequency with the Marconi 2023
command.

1. Inthe Log View that recorded Immunity Test commands, locate the MXG driver command that
sets output frequency, “FREQ:FIXED xx.xMHZ". (If you have cleared out the Log View, rerun the
Immunity action).

@10 173622 Status  GPIB Write  [instrument : SigGen]: viWrite: AM1:STAT OFF\n, cnt = 13
@ 11 17:38:22 Status GPIB Write [instrument : SigGen]: viWrite: FREC:FIXED 30.0MHZ\n, cnt = 19
@12 17:36:22  Status GPIB Write [instrument : SigGen]: viWrite: *OPCTn, cnt=6

2. Right-click this entry and select Ignore/Replace Command...

3. Edit the Command box to include the “regex” prefix, and replace the text following the space after
‘FIXED’ with the string (.*).

a. Note: there are numerous regex sites online to explain syntax, but essentially in this
string the ‘. matches any character, the *’ means match zero or more times, and the ()
creates a capturing group that will be used to copy the matching text into the replacement
command using the $1 string.
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b. For the Replacement Command, enter the text “regex CFRQ:VALUE $1”.

Ignore/Replace Command e

Instrument | SigGen |

Command

| regex FREQ:FIXED (. ) | remove. ..
Pre Command | <no script> w |
Replacement Command | egex CFRO:VALLE 4 w |
Post Command | <no scripts= ~ |

[J1gnere Subsequent Read

MOTES: regex <command =.* can be used to match varying args
regex <command={.*) will create capturing group; replace using §1
Commands will match any termination if not spedified
Use ' or Y for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

Sample Command Result
| test == ‘

Cancel

c. Note: Regex parsing can become complex and may lead to an empirical (trial and error)
process to find just the right syntax for certain situations. Instead of having to run the
calling action to test the regex pattern, you can do it directly from this dialog.

Type possible driver commands into the Sample Command box, press the “test>>"
button, and the resulting outputs will show in the Result box as well as be sent to the
instrument. If the outputs are not quite as you were expecting, edit your regex patterns
until they work correctly.

4. Rerun the Immunity action. Press Pause or Finished shortly after the action starts.

5. View the Log and observe that the FREQ:FIXED 30.0MHZ command has been replaced by
CFRQ:VALUE 30.0MHZ

@ 33 10:13:06  Status Command Ignored/Replaced linstrument : SigGen]: Write Ignored: FREQ:FIXED 30.0MHZ
@ 34 10:13:06  Status  GPIB Write [instrument : SigGen]: viWrite: CFRG:VALUE 30.0MHZ\n, cnt = 19

Using Scripts

If the Replacement Commands (Pre Command, Replacement Command, and Post Command) are more
complex than regex can handle, or some other type of functionality is needed, scripts can be called in
each of those slots.

Note: In a real application, the incoming command string could be parsed with scripting functions,
multiple outputs could be written to this (or other) instruments, etc. Anything that is possible in scripting is
now accessible via the Ignore/Replace Command mechanism.

As a simple exercise/demonstration of this capability, perform the following steps:

1. Create an Ignore/Replace entry using one of the techniques you have learned (or modify an
existing entry).
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2. Inthe Pre Command slot, type the text “$precmd_script(_command)”.

Ignore/Replace Command e

Instrument | SigGen |

Command

| AML:STAT ON'n | remave. ..
Pre Command | sprecmd _scoript{ command) v|
Replacement Command | AM:OMYn w |
Post Command | <no scripts= ~ |

[J1gnere Subsequent Read

MOTES: regex <command =.* can be used to match varying args
regex <command={,*) will create capturing group; replace using §1
Commands will match any termination if not specified
Use ' or Y for more spedfic matches
Scripts can be fed the requested command Sscript{_command)

Sample Command Result
| test == ‘

Cancel

3. Create a script data element named “precmd_script”.
4. Edit the script with a single line of text:
message ok ("incoming command = ", value)

a. This script will popup a dialog and show us the incoming command string passed to the
script by the Pre Command slot.

Mame Source Values Script

run | stop step ] io params...

message ok ("incoming command = ", wvalue)

5. Press Run to test the script. Press OK when completed.

6. Rerun the Immunity action. Each time the AM1:STAT ON command is about to be processed, our
script will run and show us the message dialog:

TILEY >

incoming command = AM1:5TAT ON
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Immunity Iterators Overview

Sometimes Immunity Test requirements call for multiple test conditions to be applied at each test
frequency. This could involve applying different modulations, field levels, etc. One way to meet these
requirements would be to re-run the entire Immunity Test action, while applying the different test
conditions for each run. This method wastes time re-leveling at each test frequency as well as creating a
cluttered flowchart. If there was a way to change the test conditions at each test frequency without re-
leveling, this would greatly reduce the overall test time and simplify the profile.

The Immunity Test lterators feature is how this procedure can be accomplished. We will examine some
simulated profiles to explore the Iterator setup and functionality.

10.

11.

12.

13.

14.

Single Iterator Example

Open the profile SimTest Immunity with One Iterator.TIL from the course folder. This profile
contains an Immunity Test action configured with a single iterator to change modulation from AM
to FM to Pulse at each test frequency.

Show the Data View before starting the test.

Press the Run Main Action icon in TILE! toolbar (or “Go” the Immunity action) to initiate Immunity
Test.

Notice that numerous data elements are created when the test starts. Each test condition
requires its own set of output data, and the Iterator feature can automatically generate these
additional outputs.

Notice the LED indicators on SigGen Server 1 change from AM to FM to PM, before the
Frequency moves to the next value.

Show the Properties View with Immunity Test highlighted. Scroll down to view AM, FM, and Pulse
modulation, and notice the Active settings changing as the test runs.

When the action completes, try re-running in Manual mode (you can uncheck Auto Start on the
Process tab, or press the Pause button immediately after Immunity starts).

a. Press RF On to enable the RF Output. You should see AM modulation enabled after
leveling completes.

b. Press Next>> to advance the iterator to Step 2. AM modulation turns off, and FM
modulation turns on. Notice that the test does not re-level.

c. Press Next>> again, and the test iterates to Pulse Modulation (PM LED turns on).
d. Press Next>> again, and the Frequency changes, and AM modulation is enabled again.
e. Try pressing <<Previous to see the test iterate to previous steps.
f. Press Finished when done testing.
Let us examine the profile to see the setup.

a. View the Immunity action’s Properties and scroll down to the Actions and Iterators
property group.
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b. Open the Iterator 1 item to see the individual settings:

C.

=]
Initialize Action <no action>
Finalize Acticn <no action>

Range Switching Action <no action>

(=
= lterator 1 ModSeq, AMFM:PM, 0, 3
Action ModSeq
Data Tags AM:FM:PM
[teration Count 0

[teration Count (Actual) 3
Iterator 2

Iterator 3

<no action>, , 0,0

<no action=, , 0,0

Auto Generate/Set Data True
Clear/Trim Auto Data True
Steps per Frequency lteration 0

.

Steps per Frequency lteration (.

The Action setting refers to a Sequence Editor (Go action) that defines this
Iterator’s behavior. The Data Tags are used as suffixes to append to the data
items created by the Auto Generate Data feature (if enabled). The tags by default
append numeric tags (_1, 2, 3, etc). You can change these to more meaningful
values so that the resulting data items are better documented.

Right-click the ModSeq action and select Edit Sequence...

d. Notice that the Sequence Type is set to lterator.

e.

Switch to the Grid tab to view the iteration columns:

B Sequence O X
Sequence Type Conditional Value | Incoming ~ export... load...
Sequence  Grid GridEx ratorstar
Sequence Count | 3 2 + || - | [Jallow Soipts  []Shert Names
item \iter # iter 1 iter 2 iter 3
Range.Min 1 2 3

Seq.Continue
Immunity. AM Modulation. AM Modu
Immunity.FM Modulation.FM Maodul

Immunity.Leveling.Leveling Source

Immunity.Pulse Modulation. Pulse Modulation Active false

Range.InRange() Range.InRange( Range.InRange()

lation Active true false false
ation Active false true false
false true

Pwr Meter (dBm) Mo Leveling Mo Leveling

Ok

Cancel

ETS-Lindgren.com

Each column represents a property value to modify at each frequency step.
Since we are iterating to three different modulation types, there are three
columns in this Sequence. The properties are each changed to their appropriate
values in each column to achieve the desired behavior.

Notice the “true” setting moves from AM in column 1, to FM in column 2, and to
Pulse in column 3. Also notice that the Leveling Source property is set to Pwr
Meter in column 1, but then to No Leveling in columns 2 and 3.
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Multiple Iterators Example

Additional iterators represent additional “axes of change” or variables to apply to the test. Testing with
different modulations AND testing at different amplitude levels would create two test variables, so two
iterators would be necessary. Keep in mind that the number of permutations (and therefore output data
elements) will multiply by the number of options for each iterator (the iterators act as nested for loops).

For example, testing three different modulations at three different amplitude levels uses two iterators and
creates 3 * 3 = 9 sets of test outputs. EACH enabled output data element in Immunity Test will generate 9
data outputs. If there are 5 output elements enabled, our 9 iterations generate 5 * 9 = 45 data outputs. But
remember, generating 9 iterations is analogous to running Immunity 9 separate times, which also would
have generated the same amount of data. We are effectively consolidating these runs into a single action.

1.

Open the profile SimTest Immunity with Two Iterators.til from the course folder. This profile
contains an Immunity Test action configured with two iterators. The iterators modify the step
amplitude and modulation settings of the test.

Notice the profile contains two Sequence actions labeled “AmpSeq”, “ModSeq”, and
“‘ReadModSeq”. Each iterator requires its own Sequence Editor for configuration. Review each
sequence editor’s Grid tab to observe how the Immunity properties will be modified.

Review the Immunity action properties. Notice that two Iterator slots are populated with Action
and Data Tags settings. The Steps per Frequency lteration (Actual) property shows the total

number of iterations (Steps) that will run at each test frequency. For our two iterators the total
Steps=3*3=09.

=| Iterator 1

Action

Data Tags

Iteration Count

Iteration Count (Actual)
=I Iterator 2

Action

Data Tags

Iteration Count

Iteration Count (Actual)
+ Iterator 3
Auto Generate/Set Data
Clear/Trim Auto Data

Steps per Frequency lteration

Steps per Frequency lteration (Actual)

AmpSeq, 50;44:38, 0, 3
AmpSeq

50:44:38

0

ModSeq, AM;FM;PM, 0, 3
ModSeq

AMFM:PM

0

<no action>, , 0,0
True

True

0

4. Review the individual iterator Sequence actions.

5. Press the Run Main Action button or Go/Execute Immunity.
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6. Inthe Data View, notice that additional data elements are created as the action initializes.
Because of the greater number of data outputs with multiple iterators, the action takes longer to
start (5 outputs * 9 iterations = 45 data elements). On subsequent runs the initialization is much
faster since the data elements already exist.

a. Notice that each iterator creates its own data tag suffix so that the iterations can be
correlated to the corresponding data element. When amplitude level = 50 and modulation
= AM, the data suffix is “50_AM”. Here is the complete set of iteration data elements (9)
for one output:

SG_Out_50_AM
SG_Out_50_FM
SG_Out_50_PM
SG_Out_44 AM
SG_Out_d4_FM
SG_Out_44 PM
SG_Out_38_AM
SG_Out_38_FM
SG_Out_38_PM

7. Observe the behavior of the SigGen simulator as the action runs. Just as with the single iterator
example, the modulation toggles from AM to FM to PM. Then the amplitude steps from -50 dBm
to -44 dBm, and the modulation sequence begins again. Then the amplitude steps to -38 dBm
and the modulation sequence repeats. After all 9 iterations have completed, the frequency
changes and the entire sequence repeats.

8. Switch to Manual Mode and continue exploring the iterators’ behavior using the Next and
Previous buttons.

IVI class drivers Overview

Interchangeable Virtual Instrument (IVI) class drivers provide an interface that allows TILE! to support
multiple vendors’ instrument models with a single driver for a particular instrument class.

IVI development and run-time tools are maintained by the IVI Foundation, an industry-wide organization
with membership that represents over 20 instrument manufacturers. ETS-Lindgren develops VI class
drivers in TILE! using tools provided by IVI. TILE! customers install the necessary IVI run-time utilities, as
well as specific drivers provided by the vendors, in order to use the IVI class drivers.

Installation

The following installers are prerequisites to using the VI class drivers in TILE!. Perform the installations in
the specified order.

1. NI-VISA

a. The TILE! installer includes the NI-VISA installer and will validate whether NI-VISA is
either missing from the system or outdated. Run the TILE! installer and install NI-VISA if
prompted to do so.
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2. NI IVI Compliance Package

a. Download the latest NI IVI Compliance Package installer from ni.com and run the
installer.

i. https://www.ni.com/en-us/support/downloads/drivers/download.ivi-compliance-
package.html

b. Press the Select All button on the Select tab of the IVI Compliance Package installer:

n Installing IVl Compliance Package X

Select Agree Review Finish

Additional items you may wish to install:

IVl Class Simulation Drivers

Providas advanced class-level simulation runtime

IVI Class Simulation Drivers Source

Providas source for the advanced class-lavel simulation runtime

VI Compliance Package support for LabWindows,/CVI
Provides help and integration for using IVl class drivers with LabWindows/CVI

IVl Compliance Package .NET Adapters
Provides .NET wrappers for [Vl C drivers

VI Compliance Package COM Adapters
Provides support for using IVI-COM specific drivers with National Instruments IVI-C class drivers

Select All Deselact All Next

c. Follow all prompts and restart your computer if directed.
3. Vendor’s VI specific drivers for the instrument models to be used

a. These drivers will usually be available from the instrument vendor’s website. If the vendor
offers 32-bit and 64-bit options, install the version corresponding to your operating
system.

b. NOTE: TILE! supports all three types of IVI specific drivers: IVI-C, IVI-COM, and IVI.NET.
i. The IVI Foundation maintains a registry of VI drivers:

1. https://www.ivifoundation.org/DriverRegistry/DriverRegistry.html

ii. National Instruments maintains an extensive database of instrument drivers,
including IVI vendor drivers; click Technology in the list of filters and select IVI:

1. http://www.ni.com/idnet
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iii. Example download locations:

1. R&S RTE/RTO/RTP (RsScope), RTA/RTB/RTM (RsRtx); Search the
rohde-schwarz.com website for your specific model, then go to
Downloads and find the RsXXX installer download for that model. For
example, here is the driver list for the R&S MXO 4. Then click the RsMxo
installer link.

a. https://www.rohde-schwarz.com/us/driver/mxo4/

2. Keysight:
a. http://lwww.keysight.com/find/drivers

3. Tektronix DPO/MSO 2000/3000/4000 series:

a. https://www.tek.com/oscilloscope/dpo2002-software/dpo2000-
ms02000-dpo3000-and-dpo4000-ms03000-and-mso04000-
mdo3000-and

Run MAX to configure the IVI device

NOTE: MAX can be launched directly from TILE! by selecting NI MAX... in the Tools menu.
o Refer to this NI Tutorial for configuration steps with screen shots:

o http://www.ni.com/tutorial/3377/en/

e Or, follow these steps:
1. Under My System->IVI Drivers, right-click on Driver Sessions and select Create New.
2. Name the driver session (e.g. RsScope).
3. Select the new session just created.
4. Click the Software tab on the bottom of the page.
5. Click the Software Module dropdown and select the specific IVI driver to use.

a. NOTE: Specific VI drivers will appear in this list automatically after they have
been installed. You must install the vendor’s specific driver for your instrument
before it can be configured in MAX.

6. Click the Hardware tab.
7. Click Add and name the Hardware Asset (e.g. RTO GPIB).
8. Click the Resource Descriptor and select from the entries in the dropdown.

a. If the instrument is connected to your system, you should see an entry that
represents the VISA resource associated with the method of communication for
that device.

b. Forinstance, a GPIB connection might be listed as “GPIB::20::INSTR”, or a USB
connection as “USB::...... ”, etc.

c. If you do not see a GPIB address corresponding to your connected GPIB device,
right-click the GPIB device under Devices and Interfaces and select Scan for
Instruments.
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9. Make sure the checkbox to the left of the Hardware Asset just created is checked.

10. Right-click the Logical Names folder under IVI Drivers in the left pane and select Create
New.

11. Enter a Logical Name for your IVI session. This is the name that will be referred to and
appear in TILE!.

12. Select the Driver Session dropdown and select the Driver Session created earlier.

13. Click Save IVI Configuration (changes will not appear in TILE! until the MAX VI
configuration is saved).

Using the IVI Session in TILE!

1. Create a new instrument in the profile.
2. On the Driver tab, Browse to select the desired driver.
a. IVl class drivers will begin with the “ivi_” prefix, e.g. ivi_scope.ins.

b. NOTE: selecting an VI class driver automatically selects IVl as the Communication type
on the Address tab.

3. On the VI tab, click the IVI Logical Name dropdown to view the list of available Logical Names
configured in MAX.

a. If you do not see the logical name(s) as expected, go back and review the IVI
configuration in MAX.

b. TILE! will not be able to open an IVI session to the device if the MAX configuration is not
completed (and the Save IVI Configuration button is pressed after making changes).

c. NOTE: MAX can be launched directly from TILE! by selecting NI MAX... in the Tools
menu.

4. Press the Validate button to test the VI Session, or just click OK on the Instrument dialog.
a. Ifthe IVI Session initialization generates an error you will see a message dialog.
5. Use the instrument in TILE! actions as desired.

6. NOTE: TILE! generates a VISA resource for the IVI instrument that can be used to communicate
directly with the instrument. This means that “direct 10” tools such as the Instrument Commands
action (VISA icon) and the Instrument Interactive Control utility can still be used.

7. IVl Properties can be viewed in the Property View when selecting the IVI-configured instrument in
the Instrument View. Information about the specific driver and class driver in use for this
instrument might be helpful for debugging purposes:
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=
Specific Driver Description IVI driver for the Keysight 2000X, 3000X, 4000X and 6000X family of Oscilloscopes
Specific Driver Vendor Agilent Technologies
Specific Driver Prefix AglnfiniiVision
Specific Driver Revision 2.1.9.0
Specific Driver Class Spec 4.1
Class Driver Description lviScope Class Driver
Class Driver Vendor National Instruments
Class Driver Revision Class: IviScope 4.00, Compiler: MSVC 9.00, Components: IVIEngine 16.00, VISA-Spec
Class Driver Class Spec 0.0

Using the NI 10 Trace Utility with IVI Class Drivers

When VI class drivers are in use, TILE! does not send direct SCPI commands to the device using
standard GPIB or VISA API functions. Because of this, the typical 10 Log entries will not appear in the
TILE! Log View. Instead, you can use the NI IO Trace Utility to show the communication between TILE!
and the device.

Configuring the NI 10 Trace Utility for IVI

1. Launch NI IO Trace Utility by selecting NI I/0 Trace... in the TILE! Tools menu.
2. Select Tools->Options from the menu (stop the capture if this entry is disabled).

3. On the View Selection tab, make sure that the IVI class APl in use is selected in the Installed API
Choices section:

Eci NI /O Trace Options
General Logging View Selection  Error Action
Installed API Choices Column Headers
NI-488.2 Number
MNI-VISA
NI-DAQmx Status
viDmm O iberr
[ ibentl
IviSwtch Time
IviFgen Duration
WiDCPwr O ProcessID
viPwrMeter [ ThreadID
IviSpecAn

4. Start the Trace Capture and run your TILE! profile actions that use the VI class driver. You
should see the IO captures specific to the VI class driver APl in use. The function calls will begin
with a prefix representing the class driver (e.g. IviScope_). Function call parameters and error
conditions can be observed in the log.

5. Here is an example 10 Capture when running the Initialize Instruments and Read Instrument
actions to retrieve a trace from an oscilloscope:
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i:‘l NI I/O Trace - [capture off] — O

File Edit View Tools Help

o|H| & L]} =@ X ?
Numbe| Description Status Time Duration
1 lviScope_SetAttributeViBoolean (InfiniiVision, "Channel1”, CHANNEL_ENABLED, VI_T VI_SUCCESS  09:57:38.597
2 lviScope_GetAttributeViReal64 (InfiniiVision, NULL, HORZ_TIME_PER_RECORD, 5E-05 VI_SUCCESS  09:57:38.617 0.017
3 lviScope_ConfigureAcquisitionRecord (InfiniiVision, 5E-05, 1000, 0) VI_SUCCESS 09:57:38.634 0.034
4 lviScope_SetAttributeVilnt32 (InfiniiVision, NULL, TRIGGER_TYPE, 1) VI_SUCCESS  09:57:38.668 0.024
5 IviScope_SetAttributeVilnt32 (InfiniiVision, NULL, TRIGGER_SLOPE, 1) VI_SUCCESS  09:57:38.692 0.016
6 lviScope_AutoSetup (InfiniiVision) VI_SUCCESS  09:57:38.708 2.155
7 lviScope_SetAttributeViBoolean (InfiniiVision, "Channel1”, CHANNEL_ENABLED, VI_T VI_SUCCESS  09:57:41.019 0.021
8 lviScope_GetAttributeViReal64 (InfiniiVision, NULL, HORZ_TIME_PER_RECORD, 0.002] VI_SUCCESS  09:57:41.040 0.355
9 IviScope_ConfigureAcquisitionRecord (InfiniiVision, 0.002, 1000, 0) VI_SUCCESS  09:57:41.395 0.060
10 lviScope_SetAttributeVilnt32 (InfiniiVision, NULL, TRIGGER_TYPE, 1) VI_SUCCESS  09:57:41.455 0.019
11 lviScope_SetAttributeVilnt32 (InfiniiVision, NULL, TRIGGER_SLOPE, 1) VI_SUCCESS  09:57:41.474 0.017
12 lviScope_ActualRecordLength (InfiniiVision, 992) VI_SUCCESS  09:57:41.491 0.508
13 IviScope_ActualRecordLength (InfiniiVision, 992) VI_SUCCESS  09:57:41.999 0.058
14 IlviScope_InitiateAcquisition (InfiniiVision) VI_SUCCESS  09:57:.42.058 0.086
15 lviScope_AcquisitionStatus (InfiniiVision, ) VI_SUCCESS 09:57:42.144 0.050
16 lviScope_AcquisitionStatus (InfiniiVision, 1) VI_SUCCESS  09:57:42.295 0.023
17 lviScope_FetchWaveform (InfiniiVision, "Channel1”, 992, {-0.00675,-0.0107701,..}, 992 VI_SUCCESS  09:57:42.318 0.073
18 lviScope_FetchWaveform (InfiniiVision, "Channel1”, 992, {-0.00675,-0.0107701,..}, 992 VI_SUCCESS  09:57:42.391 0.088
19 IviScope_SetAttributeViBoolean (InfiniiVision, "Channel1”, CHANNEL_ENABLED, VI_T VI_SUCCESS  09:57:42.479 0.041
20 lviScope_SetAttributeViBoolean (InfiniiVision, "Channel1”, CHANNEL_ENABLED, VI_T VI_SUCCESS  09:57:42.520 0.020
21 lviScope_SetAttributeViBoolean (InfiniiVision, "Channel1”, CHANNEL_ENABLED, VI_T VI_SUCCESS  09:57:42.540 0.024
22 IviScope_ActualRecordLength (InfiniiVision, 992) VI_SUCCESS  09:57:42.568 0.018
23 IlviScope_InitiateAcquisition (InfiniiVision) VI_SUCCESS 095742586 0.033
24 lviScope_AcquisitionStatus (InfiniiVision, 1) VI_SUCCESS 095742619 0.025
25 lviScope_FetchWaveform (InfiniiVision, "Channel1”, 992, {-0.0107701,-0.0107701,..}, 9 VI_SUCCESS  09:57:42.644 0.085
< > |

Captured 125 Displayed | 25

Selecting APIs to view

e |Vl class drivers:

o IVl class drivers create multiple levels of API functions to achieve the desired abstraction
(and thus interchangeability) between the application software and the instrument.

o TILE! makes IVI class API calls IviScope, IviPwrMeter, etc.).

o The class driver invokes the specific vendor driver, which determines the low level API in
use (VISA or native GPIB).

o Depending on the specific driver in use, these multiple APIs may or may not be able to be
viewed simultaneously in NI O Trace Utility.

o Typically, viewing the IVI class APl masks the ability to view the low-level API (even if it is
selected on the View Selection tab).

o Ifthis is the case, you can unselect the VI class API checkbox in order to allow viewing
of the low-level API:
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'-'(i NI 1/O Trace Options
General Logging View Selection  Error Action
Installed API Choices Column Headers
NI-488.2 Number
£ NI-VISA 4 Descriptio
NI-DAQmMX Status
O wiDmm O iberr
[ wiScope O ibentl
[ wiSwtch Time
[ IviFgen Duration

o Now when we re-run the same test as before, we see the low-level API functions appear
in the trace capture:

-‘& NI /0 Trace - [capture off] — Oa *
File Edit View Tools Help

o|H|< |BX) =@ X ?
Mumbe| Description Status Time Duration ~
1 viWrite (USBO0::0x0957::0x17A6:MY... (0x03F3CAO08), ":CHANT:DISP ON.", 15, 15) 0 09:57:38.608
2 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CA08), "TIM:RANG?.", 11, 11) 0 09:57:38.626 0.000
3 viRead (USBO0:0x0957:0x17A6:MY... (0x03F3CAO08), "+50.00E-06.", 4096, 11) 0 09:57:38.626 0.001
4 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAD8), "TIM:RANG 5e-005.", 17, 17) 0 09:57:38.640 0.000
5 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CA08), "TIM:RANG?.", 11, 11) 0 09:57:38.640 0.001
6 viRead (USBO0:0x0957:0x17A6:MY... (0x03F3CAO08), "+50.00E-06.", 4096, 11) 0 09:57:38.641 0.002
7 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAD8), "ACQuire:SRATe?.", 16, 16) 0 09:57:38.643 0.000
8 viRead (USBO:0x0957:0x17A6:MY... (0x03F3CAD8), "4000000000.", 4096, 11) 0 09:57:38.643 0.001
9 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAQ08), "WAVeform:POINts 1000.", 22, 2: 0 09:57:38.644 0.000
10 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CA08), "TIM:RANG?.", 11, 11) 0 09:57:38.645 0.000
1" viRead (USBO0:0x0957:0x17A6:MY... (0x03F3CAO08), "+50.00E-06.", 4096, 11) 0 09:57:38.645 0.001
12 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAQ08), "TIM:REF?.", 10, 10) 0 09:57:38.647 0.000
13 viRead (USBO0:0x0957:0x17A6:MY... (0x03F3CA08), "CENT.", 4096, 5) 0 09:57:38.647 0.001
14 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAQ08), "TIM:POS 2.5e-005.", 18, 18) 0 09:57:38.648 0.000
15 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAD8), “TRIGMODE EDGE.", 16, 16) 0 09:57:38.680 0.000
16 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAD8), "TRIG:SLOP POS.", 15, 15) 0 09:57:38.697 0.001
17 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAD8), "AUToscale.”, 11, 11) 0 09:57:38.711 0.000
18 viGetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CA08), TMO_VALUE, 2000) 0 09:57:38.711 0.000
19 viGetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CA08), TMO_VALUE, 2000) 0 09:57:38.711 0.000
20 viSetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CAQ08), TMO_VALUE, 6000) 0 09:57:38.711 0.000
21 viWrite (USB0:0x0957::0x17A6:MY... (0x03F3CAQ8), "*OPC?.", 6, 6) 0 09:57:38.711 0.000
22 viSetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CAQ08), TMO_VALUE, 2000) 0 09:57:38.711 0.001
23 viGetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CA08), TMO_VALUE, 2000) 0 09:57:38.712 0.000
24 viSetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CAQ08), TMO_VALUE, 6000) 0 09:57:38.712 0.000
25 viRead (USBO0:0x0957:0x17A6:MY... (0x03F3CAO08), "1.", 4096, 2) 0 09:57:38.712 2.114
26 viSetAttribute (USB0:0x0957:0x17A6:MY... (0x03F3CAQ08), TMO_VALUE, 2000) 0 09:57:40.826 0.000
< > W

Captured | 125 Displayed | 100
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Simulation Utility Overview

The TILE! Simulation Utility is installed with TILE! by the TILE! software installer. The Simulation Utility
requires a separate license from the TILE! application software and can be obtained (or renewed) by
contacting ETS-Lindgren at TileSupport@ets-lindgren.com.

NOTE: The LabVIEW 2026 Runtime Engine (RTE) is required to run Simulation. The TILE! installer
checks if the RTE is present and prompts to install it if is missing. Running this installer requires an active
internet connection. If the system is not connected, an offline installer can be downloaded from
support.ets-lindgren.com and then transferred to the system.

For more information on how Simulation works, see the Simulation Readme file under C:\Program Files
(x86)\ETS-Lindgren\TILE7\Simulation.

Simulation Summary

Simulated instruments in TILE! are referred to as Simulation Servers. A Simulation Server instrument
panel responds to TILE! IO commands much in the same way that a physical instrument would. A
Simulation Server waits to be addressed and communicated with by a TILE! instrument driver, and then if
it recognizes the command it takes appropriate action.

Depending on the type of Simulation Server running, it might change an internal state or value, take a
simulated measurement, or perform some other action, based on the command received. A SigGen
Server, for instance, will store a level value received from TILE! as an internal variable and pass this
value to input devices (such as PwrMtr Servers and SA Servers) that are synchronized to that particular
SigGen.

A key feature of the Simulation Server instruments is this ability to synchronize a SigGen instrument to a
PwrMtr or Analyzer instrument using level and frequency information. This allows multiple Simulation
Server instruments running in parallel to model a real-world system.

The SigGen server stores level and frequency data received from TILE! (This simulates outputting a
signal into a load). Ensuing read commands sent to PwrMtr servers will retrieve this value, scaled by the
simulator, possibly with noise added, and return the calculated value back to TILE!.

Combining simulators in this way makes it possible to test actions and drivers in TILE! that involve
leveling feedback loops without having physical instruments present. There is “live” data passing between
various simulated instruments such that an actual feedback loop can occur in the TILE! software actions.

General Operation

The TILE! Simulation Utility can be started from the TILE! Tools->Run Simulation menu. This will launch
the simulation interface panel, Configure Simulation, which will select and run any combination of
available Simulation Server panels. Alternatively, TILE! will launch the Simulation Utility automatically
when loading a profile with instruments pre-configured for Simulation. There are numerous TILE! example
profiles that ship with instruments pre-configured to use Simulation. These profiles can be found in the
[TILEN\Profiles\Simulation directory, where [TILE] is the TILE! installation directory.
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Methods to connect TILE! instruments to the Simulation Utility

Method 1: Open a profile pre-configured with simulated instruments.

Several simulation example profiles ship with TILE! in the \Profiles\Simulation directory. TILE! will
automatically launch the Simulation Utility when it loads an instrument pre-configured to use simulation
(Communication value set to Simulation in any instrument). When run in this manner, the Configure
Simulation panel will disable all instruments except for the instruments in the profile that are configured to

use simulation.

Configure Simulation
File Tools Help

Select Simulators

ON. lSigGen Server 1

ON ISA Server 1

TCP Port
|6350
ISB?D Interface
:.I Basic
mmunity
Emissions
+Positioners
All On
All Off

( Quit

Simulation Panels - O x
Stop Simulation Clear All Close Inactive Switch to Adv
Amptd  SigGen Server 1 TCPIP0::127.0.0.1:6350:S0CKET
0.00 dBm Port Active
6350
Frequency RFOn ModOn AM FM PM 4
100.0 MHz J @ 9 90
) Analyzer SA Server 1 TCPIPD:127.00.1:6370:50CKET
Noise Data OutUnits  Scale Factor  Scale Operator Port Active
’,}; 0.05 o dBuv J 0 i+ Show V5G| 6370 J
Data Source
=ity ’:.l SigGen Server 1
3 “ Positicner Mode
/ ;
-3 e | None
TT Max Twr Max
0.0 ] i 0 0
30.00M 100.00M 999.03M
?J Autoscale Y ?J V5G Full Span

Configure Simulation and Simulation Panels when Synchronized to a TILE! Profile

Method 2: Configure a new instrument with Communication set to
Simulation.

To use this method, follow these steps:

1. Add a new instrument to the profile’s Instrument list.

2
3
4. Click OK.
5

Switch to the Address tab and select Simulation in the Communication dropdown list.

Switch to the Sim tab and select the instrument type (Power Meter, Signal Generator, etc.).

TILE! will automatically select a supported driver for the instrument class you selected, launch the

Simulation Utility, add the appropriate Simulation Server into the Configure Simulation list, and
complete the connection between the TILE! instrument and the Simulation Server.

Instrument:5G_Sim
Instrument  Driver

Communication:

Driver Info  Address  Sim

Simulation ~

Settings

Instrurment:5G_5im

Instrument  Driver

Sim Type

Timeout {ms) 10000

SigGen

Driver Info  Address

Sim Settings

ETS-Lindgren.com

Address and Sim tabs for configuring a Simulated Instrument
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Method 3: Use the TILE! Tools->Run Simulation menu option.

Using this option will “disconnect” some of the automation that occurs when using Methods 1 or 2, and
thus allow currently unused instruments to remain in the available instrument list even if the profile that
used them is closed.

NOTE: If Method 3 is used after the Simulation Utility has already been launched using either Methods 1
or 2, then the Configure Simulation panel may be cleared of all instruments.

To return to the default instrument list, you can select File->Load Settings from the Configure Simulation
menu and then select SimulationSettings_default.ini, or you can use the Tools->Options menu and press
the Edit Simulator List button, then press Enable All, and OK twice to exit back to the main panel.

You can select Tools->Run Simulation at any time (even while Simulation is currently running) to turn off
the clearing of unused instruments feature that occurs when using Methods 1 or 2.

Simulation Server List

The available Simulation Server list indicates the maximum .
number of each simulation type that can be used. For File Tools Help
instance, a TILE! profile can have up to four simulated

. Select Simulat: TCP Port
Power Meters, two simulated Turntables, etc. e e : (Runsimision )
Pwrhdtr Server 1 6340 Run Simulation
The available Simulation Server list is: RuhAtrServerZi Iy 6341 Interface
Pwrbdtr Server 3 6342 :—/J Basic

e  PwrMtr Server 1-5

Pwrhitr Server 4 6343

SigGen Server1 6350

SigGen Server 2 6351

e SigGen Server 1-5

’ Emissions ]
[ SA Server 1-5 SigGen Server 3 6352 -
SigGen Server 4 6353
e Probe Server 1-10 T — [ mon |
SA Server 2 6371
e Turntable Server 1-5
Probe Server1 6360
e Tower Server 1-5 Probe Server 2 6361
Probe Server 3 6362
e Amplifier Server 1-5 T =

Turntable Server1 | 16380

e  Switch Server 1-10

Turntable Server2 | 16381

° SCOpe Server 1-5 Tower Server 1 6385

Tower Server 2 6386

Amplifier Server 1 6390

Amplifier Server 2 6391

Amplifier Server 3 6392

Amplifier Server 4 6393

Switch Server1 6400
Switch Server 2 6401
Switch Server 3 6402
Switch Server 4 6403
Switch Server 5 6404
Switch Server & 6405
Scope Server1 6410

Scope Server 2 6411 Quit
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Instrument Shortcut Buttons

Specific server combinations can be pre-saved and chosen using the Configure Simulation shortcut
buttons:

¢ Immunity = typically selects PwrMtr Server 1, PwrMtr Server 2, and SigGen Server 1.
o Emissions = typically selects SigGen Server 1 and SA Server 1.

o +Positioners = toggles Turntable Server 1 and Tower Server 1 on or off

e All On = turn on all available servers.

e All Off = turns off all servers.

NOTE: The Immunity, Emissions, and +Positioners buttons are customizable and may become modified
or not as useful when the Simulation Ultility is synchronized to a TILE! profile. To edit the instruments
selected by each button, go to the Configure Simulation Tools->Options menu and press the appropriate
Edit Button List button.

Basic and Advanced Interface Modes

There are two interface modes available for each Simulation Server instrument panel: Basic and
Advanced. You can press the “Switch to Adv” or “Switch to Basic” button on the Simulation Panels to
switch all currently running simulators to the specified mode.

You can also switch an individual panel to a different interface mode by turning it off in the Configure
Simulation panel, changing the Interface control, and then re-starting the simulator. Basic interface mode
should be used for typical use. This interface provides instrument-like front panels for each server, while
hiding the low-level details and advanced features.

Simulation Pafls‘ Elﬂlﬂ—u

Stop SimulationJ | Clear All | I Close Inactive J l Switch to Adv ‘
Input Reading PwrMtr Server 1 TCPIPO:localhost:6340: SOCKET
Port Active
-7
20.000 dBm 6340 J
Noise Data Units Scale Factor  Scale Operator Data Source
:-.: 0 .".JI dBm :.: 0 o o SigGen Serverl VSG
v 7 v U
Input Reading PwrMtr Server 2 TCPIPO:localhost 6341 SOCKET
Port Active
."J‘ =
10.340 dBm 6341 9 |
Noise Data Units Scale Factor  Scale Operator Data Source
o ) dBm o o+ -} Virtual SigGen VSG
Amptd 5igGer| Server 1 TCPIPO:localhost:6350:SOCKET
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Simulation Servers in Basic Mode
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Advanced interface mode provides more details and control of the simulator server’s interaction with
TILE!, such as a view of the commands received from the TILE! driver and the response strings being
sent back to TILE! from the simulator.

Although the simulator server panel keeps no history of past commands, the advanced interface provides
a real-time view of TILE!s command interaction with the simulator, similar to the TILE! IO Log, NI 10
Trace Utility, or another 10 logging utility.

Advanced mode also provides the ability to pause and step through individual command responses, and
in the case of the PwrMtr/Probe Servers, the ability to change Data Modes to “Pause for data prompt”
which allows the user to modify the response value before the simulator sends the response back to
TILE!.

Simulation Panels — m} *
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Simulation Servers in Advanced Mode
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Connection Active LED

If a server connection is dropped, the Active light on the server panel will turn off (such as when the
profile is closed, or when a server is stopped and restarted). TILE! can usually re-establish a connection
to a server when an action initiates communication with the server.

You can also manually establish a connection to a specific Simulation Server by opening the TILE!
instrument configuration dialog and then simply click OK to close the dialog. You should see the
Connection Active LED re-illuminate, just like when the original connection was being established.

Simulation Settings

The Configure Simulation panel’s settings and the last state of all running Simulation Servers is saved to
disk and then reloaded each time the Simulation Utility is run. Thus, each simulator should re-launch in
the same state as when it was last running.

Additionally, a snapshot of the current state of the simulator can be saved to disk by selecting Save
Settings from the File menu of Configure Simulation. A previously saved settings file can be reloaded by
selecting Load Settings from the File menu. This way, simulation settings files can be saved to match
their corresponding TILE! profiles.

Running Multiple Simulator Instances

Multiple Configure Simulation windows can control independent simulation systems running at the same
time. This allows two or more instances of TILE!, each with a profile of simulated instruments, to run tests
concurrently. Duplicate simulation systems will run with different colored panels to identify each simulation
system that is running.

In this diagram there are two Configure Simulation panels running simultaneously.
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Multiple Simulation Systems

Simulation Panels description and operation

All Simulation Servers are run as “subpanels” in a single window called Simulation Panels. This window
provides general control over all running servers:

1. Stop Simulation. Stops all running servers and closes the Simulation Panels window. Returns
control to the Configure Simulation panel, where servers can be re-selected and re-started.

server is being actively communicated with by TILE!.

Clear All Servers. Clears indicators on all running servers. Useful for determining if a specific

Close Inactive Servers. Closes all servers that do not currently have their Active light turned on.

Switch to Advanced (or Switch to Basic). This button toggles between the Basic and Advanced

user interface modes of the server panels as described in a previous section. Most users will use
the Basic interface mode. For debugging and low-level information and control of the servers,
switch to the Advanced interface mode.
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Note that the Configure Simulation window remains active while the simulators are running. Thus,
simulators can be added or removed from Simulation Panels in any order, and at any time.

Basic Mode

1. Scale Factor and Scale Operator (PwrMtr/Probe/SA servers only).

a. The combination of these inputs determines how the PwrMtr Server will scale its data
before sending a response to TILE!.

b. For example, if Scale Factor is 2, and Scale Operator is “+”, then 2 will be added to the
measurement value(s).

2. Noise (PwrMtr /Probe/SA servers only).

a. Specifies the noise level to add to the measurement value(s).
3. Data Out Units (PwrMtr /Probe/SA servers only).

a. Specifies the units to convert the measurement value(s) into.
4. Data Source (PwrMtr /Probe/SA servers only).

a. Specifies the data source to read.

b. Options are:

i. SigGen Server X.

1. If SigGen Server 1 and/or SigGen Server 2 are active, these simulators
will be listed in the Data Source dropdown of all input servers.

ii. Virtual SigGen.

1. Click the Show VSG button to view the Virtual Signal Generator. This
runs a separate utility which can generate Sine, Square, or Triangle
signals, control Amplitude and Frequency, and manipulate the time
domain signal with window and filter settings. Although the VSG is
always active, its output will only be synchronized to an input server
when Virtual SigGen is selected as the Data Source.

5. Positioner Mode (SA Server only).

a. Specifies which positioners, if any, will affect the output of the SA Server. The allowed
values are None (default), Turntable, Tower, and Turntable + Tower. For whichever
positioners (turntable and/or tower) are enabled, the corresponding Max input (TT Max or
Twr Max) specifies the value of that positioner that will produce the maximum SA Server
output.

b. NOTE: SA Server 1 uses the Tower Server 1 position, and SA Server 2 uses the Tower
Server 2 position.

c. Forexample:
i. Positioner Mode = Turntable + Tower
i. TT Max =180
ii. Twr Max =200
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d. This will produce the maximum SA Server output when the Turntable Server position is at
180 degrees, and the Tower Server position is at 200 cm. All other positions for each
server will scale the SA Server amplitude spectrum down by a value dependent on the
positioner’s distance from its maximum value.

e. The scale factors are:
i. Turntable =10 dBm /180 deg.
ii. Tower=10dBm /200 cm.

f. To continue the previous example, if the Turntable Server position is at 0 degrees and
the Tower Server position is at 0 cm, the SA Server amplitude would be scaled down by
10 + 10 = 20 dBm.

g. If the Positioner Mode = Turntable, then only the Turntable Server position would affect
the SA Server output, and the amplitude would be scaled down by 10 dBm, instead of 20
dBm.

6. Remote/Local (Positioner servers only).

a. Local mode allows the Current Position gauge/slider to be controlled interactively from
the simulation panel.

i. Reading the current position in TILE! reflects the value set by the user.

ii. Also, the SA Servers will respond appropriately to Local mode Positioner
changes when they are set to an appropriate Positioner Mode.

b. Remote mode gives control of the Positioner Server back to TILE!.

Advanced Mode

1. Pause button.
a. Pauses the server in an active connection.

b. This allows viewing of specific commands as they are received (Note: TILE! will continue
running if a server is paused, and may generate timeout errors if the simulator is paused
and not responding).

2. Clear button.
a. Resets all server panel indicators to default values.

b. This is useful for determining if the server is currently receiving commands (in particular,
Responses will show 0).

3. Data Mode (PwrMtr/Probe servers only).
a. Select “Auto-generate data” or “Pause for data prompt”.

b. Auto-generate data mode causes the PwrMtr server to generate a value (based on
Synchronize Mode selection) and send it immediately back to TILE!.

c. Pause for data prompt mode will pop-up a dialog box during each ReadPt function and
allow the user to modify the simulator’s data value before sending it back to TILE!.

d. Note: when the PwrMtr simulator is paused, the TILE! instrument’s VISA timeout setting
comes into play. The default VISA timeout is 10000ms (10s).
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i. If the user waits longer than 10s before pressing Continue, the VISA Read will
timeout and TILE! will generate an error.

ii. If alonger time is required, the VISA timeout setting can be increased on the
VISA tab of the instrument configuration.

4. Synchronize Mode (PwrMtr/Probe servers only).

a. Select “Synchronize PM to SG” to simulate a real-world system, where the last value of
the SigGen Server is used by the PwrMtr/Probe Server to generate its next response.

b. The next response is adjusted by the Scale Factor input, so that the next value = last
SigGen output value + Scale Factor.

c. If Synchronize Mode = Generate random data, the simulator generates a random value
between 0 and 1 for the next data value to return to TILE!.

5. Query and Process delay values (PwrMtr /Probe servers only). These are helpful and sometimes
necessary delays, depending on the application and instrument being simulated:

a. Query Delay

i. adelay specific to functions that return data (such as ReadPt), added after a
query command has been received/detected, and before the ensuing TCP Write
call is made to return data back to TILE!. This may be helpful to simulate actual
instrument delay times.

b. Process Delay

i. A delay added after any new characters have been received by TCP Read, but
BEFORE the command is processed. This delay was found to be necessary to
simulate instruments that have no Query command on ReadPt.

ii. Instead, the PwrSetA command is used to trigger the simulator’'s ReadPt
response, and possible race conditions could occur in synchronizing to the
SigGen in this scenario.

iii. The only instrument (so far) tested that needs this delay (50 ms) is the Btn4200.
6. Scale Factor and Scale Operator (PwrMtr/Probe/SA servers only).

a. The combination of these inputs determines how the server will scale its data before
formatting the Data Out string.

b. For example, if Scale Factor is 2 and Scale Operator is “+”, then 2 will be added to the
measurement value(s).

7. Noise (PwrMtr /Probe/SA servers only).

a. Specifies the noise level to add to the PwrMtr/Probe/SA response before sending the
output to TILEL

8. Data Out Units (PwrMtr /Probe/SA servers only).

a. Specifies the units to convert the PwrMtr /Probe/SA response into before sending the
output to TILEL

9. Data In indicator.
a. Displays the most recent IO received from TILE! by the simulation server.

b. Multiple commands may be included in each received buffer.
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c. Every recognized command will be parsed and processed as a separate response.
10. Data Out indicator.

a. Displays the most recent IO sent from the simulation server to TILE!.
11. Responses indicator.

a. Shows the number of responses recorded by the simulation server.

b. A response corresponds to a single command received by the server.
12. Model Detected indicator.

a. This string indicates which instrument model response is being used based on the
processing of received commands. This indicator can help to identify if the simulator has
incorrectly matched a command “belonging” to an instrument other than what is being
tested.

b. For example, if the Agilent EPM driver is being used in TILE!, this indicator should read
“ag_epm?’. If it says something else, then the simulator may have incorrectly parsed input
commands and the config file may need to be adjusted.

c. Note: some commands such as “*IDN?” will not show a Model Detected value, since this
command is shared by many different instrument models.

13. Frequency indicator.

a. Frequency commands are parsed for both PwrMtr and SigGen servers. If the PwrMtr
instrument driver supports Pwr_Set_Frequency, the PM Simulator panel should show the
current frequency value (should match the SigGen Simulator frequency indicator, as well
as the TILE! action’s frequency indicator). Some PwrMtr drivers do not send frequency
information, and the frequency indicator on the PwrMtr Server panel will remain at its
default value (-1 Hz).

14. Channel indicator (PwrMtr /Probe servers only).

a. If a ReadPt or SetFreq command sends channel information, this indicator will parse the
channel value and show the last value. If no channel information is sent, the indicator will
show 0.

15. Output value indicator (SigGen server only).

a. This indicator shows the last level successfully parsed and “output” by the SigGen
simulation server. A new output value is set when a SetLevel command is detected.

b. The value is “output” in the sense that this value is now available to an input server when
that servers has its Synchronize Mode set to Synchronize PM to SG.

16. Remote/Local (Positioner servers only).

a. Local mode allows the Current Position gauge/slider to be controlled interactively from
the simulation panel. Reading the current position in TILE! reflects the value set by the
user.

b. Also, the SA Servers will respond appropriately to Local mode Positioner changes when
they are set to an appropriate Positioner Mode.

c. Remote mode gives control of the Positioner Server back to TILE!.
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Virtual Signal Generator

The Virtual Signal Generator, or VSG, is a utility included with TILE! Simulation that creates a signal
source available to any input server (PwrMtr, Probe, SA, or Scope Servers). Regardless of whether an
output server (SigGen Server) is currently active, input servers always have the VSG available in their
Data Source dropdown.

The VSG panel can be viewed by pressing the “Show VSG” button on an SA Server, or “VSG” button on
a PwrMtr/Probe Server. The VSG panel does not have to be showing for its signal output to be active.
The VSG is always running in the background when any input simulators are active in the system. You
only need to view the VSG panel if you want to change the signal it is producing, after which you can
close the panel by pressing the OK button.
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Virtual Signal Generator

The Virtual Signal Generator is particularly useful for Emissions applications in order to provide a signal
source for the simulated Analyzer or Receiver and emulate the EUT in the system. Using the default input
settings of the VSG, the Triangle Signal Type will produce peaks at the primary frequency of 100 MHz,
and at each 100 MHz increment for the harmonics. These peaks can then be measured in a TILE! action
such as Measure Peaks, Scan Peaks, or Optimize.

Command Config CSV files

Seven Config CSV files must be present for the Simulation Servers to operate. These files are installed in
the Simulation\Config Files\ subdirectory. The files are PM Cmd Config.csv, SG Cmd Config.csv, SA Cmd
Config.csv, Positioner Cmd Config.csv, Switch Cmd Config.csv, Amplifier Cmd Config.csv, and Scope
Cmd Config.csv. These files contain the lists of commands understood by each simulation server type
and can be modified to “teach” the simulators commands for new instruments.

An eighth file, Command Configurations.xlw, is an Excel workspace file which loads the other files
together for convenience. Generally, the parser syntax follows the PERL compatible regular expression
(PCRE) syntax rules (refer to www.pcre.org for more info). This parsing syntax is commonly known as
“regex”.
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The active Command Config files for Simulation can be viewed by using the Tools->View Config Files
option in the Configure Simulation panel. Here are the descriptions of some of the key Command Config
file column types.

1. Primary Search field (all files).

a. This field specifies the regex pattern for each command entry. This column defines the
primary parsing step that determines how (or if) each incoming input string maps to a
corresponding simulator command.

2. Cmd Type (all files).
a. This entry specifies the Command Type of the command.
3. Response (all files).

a. This entry defines the response for Response command types. More than one command
type will produce a response, but the Response command type has a fixed response.

b. A common example of this is the *IDN? query. The simulator will respond the same way
whenever this command is received.

4. Frequency Multiplier field (PM Cmd Config.csv).

a. Some power meters set their frequency in units other than Hz (such as GHz), with no
corresponding units characters (i.e. instead of sending “100MHz”, the drivers sends only
“0.17).

b. The simulator must have specific knowledge of the frequency multiplier to produce the
correct value, so this column in the PM Cmd Config file is dedicated to this multiplier.

5. RdPt Format specifier (PM Cmd Config.csv).

a. This entry tells the simulator how to format its response when returning data. This is
useful when extra characters must be appended to the beginning of the response string.
To configure a server to send a standard ReadPt response, use the format string: ‘%f’.

For Advanced Debugging techniques and the ability to modify the Command Config tables in real time,
refer to the Command Config Editor section at the end of this document.

ETS-Lindgren.com TILE! Reference Manual | 354 of 360



https://www.ets-lindgren.com/product-category/software/

Supported TILE! Drivers with Simulation 2.3.6

Note: The default TILE! driver for each simulator type is listed in bold as the first entry of the list.
e Power Meters:

o ag_epm, btn4200, btn4232, ETS_EMField, ETS_EMPower, hp4419, rs_nrvd, rs_nrp,
rs_ure, t6006_pwm, wavetek_8502, yok_wt1600

e Signal Generators:
o ag_n518x, ag_n9310a, ag33250, ETS _EMGen, marc_2023, rs_smb100a, t6006_gen
e Probes:
o ETS_EMSense, hi6100, ar_fl7004, ar_fI8000, ar_fm7004, ETS_EMSense10/40
e Signal Analyzers:
o ag_mxa, ag_mxe, rs_esu, rs_fsw, ag_e444x, ag_psa, ks_n9344
e Receivers:
o ag_mxa_rx, ag_mxe_rx, rs_esu_rx
e Positioners:

o ETS_2006_Positioner, Anaheim, ASYCONT, Device_DT3169, emco_2090,
ETS_EMControl, ETS _EMField, ETS 2191, frankonia_fc02, frankonia_fc06,
innco_CO0O3000, maturo_mcu, maturo_fcu

e Amplifiers:

o ETS_8100_Series, ar_amp_modern, ar500a100, Bonn, cpi_j_series_opt_d,
ETS_EMField, ETS_8000_Amp_Series, IFI, miimega_ac001, rs_bba100, serial_direct_1,
siwi_swspa, vectawave_amp

e Switches:
o ETS_EMSwitch, ETS_EMControl, t6006_swt
e Scopes:

o ag_3104_scope
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Debugging with Simulation

Instrument Interactive Control Utility

Just like with a physical instrument, it may be helpful to use an interactive 10 utility to communicate to the
simulator and test individual commands. The TILE! Instrument Interactive Control utility works well for this
purpose.

As an example, send “*IDN?” to PwrMtr Server 1 and query the response. The simulator will send a
response indicating its simulator type: “PM Simulator”. If the simulator has been linked to a specific TILE!
driver it will respond with the name of that driver in its ID string, e.g. “ag_epm PM Simulator”.

B " Instrurmment Interactive Control *

Instrumnent: | Ph_Sim ~ [riit & 10 Cluery

Instrument Command

ADN? ~]
Temination | % W
[ Mo Diiver : :
Sizssla ik SYST:ERR? Clear Session Histary
=x *IDN?

< ag_epm P Simulator

Wiite Fead

Status Eytes to Read:
|Dperalinn completed successfully. | |1DEID =

Count: [ Binary Read

Cloze

Using Instrument Interactive Control Utility for Debugging

Similarly, you can test other commands recognized by the simulation server, such as “FETC1?”,
“SENS1:FREQ 100MHZ”, etc. Refer to the appropriate Cmd Config.csv file (or use Show Command
Config Editor) to view specific commands recognized by each simulator type.

Response Editor

The Response Editor provides a real-time log of incoming commands received by the simulation server
that the editor was launched from. The interface provides some information about those commands, as
well as some limited capabilities to modify the simulator’s behavior when the command is received again.

Right-click an empty space on any simulation panel and select Show Response Editor to launch the
Response Editor debugging panel.

1. Command Received
a. This column lists the incoming commands as they are received.

b. Only unigue commands are listed.
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c. The Consolidate Roots checkbox determines whether the uniqueness applies to the
command “root” (the part of the command that comes before the first space), or to the
entire command. Unchecking Consolidate Roots will produce many more entries in the
Command List.

2. Cmd Type

a. This column lists the simulator's command type.

b. Some command types are common to all simulators (e.g. Response), whereas other
command types are specific to each simulator type (e.g. SetRFOn).

c. If Show Unrecognized Commands is unchecked, every Command Received entry should
have a corresponding Cmd Type entry.

d. If Show Unrecognized Commands is checked, unrecognized commands are also listed

and the Cmd Type entry will be blank.

3. Sim Response and Modified Response

a.

If the command received produces a corresponding response, the response sent for that
command will be listed in the Sim Response column.

The user can cause the simulator to send a different response on subsequent matching
commands by entering text in the Modified Response column box.

As an example, follow these steps.

i. InTILE!, use the Instrument Interactive Control utility to query the *IDN?
command. The Response Editor will list the command with the Response Cmd
Type.

Command List

Command Received Cmd Type Sim Response Meodified Response &

*IDNT Response ag_n318x SigGen Simulator

Response Editor with *IDN?

i. Type “My Simulator” into the Modified Response column box.

Command List
Command Received Crmd Type Sirn Response Madified Respnnseﬂ

*IDN? Response ag_n318x SigGen Simulater | My Simulator

Response Editor with Modified Response

iii. Re-query the *IDN? command from TIL! You will see that the simulator’s
response has been modified from the previous value to the new value.
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Instrument Interactive Control
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Modified responses in TILE! Instrument Interactive Control Ultility

Command Config Editor

Each simulator type maintains an internal Command Config table of entries that map incoming
commands to specific command types and responses. In normal operation, these tables are loaded from
CSV files as the simulators launch and then are not modified during the timeframe that the simulator is
active.

The Tools->View Config Files menu option in the Configure Simulation panel allows the user to view and
edit these files in a spreadsheet or text editor (see the Command Config CSV files section of this
document). Modifying the files on disk, however, will not affect the behavior of an already loaded
simulator. Using the Command Config Editor, these config tables can be edited while the simulator is
active.

Right-click an empty space on any simulation panel and select Show Command Config Editor to launch
the Command Config Editor debugging panel.

Input Reading PwrMtr Server 1 TCPIP0::127.0.0.1:6340:SOCKET

Part Active
- ] ] O'ODD dBm Show Response Editor

o *} dBm Ao o+ T SigGen Server 1 VaG

Show Command Config Editor
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Command Config Editor
Simulator Name
Pwrhitr Server 1 Update { | Rewert from Disk I | Save to Disk I | Restore to Shipping I
Command Config Info
Model Cmd Type Primary Search Secondary Search | Ch Format Response RdPt Format Freq Multig &
ag_epm SetFreq sense*[0-9]:freq)s[0-9.]+\s?[| sense*([0-9]):freq\s | %d 1
ag_epm ReadPt fetch*[0-9]+\I[\rn:]* fetch*([0-3]) Sed %e
ag_epm Response idnhIrn]* ag_epm PM Simi
Response idnh[rn T* PM Simulator
OperationComplete | Vopc\I[\rin;]* 1
Response systierr\? 0,"Mo Error”
rs_nrvd Response idnh I TR rs_nrvd PM Simul
rs_nrvd ReadPt meashI[\rin; " meash? %e
rs_nrvd SetFreq sense:cornfrefis[0-9.]+[a-z]4 sensercornfrefis 1
rs_nrp Response idnh I TR rs_nrp PM Simuli
rs_nrp ReadPt read[0-9]+\?[\rn; ] read([0-9]) Zed %e
rs_ure Response idnh I TR rs_ure PM Simulg
rs_ure ReadPt KTRAVF AT KTRA? %e
btnd200 Response idnh I TR btnd200 PM Simi
btnd200 ReadPt [0-91M ([0-3])M %d \s\shs Tef
yok_wt1600 Response idnh I TR yok_wt1600 PM §
yok_wt1600 ReadPt :NUMERIC:NORMAL: TEMAY :NUMERIC:NORMAL %f ;
wavetek_8502 Response idnh I TR wavetek_8502 PN
wavetek_8502 ReadPt UPDM[\rn ] UPDM shshshsf
wavetek_8502 SetFreq FREQ[O-9.]+ [\rim;]* FREC 1.00E+09
hig100 Response idnh I TR hig100 PM Simul
hig100 ReadPt rprb, [0-97VW* rprb, ([0-91) Yed 6f, (0.5v) %6, (0.3
btnd232 Response idnh I TR btnd232 PM Simi|
btnd232 ReadPt CL[\An]*® CL 0,%&f,0,(0.9%)%fF
cpi_j_series Response idmh I\ ] cpi_j_series PM 5
rni i carier Bocnonca T (RMSVSTERA MKe Ll
~ v

PwrMeter Server Command Config Editor

Although a complete explanation of the Command Config Table is beyond the scope of this manual, here
are some basic explanations that may be helpful. The specific column headers/functions will vary by
simulator type, but there are some columns that are common to all simulators.

The most important columns are Primary Search and Cmd Type. Primary Search defines the parsing
string (using regex syntax), that is used to map incoming command strings to corresponding simulator
command types. Cmd Type defines which simulator function will execute when a matched command is
received. Response defines the response string that is sent when an incoming string maps to the
Response command type.

Refer to the Command Config CSV files section of this document for more information about the
Command Config table format.

Command Config Editor Buttons

1. Update

a. Press this button to update the active Command Config table. This allows intermediate
entries to be entered in the table without immediately affecting the simulator behavior.

b. Any updates to the Command Config table will only affect this specific simulator and
session. It does not affect other simulators, even ones of the same simulation type.

c. Updating the active Command Config table does not affect the CSV files stored on disk.
Thus, if the simulator is closed and then later reloads from disk, the behavior will revert to
what is represented in the disk copy.
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d. Generally, the Ctrl-Z Undo operation allows previous entries to be corrected while
modifying the table.

2. Revert from Disk

a. This button will restore the active Command Config table to the copy that is saved on
disk.

3. Save to Disk

a. This button will transfer the active Command Config table (modified by Update or not) to
the copy saved on disk. This makes the changes for this session more permanent, in that
they will re-load the next time the simulator is run.

b. Note that this will affect all simulators of this simulation type (e.g. Power Meters), since a
single, common, Command Config CSV file is used for each simulator type.

4. Restore to Shipping

a. A master copy of each simulation type is maintained separately from the active disk file.

Editing the Command Config Table

Cells can be modified by clicking in the cell and entering new text. Click the Update button to transfer the
modified table to the active table.

To delete or create new rows, right-click a row entry and select one of the following options:
1. Delete Row
a. Deletes the current row.
2. Insert Row Before
a. Inserts a new row above the current row.
3. Copy Data
a. Select multiple cells first, then select Copy Data.

b. This function can be used to copy and paste an existing entry (or entries) into a newly
inserted row or rows.

4. Paste Data

a. Select multiple cells first, then select Paste Data to paste previously copied values into
the new location.

b. NOTE: the shape (rows/columns) of the copied cells must exactly match the shape of the
pasted cells.

ETS-Lindgren.com TILE! Reference Manual | 360 of 360



https://www.ets-lindgren.com/product-category/software/

	Copyright and Revision Record
	End User License Agreement

	Table of Contents
	Contact Information and System Requirements
	Contact USA Headquarters
	TILE! Support
	License and Maintenance

	Windows Compatibility
	Recommended System Requirements


	Introduction
	Welcome
	TILE! 8 Datasheet
	Product Features
	How TILE! Works
	Custom Test Profiles
	TILE! Test Executive
	Report Generator
	Simulator

	TILE! Terminology

	Security – Password Protection
	Change Password

	Frequently Asked Questions
	Running profiles in different versions
	TILE! 8 File Format

	Hi-Res monitor scaling adjustment


	Navigation
	Toolbars and Menus
	Main Menu
	File
	Edit
	View
	Structure
	Graphic
	Run
	Window
	Tools
	NI I/O Trace
	Help
	Expired License
	Update License

	Standard Toolbar
	Command Toolbar
	View Toolbar

	TILE! Windows
	Window Behavior (Docked and Tabbed Modes)
	Flowchart View
	Palette View
	Project View
	Project Folders
	Imports
	Exports

	Properties View
	Drag and Drop properties

	Data Element View
	Instrument View
	Graph View
	Table View
	Log View
	Ignore/Replace Commands

	Audit Trail View

	Common Action Features

	Create a Basic Profile
	Simulated Emissions Scan
	Polar Plot with Simulator

	Data Elements
	Data View
	Element Names
	Element Database
	Element Valid Points
	Element Intp (Interpolated)
	Element Source

	Defining a Data Element
	Editing and Deleting Data Elements
	Exporting Data

	Data Types
	Measurement Elements
	File Elements
	Equation Elements
	Preset Elements
	Word Elements
	Word from Equation Elements
	Word from File Elements
	Script Elements
	Standard Elements

	Data Element Tabs
	Name Tab
	Source Tab
	Values Tab
	File Tab
	Equation Tab
	Addition “+” operator

	Simple Tab
	Bands Tab
	Script Tab
	Python Scripting in TILE! 8
	Creating New Python Scripts
	Converting Existing Scripts to Python


	Collection Tab
	Table Tab
	Standard Tab
	Database Table Tab


	Instruments
	Instrument View
	Automated Instrument Discovery (AID)
	Create All Discoverable Instruments
	Creating an Instrument
	Configuring an Instrument
	What is Discoverable?

	Editing and Deleting Instruments
	Instrument Tabs
	Driver Tab
	Address Tab
	GPIB Tab
	Serial Tab
	VISA Tab
	VISA Resource
	Using NI MAX to configure instruments

	Sim Tab
	Example description
	Quick enable/disable simulation
	Simulation for Hi-resolution screen


	Instrument Test Panels
	Running the Test Panel
	Panel Type
	Using the Test Panel
	Common Controls
	Customizing Panels for Specific Drivers

	Instrument Context Menu

	Graphs
	Defining a Graph
	Copying a graph

	Graph Toolbar
	Display Data
	Controlling Display Conditions

	Graph Setup Tabs
	Titles Tab
	X Labels Tab
	X-axis Tab
	Y Labels Tab
	Y-axis Tab
	Fonts Tab
	Graph Tab
	Legend Tab
	Additional Information Tab
	EUT Tab
	Comments Tab
	Bitmap Tab
	Page Defaults Tab

	Graph features
	Cursor Position
	Temporary Zoom
	Cursor Interpolation


	Tables
	Defining a Table
	Copying a table

	Table Toolbar
	Display Data
	Controlling Display Conditions

	Table Setup Tabs
	Titles Tab
	Additional Information Tab
	Comment Tab
	EUT Tab
	Page Defaults Tab


	Flowchart and Palette
	Flowchart Window
	Actions
	The TILE! Palette
	Placing Action Icons
	Using Actions
	Highlighted Actions
	Common Tabs for Actions
	Action Tab
	Bookmarks Tab


	Progress Bar
	Manipulate Flowchart
	Structure Actions
	Page Size
	Zoom


	Objects
	Ghost objects


	Ancillary Actions
	Drawing Tool Actions
	Shapes and Colors
	Connector Action

	File Management Actions
	Auto Save
	Save As Tab
	Backup Tab

	Save Windows
	Graph/Table Tab and Data Tab
	Save Options Tab
	HTML Export Tab

	Transfer Data
	Transfer to/from File Tab

	Direct Entry
	Data Element Tab
	Prompt Tab
	Dialog Box

	Clear Data
	Clear Data Tab
	Load Data Tab


	Process Actions
	Start (GO)
	Sequencing

	Prompt
	Message Tab
	Choice Tab
	Sound Tab
	Jump To Tab
	Loop Tab
	Dialog Box

	Math
	Data Tab
	Position Data In/Out Tabs
	Dialog Box

	Print Pages
	Display Tab

	Launch Application
	Commands Tab
	Linked Event Tab
	Pass/Fail Check and Reset Tabs

	Picture
	Picture Tab
	Prompt Tab
	Dialog Box

	Timer
	Sound/Delay Tab
	Msg Tab
	Linked Event Tab
	Dialog Box


	Information Actions
	Lab Information
	Laboratory Information Tab

	Client Information
	Client Information/Additional Information Tabs
	File/Options Tab

	Operator Information
	EUT Information
	Equipment Under Test Tabs: Page 1 and Page 2
	Equipment Description Tab
	File/Options Tab

	Comment
	Weather

	Interface Actions

	Measurement and Control Actions
	Control Actions
	Instrument Initialization (INIT)
	Instruments Tab

	Instrument Commands (VISA)
	Instrument Commands Tab
	Command Format


	Position Tower
	Links Tab
	Position Tab
	Multiple Positions Tab
	Dialog Box

	Position Turntable
	Position Tab
	Links Tab
	Multiple Positions Tab
	Dialog Box


	Measure Actions
	Calibrate Cables/Amplifiers
	Setup Tab
	Frequency Steps Tab
	Data Tab
	Instruments Tab
	Dialog Box

	Amplifier Calibration
	Frequency Tab
	Leveling Tab
	Calibration Tab
	Instruments Tab
	Harmonic Test Tab

	Setup / Monitor Instrument (READ)
	Monitor Tab
	Signal Generator Tab
	Level and Hold Tab
	Spectrum Analyzer – 1 Tab
	Spectrum Analyzer – 2 Tab
	Network Analyzer Tab

	Read Instrument
	Defaults Tab
	Links Tab
	Trigger Tab

	Polar / Scalar Measurement
	Frequency Tab
	Instruments Tab
	Input/Output Tab
	Parameters Tab

	Call Setup
	Device Config Tab
	Setup Calling Test Tab
	Selecting the Telecom Tester Interface


	Switch Actions
	Switch Setup
	Switches Tab
	Instrument/Switch Tab

	EMSwitch
	Instrument/Switch Tab
	Switches Tab

	Switches A, B, C, D, E


	Emission Actions
	Range Type Measurement Actions
	Measure Range
	Measure Range Extended
	Frequency Tab
	Amplitude Tab
	Data 1 Tab
	Instruments Tab
	Parameters Tab
	Receiver Functions Tab
	Options Tab
	Special Tab
	Monitor Tab
	Trigger Out Tab
	Dialog Box

	Optimize Measurement (PRE-SCAN)
	Freq – Analyzer 1 Tab
	Amplitude Tab
	Data - Analyzer Tab
	Tower/Turntable Tab
	Tower Defaults Tab
	Instruments Tab
	Timing Tab
	Parameters - Analyzer 1 Tab
	Dialog Box

	Scan Range Measurement
	Fast Scan Across TT/TWR

	Peak Type Measurements Actions
	Scan Peaks and Scan Peaks PSA
	Frequency Tab
	Freq Steps Tab
	Instruments Tab
	Output Tab
	Output 2 Tab
	Search Span Tab
	Search BW
	Compare Tab
	Parameters Tab
	Recv/Analyzer Tab
	Optimization Tower / Optimize Turntable Tabs
	Optimize Parameters Tab
	Antenna Polarity Tab
	Timing Tab
	Power Tab
	Dialog Box

	Measure Peaks
	Frequency Tab
	Amplitude Tab
	Search Tab
	Std Parameters Tab
	Peak Parameters Tab
	QP Parameters Tab
	Avg Parameters Tab
	Instruments Tab
	Receiver/Analyzer Tab
	Power Tab
	Harmonic Tab


	GTEM Actions
	GTEM/OATS 3 Position Correlation
	GTEM Tab
	OATS Tab
	Inputs Tab
	Results Tab
	Defaults Tab

	GTEM/OATS 9-Position Correlation
	GTEM Tab
	OATS Tab
	Alignment Tab
	Input Tab
	Results Tab

	GTEM Optimization
	Frequency Tab
	Data Tab
	Links Tab
	Parameters Tab

	Position EUT (GTEM Manipulator)
	Position Tab
	Links Tab
	Dialog Box


	Other Actions
	Signal Discrimination Measurement
	Input Freq Data Tab
	Input Position Data Tab
	Output Data - 1 Tab
	Output Data - 2 Tab
	Instruments Tab
	Measurement Parameters Tabs
	Search Parameters Tabs
	Amplitude Tab
	Standards Tab
	Tower/Turn Position Tab
	Tower Setup Tab
	Timing Tab
	Mode Tab
	Dialog Box

	Site Attenuation
	Frequency Tab
	Levels Tab
	Parameters Tab
	Data Tab
	Antenna Tab
	Instruments Tab
	Dialog Box

	Occupied BW Mask and FCC Power Spec Limit


	Immunity/Susceptibility Actions
	Immunity Actions
	Immunity / Susceptibility Calibration
	Frequency Tab
	Freq Steps Tab
	Amplitude Tab
	Leveling Tab
	TEM Tab
	P-MID Tab
	Calibration Tab
	Results Tab
	Instruments Tab
	Samples Tab
	Pause Tab
	Dialog Box

	Immunity / Susceptibility Test
	Frequency Tab
	Freq Step 1 Tab
	Freq Steps 2 Tab
	Freq Steps 3 Tab
	Pause Tab
	Primary Amp Tab
	Injection Level Tab
	Sec Amp-Harmonics Tab
	Leveling Tab
	TEM Tab
	Check Tab
	Reference Tab
	Threshold Tab
	Auto Thresholding Tab
	AM Modulation Tab
	FM Modulation Tab
	Pulse Modulation Tab
	PM-Key Tab
	Calibration Tab
	Probe Cal. Tab
	Results - 1 Tab
	Results - 2 Tab
	Calculations Tab
	Instruments Tab
	Probes Tab
	Samples Tab
	Monitors Tab
	Position Tab
	Process Tab
	Pass/Fail Tab
	Dialog Box

	Auto Thresholding
	Example of Auto-Threshold Settings and Operation

	Immunity Field Uniformity
	Input (1/2 - 23/24) Tabs
	Standard Tab
	Method Tab
	Output Tab
	Output 2 Tab
	Output 3 Tab

	CS103/4/5 Measurement
	Frequency Tab
	Freq Steps Tab
	Signal Generators Tab
	Instruments Tab
	Switchover Tab
	Output Tab
	CS103 Tab
	Waveform Tab
	CS104 Tab
	CS105 Tab
	Parameters Tab
	Power Tab
	Monitor/Monitor 2 Tabs


	Reverb Actions
	Reverberation Calibration (CAL)
	Freq Tab
	Freq Step Tab
	Amplitude Tab
	Leveling Tab
	Chamber Tab
	Paddles Tab
	Power Meter Data Tab
	Probe RMS Tab
	Probe X, Y, Z (or 1, 2, 3) Tabs
	Est. Field Tab
	Data Tab
	Instruments 1 Tab
	Instruments 2 Tab
	Samples Tab
	Calibration Tab
	Timing Tab
	Dialog Box

	Reverberation Calculation (EVAL)
	Chamber Tab
	Est. Field Tab
	Antenna Tab
	Output Tab
	Output 2 Tab
	Input 1-9 and Input 1-9 Probe Tabs

	Reverberation Test (TEST)
	Freq Tab
	Freq Step Tab
	Amplitude Tab
	Leveling Tab
	Threshold Tab
	Auto Thresholding Tab
	Paddles Tab
	Power Meter Data Tab
	Data Tab
	Failed Freq Tab
	Instruments Tab
	Probes Tab
	Samples Tab
	Calibration Tab
	AM Modulation Tab
	FM Modulation Tab
	Pulse Modulation Tab
	PM-Key Tab
	Monitor Tabs
	Timing Tab
	Reverb Standards Tab
	DO160G Zero Span Tab
	Dialog Box
	Semi-Auto Threshold Test


	IEC 61000 Series Test Actions

	Special Math Functions
	Available Operators and Conditionals
	Available Conditionals
	Special Math Functions

	Native TILE! NI I/O Trace Support
	Log Options Dialog
	Options Tab
	NI I/O Trace Tab
	Detailed trace settings

	NI I/O Trace Scripting
	Using NI I/O Trace

	Appendix: Miscellaneous Examples
	Configure Ethernet IP address for an instrument
	Create new NI MAX VISA resource for TILE!
	Ignore/Replace Commands Overview
	Ignore Unwanted Driver Commands
	What about Ignore Subsequent Read?

	Modify (Replace) an Existing Driver Command
	Adding Pre/Post Commands
	Using Pattern Matching
	Using Scripts

	Immunity Iterators Overview
	Single Iterator Example
	Multiple Iterators Example

	IVI class drivers Overview
	Installation
	Run MAX to configure the IVI device
	Using the IVI Session in TILE!
	Using the NI IO Trace Utility with IVI Class Drivers
	Configuring the NI IO Trace Utility for IVI
	Selecting APIs to view


	Simulation Utility Overview
	Simulation Summary
	General Operation
	Methods to connect TILE! instruments to the Simulation Utility
	Method 1: Open a profile pre-configured with simulated instruments.
	Method 2: Configure a new instrument with Communication set to Simulation.
	Method 3: Use the TILE! Tools->Run Simulation menu option.

	Simulation Server List
	Instrument Shortcut Buttons
	Basic and Advanced Interface Modes
	Connection Active LED
	Simulation Settings
	Running Multiple Simulator Instances

	Simulation Panels description and operation
	Basic Mode
	Advanced Mode

	Virtual Signal Generator
	Command Config CSV files
	Supported TILE! Drivers with Simulation 2.3.6
	Debugging with Simulation
	Instrument Interactive Control Utility
	Response Editor
	Command Config Editor
	Command Config Editor Buttons
	Editing the Command Config Table






  SigOut = 10 ∗ log 10  (      ( Target ∗ Height ) 2  50 ∗  10   (   Gain − Offset 10 ) ) + 30


  E s t   F i e l = a l o g 10  (   d B ∆ + 20 ∗ l o g 10  ( R e f V m ) 20 )


  3 . 1 = a l o g 10  (   0 . 2 + 20 ∗ l o g 10  ( 3 . 03 ) 20 )  


  1 +   + value 4  number   of   probes


   E max =    377 ∗ 8 ∗ π ∗  (  P rcvmax )   λ 2


    Q   =     16  π 2 V   η Tx    η  Rx  λ 3  ⟨    P AveRec   P input ⟩ η


    P  A v e R e c


    P  i n p u t


    𝜂  T x


    𝜂  R x  


     ⟨ ⟩  𝜂


  10 ∗  Log 10  (    P Fwd −  P Rev   P Rec )


   E Est =      ⟨   8 π λ       P MaxRec   η rx η ⟩ 


  𝜎 =     ∑     (       E ⃡  i −  ⟨     E ⃡ ⟩ ) 2    𝜂 − 1


  𝜂


     E ⃡ i


   ⟨   E ⃡ ⟩


  C L F   =     C V F  A V F


    C V F =  ⟨     P  A v e R e c    P  i n p u t   ⟩  𝜂


    A V F =  ⟨     P  A v e R e c    P  i n p u t ⟩  8   a t ≤   10   f  0   o r   3   a t > 10 f


   P  Input =    [    E Test     ⟨  E ⃡ ⟩  24   or   9 x  CLF ( f ) ] 2


  CLF ( f )


     ⟨  E ⃡ ⟩  24   or   9


      𝒆  𝒙


      𝐥 𝐨 𝐠  𝐞 ⁡  𝐱


      𝒙  𝒚


  T H D =      V 2 2 +   V 3 2   +   V 4 2 + …   +   V ∞ 2    V 1

